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============= Start of 1st Change =============
9.1.5.4
HANDOVER REQUEST

This message is sent by the MME to the target eNB to request the preparation of resources.

Direction: MME ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	Handover Type
	M
	
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	E-RABs To Be Setup List
	M
	
	
	
	YES
	reject

	>E-RABs To Be Setup Item IEs
	
	1 to <maxnoof E-RABs>
	
	
	EACH
	reject

	>> E-RAB ID 
	M
	
	9.2.1.2
	
	-
	

	>> Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>> GTP TEID
	M
	
	9.2.2.2
	To deliver UL PDUs
	-
	

	>> E-RAB Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters
	-
	

	Source to Target Transparent Container
	M
	
	9.2.1.56
	
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	reject

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Request Type
	O
	
	9.2.1.34
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	Security Context
	M
	
	9.2.1.26
	For LTE Handover,one pair of { NH, NCC} is provided for 1-hop security, for inter-RAT Handover, NH is the KeNB whereas the NCC is set to ‘0’,see [15]
	YES 
	reject

	NAS Security Parameters to E-UTRAN
	C-iffromUTRANGERAN
	
	9.2.3.31
	The eNB shall use this IE as specified in [15].
	YES
	reject


Editor’s Note: The details of required IEs to indicate security parameters in the message (e.g., encryption and integrity protection information) are FFS.

	Condition
	Explanation

	C-iffromUTRANGERAN
	This IE shall be present if the Handover Type IE is set to the value "UTRANtoLTE" or "GERANtoLTE"


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.


============= End of 1st Change =============
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