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8.3
Dedicated Procedures

8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation

Skip Unaffected part
HS-DSCH:

If the HS-DSCH Information IE is present in the RADIO LINK SETUP REQUEST message, then:

-
The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

-
The DRNC shall include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP RESPONSE message. [FDD – The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD– The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK SETUP RESPONSE message.

-
The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every HS-DSCH MAC-d flow being established.

-
If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, then the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned HS-DSCH MAC-d flow.

-
The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the  DRNC should ignore the Traffic Class IE.

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

-
If the RADIO LINK SETUP REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

-
If the RADIO LINK SETUP REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

-
If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK SETUP REQUEST message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to the value "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK SETUP REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[TDD - The DRNC shall include the [3.84 Mcps TDD - HS-PDSCH Timeslot Specific Information Response IE] [1.28 Mcps TDD - HS-PDSCH Timeslot Specific Information Response LCR IE] [7.68 Mcps TDD - HS-PDSCH Timeslot Specific Information Response IE] in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If the RADIO LINK SETUP REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the RADIO LINK SETUP RESPONSE message.]

-
If the RADIO LINK SETUP REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41]. 

-
[FDD – If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.]

-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]

-
[FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[FDD - The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then]

-
[1.28 Mcps TDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD - The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE without HS-SCCH constraint indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use a different HS-SCCH in consecutive TTIs for this UE.]

-
[FDD - The DRNS shall include the SixtyfourQAM DL Support Indicator IE to indicate the support of Sixtyfour QAM of the HS-DSCH Radio Link in the RADIO LINK SETUP RESPONSE message.]
-
[1.28 Mcps TDD - The DRNS shall include the SixtyfourQAM DL Support Indicator IE to indicate the support of Sixtyfour QAM of the HS-DSCH Radio Link in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].]

[FDD - Secondary Serving HS-DSCH:]

[FDD - If the Additional HS Cell Information RL Setup IE is present in the RADIO LINK SETUP REQUEST message, then:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If Sixtyfour QAM will not be used for the secondary serving HS-DCSH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in [41] for the secondary serving HS-DSCH Transport Block Size signalling.]

-
[FDD - The DRNS shall include the SixtyfourQAM DL Support Indicator IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
[FDD - E-DCH:]

Skip Unaffected part
8.3.1.3
Unsuccessful Operation
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Figure 6: Radio Link Setup procedure: Unsuccessful Operation

If the establishment of at least one radio link is unsuccessful, the DRNC shall respond with a RADIO LINK SETUP FAILURE message. The DRNC shall include in the RADIO LINK SETUP FAILURE message a general Cause IE or a Cause IE for each failed radio link. The Cause IE indicates the reason for failure. 

[FDD - If some radio links were established successfully, the DRNC shall indicate this in the RADIO LINK SETUP FAILURE message in the same way as in the RADIO LINK SETUP RESPONSE message.]

If the RADIO LINK SETUP REQUEST message includes a C-ID IE corresponding to a cell reserved for operator use and the Permanent NAS UE Identity IE is not present, the DRNC shall reject the procedure and send the RADIO LINK SETUP FAILURE message.

[FDD - If the RL identified by the HS-PDSCH RL ID IE is a radio link in the DRNS and this RL is successfully established, then the DRNC shall allocate a HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE,  the HS-DSCH FDD Information Response IE and the SixtyfourQAM DL Support Indicator IE to indicate the support of Sixtyfour QAM of the HS-DSCH Radio Link in the RADIO LINK SETUP FAILURE message.]
[FDD - If the RL identified by the HS-PDSCH RL ID IE in the Additional HS Cell Information RL Setup IE is a radio link in the DRNS and this RL is successfully established, then the DRNC shall allocate a HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE,  the HS-DSCH FDD Secondary Serving Information Response IE and the SixtyfourQAM DL Support Indicator IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP FAILURE message.]

[1.28 Mcps TDD - If the RL identified by the HS-PDSCH RL ID IE is a radio link in the DRNS and this RL is successfully established, then the DRNC shall allocate a HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE,  the HS-DSCH TDD Information Response IE and the SixtyfourQAM  DL Support Indicator IE to indicate the support of Sixtyfour QAM of the HS-DSCH Radio Link in the RADIO LINK SETUP FAILURE message.]
Typical cause values are:

Radio Network Layer Causes:

Skip Unaffected part
9.2.1.122h
GANSS Auxiliary Information Request

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	GANSS Auxiliary Information Request
	M
	
	BOOLEAN
	True means requested.


9.2.1.123
SixtyfourQAM DL Support Indicator
The SixtyfourQAM DL Support Indicator indicates whether the particular cell is capable to support Sixtyfour QAM in DL or not.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SixtyfourQAM DL Support Indicator
	
	
	ENUMERATED (SixtyfourQAM DL Supported,  SixtyfourQAM DL Not Supported)
	


9.2.1.124
RANAP Enhanced Relocation Information Request

This parameter is transparent to the RNSAP. The parameter contains information for the Enhanced Relocation procedure as defined in [2].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RANAP Enhanced Relocation Information Request
	
	
	BIT STRING
	The content is defined in ref. [2].
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