Page 1



3GPP TSG-RAN3 Meeting #64
(
R3-091337
San Francisco, USA, 4th – 8th May 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	25.413
	CR
	0998
	(

rev
	-
	(

Current version:
	8.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	x


	

	Title:
(

	Interaction between Enhanced Relocation and RAB Assignment Procedure 

	
	

	Source to WG:
(

	Nokia Siemens Networks, Nokia

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	RANimp-SrnsReloc
	
	Date: (

	04/05/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(
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	Clarified that current prnciple for interaction between R99 Relocation and RAB Assignment procedure is also applied for Enhanced Relocation.
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8.2
RAB Assignment

8.2.4
Abnormal Conditions

For a RAB requested to be modified, if only the RAB ID IE, the NAS Synchronisation Indicator IE and the Transport Layer Information IE are included in the First Setup or Modify Item IE, the RAB shall not be modified, and the corresponding RAB ID IE and Cause IE shall be included in the "RABs Failed To Setup Or Modify List" in the RAB ASSIGNMENT RESPONSE message.
If, for a RAB requested to be setup towards the PS domain, any of the following IEs:

-
PDP Type Information.

-
Data Volume Reporting Indication.

is not present, the RNC shall continue with the procedure.

Interactions with Relocation Preparation/Enhanced Relocation procedure:

If the relocation or enhanced relocation becomes necessary during the RAB Assignment procedure, the RNC may interrupt the ongoing RAB Assignment procedure and initiate the Relocation Preparation or Enhanced Relocation procedure as follows:

1.
The RNC shall terminate the RAB Assignment procedure indicating unsuccessful RAB configuration modification:

-
for all queued RABs;

-
for RABs not already established or modified, and

-
for RABs not already released;
with the cause "Relocation triggered".
2.
The RNC shall terminate the RAB Assignment procedure indicating successful RAB configuration modification:

-
for RABs already established or modified but not yet reported to the CN, and

-
for RABs already released but not yet reported to the CN.

3.
The RNC shall report the outcome of the procedure in one RAB ASSIGNMENT RESPONSE message.

4.
The RNC shall invoke relocation by sending a RELOCATION REQUIRED message to the active CN node(s).

5.
The CN shall terminate the RAB Assignment procedure at reception of the RAB ASSIGNMENT RESPONSE message.
Directed retry from UMTS to GSM (CS domain only):
In the case where the RNC has no RAB configuration for a particular UE in the CS domain, and the RNC receives a RAB ASSIGNMENT REQUEST message for that UE requesting the establishment of one RAB only, a directed retry to perform inter-system handover to GSM may be initiated. In this case the RNC may interrupt the ongoing RAB Assignment procedure and initiate the Relocation Preparation procedure as follows:

1.
The RNC shall terminate the RAB Assignment procedure indicating unsuccessful RAB configuration modification of that RAB with the cause "Directed retry".

2.
The RNC shall report the outcome of the procedure in one RAB ASSIGNMENT RESPONSE message.

3.
The RNC shall invoke relocation by sending a RELOCATION REQUIRED message to the active CN node, with the cause "Directed Retry".
4.
The CN shall terminate the RAB Assignment procedure at reception of the RAB ASSIGNMENT RESPONSE message.
For a RAB setup or modification, if the Supported Maximum Bit Rate IE (respectively Supported Guaranteed Bit Rate IE) is present in the RAB Parameters IE, the RNC shall ignore the corresponding bitrate and/or extended bitrate definition in this IE. 

For a RAB setup or modification, if the Supported Alternative Maximum Bit Rate IE (respectively Supported Alternative Guaranteed Bit Rate IE) is present in the Alternative RAB Parameter Values IE, the RNC shall ignore the corresponding alternative bitrate and/or extended alternative bitrate definitions in this IE.
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