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#Partially Omitted
9.1.24
UPLINK SIGNALLING TRANSFER INDICATION
9.1.24.1
FDD Message
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	UC-ID
	M
	
	9.2.1.71
	
	YES
	ignore

	SAI
	M
	
	9.2.1.52
	
	YES
	ignore

	Cell GAI
	O
	
	9.2.1.5A
	
	YES
	ignore

	C-RNTI
	M
	
	9.2.1.14
	
	YES
	ignore

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	ignore

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	ignore

	Propagation Delay
	M
	
	9.2.2.33
	
	YES
	ignore

	STTD Support Indicator
	M
	
	9.2.2.45
	
	YES
	ignore

	Closed Loop Mode1 Support Indicator
	M
	
	9.2.2.2
	
	YES
	ignore

	L3 Information
	M
	
	9.2.1.32
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	URA Information
	O
	
	9.2.1.70B
	
	YES
	ignore

	Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	DPC Mode Change Support Indicator
	O
	
	9.2.2.56
	
	YES
	ignore

	Common Transport Channel Resources Initialisation Not Required
	O
	
	9.2.1.12F
	
	YES
	Ignore

	Cell Capability Container FDD
	O
	
	9.2.2.D
	
	YES
	ignore

	SNA Information 
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	>Transmission Mode
	M
	
	9.2.1.81
	
	–
	

	Inter-frequency Cell List
	
	0..<maxCellsMeas>
	
	
	GLOBAL
	ignore

	>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>Primary Scrambling Code
	M
	
	9.2.1.45
	
	–
	

	Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	Multiple PLMN List
	O
	
	9.2.1.117
	
	YES
	ignore

	E-RNTI
	O
	
	9.2.1.94
	
	YES
	ignore

	Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.87
	
	YES
	ignore


	Condition
	Explanation

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Support Indicator IE in Cell Capability Container FDD IE is set to 1.


	Range bound
	Explanation

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxCellsMeas
	Maximum number of inter-frequency cells measured by a UE.


#Partially Omitted
9.3.3
PDU Definitions

#Partially Omitted
-- **************************************************************

--

-- UPLINK SIGNALLING TRANSFER INDICATION FDD

--

-- **************************************************************

UplinkSignallingTransferIndicationFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UplinkSignallingTransferIndicationFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{UplinkSignallingTransferIndicationFDD-Extensions}}                   OPTIONAL,


...

}

UplinkSignallingTransferIndicationFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UC-ID
CRITICALITY ignore
TYPE UC-ID
PRESENCE mandatory
} |


{ ID id-SAI
CRITICALITY ignore
TYPE SAI
PRESENCE mandatory
} |


{ ID id-GA-Cell
CRITICALITY ignore
TYPE GA-Cell
PRESENCE optional
} |


{ ID id-C-RNTI
CRITICALITY ignore
TYPE C-RNTI
PRESENCE mandatory
} |


{ ID id-S-RNTI
CRITICALITY ignore
TYPE S-RNTI
PRESENCE mandatory
} |


{ ID id-D-RNTI
CRITICALITY ignore
TYPE D-RNTI
PRESENCE optional
} |


{ ID id-PropagationDelay
CRITICALITY ignore
TYPE PropagationDelay
PRESENCE mandatory
} |


{ ID id-STTD-SupportIndicator
CRITICALITY ignore 
TYPE STTD-SupportIndicator
PRESENCE mandatory } |


{ ID id-ClosedLoopMode1-SupportIndicator
CRITICALITY ignore 
TYPE ClosedLoopMode1-SupportIndicator
PRESENCE mandatory } |


{ ID id-L3-Information
CRITICALITY ignore
TYPE L3-Information
PRESENCE mandatory
} |


{ ID id-CN-PS-DomainIdentifier
CRITICALITY ignore
TYPE CN-PS-DomainIdentifier
PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier
CRITICALITY ignore
TYPE CN-CS-DomainIdentifier
PRESENCE optional
} |


{ ID id-URA-Information
CRITICALITY ignore
TYPE URA-Information
PRESENCE optional
},


...

}

UplinkSignallingTransferIndicationFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes
CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes
PRESENCE optional }|


{ ID id-DPC-Mode-Change-SupportIndicator
CRITICALITY ignore
EXTENSION DPC-Mode-Change-SupportIndicator
PRESENCE optional }|


{ ID id-CommonTransportChannelResourcesInitialisationNotRequired
CRITICALITY ignore
EXTENSION CommonTransportChannelResourcesInitialisationNotRequired
PRESENCE optional }|


{ ID id-CellCapabilityContainer-FDD
CRITICALITY ignore
EXTENSION CellCapabilityContainer-FDD
PRESENCE optional }|


{ ID id-SNA-Information
CRITICALITY ignore
EXTENSION SNA-Information
PRESENCE optional }|


{ ID id-CellPortionID
CRITICALITY ignore
EXTENSION CellPortionID 
PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD
CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD
PRESENCE optional}|


{ ID id-Inter-Frequency-Cell-List
CRITICALITY ignore
EXTENSION Inter-Frequency-Cell-List
PRESENCE optional }|


{ ID id-ExtendedPropagationDelay
CRITICALITY ignore
EXTENSION ExtendedPropagationDelay
PRESENCE optional }|


{ ID id-HSDSCH-RNTI
CRITICALITY ignore
EXTENSION HSDSCH-RNTI
PRESENCE optional }|

{ ID id-Multiple-PLMN-List
CRITICALITY ignore
EXTENSION Multiple-PLMN-List
PRESENCE optional }|


{ ID id-E-RNTI
CRITICALITY ignore
EXTENSION E-RNTI
PRESENCE optional }|

{ ID id-Max-UE-DTX-Cycle
CRITICALITY ignore
EXTENSION Max-UE-DTX-Cycle
PRESENCE conditional },

-- This IE shall be present if the Continuous Packet Connectivity DTX-DRX Support Indicator IE in Cell Capability Container FDD IE is set to 1.

...

}
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