Page 1



3GPP TSG-RAN WG3 #66 
(
 R3-092749
Jeju, Korea, November 9-13 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	25.433
	CR
	1681
	(

rev
	-
	(

Current version:
	8.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	MBSFN IMB correction

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	MBSFN-DOB
	
	Date: (

	26/10/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	For the introduction of MBSFN IMB, different channel transmitting mode is introduced, e.g. the P-CCPCH will not transmit in the last 256 chips every slot.  

However, there’s no NodeB capability report and RNC will not indicate to the Node B to setup an IMB cell or a legacy FDD cell during cell setup procedure.

	
	

	Summary of change:
(

	1. It is proposed to allow the AUDIT RESPONSE and Resourse Status Indicatotion message to report the MBSFN IMB Capability of a Local Cell. The corresponding text procedure is also updated.
2. A MBSFN IMB Indicator is added to the Cell Setup Request message.
Impact Analysis

This CR has isolated impact towards the previous version of the specification (same release).
This CR has an impact under procedure point of view.

The impact can be considered isolated because it only affects the configuration of MBSFN IMB to the Node B in physical share channel reconfiguration procedure.

	
	

	Consequences if 
(

not approved:
	The MBSFN IMB cell can never be setup correctly.

	
	

	Clauses affected:
(

	8.2.7.2, 8.2.12.2, 8.2.15.2, 9.1.17, 9.1.24.1, 9.1.32, 9.2.2.X1, 9.2.2.X2, 9.3.3, 9.3.4, 9.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.2.7.2
Successful Operation
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Figure 10: Audit procedure, Successful Operation

The procedure is initiated with an AUDIT REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

If the Start Of Audit Sequence Indicator IE in the AUDIT REQUEST message is set to "start of audit sequence" a new audit sequence is started, any ongoing audit sequence shall be aborted and the Node B shall provide (part of the) audit information. If the Start Of Audit Sequence Indicator IE is set to "not start of audit sequence", the Node B shall provide (part of) the remaining audit information not already provided during this audit sequence. 

If the information provided in the AUDIT RESPONSE message completes the audit sequence, the Node B shall set the End Of Audit Sequence Indicator IE in the AUDIT RESPONSE message to "End of Audit Sequence". If not all audit information has been provided yet as part of the ongoing audit sequence, the Node B shall set the End Of Audit Sequence Indicator IE in the AUDIT RESPONSE message to "Not End of Audit Sequence".

Information Provided In One Audit Sequence:
The Node B shall include one Local Cell Information IE for each local cell present in the Node B. The Node B shall include the Maximum DL Power Capability IE, the Minimum Spreading Factor IE and the Minimum DL Power Capability IE when any of those values are known by the Node B. The Node B shall include the HSDPA Capability IE set to "HSDPA Capable" and may include HS-DSCH MAC-d PDU Size Capability IE for every HSDPA-capable Local Cell. The Node B shall include the E-DCH Capability IE set to "E-DCH Capable" and may include E-DCH MAC-d PDU Size Capability IE for every E-DCH-capable Local Cell. The Node B shall include the MBMS Capability IE set to "MBMS Capable" for every MBMS-capable Local Cell. [FDD - The Node B shall include the F-DPCH Capability IE set to "F-DPCH Capable" for every F-DPCH-capable Local Cell.] [FDD - The Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE set to "Continuous Packet Connectivity DTX-DRX Capable" when Continuous Packet Connectivity DTX-DRX is supported for every Local Cell that is both HSDPA-capable and E-DCH-capable.] [FDD - The Node B shall include the Continuous Packet Connectivity HS-SCCH less Capability IE set to "Continuous Packet Connectivity HS-SCCH less Capable" when Continuous Packet Connectivity HS-SCCH less is supported for every Local Cell that is both HSDPA-capable and E-DCH-capable.] [FDD - The Node B shall include the MIMO Capability IE set to "MIMO Capable" for every MIMO-capable Local Cell.] [FDD - The Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for every SixtyfourQAM DL-capable Local Cell.] [FDD - The Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for every Enhanced FACH-capable Local Cell.] [FDD - The Node B shall include the SixteenQAM UL Capability IE set to "SixteenQAM UL Capable" for every SixteenQAM UL-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the MBSFN Only Mode Capability IE set to "MBSFN Only Mode Capable" for every MBSFN Only Mode-capable Local Cell.] [FDD - The Node B shall include the F-DPCH Slot Format Capability IE set to "F-DPCH Slot Format Capable" for every F-DPCH Slot Format-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for every SixtyfourQAM DL-capable Local Cell.] [FDD - The Node B shall include the Common E-DCH Capability IE set to "Common E-DCH Capable" for every Common E-DCH capable Local Cell.] The Node B shall include the E-DPCCH Power Boosting Capability IE set to "E-DPCCH Power Boosting Capable " for every E-DPCCH Power Boosting -capable Local Cell. [FDD - The Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for every SixtyfourQAM DL and MIMO Combined-Capable Local Cell.][1.28Mcps TDD - The Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for every Enhanced FACH-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.] [FDD - The Node B shall include the Multi Cell Capability Info IE and set the Multi Cell Capability IE value to "Multi Cell Capable" for every Multi Cell operation capable Local Cell, and if the cell can be the serving HS-DSCH then the possible cells (same sector) that can act as secondary serving HS-DSCH shall be listed in the Possible Secondary Serving Cell List IE.] [1.28Mcps TDD - The Node B shall include the Semi-Persistent scheduling Capability LCR IE set to "Semi-Persistent scheduling Capable" for every semi-persistent scheduling Capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Continuous Packet Connectivity DRX Capability LCR IE set to "Continuous Packet Connectivity DRX Capability Capable" for Continuous Packet Connectivity DRX Capability Capable Local Cell.] [1.28Mcps TDD- The Node B shall include the MIMO Capability IE set to "MIMO Capable" for every MIMO-capable Local Cell.] [1.28Mcps TDD- The Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for every SixtyfourQAM DL and MIMO Combined-Capable Local Cell.] [FDD - The Node B shall include the Enhanced UE DRX Capability IE set to " Enhanced UE DRX Capable" for every Enhanced UE DRX capable Local Cell.] [FDD - The Node B shall include the MIMO Power Offset For S-CPICH Capability IE set to "S-CPICH Power Offset Capable " for every MIMO-capable Local Cell able to transmit S-CPICH at a power offset from P-CPICH.] [FDD - The Node B shall include the TX Diversity on DL Control Channels by MIMO UE Capability IE set to "DL Control Channel Tx Diversity for MIMO UE with non-diverse P-CPICH Capable" for every MIMO-capable Local Cell able to support DL control channels in transmit diversity for MIMO UEs when when MIMO is active and P-CPICH is not transmitted in diversity mode [7]. [3.84Mcps TDD IMB - The Node B shall include the MBSFN IMB Capability IE set to "MBSFN IMB Capable" for every MBSFN IMB-capable Local Cell.]
#Partially omitted
8.2.12.2
Successful Operation
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Figure 16: Cell Setup procedure, Successful Operation

The procedure is initiated with a CELL SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port. Upon Reception, the Node B shall reserve the necessary resources and configure the new cell according to the parameters given in the message.

[FDD - If the CELL SETUP REQUEST message includes one or more Secondary CPICH Information IE, the Node B shall configure and activate the Secondary CPICH(s) in the cell according to received configuration data.]

The Maximum Transmission Power IE value shall be stored in the Node B and, at any instance of time, the total maximum output power in the cell shall not be above this value. [1.28Mcps TDD - For a multi-frequency cell, at any instance of time, the total maximum output power for each frequency of the cell shall not be above this value.]

[FDD - If the Closed Loop Timing Adjustment Mode IE is included in the CELL SETUP REQUEST message, the value shall be stored in the Node B and applied when closed loop Feed-Back mode diversity is used on DPCH.]

[TDD - If the Reference SFN Offset IE is included in the CELL SETUP REQUEST message, the Node B where a reference clock is connected shall consider the SFN derived from the synchronisation port and the reference offset for reference time setting. All other Node Bs shall ignore the Reference SFN Offset IE if included.]

[FDD - If the IPDL Parameter Information IE is included in the CELL SETUP REQUEST message, the parameters defining IPDL shall be stored in the Node B and applied according to the IPDL Indicator IE value. If the Burst Mode Parameters IE is included in the IPDL FDD Parameters IE, the IPDL shall be operated in burst mode according to ref [10].]
[3.84Mcps TDD and 7.68Mcps TDD - If the IPDL Parameter Information IE containing IPDL TDD Parameters IE is included in the CELL SETUP REQUEST message, the parameters defining IPDL in 3.84Mcps TDD and 7.68Mcps TDD modes shall be stored in the Node B and applied according to the IPDL Indicator IE value. If the Burst Mode Parameters IE is included in the IPDL TDD Parameters IE, the IPDL shall be operated in burst mode according to ref [21].]

[1.28Mcps TDD - If the IPDL Parameter Information LCR IE containing IPDL TDD Parameters LCR IE is included in the CELL SETUP REQUEST message, the parameters defining IPDL in 1.28Mcps TDD mode shall be stored in the Node B and applied according to the IPDL Indicator IE value. For MBSFN only mode, this IE shall be ignored by the Node B. If the Burst Mode Parameters IE is included in the IPDL TDD Parameters LCR IE, the IPDL shall be operated in burst mode according to ref [21].]

[1.28Mcps TDD - For a multi-frequency cell, the UARFCN Information LCR IE indicates information about the configuration of the frequency and timeslot of the secondary frequency/frequencies.]
When the cell is successfully configured, the Node B shall store the Configuration Generation ID IE value and send a CELL SETUP RESPONSE message as a response.

[FDD - When the cell is successfully configured the CPICH(s), Primary SCH, Secondary SCH, Primary CCPCH and BCH exist.][3.84Mcps TDD and 7.68Mcps TDD - When the cell is successfully configured the SCH, Primary CCPCH and BCH exist and the switching-points for the 3.84Mcps TDD / 7.68Mcps TDD frame structure are defined.] [1.28Mcps TDD - When the cell is successfully configured, the DwPCH, Primary CCPCH and BCH exist and the switching-points for the 1.28Mcps TDD frame structure are defined.] The cell and the channels shall be set to the state Enabled [6].
[1.28Mcps TDD - For a multi-frequency cell, the Node B shall consider the cell as having been successfully configured as long as the primary frequency is normally setup. When the cell is successfully configured, the Node B shall respond with the CELL SETUP RESPONSE message.]
[TDD - The Node B shall ignore the DPCH/PUSCH/PRACH Constant Value IEs.]

[1.28Mcps TDD - For a multi-frequency cell, when the cell is successfully configured, the Node B shall configure the UpPCH channel of the primary frequency in the timeslot of UpPTS.]
[FDD - If the CELL SETUP REQUEST message includes Cell Portion Information IE, the Node B shall associate Associated Secondary CPICH IE to the cell portion indicated by Cell Portion ID IE and the Maximum Transmission Power for Cell Portion IE value shall be stored in the Node B and at any instance of time  the total maximum output power in the cell portion indicated by Cell Portion ID IE shall not be above this value.]

[FDD - If the MIMO Pilot Configuration IE is included in the CELL SETUP REQUEST message, then the parameters defining the pilot configuration for MIMO shall be stored in the Node B and applied when MIMO mode is used according to [10].]

[3.84Mcps TDD and 7.68Mcps TDD - If the CELL SETUP REQUEST message includes the MBSFN Cell Parameter ID IE, then the Node B shall configure the associated timeslot to operate in MBSFN mode using the scrambling codes and midambles dictated by the MBSFN Cell Parameter ID IE.]

[1.28Mcps TDD - If the CELL SETUP REQUEST message includes the MBSFN Only Mode Indicator IE, the Node B shall configure the associated timeslot(s) to operate as MBSFN time slot(s) using the scrambling codes and basic midamble codes dictated by the Time Slot Parameter ID IE.]

[1.28Mcps TDD - If the cell is operating in MBSFN only mode, the DwPCH Information IE shall be ignored by the Node B.]

[1.28 Mcps TDD - If the cell is operating in MBSFN only mode, the PCCPCH shall be deployed on the MBSFN Special Time Slot [19].]

[FDD - If the MIMO Pilot Configuration Extension IE is included in CELL SETUP REQUEST, then the parameters extending the pilot information for MIMO shall be stored in the Node B and applied when MIMO mode is used according to [10] ]
[3.84Mcps TDD IMB - If the CELL SETUP REQUEST message includes the MBSFN IMB Indicator IE, the Node B shall configure the P-CCPCH not to be transmitted during the last 256 chips of each slot.]
#Partially omitted
8.2.15.2
Successful Operation
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Figure 21: Resource Status Indication procedure, Successful Operation

The procedure is initiated with a RESOURCE STATUS INDICATION message sent from the Node B to the CRNC using the Node B Control Port.

Local Cell Becomes Existing:
When a Local Cell becomes Existing at the Node B, the Node B shall make it available to the CRNC by sending a RESOURCE STATUS INDICATION message containing a "No Failure" Indication, the Local Cell ID IE and the Add/Delete Indicator IE set equal to "Add".

When the capacity credits and consumption laws are shared between several Local Cells, the Node B includes the Local Cell Group ID IE for the Local Cell. If the Local Cell Group Information IE has not already been reported in a previous RESOURCE STATUS INDICATION message, the Node B shall include the capacity credits and the consumption laws in the Local Cell Group Information IE [FDD - , including also the E-DCH capacity consumption law, if E-DCH is supported].

#Partially omitted
[FDD - If the Local Cell is MIMO-capable and supports DL control channels in transmit diversity for MIMO UEs (when MIMO is active and P-CPICH is not transmitted in diversity mode [7]) when it becomes Existing, the Node B shall include the TX Diversity on DL Control Channels by MIMO UE Capability IE set to "DL Control Channel Tx Diversity for MIMO UE with non-diverse P-CPICH Capable".]
[3.84Mcps TDD IMB – If the Local Cell is MBSFN IMB capable when it becomes Existing, the Node B shall include the MBSFN IMB Capability IE set to “MBSFN IMB Capable” for the Local Cell.]
#Partially omitted
Capability Change of a Local Cell:
When the capabilities of a Local Cell change at the Node B, the Node B shall report the new capability by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication and the Local Cell ID IE.
#Partially omitted
[FDD - If the support for DL control channels in transmit diversity for MIMO UEs (when MIMO is active and P-CPICH is not transmitted in diversity mode [7]) has changed for the Local Cell, the new capability shall be indicated in the TX Diversity on DL Control Channels by MIMO UE Capability IE.]
[3.84Mcps TDD IMB –If the MBSFN IMB capability has changed for the Local Cell, the new capability shall be indicated in the MBSFN IMB Capability IE.]
#Partially omitted
9.1.17
AUDIT RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	End Of Audit Sequence Indicator
	M
	
	9.2.1.29A
	
	YES
	ignore

	Cell Information
	
	0..<maxCellinNode B>
	
	
	EACH
	ignore

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Configuration Generation ID
	M
	
	9.2.1.16
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>Local Cell ID
	M
	
	9.2.1.38
	The local cell that the cell is configured on
	–
	

	>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>RACH Information
	
	0..<maxRACHCell> 
	
	
	EACH
	ignore

	>>RACH Individual Information 
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>AICH Information
	
	0..<maxPRACHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>AICH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Not Used 1
	O
	
	NULL
	This item shall not be used. Ignore if received.
	–
	

	>Not Used 2
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 3
	O
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 4
	O
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	TDD Sync Channel
Applicable to 3.84Mcps TDD only
	YES
	ignore

	>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>FPACH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>HS-DSCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>E-DCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>PLCCH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>Secondary CCPCH Individual Information 7.68 Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	TDD Sync Channel
Applicable to 7.68Mcps TDD only
	YES
	ignore

	>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	3.84Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	7.68Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>UARFCN Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD when using multiple frequencies.
	EACH
	ignore

	>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt [15]
	–
	

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>UpPCH Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD only.
	EACH
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt [15]
	–
	

	>>UpPCH Position LCR
	M
	
	9.2.3.4Q
	
	–
	

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Communication Control Port Information
	
	0..<maxCCPinNode B>
	
	
	EACH
	ignore

	>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Local Cell Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>Enhanced UE DRX Capability
	O
	
	9.2.1.116
	FDD only
	YES
	ignore

	>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>SixtyfourQAM DL and MIMO Combined Capability
	C- SixtyfourQAMDLandMIMOCapability
	
	9.2.1.121
	FDD and 1.28Mcps TDD only only 
	YES
	ignore

	>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>MIMO Power Offset For S-CPICH Capability
	O
	
	9.2.2.118
	FDD only
	YES
	ignore

	>TX Diversity on DL Control Channels by MIMO UE Capability
	O
	
	9.2.2.121
	FDD only
	YES
	ignore

	>MBSFN IMB Capability
	O
	
	9.2.2.X2
	Used for 3.84Mcps TDD MBSFN IMB operation only
	YES
	ignore

	Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	NOTE 1:
This information element is a simplified representation of the ASN.1. [TDD - Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

NOTE 2:
For 1.28Mcps TDD when using multiple frequencies, this information element for Repetition 1 and repetition 2 through maxFrequencyinCell are represented by respective ASN.1 structures with different criticalities.


	Condition
	Explanation

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to "Continuous Packet Connectivity DTX-DRX Capable".

	CommonEDCHCapability
	The IE shall be present if the Common E-DCH Capability IE is set to "Common E-DCH Capable".

	SixtyfourQAMDLandMIMOCapability
	The IE shall be present if SixtyfourQAM DL Capability IE is set to “SixtyfourQAM DL Capable” and MIMO Capability IE is set to “MIMO Capable”.


	Range Bound
	Explanation

	maxCellinNode B
	Maximum number of Cells that can be configured in Node B

	maxCCPinNode B
	Maximum number of Communication Control Ports that can exist in the Node B

	maxLocalCellinNode B
	Maximum number of Local Cells that can exist in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxSCCPCHCell768
	Maximum number of Secondary CCPCHs that can be defined in a Cell for 7.68 Mcps TDD.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs that can be defined in a Cell

	maxRACHCell
	Maximum number of RACHs that can be defined in a Cell

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of  PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


#Partially omitted
9.1.24
CELL SETUP REQUEST

9.1.24.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Local Cell ID
	M
	
	9.2.1.38
	
	YES
	reject

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	T Cell
	M
	
	9.2.2.49
	
	YES
	reject

	UARFCN
	M
	
	9.2.1.65
	Corresponds to Nu [14]
	YES
	reject

	UARFCN
	M
	
	9.2.1.65
	Corresponds to Nd [14]
	YES
	reject

	Maximum Transmission Power
	M
	
	9.2.1.40
	
	YES
	reject

	Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.2A
	
	YES
	reject

	Primary Scrambling Code
	M
	
	9.2.2.34
	
	YES
	reject

	Synchronisation Configuration
	
	1
	
	
	YES
	reject

	>N_INSYNC_IND
	M
	
	9.2.1.47A
	
	–
	

	>N_OUTSYNC_IND
	M
	
	9.2.1.47B
	
	–
	

	>T_RLFAILURE
	M
	
	9.2.1.56A
	
	–
	

	DL TPC Pattern 01 Count
	M
	
	9.2.2.13A
	
	YES
	reject

	Primary SCH Information
	
	1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Primary SCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	Secondary SCH Information
	
	1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Secondary SCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	Primary CPICH Information
	
	1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Primary CPICH power
	M
	
	9.2.2.33
	
	–
	

	>Transmit Diversity Indicator
	M
	
	9.2.2.53
	
	–
	

	Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	
	EACH
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>DL Scrambling Code
	M
	
	9.2.2.13
	
	–
	

	>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>Secondary CPICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Transmit Diversity Indicator
	M
	
	9.2.2.53
	
	–
	

	Primary CCPCH Information
	
	1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>BCH Information
	
	1
	
	
	–
	

	>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>BCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	Limited Power Increase Information
	
	1
	
	
	YES
	reject

	>Power_Raise_Limit
	M
	
	9.2.2.29A
	
	–
	

	>DL_power_averaging_window_size
	M
	
	9.2.2.12A
	
	–
	

	IPDL Parameter Information
	
	0..1
	
	
	YES
	reject

	>IPDL FDD Parameters
	M
	
	9.2.2.18C
	
	–
	

	>IPDL Indicator
	M
	
	9.2.1.36F
	
	–
	

	Cell Portion Information
	
	0..<maxnoofCellPortions>
	
	
	EACH
	reject

	>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>Associated Secondary CPICH
	M
	
	Common Physical Channel ID 9.2.1.13
	
	–
	

	>Maximum Transmission Power for Cell Portion
	M
	
	Maximum Transmission Power

9.2.1.40
	
	–
	

	MIMO Pilot Configuration
	O
	
	9.2.2.73
	
	YES
	reject

	MIMO Pilot Configuration Extension
	O
	
	9.2.2.120
	Can only be present if the MIMO Pilot Configuration IE is present
	YES
	reject

	MBSFN IMB Indicator
	O
	
	9.2.2.X1
	Used for 3.84Mcps TDD MBSFN IMB operation only
	YES
	reject


	Range Bound
	Explanation

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	MaxNoofCellPortions
	Maximum number of Cell Portions in a cell 


#Partially omitted
9.1.32
RESOURCE STATUS INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CHOICE Indication Type
	M
	
	
	
	YES
	ignore

	>No Failure
	
	
	
	
	
	

	>>Local Cell Information
	
	1..<max LocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>Add/Delete Indicator
	M
	
	9.2.1.1
	
	–
	

	>>>DL Or Global Capacity Credit
	C-add
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	C-add
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	C-add
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	C-add
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	C-add
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	C-add
	
	9.2.1.46A
	
	–
	

	>>>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	 9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only 
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>>>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>>>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>>>Enhanced UE DRX Capability
	O
	
	9.2.1.116
	FDD only
	YES
	ignore

	>>>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>>>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>>>SixtyfourQAM DL and MIMO Combined Capability
	C- SixtyfourQAMDLandMIMOCapability
	
	9.2.1.121
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>>>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>>>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>>>MIMO Power Offset For S-CPICH Capability
	O
	
	9.2.2.118
	FDD only
	YES
	ignore

	>>>TX Diversity on DL Control Channels by MIMO UE Capability
	O
	
	9.2.2.121
	FDD only
	YES
	ignore

	>>>MBSFN IMB Capability
	O
	
	9.2.2.X2
	Used for 3.84Mcps TDD MBSFN IMB operation only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	>Service Impacting
	
	
	
	
	
	

	>>Local Cell Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only 
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD only and 1.28Mcps TDD
	YES
	ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD only and 1.28Mcps TDD
	YES
	ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability 
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>>>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>>>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>>>Enhanced UE DRX Capability
	O
	
	9.2.2.107
	FDD only
	YES
	ignore

	>>>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>>>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>>>SixtyfourQAM DL and MIMO Combined Capability
	C- SixtyfourQAMDLandMIMOCapability
	
	9.2.1.121
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>>>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>>>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>>>MIMO Power Offset For S-CPICH Capability
	O
	
	9.2.2.118
	FDD only
	YES
	ignore

	>>>TX Diversity on DL Control Channels by MIMO UE Capability
	O
	
	9.2.2.121
	FDD only
	YES
	ignore

	>>>MBSFN IMB Capability
	O
	
	9.2.2.X2
	Used for 3.84Mcps TDD MBSFN IMB operation only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Communication Control Port Information
	
	0..<maxCCPinNode B>
	
	
	EACH
	ignore

	>>>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Cell Information
	
	0..<maxCellinNode B>
	
	
	EACH
	ignore

	>>>C-ID
	M
	
	9.2.1.9
	
	–
	

	>>>Resource Operational State
	O
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	O
	
	9.2.1.2
	
	–
	

	>>>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	FDD only
	EACH
	ignore

	>>>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>RACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>RACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>AICH Information
	
	0..<maxPRACHCell>
	
	FDD only
	EACH
	ignore

	>>>>AICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Not Used 1
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 2
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 3
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 4
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>FPACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>HS-DSCH Resources Information
	
	0.. <maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>E-DCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>PLCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information 7.68Mcps 
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>>>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	Applicable to 3.84Mcps TDD only
	EACH
	ignore

	>>>>E-RUCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	Applicable to 7.68Mcps TDD only
	EACH
	ignore

	>>>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>UARFCN Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD when using multiple frequencies.
	EACH
	ignore

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt [15]
	–
	

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>Cause
	O
	
	9.2.1.6
	
	–
	

	>>>UpPCH Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD only.
	EACH
	ignore

	>>>>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt [15]
	–
	

	>>>>UpPCH Position LCR
	M
	
	9.2.3.4Q
	
	–
	

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	Cause
	O
	
	9.2.1.6
	
	YES
	ignore

	NOTE 1:
This information element is a simplified representation of the ASN.1. [TDD - Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

NOTE 2:
For 1.28Mcps TDD when using multiple frequencies, this information element for Repetition 1 and repetition 2 through maxFrequencyinCell are represented by respective ASN.1 structures with different criticalities.


	Condition
	Explanation

	add
	The IE shall be present if the Add/Delete Indicator IE is set to "Add".

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to " Continuous Packet Connectivity DTX-DRX Capable".

	CommonEDCHCapability
	The IE shall be present if the Common E-DCH Capability IE is set to "Common E-DCH Capable".

	SixtyfourQAMDLandMIMOCapability
	The IE shall be present if SixtyfourQAM DL Capability IE is set to “SixtyfourQAM DL Capable” and MIMO Capability IE is set to “MIMO Capable”.


	Range Bound
	Explanation

	maxLocalCellinNode B
	Maximum number of Local Cells that can exist in the Node B

	maxCellinNode B
	Maximum number of C-IDs that can be configured in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxCCPinNode B
	Maximum number of Communication Control Ports that can exist in the Node B

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


#Partially omitted
9.2.2.X1
MBSFN IMB Indicator

The MBSFN IMB indicator indicates from CRNC to the Node B whether the cell is setup for MBSFN IMB for 3.84 Mcps TDD IMB.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MBSFN IMB Indicator
	
	
	ENUMERATED (

MBSFN IMB)
	


9.2.2.X2
MBSFN IMB Capability
This parameter defines the MBSFN IMB capability for a local cell for 3.84Mcps TDD IMB.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MBSFN IMB Capability
	
	
	ENUMERATED (

MBSFN IMB capable, MBSFN IMB non capable)
	


#Partially omitted
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

#Partially omitted
TimeSlotMeasurementValueListLCR,

MIMO-PowerOffsetForS-CPICHCapability,


MIMO-PilotConfigurationExtension,


TxDiversityOnDLControlChannelsByMIMOUECapability,

MBSFN-IMB-Indicator,

MBSFN-IMB-Capability
FROM NBAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION

FROM NBAP-Containers

#Partially omitted

id-MIMO-Power-Offset-For-S-CPICH-Capability,


id-MIMO-PilotConfigurationExtension,


id-TxDiversityOnDLControlChannelsByMIMOUECapability,

id-MBSFN-IMB-Indicator,


id-MBSFN-IMB-Capability,
#Partially omitted
-- **************************************************************

--

-- AUDIT RESPONSE

--

-- **************************************************************

AuditResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container

{{AuditResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{AuditResponse-Extensions}}

OPTIONAL,


...

}

#Partially omitted
Local-Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-ReferenceClockAvailability


CRITICALITY ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID id-Power-Local-Cell-Group-ID


CRITICALITY ignore


EXTENSION Local-Cell-ID


PRESENCE
optional }|


{ ID id-HSDPA-Capability




CRITICALITY ignore


EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID id-E-DCH-Capability




CRITICALITY ignore


EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID id-E-DCH-TTI2ms-Capability



CRITICALITY ignore


EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID id-E-DCH-SF-Capability




CRITICALITY ignore


EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID id-E-DCH-HARQ-Combining-Capability

CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability

PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.


{ ID id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore


EXTENSION E-DCHCapacityConsumptionLaw


PRESENCE
optional }|


{ ID id-F-DPCH-Capability




CRITICALITY ignore


EXTENSION F-DPCH-Capability


PRESENCE
optional }|


{ ID id-E-DCH-TDD-CapacityConsumptionLaw
CRITICALITY ignore


EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|


{ ID id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|


{ ID id-Max-UE-DTX-Cycle




CRITICALITY ignore


EXTENSION Max-UE-DTX-Cycle


PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID id-MIMO-Capability





CRITICALITY ignore


EXTENSION MIMO-Capability


PRESENCE
optional }|


{ ID id-SixtyfourQAM-DL-Capability


CRITICALITY ignore


EXTENSION SixtyfourQAM-DL-Capability


PRESENCE
optional }|


{ ID id-MBMS-Capability





CRITICALITY ignore


EXTENSION MBMS-Capability


PRESENCE
optional }|

{ ID id-Enhanced-FACH-Capability


CRITICALITY ignore


EXTENSION Enhanced-FACH-Capability


PRESENCE
optional }|


{ ID id-Enhanced-PCH-Capability



CRITICALITY ignore


EXTENSION Enhanced-PCH-Capability


PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.


{ ID id-SixteenQAM-UL-Capability


CRITICALITY ignore


EXTENSION SixteenQAM-UL-Capability


PRESENCE
optional }|


{ ID id-HSDSCH-MACdPDU-SizeCapability

CRITICALITY ignore


EXTENSION HSDSCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID id-MBSFN-Only-Mode-Capability


CRITICALITY ignore


EXTENSION MBSFN-Only-Mode-Capability


PRESENCE
optional }|


{ ID id-F-DPCH-SlotFormatCapability


CRITICALITY ignore


EXTENSION F-DPCH-SlotFormatCapability


PRESENCE
optional }|


{ ID id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore


EXTENSION E-DCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID id-Common-EDCH-Capability



CRITICALITY ignore


EXTENSION Common-EDCH-Capability


PRESENCE
optional }|


{ ID id-E-AI-Capability




CRITICALITY ignore


EXTENSION E-AI-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Enhanced-UE-DRX-Capability



CRITICALITY ignore


EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|

{ ID id-Enhanced-UE-DRX-CapabilityLCR

CRITICALITY ignore


EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|


{ ID id-E-DPCCH-Power-Boosting-Capability
CRITICALITY ignore


EXTENSION E-DPCCH-Power-Boosting-Capability
PRESENCE
optional }|


{ ID id-SixtyfourQAM-DL-MIMO-Combined-Capability
CRITICALITY ignore
EXTENSION SixtyfourQAM-DL-MIMO-Combined-Capability





PRESENCE
conditional }|

{ ID id-Multi-Cell-Capability-Info


CRITICALITY ignore


EXTENSION Multi-Cell-Capability-Info


PRESENCE
optional }|


{ ID id-Semi-PersistentScheduling-CapabilityLCR

CRITICALITY ignore


EXTENSION Semi-PersistentScheduling-CapabilityLCR


PRESENCE
optional }|


{ ID id-ContinuousPacketConnectivity-DRX-CapabilityLCR

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivity-DRX-CapabilityLCR


PRESENCE
optional }|

{ ID id-Common-E-DCH-HSDPCCH-Capability




CRITICALITY ignore


EXTENSION Common-E-DCH-HSDPCCH-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-MIMO-Power-Offset-For-S-CPICH-Capability

CRITICALITY ignore


EXTENSION MIMO-PowerOffsetForS-CPICHCapability

PRESENCE
optional } |

{ ID id-TxDiversityOnDLControlChannelsByMIMOUECapability
CRITICALITY ignore
EXTENSION TxDiversityOnDLControlChannelsByMIMOUECapability 

PRESENCE
optional } |


{ ID id-MBSFN-IMB-Capability



CRITICALITY ignore


EXTENSION MBSFN-IMB-Capability


PRESENCE
OPTIONAL },

...

}

-- **************************************************************

--

-- CELL SETUP REQUEST FDD

--

-- **************************************************************

CellSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{CellSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestFDD-Extensions}}

OPTIONAL,


...

}

#Partially omitted
CellSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-IPDLParameter-Information-Cell-SetupRqstFDD

CRITICALITY reject
EXTENSION IPDLParameter-Information-Cell-SetupRqstFDD



PRESENCE optional }|


{ ID id-CellPortion-InformationList-Cell-SetupRqstFDD
CRITICALITY reject
EXTENSION CellPortion-InformationList-Cell-SetupRqstFDD


PRESENCE optional }|


{ ID id-MIMO-PilotConfiguration






CRITICALITY reject
EXTENSION MIMO-PilotConfiguration


PRESENCE optional }|


{ ID id-MIMO-PilotConfigurationExtension



CRITICALITY reject
EXTENSION MIMO-PilotConfigurationExtension









PRESENCE optional }|


{ ID id-MBSFN-IMB-Indicator







CRITICALITY reject
EXTENSION MBSFN-IMB-Indicator













PRESENCE optional },
...

}
#Partially omitted
-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

ResourceStatusIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{ResourceStatusIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResourceStatusIndication-Extensions}}

OPTIONAL,


...

}

#Partially omitted
Local-Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY ignore

EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


-- This IE shall be present if AddorDeleteIndicator IE is set to “add“ and the Local Cell is related to a TDD cell


{ ID
id-Power-Local-Cell-Group-ID

CRITICALITY ignore

EXTENSION Local-Cell-ID



PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY ignore

EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-Capability




CRITICALITY ignore

EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TTI2ms-Capability


CRITICALITY ignore

EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-SF-Capability



CRITICALITY ignore

EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-HARQ-Combining-Capability



CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.


{ ID
id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCHCapacityConsumptionLaw

PRESENCE
optional }|


{ ID
id-F-DPCH-Capability



CRITICALITY ignore

EXTENSION F-DPCH-Capability

PRESENCE
optional }|


{ ID
id-E-DCH-TDD-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|


{ ID
id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|


{ ID
id-Max-UE-DTX-Cycle




CRITICALITY ignore

EXTENSION Max-UE-DTX-Cycle

PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID
id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID
id-MIMO-Capability




CRITICALITY ignore

EXTENSION MIMO-Capability

PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-Capability

PRESENCE
optional }|


{ ID
id-MBMS-Capability




CRITICALITY ignore

EXTENSION MBMS-Capability

PRESENCE
optional }|

{ ID
id-Enhanced-FACH-Capability


CRITICALITY ignore

EXTENSION Enhanced-FACH-Capability

PRESENCE
optional }|


{ ID
id-Enhanced-PCH-Capability


CRITICALITY ignore

EXTENSION Enhanced-PCH-Capability

PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.

{ ID
id-SixteenQAM-UL-Capability


CRITICALITY ignore

EXTENSION SixteenQAM-UL-Capability

PRESENCE
optional }|

{ ID
id-HSDSCH-MACdPDU-SizeCapability
CRITICALITY ignore

EXTENSION HSDSCH-MACdPDU-SizeCapability

PRESENCE
optional }|

{ ID
id-MBSFN-Only-Mode-Capability

CRITICALITY ignore

EXTENSION MBSFN-Only-Mode-Capability

PRESENCE
optional }|


{ ID
id-F-DPCH-SlotFormatCapability

CRITICALITY ignore

EXTENSION F-DPCH-SlotFormatCapability

PRESENCE
optional }|


{ ID
id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore

EXTENSION E-DCH-MACdPDU-SizeCapability

PRESENCE
optional }|


{ ID 
id-Common-EDCH-Capability


CRITICALITY ignore

EXTENSION Common-EDCH-Capability

PRESENCE
optional }|


{ ID 
id-E-AI-Capability



CRITICALITY ignore

EXTENSION E-AI-Capability

PRESENCE
optional }|


-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Enhanced-UE-DRX-Capability



CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability

PRESENCE
optional }|

{ ID id-Enhanced-UE-DRX-CapabilityLCR


CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability

PRESENCE
optional }|

{ ID id-E-DPCCH-Power-Boosting-Capability

CRITICALITY ignore

EXTENSION E-DPCCH-Power-Boosting-Capability

PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-MIMO-Combined-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-MIMO-Combined-Capability


PRESENCE
conditional }|

{ ID id-Multi-Cell-Capability-Info



CRITICALITY ignore

EXTENSION Multi-Cell-Capability-Info

PRESENCE
optional }|


{ ID id-Semi-PersistentScheduling-CapabilityLCR

CRITICALITY ignore


EXTENSION Semi-PersistentScheduling-CapabilityLCR


PRESENCE
optional }|


{ ID id-ContinuousPacketConnectivity-DRX-CapabilityLCR

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivity-DRX-CapabilityLCR


PRESENCE
optional }|

{ ID id-Common-E-DCH-HSDPCCH-Capability


CRITICALITY ignore


EXTENSION Common-E-DCH-HSDPCCH-Capability


PRESENCE
optional }|


-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-MIMO-Power-Offset-For-S-CPICH-Capability
CRITICALITY ignore
EXTENSION MIMO-Power-Offset-For-S-CPICH-Capability
PRESENCE
optional } |


{ ID id-TxDiversityOnDLControlChannelsByMIMOUECapability
CRITICALITY ignore
EXTENSION TxDiversityOnDLControlChannelsByMIMOUECapability 

PRESENCE
optional }|


{ ID id-MBSFN-IMB-Capability



CRITICALITY ignore

EXTENSION MBSFN-IMB-Capability

PRESENCE
optional },

...
}

#Partially omitted
Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY ignore


EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-Capability




CRITICALITY ignore


EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TTI2ms-Capability


CRITICALITY ignore


EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-SF-Capability



CRITICALITY ignore


EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-HARQ-Combining-Capability



CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.


{ ID
id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore


EXTENSION E-DCHCapacityConsumptionLaw


PRESENCE
optional }|


{ ID
id-F-DPCH-Capability



CRITICALITY ignore


EXTENSION F-DPCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TDD-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|


{ ID
id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|


{ ID
id-Max-UE-DTX-Cycle




CRITICALITY ignore


EXTENSION Max-UE-DTX-Cycle


PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID
id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID
id-MIMO-Capability




CRITICALITY ignore

EXTENSION MIMO-Capability


PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-Capability


PRESENCE
optional }|


{ ID
id-MBMS-Capability




CRITICALITY ignore

EXTENSION MBMS-Capability


PRESENCE
optional }|

{ ID
id-Enhanced-FACH-Capability


CRITICALITY ignore

EXTENSION Enhanced-FACH-Capability


PRESENCE
optional }|


{ ID
id-Enhanced-PCH-Capability


CRITICALITY ignore

EXTENSION Enhanced-PCH-Capability


PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.

{ ID
id-SixteenQAM-UL-Capability


CRITICALITY ignore

EXTENSION SixteenQAM-UL-Capability


PRESENCE
optional }|

{ ID
id-HSDSCH-MACdPDU-SizeCapability
CRITICALITY ignore

EXTENSION HSDSCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID
id-MBSFN-Only-Mode-Capability

CRITICALITY ignore

EXTENSION MBSFN-Only-Mode-Capability


PRESENCE
optional }|


{ ID
id-F-DPCH-SlotFormatCapability

CRITICALITY ignore

EXTENSION F-DPCH-SlotFormatCapability


PRESENCE
optional }|


{ ID id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore

EXTENSION E-DCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID 
id-Common-EDCH-Capability


CRITICALITY ignore

EXTENSION Common-EDCH-Capability


PRESENCE
optional }|


{ ID 
id-E-AI-Capability




CRITICALITY ignore

EXTENSION E-AI-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID 
id-Enhanced-UE-DRX-Capability

CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|

{ ID 
id-Enhanced-UE-DRX-CapabilityLCR
CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|

{ ID 
id-E-DPCCH-Power-Boosting-Capability

CRITICALITY ignore
EXTENSION E-DPCCH-Power-Boosting-Capability






PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-MIMO-Combined-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-MIMO-Combined-Capability


PRESENCE
conditional }|

{ ID 
id-Multi-Cell-Capability-Info

CRITICALITY ignore

EXTENSION Multi-Cell-Capability-Info


PRESENCE
optional }|


{ ID id-Semi-PersistentScheduling-CapabilityLCR

CRITICALITY ignore


EXTENSION Semi-PersistentScheduling-CapabilityLCR


PRESENCE
optional }|


{ ID id-ContinuousPacketConnectivity-DRX-CapabilityLCR

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivity-DRX-CapabilityLCR


PRESENCE
optional }|

{ ID id-Common-E-DCH-HSDPCCH-Capability


CRITICALITY ignore


EXTENSION Common-E-DCH-HSDPCCH-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-MIMO-Power-Offset-For-S-CPICH-Capability
CRITICALITY ignore

EXTENSION MIMO-Power-Offset-For-S-CPICH-Capability

PRESENCE
optional } |


{ ID id-TxDiversityOnDLControlChannelsByMIMOUECapability
CRITICALITY ignore
EXTENSION TxDiversityOnDLControlChannelsByMIMOUECapability 

PRESENCE
optional }|


{ ID id-MBSFN-IMB-Capability



CRITICALITY ignore

EXTENSION MBSFN-IMB-Capability


PRESENCE
optional },

...
}

#Partially omitted
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
#Partially omitted
Multi-Cell-MIMO-Capability ::= ENUMERATED {


multi-Cell-MIMO-Capable,


multi-Cell-MIMO-non-Capable

}

MIMO-SFMode-For-HSPDSCHDualStream ::= ENUMERATED {


sF1,


sF1SF16

}

MBSFN-IMB-Indicator ::= ENUMERATED {

mBSFN-IMB
}

MBSFN-IMB-Capability ::= ENUMERATED {

mBSFN-IMB-capable,

mBSFN-IMB-non-capable
}
#Partially omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

#Partially omitted 
id-MIMO-Power-Offset-For-S-CPICH-Capability






ProtocolIE-ID ::= 1101
id-MIMO-PilotConfigurationExtension








ProtocolIE-ID ::= 1102
id-TxDiversityOnDLControlChannelsByMIMOUECapability




ProtocolIE-ID ::= 1103
id-MBSFN-IMB-Capability











ProtocalIE-ID ::= xxxx
id-MBSFN-IMB-Indicator











ProtocalIE-ID ::= xxxx
END
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