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8.3
Dedicated Procedures

8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.
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HS-DSCH:

If the HS-DSCH Information IE is present in the RADIO LINK SETUP REQUEST message, then:

-
The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

-
The DRNC shall include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP RESPONSE message. [FDD – The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD– The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK SETUP RESPONSE message.

-
The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every HS-DSCH MAC-d flow being established.

-
If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, then the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned HS-DSCH MAC-d flow.

-
The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the  DRNC should ignore the Traffic Class IE.

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

-
If the RADIO LINK SETUP REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

-
If the RADIO LINK SETUP REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

-
If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK SETUP REQUEST message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to the value "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK SETUP REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[TDD - The DRNC shall include the [3.84 Mcps TDD - HS-PDSCH Timeslot Specific Information Response IE] [1.28 Mcps TDD - HS-PDSCH Timeslot Specific Information Response LCR IE] [7.68 Mcps TDD - HS-PDSCH Timeslot Specific Information Response IE] in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If the RADIO LINK SETUP REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the RADIO LINK SETUP RESPONSE message.]

-
If the RADIO LINK SETUP REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE  in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41]. 

-
[FDD – If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.]

-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]

-
[FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[FDD - The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
--------------------------------------
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[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Preconfiguration Setup  IE in the RL Information IE the DRNS shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [63]: ]

-
[FDD – The DRNS shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH,  primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-ID IEs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD –If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The DRNS shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per-cell HS-DSCH-RNTI IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message. ]

-
[FDD – The DRNS shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the SRNC to signal the Target Cell HS-SCCH Order defined in [18]. ]

-
[FDD – The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message, IEs according to the rules defined for HS-DSCH setup and: ]

-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]

-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfiguration,  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]

-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall store this information in the preconfigured configuration.]


[FDD – the SixtyfourQAM DL Support Indicator IE shall be included]


[FDD – - if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS may store this information in the preconfigured configuration.]

-
[FDD – The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows: ]
-
[FDD – The DRNS may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE]

-
[FDD - If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where HS-DSCH is preconfigured, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If the HARQ Memory partitioning is cell specific the DRNS shall include the Cell specific HARQ Memory Partitioning IE set to "True" in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message]

General:

--------------------------------------
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8.3.1.4
Abnormal Conditions

If the DRNC receives either an S-RNTI or a D-RNTI which already has RL(s) established [FDD – and the Synchronisation Indicator IE is not included in the RADIO LINK SETUP message,] the DRNC shall send the RADIO LINK SETUP FAILURE message to the SRNC, indicating the reason for failure.

[FDD - If the RADIO LINK SETUP REQUEST message includes the Active Pattern Sequence Information IE, but the Transmission Gap Pattern Sequence Information IE is not present, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

--------------------------------------
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---------------------------------------
[FDD - If the UL DPCH Information IE in the RADIO LINK SETUP REQUEST message contains Diversity Mode IE set to "Closed loop mode 1"and UL DPCCH Slot Format not set to "2" or "3", then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains the MIMO Activation Indicator IE, Sixtyfour QAM Usage Allowed Indicator IE set to "Allowed", the Additional HS Cell Information RL Setup IE and/orthe Single Stream MIMO Activation Indicator IE, but does not contain the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size", then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.] 


[FDD – If the RADIO LINK SETUP REQUEST message contains the Continuous Packet Connectivity DTX-DRX Information IE but does not contain the F-DPCH Information IE, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message]

--------------------------------------
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8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

--------------------------------------

Skip unchanged text

---------------------------------------
[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the DRNS shall, if supported, preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [63]:]

-
[FDD – The DRNS shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH,  primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-ID IEsin the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The DRNS shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per- cell HS-DSCH-RNTI IE  in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message. ]

-
[FDD – The DRNS shall use the first in the numbered list the primary serving HS-DSCH cell’s of HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the SRNC to signal the Target Cell HS-SCCH Order defined in [18] ].

-
[FDD – The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message, IEs according to the rules defined for HS-DSCH Setup at Serving HS-DSCH Radio Link Change and:]

-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE]

-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used for the cell in the preconfiguration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell.]

-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE  the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE  the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall store this information in the preconfigured configuration.]



[FDD – the SixtyfourQAM DL Support Indicator IE may be included]


[FDD – - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS may store this information in the preconfigured configuration. ]

-
[FDD - If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where HS-DSCH is preconfigured, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK ADDITION RESPONSE message.]
[FDD – The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:]
-
[FDD – The DRNS may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
[FDD –If the HARQ Memory partitioning is cell specific the DRNS shall include the Cell specific HARQ Memory Partitioning IE set to "True" in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message]
General:

--------------------------------------
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[FDD - HS-DSCH Setup at Serving HS-DSCH Radio Link Change:]

[FDD - If the HS-DSCH Information IE is present in the HS-DSCH Serving Cell Change Information IE, then:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.]

-
[FDD - The DRNC shall include the HARQ Memory Partitioning IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message. The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
[FDD - The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE. If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.]
-
[FDD - The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK ADDITION REQUEST message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK ADDITION REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]
-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK ADDITION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41].]
-
[FDD – If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then ]
-
[FDD – The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]
-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE.] 
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Information Response IE in the HS-DSCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use:]

-
[FDD - a different HS-SCCH in consecutive TTIs for this UE]

-
[FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the DRNS may use the supported HSDPA functions for this UE.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].]

-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE in the HS-DSCH Serving Cell Change Information IE, then the DRNS shall activate the Single Stream MIMO for the HS-DSCH Radio Link.]
-
[FDD - The DRNC may include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d flow in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK ADDITION REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC, or earlier. In this case, in the new configuration the DRNS shall, if applicable, de-allocate the HS-PDSCH resources of the old Serving HS-PDSCH Radio Link. The DRNS shall deactivate those resources at the next coming CFN with a value equal to the value requested by the SRNC. ]

-
[FDD - If the Serving Cell Change CFN IE is not included then the DRNS shall activate immediately the resources that are allocated for the new serving HS-PDSCH Radio Link, and shall keep active the resources that are allocated for the previous serving HS-PDSCH Radio Link.]

-
[FDD - If the requested Serving HS-DSCH Radio Link Change was successful or unsucessful, the DRNS shall indicate this in the HS-DSCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

[FDD – Secondary Serving HS-DSCH Radio Link Change:]

--------------------------------------

Skip unchanged text

---------------------------------------
8.3.2.4
Abnormal Conditions

If the RADIO LINK ADDITION REQUEST message includes a C-ID IE corresponding to a cell reserved for operator use and the Permanent NAS UE Identity is not available in the DRNC for the considered UE Context, the DRNC shall reject the procedure for this particular Radio Link and send the RADIO LINK ADDITION FAILURE message.

--------------------------------------

Skip unchanged text

---------------------------------------
[FDD – If the RADIO LINK ADDITION REQUEST message contains the Transport Bearer Not Requested Indicator IE for a DCH but the DCH is configured to be included as a part of the downlink CCTrCH, the DRNC shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message contains the MIMO Activation Indicator IE,  Sixtyfour QAM Usage Allowed Indicator IE set to "Allowed", the Additional HS Cell Information RL Addition IE and/orthe Single Stream MIMO Activation Indicator IE, but does not contain the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size", then the DRNC shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD – If the RADIO LINK ADDITION REQUEST message contains the Serving E-DCH RL ID IE but contains the Transport Bearer Not Requested Indicator IE in the RL Specific E-DCH Information for the new Serving E-DCH RL or there is at least one E-DCH MAC-d flow which transport bearer was not configured in the existing E-DCH RL to be combined with the Serving E-DCH RL, the DRNC shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

--------------------------------------

Skip unchanged text

---------------------------------------
8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

--------------------------------------

Skip unchanged text

---------------------------------------
HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, then:

· The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

· The DRNC shall include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message. [FDD – The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD– The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

· The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK RECONFIGURATION READY message.

· The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.
· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32] If RADIO LINK RECONFIGURATION PREPARE message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION PREPARE in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· [FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format  IE  in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41].
-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then:]
-
[FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then:]

-
[1.28 Mcps TDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD - The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use:]

-
[FDD - a different HS-SCCH in consecutive TTIs for this UE]

-
[FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the DRNS may use the supported HSDPA functions for this UE.]
-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]

-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].

-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS shall activate the Single Stream MIMO for the HS-DSCH Radio Link.]
[FDD - Secondary Serving HS-DSCH Setup:]

--------------------------------------

Skip unchanged text

---------------------------------------
HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE, then:

· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE for each HS-DSCH MAC-d flow being modified for which the establishment of one or several new Priority Queues was requested, if the DRNS allows the SRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK RECONFIGURATION PREPARE message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH Information To Modify IE set to "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION PREPARE in the HS-DSCH Information To Modify IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Traffic Class IE in the HS-DSCH Information To Modify IE for a specific HS-DSCH MAC-d flow, the DRNS may use this information to determine the transport bearer characteristics to apply between DRNC and Node B. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this specific HS-DSCH MAC-d flow indicates the value "RRC".

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To Modify IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To Modify IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE in the HS-DSCH Information To Modify IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Window Size IE or T1 IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated values in the new configuration for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-d PDU Size Index IE in the Modify Priority Queue choice, the DRNS shall delete the previous list of MAC-d PDU Size Index values for the related HSDPA Priority Queue and use the MAC-d PDU Size Index values indicated in the MAC-d PDU Size Index IE in the new configuration.

· [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the CQI Feedback Cycle k IE, the CQI Repetition Factor IE, the ACK-NACK Repetition Factor IE, the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated CQI Feedback Cycle k value, the CQI Repetition Factor or the ACK-NACK Repetition Factor, ACK Power Offset, the NACK Power Offset or the CQI Power Offset in the new configuration.]

· [FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Modify IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the TDD ACK NACK Power Offset IE in the HS-DSCH Information To Modify IE, the DRNS shall use the indicated power offset in the new configuration.]

· [FDD - If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH codes corresponding to the HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [FDD - If the HS-DSCH Information To Modify IE includes the HS-PDSCH Code Change Grant IE, then the DRNS may modify the HS-PDSCH codes corresponding to the HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the concerned DRNS is not in Continuous Packet Connectivity HS-SCCH less mode, the SRNC shall not include the HS-PDSCH Code Change Grant IE in the HS-DSCH Information To Modify IE.]

· [TDD - If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH parameters corresponding to the HS-DSCH. The DRNC shall then report the values for the parameters which are used in the new configuration specified in the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the RADIO LINK RECONFIGURATION READY message.]
· [FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated HARQ Preamble Mode in the new configuration as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH Information To Modify IE, then the DRNS shall use, in the new configuration,  the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41].
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Physical Layer Category IE in the HS-DSCH Information To Modify IE, the DRNS shall use this information in the new configuration.]
-
[FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then:]
-
[FDD - The DRNS shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in the new configuration in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate" and Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE.]
-
[FDD - The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify IE with value set to "not allowed", then the DRNS shall not use  64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If MAC-ehs is applied in the new configuration, and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]
-
[1.28Mcps TDD - If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then:]
-
[1.28Mcps TDD - The DRNS shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in the new configuration in accordance with the MIMO Mode Indicator IE.]

-
[1.28 Mcps TDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[1.28Mcps TDD - The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]
-
[FDD - Any secondary serving HS-DSCH that was applied in the old configuration shall remain in the new configuration unless it is explicitly removed.]
-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH Information To Modify IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Information To Modify IE the DRNS may use the supported HSDPA functions for this UE.]

-
[FDD - If the Single Stream MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then the DRNS shall activate/deactivate the Single Stream MIMO for the HS-DSCH Radio Link in accordance with the Single Stream MIMO Mode Indicator IE.]
[FDD - Secondary Serving HS-DSCH Modification:]

--------------------------------------
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---------------------------------------
8.3.4.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall reject the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.

--------------------------------------
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---------------------------------------
[FDD - If the concerned UE Context is configured to apply the "Closed loop mode 1" and if the concerned UE Context is not configured to apply UL DPCCH Slot Format 2 or 3, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the concerned UE Context is configured to apply MIMO, allowed to apply 64QAM, establish the secondary serving HS-DSCH Radio Link or apply Single Stream MIMO in the new configuration but is not configured to use flexible MAC-d PDU Size, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE for a DCH in the RL Specific DCH Information IE but does not include the DCH ID IE for the DCH in the DCHs to Add IE, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE for an E-DCH MAC-d flow in the RL Specific E-DCH Information IE but does not include the E-DCH MAC-d flow ID IE for the E-DCH MAC-d flow in the E-DCH MAC-d flows Information IE, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message contains the Continuous Packet Connectivity DTX-DRX Information IE but does not contain the F-DPCH Information IE and the concerned UE Context is not previously configured to use F-DPCH, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message]

[FDD - If the concerned UE Context is configured to have the Serving E-DCH Radio Link but there is at least one E-DCH MAC-d flow which the transport bearer is not configured for the Serving E-DCH Radio Link in DRNS, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE for a DCH or an E-DCH MAC-d Flow for a specific RL and the specific RL is combined with existing RL which the transport bearer is established for the DCH or the E-DCH MAC-d Flow in the DRNS, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message contains the Additional HS Cell Information RL Reconf Prep IE indicating a new seconadry serving cell that is not in the same Node B as the serving HS-DSCH cell (or new serving in case of simultaneous serving HS-DSCH cell change), then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message]

--------------------------------------
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8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon receipt, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
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HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:

· The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

· The DRNC shall include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message. [FDD – The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD– The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

· The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK RECONFIGURATION RESPONSE message.

· The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

· If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue. 
· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK RECONFIGURATION REQUESTmessage includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

· [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE  in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41]. 
· [FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]
-
[FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then]

-
[1.28 Mcps TDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD - The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use:]

-
[FDD - a different HS-SCCH in consecutive TTIs for this UE]

-
[FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the DRNS may use the supported HSDPA functions for this UE.]
-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
-
If the RADIO LINK RECONFIGURATION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].

-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS shall activate the Single Stream MIMO for the HS-DSCH Radio Link.]
[FDD - Secondary Serving HS-DSCH Setup:]

--------------------------------------
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8.3.7.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall reject the Unsynchronised Radio Link Reconfiguration procedure as having failed, and the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.

--------------------------------------

Skip unchanged text

---------------------------------------
[FDD - If the concerned UE Context is configured to apply MIMO, allowed to apply 64QAM, establish the secondary serving HS-DSCH Radio Link orapply Single Stream MIMO in the new configuration but is not configured to use flexible MAC-d PDU Size, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message contains the Additional HS Cell Information RL Reconf Req IE indicating a new seconadry serving cell that is not in the same Node B as the serving HS-DSCH cell (or new serving in case of simultaneous serving HS-DSCH cell change), then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE for a DCH in the RL Specific DCH Information IE but does not include the DCH ID IE for the DCH in the DCHs to Add IE, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 
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9.2.1.30Q
HS-DSCH Information To Modify

The HS-DSCH Information To Modify IE is used for modification of HS-DSCH information in a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention

Priority
	O
	
	9.2.1.1
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>CHOICE Priority Queue
	M
	
	
	
	–
	

	>>Add Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>>>Associated HS-DSCH MAC-d Flow
	M
	
	HS-DSCH MAC-d Flow ID 9.2.1.30O
	Shall only refer to a HS-DSCH MAC-d flow already existing in the old configuration.

Multiple Priority Queues can be associated with the same HS-DSCH MAC-d Flow ID.
	–
	

	>>>Scheduling Priority

Indicator
	M
	
	9.2.1.51A
	
	–
	

	>>>T1
	M
	
	9.2.1.54A
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>>>MAC-hs Window Size
	M
	
	9.2.1.34C
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>RLC Mode
	M
	
	9.2.1.48D
	
	–
	

	>>>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.136
	
	Yes
	ignore

	>>Modify Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	>>>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>>>T1
	O
	
	9.2.1.54A
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>>>MAC-hs Window Size
	O
	
	9.2.1.34C
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	0..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.136
	
	Yes
	ignore

	>>Delete Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	O
	
	9.2.1.34Ab
	
	–
	

	CQI Feedback  Cycle k
	O
	
	9.2.2.24a
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.24c
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.24b
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.26a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	For FDD only
	–
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.30S
	
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.7I
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	For FDD only
	YES
	ignore

	HS-PDSCH Code Change Grant
	O
	
	9.2.1.30W
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.1.135
	For FDD and 1.28Mcps TDD only
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	For FDD only
	YES
	ignore

	UE Capabilities Information
	O
	
	
	
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.3.10D
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ...)
	Applicable to 1.28Mcps TDD only 
This IE indicates the number of carrier that UE can support at the same time,where " One-three carrier" means the number of supported carrier is one for the uplink,and three for the downlink.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.30Oa
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	ENUMERATED (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.103
	 
	YES
	ignore

	Power Offset For S-CPICH for MIMO Request Indicator
	O
	
	9.2.2.105
	For FDD only
	YES
	ignore

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.107
	For FDD only
	YES
	reject

	
	
	
	
	
	
	


	Range bound
	Explanation

	maxnoofMACdFlows
	Maximum number of MAC-d flows.

	maxnoofPrioQueues
	Maximum number of Priority Queues.

	maxnoofMACdPDUindexes
	Maximum number of MAC-d PDU Size Indexes (SIDs).
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9.2.1.34C
MAC-hs Window Size 
The MAC-hs Window Size IE is used for MAC-hs/MAC-ehs PDU retransmission as defined in [41]. [FDD - the values 64 and 128 is only allowed when the MAC header type is MAC-ehs and under conditions defined in [32]].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MAC-hs Window Size
	
	
	ENUMERATED (4, 6, 8, 12, 16, 24,  32,…)
	


--------------------------------------
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9.2.2.19a
HS-DSCH FDD Information
The HS-DSCH FDD Information IE is used for initial addition of HS-DSCH information to UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.30OA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.3.10D
	Not to be used.
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ...)
	Not to be used.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.30Oa
	Not to be used.
	YES
	ignore

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.34Ab
	
	–
	

	CQI Feedback Cycle k
	M
	
	9.2.2.24a
	
	–
	

	CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.24c
	
	–
	

	ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	CQI Power Offset 
	M
	
	9.2.2.24b
	
	–
	

	ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	M
	
	9.2.2.26a
	
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	
	YES
	ignore

	MIMO Activation Indicator
	O
	
	9.2.1.134
	
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	If not present, "Indexed MAC-d PDU Size" shall be used.
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	
	YES
	ignore

	UE with enhanced HS-SCCH support indicator
	O
	
	NULL
	UE supports enhanced HS-SCCH functionality:

- UE supports different HS-SCCH in consecutive TTIs and,

- in HS-SCCH-less operation mode the UE supports HS-SCCH orders
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	Shall be ignored in Radio Link Setup and Radio Link Addition procedures. 
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.103
	
	YES
	ignore

	Power Offset For S-CPICH for MIMO Request Indicator
	O
	
	9.2.2.105
	
	YES
	ignore

	Single Stream MIMO Activation Indicator
	O
	
	9.2.2.106
	
	YES
	reject

	
	
	
	
	
	
	


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback  Cycle k IE is set to a value greater than 0.
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9.2.2.100
HS-DSCH Preconfiguration Setup

The HS-DSCH Preconfiguration Setup IE indicates that the DRNS shall preconfigure set(s) of HS-SCCH codes and may contain a list of secondary serving HS-DSCH cells to be preconfigured for Enhanced Service Cell Change. The Cell Change procedure for Dual Cell operation is described in [63]

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	MAC-hs/ehs reset scheme 
	M
	
	ENUMERATED (Always, Inter NodeB  Change) 
	MAC-hs/ehs reset handling at enhanced HS serving cell change:

"Always" means always reset 

"Inter NodeB Change" means  Only reset at inter Node B cell change
	–
	

	HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.34Ab
	
	–
	

	Secondary Cells 
	
	0…<maxnoofHSDSCH-1>
	
	Preconfigured secondary serving HS-DSCH cell. maxnoofHSDSCH-1 is max 1 in this 3GPP release.
	–
	

	>Secondary C-ID
	M
	
	9.2.1.9
	C-ID of the preconfigured secondary serving HS-DSCH cell
	–
	

	>Num Secondary HS-SCCH Codes
	O
	
	INTEGER (1.. maxnoofHSSCCHcodes)
	For the secondary serving HS-DSCH cell
	–
	

	>Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	For the secondary serving HS-DSCH cell
	–
	

	>MIMO Activation Indicator
	O
	
	9.2.2.76
	For the secondary serving HS-DSCH cell
	YES
	ignore

	Num Primary HS-SCCH Codes
	O
	
	INTEGER (1.. maxnoofHSSCCHcodes)
	For the primary serving HS-DSCH cell
	–
	

	HARQ Preamble Mode
	O
	
	9.2.1.134
	
	–
	

	MIMO Activation Indicator
	O
	
	9.2.2.76
	In multicarrier mode of operation the IE is for the serving HS-DSCH cell
	–
	

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	If not present, "Indexed MAC-d PDU Size" shall be assumed.
	–
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	For the serving HS-DSCH cell
	–
	

	UE with enhanced HS-SCCH support indicator
	O
	
	NULL
	UE supports enhanced HS-SCCH functionality:

- UE supports different HS-SCCH in consecutive TTIs and,

- in HS-SCCH-less operation mode the UE supports HS-SCCH orders
	–
	

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	–
	

	UE Support Indicator Extension
	O
	
	9.2.2.103
	
	YES
	ignore

	Power Offset For S-CPICH for MIMO Request Indicator
	O
	
	9.2.2.105
	
	YES
	ignore

	
	
	
	
	
	
	


	Range bound
	Explanation

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes


--------------------------------------

Skip unchanged text

---------------------------------------


	
	
	
	
	

	
	
	
	
	


--------------------------------------

Skip unchanged text

---------------------------------------
9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.0
General

Subclause 9.3 presents the Abstract Syntax of RNSAP protocol with ASN.1. In case there is contradiction between the ASN.1 definition in this subclause and the tabular format in subclause 9.1 and 9.2, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, in which the tabular format shall take precedence.

The ASN.1 definition specifies the structure and content of RNSAP messages. RNSAP messages can contain any IEs specified in the object set definitions for that message without the order or number of occurrence being restricted by ASN.1. However, for this version of the standard, a sending entity shall construct a RNSAP message according to the PDU definitions module and with the following additional rules (Note that in the following IE means an IE in the object set with an explicit id. If one IE needed to appear more than once in one object set, then the different occurrences have different IE ids):

--------------------------------------

Skip unchanged text

--------------------------------------
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxNrOfFACHs,


maxIBSEG,


maxCellsMeas,


maxNoOfDSCHs,


maxNoOfUSCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,


maxNrOfDLTsLCR,

>>skip unchanged rows

id-DL-RLC-PDU-Size-Format,

id-UE-SupportIndicatorExtension,

id-power-offset-for-S-CPICH-for-MIMO,

id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator,

id-Dual-Band-Secondary-Serving-Cell-List,

id-Single-Stream-MIMO-ActivationIndicator,

id-Single-Stream-MIMO-Mode-Indicator,


id-CellSpecificHARQMemoryPartitioning,


id-HARQ-MemoryPartitioning

FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},


ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

AccessPointName

::= OCTET STRING (SIZE (1..255))
--------------------------------------

Skip unchanged text

---------------------------------------
--------------------------------------

Skip unchanged text

---------------------------------------
HSDSCH-FDD-Information ::= SEQUENCE {


hSDSCH-MACdFlows-Information



HSDSCH-MACdFlows-Information,

uE-Capabilities-Info





UE-Capabilities-Info,


mAChs-Reordering-Buffer-Size-for-RLC-UM

MAChsReorderingBufferSize-for-RLC-UM,


cqiFeedback-CycleK






CQI-Feedback-Cycle,


cqiRepetitionFactor






CQI-RepetitionFactor





OPTIONAL,


-- This IE shall be present if the CQI Feedback Cycle k IE is set to a value greater than 0.


ackNackRepetitionFactor





AckNack-RepetitionFactor,


cqiPowerOffset







CQI-Power-Offset,


ackPowerOffset







Ack-Power-Offset,


nackPowerOffset







Nack-Power-Offset,


hsscch-PowerOffset






HSSCCH-PowerOffset






OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { HSDSCH-FDD-Information-ExtIEs } }


OPTIONAL,


...

}

HSDSCH-FDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {
{ ID id-HARQ-Preamble-Mode 






CRITICALITY ignore
EXTENSION
HARQ-Preamble-Mode




PRESENCE optional}|
{ ID id-MIMO-ActivationIndicator 




CRITICALITY reject
EXTENSION
MIMO-ActivationIndicator






PRESENCE optional}|

{ ID id-HSDSCH-MACdPDUSizeFormat 




CRITICALITY reject
EXTENSION
HSDSCH-MACdPDUSizeFormat 






PRESENCE optional}|

{ ID id-SixtyfourQAM-UsageAllowedIndicator


CRITICALITY ignore
EXTENSION
SixtyfourQAM-UsageAllowedIndicator 


PRESENCE optional}|

{ ID id-UE-with-enhanced-HS-SCCH-support-indicator

CRITICALITY ignore
EXTENSION
NULL





PRESENCE optional}|

{ ID id-EnhancedHSServingCC-Abort




CRITICALITY reject
EXTENSION
EnhancedHSServingCC-Abort






PRESENCE optional}|
{ ID id-UE-SupportIndicatorExtension



CRITICALITY ignore
EXTENSION
UE-SupportIndicatorExtension





PRESENCE optional}|
{ ID id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator 
CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMORequestIndicator


PRESENCE optional}|
{ ID id-Single-Stream-MIMO-ActivationIndicator 

CRITICALITY reject
EXTENSION
Single-Stream-MIMO-ActivationIndicator

PRESENCE optional}
,


...

}
HSDSCH-FDD-Information-Response ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-Response

HSDSCH-MACdFlow-Specific-InfoList-Response












OPTIONAL,


hSSCCH-Specific-InfoList-Response



HSSCCH-FDD-Specific-InfoList-Response













OPTIONAL,


hSPDSCH-and-HSSCCH-ScramblingCode



DL-ScramblingCode













OPTIONAL,


measurement-Power-Offset





Measurement-Power-Offset
















OPTIONAL,


hARQ-MemoryPartitioning






HARQ-MemoryPartitioning

















OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Information-Response-ExtIEs } }

OPTIONAL,


...

}

HSDSCH-FDD-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-User-Plane-Congestion-Fields-Inclusion

CRITICALITY ignore
EXTENSION User-Plane-Congestion-Fields-Inclusion

PRESENCE optional}|
{ ID id-HARQ-Preamble-Mode-Activation-Indicator

CRITICALITY ignore
EXTENSION HARQ-Preamble-Mode-Activation-Indicator

PRESENCE optional}|
{ ID id-MIMO-InformationResponse 




CRITICALITY ignore
EXTENSION MIMO-InformationResponse






PRESENCE optional}|

{ ID id-SixtyfourQAM-DL-UsageIndicator



CRITICALITY ignore
EXTENSION SixtyfourQAM-DL-UsageIndicator




PRESENCE optional}|

{ ID id-HSDSCH-TBSizeTableIndicator




CRITICALITY ignore
EXTENSION HSDSCH-TBSizeTableIndicator





PRESENCE optional}|
{ ID id-power-offset-for-S-CPICH-for-MIMO 


CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMO


PRESENCE optional},


...

}
HS-DSCH-FDD-Secondary-Serving-Information ::= SEQUENCE {

hsscch-PowerOffset







HSSCCH-PowerOffset









OPTIONAL,

sixtyfourQAM-UsageAllowedIndicator



SixtyfourQAM-UsageAllowedIndicator





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID
id-MIMO-ActivationIndicator


CRITICALITY reject

EXTENSION MIMO-ActivationIndicator
PRESENCE optional},

...

}
HS-DSCH-FDD-Secondary-Serving-Information-Response ::= SEQUENCE {

hSSCCH-Specific-InfoList-Response

HSSCCH-FDD-Specific-InfoList-Response





OPTIONAL,


hSPDSCH-and-HSSCCH-ScramblingCode

DL-ScramblingCode










OPTIONAL,


measurement-Power-Offset



Measurement-Power-Offset








OPTIONAL,


sixtyfourQAM-DL-UsageIndicator


SixtyfourQAM-DL-UsageIndicator







OPTIONAL,


hSDSCH-TBSizeTableIndicator



HSDSCH-TBSizeTableIndicator








OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-Respons-ExtIEs } }


OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-Respons-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID
id-MIMO-InformationResponse


CRITICALITY ignore

EXTENSION MIMO-InformationResponse
PRESENCE optional}|
{ID
id-HARQ-MemoryPartitioning


CRITICALITY ignore

EXTENSION HARQ-MemoryPartitioning
PRESENCE optional},

...

}
HS-DSCH-Secondary-Serving-Information-To-Modify ::= SEQUENCE {

hsscch-PowerOffset






HSSCCH-PowerOffset








OPTIONAL,

hSSCCH-CodeChangeGrant





HSSCCH-Code-Change-Grant






OPTIONAL,

sixtyfourQAM-UsageAllowedIndicator


SixtyfourQAM-UsageAllowedIndicator




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { HS-DSCH-Secondary-Serving-Information-To-Modify-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-Secondary-Serving-Information-To-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID
id-MIMO-Mode-Indicator


CRITICALITY reject

EXTENSION MIMO-Mode-Indicator

PRESENCE optional},

...

}
HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised ::= SEQUENCE {

hsscch-PowerOffset






HSSCCH-PowerOffset








OPTIONAL,

sixtyfourQAM-UsageAllowedIndicator


SixtyfourQAM-UsageAllowedIndicator




OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised-ExtIEs } }


OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID
id-MIMO-Mode-Indicator


CRITICALITY reject

EXTENSION MIMO-Mode-Indicator

PRESENCE optional},

...

}
HS-DSCH-FDD-Secondary-Serving-Update-Information ::= SEQUENCE {

hsSCCHCodeChangeIndicator




HSSCCH-CodeChangeIndicator




OPTIONAL,

hS-PDSCH-Code-Change-Indicator



HS-PDSCH-Code-Change-Indicator



OPTIONAL,


-- This IE shall never be included. If received it shall be ignored.


iE-Extensions







ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Update-Information-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Update-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HS-DSCH-Secondary-Serving-Cell-Change-Information-Response ::= SEQUENCE {

hS-DSCH-Secondary-Serving-cell-choice

HS-DSCH-Secondary-Serving-cell-change-choice,


iE-Extensions







ProtocolExtensionContainer { { HS-DSCH-Secondary-Serving-Cell-Change-Information-Response-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-Secondary-Serving-Cell-Change-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HS-DSCH-Secondary-Serving-cell-change-choice ::= CHOICE {


hS-Secondary-Serving-cell-change-successful


HS-Secondary-Serving-cell-change-successful,


hS-Secondary-Serving-cell-change-unsuccessful

HS-Secondary-Serving-cell-change-unsuccessful,


...

}

HS-Secondary-Serving-cell-change-successful ::= SEQUENCE {


hS-DSCH-FDD-Secondary-Serving-Information-Response

HS-DSCH-FDD-Secondary-Serving-Information-Response,


hSDSCH-RNTI











HSDSCH-RNTI, 


iE-Extensions





ProtocolExtensionContainer { { HS-Secondary-Serving-cell-change-successful-ExtIEs} } OPTIONAL,


...

}

HS-Secondary-Serving-cell-change-successful-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

HS-Secondary-Serving-cell-change-unsuccessful ::= SEQUENCE {


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { { HS-Secondary-Serving-cell-change-unsuccessful-ExtIEs} } OPTIONAL,


...

}

HS-Secondary-Serving-cell-change-unsuccessful-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

HS-DSCH-Secondary-Serving-Remove ::= NULL

HSDSCH-Information-to-Modify ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-to-Modify

HSDSCH-MACdFlow-Specific-InfoList-to-Modify


OPTIONAL,


priorityQueue-Info-to-Modify




PriorityQueue-InfoList-to-Modify




OPTIONAL,

mAChs-Reordering-Buffer-Size-for-RLC-UM


MAChsReorderingBufferSize-for-RLC-UM



OPTIONAL,


cqiFeedback-CycleK







CQI-Feedback-Cycle








OPTIONAL, 
-- For FDD only


cqiRepetitionFactor







CQI-RepetitionFactor







OPTIONAL, 
-- For FDD only


ackNackRepetitionFactor






AckNack-RepetitionFactor






OPTIONAL, 
-- For FDD only


cqiPowerOffset








CQI-Power-Offset








OPTIONAL,
-- For FDD only


ackPowerOffset








Ack-Power-Offset








OPTIONAL,
-- For FDD only


nackPowerOffset








Nack-Power-Offset








OPTIONAL,
-- For FDD only

hsscch-PowerOffset







HSSCCH-PowerOffset








OPTIONAL,
-- For FDD only


hSSCCH-CodeChangeGrant






HSSCCH-Code-Change-Grant






OPTIONAL,

tDDAckNackPowerOffset






TDD-AckNack-Power-Offset






OPTIONAL,
-- For TDD only

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-ExtIEs } }


OPTIONAL,


...

}

HSDSCH-Information-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {
{ ID id-HARQ-Preamble-Mode 



CRITICALITY ignore

EXTENSION
HARQ-Preamble-Mode







PRESENCE optional}|

{ ID id-HS-PDSCH-Code-Change-Grant

CRITICALITY
ignore

EXTENSION
HS-PDSCH-Code-Change-Grant
PRESENCE optional}|


 -- Applicable to FDD only
{ ID id-MIMO-Mode-Indicator 



CRITICALITY reject

EXTENSION
MIMO-Mode-Indicator





PRESENCE optional}|

{ ID id-HSDSCH-MACdPDUSizeFormat 


CRITICALITY reject

EXTENSION
HSDSCH-MACdPDUSizeFormat 



PRESENCE optional}|

{ ID id-SixtyfourQAM-UsageAllowedIndicator 
CRITICALITY ignore

EXTENSION
SixtyfourQAM-UsageAllowedIndicator 
PRESENCE optional}|

{ ID id-UE-Capabilities-Info



CRITICALITY
ignore

EXTENSION
UE-Capabilities-Info





PRESENCE optional}|

{ ID id-EnhancedHSServingCC-Abort


CRITICALITY reject

EXTENSION
EnhancedHSServingCC-Abort



PRESENCE optional}|
{ ID id-UE-SupportIndicatorExtension

CRITICALITY ignore

EXTENSION
UE-SupportIndicatorExtension


PRESENCE optional}|
{ ID id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator 
CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMORequestIndicator


PRESENCE optional}|
{ ID id-Single-Stream-MIMO-Mode-Indicator 
CRITICALITY reject

EXTENSION
Single-Stream-MIMO-Mode-Indicator
PRESENCE optional},


...

}
HSDSCH-Information-to-Modify-Unsynchronised ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-to-Modify

HSDSCH-MACdFlow-Specific-InfoList-to-Modify




OPTIONAL,


priorityQueueInfotoModifyUnsynchronised


PriorityQueue-InfoList-to-Modify-Unsynchronised

OPTIONAL,


cqiPowerOffset








CQI-Power-Offset



OPTIONAL,
-- For FDD only


ackPowerOffset








Ack-Power-Offset



OPTIONAL,
-- For FDD only


nackPowerOffset








Nack-Power-Offset



OPTIONAL,
-- For FDD only

hsscch-PowerOffset







HSSCCH-PowerOffset



OPTIONAL,
-- Only for FDD


tDDAckNackPowerOffset






TDD-AckNack-Power-Offset

OPTIONAL,
-- For TDD only

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-Unsynchronised-ExtIEs } }


OPTIONAL,


...

}

HSDSCH-Information-to-Modify-Unsynchronised-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {
{ ID id-HARQ-Preamble-Mode 




CRITICALITY ignore

EXTENSION
HARQ-Preamble-Mode
PRESENCE optional}|
{ ID id-MIMO-Mode-Indicator 



CRITICALITY reject

EXTENSION
MIMO-Mode-Indicator





PRESENCE optional}|

{ ID id-SixtyfourQAM-UsageAllowedIndicator 
CRITICALITY ignore

EXTENSION
SixtyfourQAM-UsageAllowedIndicator
PRESENCE optional}|

{ ID id-EnhancedHSServingCC-Abort


CRITICALITY reject

EXTENSION
EnhancedHSServingCC-Abort



PRESENCE optional}|
{ ID id-UE-SupportIndicatorExtension

CRITICALITY ignore

EXTENSION
UE-SupportIndicatorExtension

PRESENCE optional}|
{ ID id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator 
CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMORequestIndicator


PRESENCE optional}|
{ ID id-Single-Stream-MIMO-Mode-Indicator 
CRITICALITY reject

EXTENSION
Single-Stream-MIMO-Mode-Indicator
PRESENCE optional},


...

}
HSDSCH-MACdFlow-ID ::= INTEGER (0..maxNrOfMACdFlows-1)

HSDSCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem

HSDSCH-MACdPDUSizeFormat ::= ENUMERATED {


indexedMACdPDU-Size,


flexibleMACdPDU-Size
}
HSDSCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority,


trafficClass





TrafficClass,


bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs } }


OPTIONAL,


...

}

HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-TnlQos


CRITICALITY ignore

EXTENSION
TnlQos 
PRESENCE optional }|

{ID id-TrCH-SrcStatisticsDescr
CRITICALITY ignore
EXTENSION
TrCH-SrcStatisticsDescr
PRESENCE optional },


...

}
HSDSCH-MACdFlow-Specific-InfoList-Response ::= SEQUENCE (SIZE (0..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-Response

HSDSCH-MACdFlow-Specific-InfoItem-Response ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,


hSDSCH-Initial-Capacity-Allocation
HSDSCH-Initial-Capacity-Allocation

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtIEs } }


OPTIONAL,


...

}

HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-to-Modify

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority



OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,


trafficClass





TrafficClass






OPTIONAL,


bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs } }


OPTIONAL,


...

}

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-TnlQos


CRITICALITY ignore

EXTENSION
TnlQos 
PRESENCE optional },


...

}
HSDSCH-MACdFlows-Information ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-Info




HSDSCH-MACdFlow-Specific-InfoList,


priorityQueue-Info







PriorityQueue-InfoList,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-MACdFlows-Information-ExtIEs } }


OPTIONAL,


...

}

HSDSCH-MACdFlows-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlows-to-Delete ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlows-to-Delete-Item

HSDSCH-MACdFlows-to-Delete-Item ::= SEQUENCE {


hsDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlows-to-Delete-Item-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-MACdFlows-to-Delete-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}






HSDSCH-Initial-Capacity-Allocation::= SEQUENCE (SIZE (1..maxNrOfPrioQueues)) OF HSDSCH-Initial-Capacity-AllocationItem

HSDSCH-Initial-Capacity-AllocationItem ::= SEQUENCE {


schedulingPriorityIndicator

SchedulingPriorityIndicator,


maximum-MACdPDU-Size


MACdPDU-Size,

hSDSCH-InitialWindowSize

HSDSCH-InitialWindowSize,


iE-Extensions




ProtocolExtensionContainer { {HSDSCH-Initial-Capacity-AllocationItem-ExtIEs} } OPTIONAL,


...

}

HSDSCH-Initial-Capacity-AllocationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY ignore

EXTENSION
MAC-PDU-SizeExtended 
PRESENCE optional},


...

}

HSDSCH-InitialWindowSize


::= INTEGER (1..255)

-- Number of MAC-d PDUs.

HSDSCH-PreconfigurationInfo ::= SEQUENCE {


setsOfHS-SCCH-Codes

SetsOfHS-SCCH-Codes,


hARQ-MemoryPartitioning

HARQ-MemoryPartitioning,


eDCH-FDD-DL-ControlChannelInformation

EDCH-FDD-DL-ControlChannelInformation

OPTIONAL,


hARQ-Preamble-Mode-Activation-Indicator

HARQ-Preamble-Mode-Activation-Indicator

OPTIONAL,


mIMO-N-M-Ratio


MIMO-InformationResponse

OPTIONAL,


continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response
Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-PreconfigurationInfo-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-PreconfigurationInfo-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-power-offset-for-S-CPICH-for-MIMO 
CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMO

PRESENCE optional}|
{ ID id-CellSpecificHARQMemoryPartitioning
CRITICALITY ignore
EXTENSION CellSpecificHARQMemoryPartitioning

PRESENCE optional},

...

}

HSDSCH-PreconfigurationSetup ::= SEQUENCE {


mAChsResetScheme

MAChsResetScheme,


hSDSCH-Physical-Layer-Category

INTEGER (1..64,...),

mAChs-Reordering-Buffer-Size-for-RLC-UM

MAChsReorderingBufferSize-for-RLC-UM,

secondaryServingCells

SecondaryServingCells


OPTIONAL,


numPrimaryHS-SCCH-Codes

NumHS-SCCH-Codes


OPTIONAL,


hARQ-Preamble-Mode

HARQ-Preamble-Mode





OPTIONAL,

mIMO-ActivationIndicator

MIMO-ActivationIndicator


OPTIONAL,

hSDSCH-MACdPDUSizeFormat

HSDSCH-MACdPDUSizeFormat


OPTIONAL,

sixtyfourQAM-UsageAllowedIndicator

SixtyfourQAM-UsageAllowedIndicator


OPTIONAL,

uE-with-enhanced-HS-SCCH-support-indicator

NULL

OPTIONAL,

continuous-Packet-Connectivity-HS-SCCH-Less-Information


Continuous-Packet-Connectivity-HS-SCCH-Less-Information

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCHPreconfigurationSetup-ExtIEs } }


OPTIONAL,


...

}

HSDSCHPreconfigurationSetup-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-UE-SupportIndicatorExtension




CRITICALITY ignore

EXTENSION
UE-SupportIndicatorExtension
PRESENCE optional}|
{ ID id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator

CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMORequestIndicator
PRESENCE optional},


...

}

HS-SCCH-PreconfiguredCodes



::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HS-SCCH-PreconfiguredCodesItem
HS-SCCH-PreconfiguredCodesItem ::= SEQUENCE {


hS-SCCH-CodeNumber


HS-SCCH-CodeNumber,


iE-Extensions


ProtocolExtensionContainer { { HS-SCCH-PreconfiguredCodesItem-ExtIEs} } OPTIONAL,


...

}

HS-SCCH-PreconfiguredCodesItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-CodeNumber ::= INTEGER (0..127)
HSDSCH-RNTI ::= INTEGER (0..65535)

--------------------------------------

Skip unchanged text

---------------------------------------
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

id-compressedModeCommand








ProcedureCode ::= 2

id-downlinkPowerControl









ProcedureCode ::= 3

id-downlinkPowerTimeslotControl







ProcedureCode ::= 4

id-downlinkSignallingTransfer







ProcedureCode ::= 5

id-errorIndication










ProcedureCode ::= 6

>>skip unchanged rows
id-MACes-Maximum-Bitrate-LCR











ProtocolIE-ID ::= 824

id-Single-Stream-MIMO-ActivationIndicator








ProtocolIE-ID ::= 825

id-Single-Stream-MIMO-Mode-Indicator









ProtocolIE-ID ::= 826
id-Dual-Band-Secondary-Serving-Cell-List








ProtocolIE-ID ::= 827
id-UE-AggregateMaximumBitRate











ProtocolIE-ID ::= 828

id-power-offset-for-S-CPICH-for-MIMO









ProtocolIE-ID ::= 829
id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator





ProtocolIE-ID ::= 830
id-UE-SupportIndicatorExtension











ProtocolIE-ID ::= 831

id-CellSpecificHARQMemoryPartitioning









ProtocolIE-ID ::= 833
id-HARQ-MemoryPartitioning












ProtocolIE-ID ::= 834
END
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