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9.2.3.73
HS-DSCH Paging System Information LCR

The HS-DSCH Paging System Information LCR IE provides information for HS-DSCH configured for UE in Cell_PCH and URA_PCH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging MAC Flow Specific Information LCR
	
	0..<maxnoofPagingMACFlow>
	
	

	>Paging MAC Flow ID
	M
	
	9.2.1.113
	

	>HSDPA Associated PICH Information LCR
	O
	
	9.2.3.77
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>ToAWS
	O
	
	9.2.1.61
	

	>ToAWE
	O
	
	9.2.1.60
	

	>Paging MAC Flow Priority Queue Information LCR
	
	0..<maxnoofPagingMACQueues>
	
	

	>>Priority Queue Information for Enhanced PCH
	M
	
	Priority Queue Information for Enhanced FACH/PCH
9.2.1.117
	

	>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	Shouldn’t be contained if the MAC flow is setup in procedure.

Should be contained if the MAC flow is modified in procedure

	HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	

	HS-PDSCH Power
	O
	
	DL Power

9.2.1.21
	

	DTCH/DCCH Reception window size
	O
	
	INTEGER (1..16)
	Number of subframe for UE to detect the HS-SCCH

	NPCH
	O
	
	INTEGER (1..8)
	

	Paging Sub-Channel Size
	O
	
	INTEGER (1..3)
	number of frames for a Paging sub-channel

	Transport Block Size List
	
	0..<maxnoofHS-DSCHTBSsE-PCH>
	
	

	>Transport Block Size Index for Enhanced PCH
	M
	
	INTEGER (1..32)
	Index of the value range 1 to 32 of the MAC-ehs transport block size as specified in [32]


	Range bound
	Explanation

	maxnoofPagingMACFlow
	Maximum number of Paging MAC Flows

	maxnoofPagingMACQueues
	Maximum number of Priority Queues for Paging MAC Flow

	maxnoofHS-DSCHTBSsE-PCH
	Maximum number of HS-DSCH Transport Block Sizes used for Enhanced PCH operation associated HS-SCCH less
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