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1. Overall Description

According to the objectives of the work item, ‘Four Carrier HSDPA’, approved in RAN4#46 in RP-091438, RAN4 was tasked by TSG-RAN to study the feasibility of supporting operation of non-adjacent carriers within a single band arising from deactivation of the carriers, which are configured by higher layers: 
In order to reduce UE RF combinations for the multi-band options, TSG RAN WG4 should as initial task identify a limited set of band combinations and number of carriers in each band to be covered in this WI and provide its findings to RAN#47 so that the supported band combinations and number of supported carriers per band can be added to the WID in RAN#47. The way of working and combinations identified for DB-HSDPA in Rel-9 should serve as a baseline for discussion for this WI. Secondarily, TSG RAN WG4 should study the feasibility of supporting operation of non-adjacent carriers within a single band arising from deactivation of configured carriers and report to RAN.

RAN4 would like to inform RAN that during RAN4#54 meeting, RAN4 studied the feasibility of supporting the operation of the non-adjacent carriers within a single band arising from deactivation of the carriers, which are configured by higher layers. 
Based on the analysis provided in [1-2] and the discussion during RAN4#54, RAN4 is of the opinion that the operation of non-adjacent carrier operation due to the deactivation of the configured carriers within a single band is feasible from UE and BS implementation perspectives.  
2. Actions
To TSG-RAN: RAN4 kindly requests RAN to take into account RAN4 recommendation that the non-adjacent carrier operation due to the deactivation of the configured carriers within a single band is feasible from the perspectives of UE and BS implementation.  
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