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8.3.8
Mobility Settings Change

8.3.8.1
General

This procedure enables an eNB to negotiate the handover trigger settings with a peer eNB controlling neighbouring cells.

The procedure uses non UE-associated signalling.

8.3.8.2
Successful Operation
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Figure 8.3.8.2-1: Mobility Settings Change, successful operation 

The procedure is initiated with a MOBILITY CHANGE REQUEST message sent from eNB1 to eNB2. 

Upon receipt, eNB2 shall evaluate if the proposed eNB2 handover trigger modification may be accepted. If eNB2 is able to successfully complete the request it shall reply with MOBILITY CHANGE ACKNOWLEDGE.

8.3.8.3
Unsuccessful Operation
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Figure 8.3.8.3-1: Mobility Settings Change, unsuccessful operation 

If the requested parameter modification is refused by the eNB2 , or if the eNB2 is not able to complete the procedure, the eNB2 shall send a MOBILITY CHANGE FAILURE message with the Cause IE set to an appropriate value. The eNB2 may include eNB2 Mobility Parameters Modification Range IE in MOBILITY CHANGE FAILURE message, for example in cases when the proposed change is out of permitted range.

8.3.8.4
Abnormal Conditions

 If the initiating eNB1 receives a MOBILITY CHANGE REQUEST message from the peer entity on the same X2 interface, and listing the same two cells, the eNB1 shall respond with a MOBILITY CHANGE FAILURE message.
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