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8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

Lots of unchanged parts in 8.3.4.2 not shown

Physical Channel Modification:

Lots of unchanged parts in 8.3.4.2 not shown

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The DRNS shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The DRNS shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the DRNS shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION READY message.]

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]
-
[1.28 Mcps TDD - The DRNS shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The DRNS shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then:]

-
[1.28 Mcps TDD - If the Transport Block Size List IE or/and Repetition Period list IE is/are included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the DRNS shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].
-
[1.28 Mcps TDD - The DRNS shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then the DRNS shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION READY message.]

[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent scheduling operation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then the DRNS shall apply this information for HS-DSCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the buffer size for HS-DSCH Semi-Persistent scheduling needs to be modified, then the DRNS shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION READY message.]
-
[1.28 Mcps TDD - If the number of processes for HS-DSCH Semi-Persistent scheduling needs to be modified, then the DRNS shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Information to modify LCR IE, then:]
-
[1.28 Mcps TDD - If the Repetition Period list IE is included in the E-DCH Semi-Persistent scheduling Information to modify LCR IE, the DRNS shall modifiy the configuration of Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].

[1.28 Mcps TDD - If the E-DCH Semi-Persistent scheduling Indicator IE is included in the E-DCH Semi-Persistent scheduling Information to modify LCR IE, then the DRNS shall apply this information for E-DCH Semi-Persistent scheduling operation.]


[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the DRNS shall deactivate the HS-DSCH Semi-Persistent scheduling operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the DRNS shall deactivate the E-DCH Semi-Persistent scheduling operation for the E-DCH Radio Link.]

[TDD - UL/DL CCTrCH Modification]

Lots of unchanged parts in 8.3.4.2 not shown

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

Lots of unchanged parts in 8.3.7.2 not shown

[FDD - Physical Channel Modification:]

Lots of unchanged parts in 8.3.7.2 not shown

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The DRNS shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The DRNS shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the DRNS shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]
-
[1.28 Mcps TDD - The DRNS shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The DRNS shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then:]

-
[1.28 Mcps TDD - If the Transport Block Size List IE or/and Repetition Period list IE is/are included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the DRNS shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].
-
[1.28 Mcps TDD - The DRNS shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then the DRNS shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent scheduling operation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then the DRNS shall apply this information for HS-DSCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the buffer size for HS-DSCH Semi-Persistent scheduling needs to be modified, then the DRNS shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[1.28 Mcps TDD - If the number of processes for HS-DSCH Semi-Persistent scheduling needs to be modified, then the DRNS shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION RQUEST message includes the E-DCH Semi-Persistent scheduling Information to modify LCR IE, then:]
-
[1.28 Mcps TDD - If the Repetition Period list IE is included in the E-DCH Semi-Persistent scheduling Information to modify LCR IE, the DRNS shall modifiy the configuration of Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].

[1.28 Mcps TDD - If the E-DCH Semi-Persistent scheduling Indicator IE is included in the E-DCH Semi-Persistent scheduling Information to modify LCR IE, then the DRNS shall apply this information for E-DCH Semi-Persistent scheduling operation.]


[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the DRNS shall deactivate the HS-DSCH Semi-Persistent scheduling operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the DRNS shall deactivate the E-DCH Semi-Persistent scheduling operation for the E-DCH Radio Link.]
[TDD - UL/DL CCTrCH Modification]

Lots of unchanged parts in 9.3.4 not shown
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