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1. Introduction

Based on the agreement during the meeting, the inter-RAT energy saving scenarios and potential solutions should be carefully described and captured in the TR, and in this contribution, the text proposal is provided.

---------------------------------------------------Text Proposal----------------------------------------------------

4
General
The objective of this study item is to identify potential solutions for energy saving in E-UTRAN and perform initial evaluation of the proposed solutions, so that a subset of them can be used as the basis for further investigation and standardization.
The following use cases will be considered in this study item:
· Intra-eNB energy saving

· Inter-eNB energy saving
· Inter-RAT energy saving

· 
· 

Energy saving solutions identified in this study item should be justified by valid scenario(s), and based on cell/network load situation. Impacts on legacy and new terminals when introducing an energy saving solution should be carefully considered. The scope of the study item shall be as follows: 
· User accessibility should be guaranteed when a cell transfers to energy saving mode
· Backward compatibility and the ability to provide energy saving for Rel-10 network deployment that serves a number of legacy UEs
· Solutions shall not impact the Uu physical layer

· The solutions should not impact negatively the UE power consumption
Note that energy saving for HeNB is out of the scope of this study item.
5
Inter-RAT energy saving mechanisms 

5.1
Deployment scenarios

When operators deploy the LTE network for capacity enhancement at hot spot at initial or later stage, 2G/3G network may have been provided and optimized as the overlay. 
Scenario 1:
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Figure 1. Inter-RAT energy saving scenario 1
In this scenario as is shown in Figure 1, E-UTRAN Cell C, D and other E-UTRAN cells are totally covered by the same legacy RAT Cell A and B (e.g. UMTS or GSM). Cell A/B has been deployed to provide basic coverage of the services in the area, while other E-UTRAN cells boost the capacity. 
This scenario describes the deployment of E-UTRAN at the initial stage, and the E-UTRAN cells are only deployed for capacity enhancement at some hot spots, therefore, the continuity of LTE coverage could not be guaranteed. The legacy network provides the basic coverage for those UEs with multi-mode capability and the E-UTRAN only UEs could not be served when they are out of the coverage of E-UTRAN.
5.2
Potential solutions for the above scenarios
Solution 1: Cell switch on/off via O&M commands (already exist)

With this solution, the E-UTRAN cell can be switched off/on by the centralized OAM system based on some RAN information, e.g. load information. And the Intra-RAT and Inter-RAT neighbour nodes should be informed either by the OAM or by the signalling. 

Solution 2: Cell switch on/off autonomously at the RAN node via local policies downloaded by O&M
With this solution, the E-UTRAN node can turn the cell on/off according to a certain policy configured by OAM, and its Intra-RAT and Inter-RAT neighbour nodes should be informed, either by the OAM or by the signalling. An example policy would be switching on the cell 3 hours after switching off it or switching off the cell at 0:00 am and switching on it again at 7:00 am. As a part of energy saving operation, the E-UTRAN node may handover the capable UEs to the UTRAN/GERAN firstly.
Solution 3: Cell switch on/off based on signalling across RATs
With this solution, the capacity boosting E-UTRAN cell may be switched off autonomously based on information available in the cell. Switch-on may be performed upon request by one or more neighbour inter-RAT nodes. Intra-RAT and Inter-RAT neighbour nodes should be informed after on/off decision is made.
Complementary energy saving features:
Following complementary features are FFS for both, intra- and inter-RAT scenarios:
· Inter-cell coordination before cell switch off and enabling compensation mode

· Addition of “deactivation indicator” in solution 3 above
Note: Feasibility studies and good understanding about the benefits of complementary energy saving features listed above is needed.
5.3
Initial evaluation
<Text will be added.>
6
Inter-eNB energy saving mechanisms (in addition to what was already specified in Rel-9)
6.1
Scenarios requiring further study

<Text will be added.>

6.2
Potential solutions for the above scenarios
Inter-eNB energy saving mechanisms should be such that basic coverage is preserved in the network.
6.3
Initial evaluation
<Text will be added.>
7
Intra-eNB energy saving mechanisms 
7.1
Scenarios requiring further study

<Text will be added.>

7.2
Potential solutions for the above scenarios
<Text will be added.>

7.3
Initial evaluation
<Text will be added.>
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