3GPP TSG RAN WG3 Meeting #70
R3-103130

Jacksonville, USA, 15-19 November, 2010

3GPP TSG-RAN WG2 Meeting #71bis


R2-105996
Xi’an, China, Oct 11-15 2010.
Title:
LS on mapping Uu bearers to Un bearers for relays
Release:
Rel-10 

Work Item:
LTE_Relay-Core 

Source:
RAN WG2
To:
RAN3, SA5 
Contact Person:


Name:
Rajat Prakash

E-mail Address:
rprakash@qualcomm.com
1. Overall Description:

RAN2 has discussed the mapping of Uu bearers to Un bearers for uplink of the relay node, and concluded that it should be possible to map multiple Uu bearers of different QCIs to a single Un bearer. RAN2 has also concluded that it should be possible for the operator to control this mapping, using the following steps performed at the RN:

1. Uplink Un packets are assigned a DSCP value based on the QCI of the Uu bearer that delivered the packet, and an OAM provided mapping from QCI to DSCP
2. Subsequently, uplink Un packets are subjected to TFT filtering to map them to a Un bearer. This step uses procedures already defined in Rel-8/9.

With respect to step ‘1’ above, RAN2 believes that appropriate OAM support should be provided by RAN3 and SA5, in order to configure a QCI-to-DSCP mapping table at the RN.
2. Actions:

To RAN3 and SA5 groups.

ACTION: 
RAN2 kindly requests RAN3 and SA5 to provide the necessary support to enable OAM to configure a mapping from QCI to DSCP at the relay node.
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