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8.3
NBAP Dedicated Procedures

8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

----------------------------------------

Skip to next change

-----------------------------------------
[FDD – Secondary Serving HS-DSCH Radio Link Change]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Additional HS Cell Information RL Addition IE, then HS-PDSCH RL ID IE indicates the new secondary serving HS-DSCH Radio Link:]

-
[FDD - In the new configuration the Node B shall allocate the HS-PDSCH resources for the new Secondary Serving HS-PDSCH Radio Link. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]
-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the Node B shall use this value in the physical layer.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD - If the Node B Communication Context is configured with Sixtyfour QAM allowed for the secondary serving HS-DSCH Radio Link and not used in the current configuration and then if the Node B decides to use 64 QAM in the new secondary serving HS-DSCH Radio Link, then it shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
----------------------------------------

Skip to next change

-----------------------------------------
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

----------------------------------------

Skip to next change

-----------------------------------------
[FDD – Secondary Serving HS-DSCH Setup:]

[FDD – If the C-ID IE is present in the Additional HS Cell Information RL Reconf Prep IE in the RADIO LINK RECONFIGURATION PREPARE message, and no secondary serving HS-DSCH Radio Link(s) has been configured in the Node B or if the new configuration contains more than one secondary serving HS-DSCH Radio Link, then if the Ordinal Number Of Frequency IEs, in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To Modify IE for each instance of the Additional HS Cell Information RL Reconf Prep IE, indicate that new secondary serving HS-DSCH Radio Link(s) shall be setup, then:]

-
[FDD – The Node B shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE,, then the Node B shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.] 

-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the concerned Node B Communication Context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.] 

-
[FDD - If the Diversity Mode IE is included  in the HS-DSCH FDD Secondary Serving Information IE, the Node B shall apply cell specific transmit diversity configuration and if the Diversity Mode IE is not set to "None" the Node B shall activate/deactivate the Transmit Diversity for the secondary serving HS-DSCH Radio Link in accordance with the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information IE.]
-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the Node B shall use this value in the physical layer.]

----------------------------------------

Skip to next change

-----------------------------------------
[FDD – Intra-Node B Secondary Serving HS-DSCH Radio Link Change:]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the C-ID IE and the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Reconf Prep IE, one or more secondary serving HS-DSCH Radio Link(s) has been configured in the Node B and if the new configuration contains more than one secondary serving HS-DSCH Radio Link, then if the Ordinal Number Of Frequency IEs, in the HS-DSCH FDD Secondary Serving Information IE for each instance of the Additional HS Cell Information RL Reconf Prep IE, indicate that existing secondary serving HS-DSCH Radio Links shall be subject to intra-Node B secondary serving HS-DSCH Radio Link change, then the HS-PDSCH RL ID IE indicates the new secondary serving HS-DSCH Radio Link:]

-
[FDD - In the new configuration the Node B shall de-allocate the HS-PDSCH resources of the old secondary serving HS-PDSCH Radio Link and allocate the HS-PDSCH resources for the new secondary serving HS-PDSCH Radio Link. The Node B shall remove the old secondary serving HS-PDSCH Radio Link if no E-DCH resources are allocated to the RL. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]
-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the Node B shall use this value in the physical layer.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE and the value is set to "allowed" or if HS-DSCH FDD Secondary Serving Information To Modify IE is not included and the Node B Communication Context is configured with Sixtyfour QAM allowed for the secondary serving HS-DSCH Radio Link and not used in the current configuration and then if the Node B decides to use 64 QAM for the new secondary serving HS-DSCH Radio Link, then it shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If, in the new configuration, the concerned Node B Communication Context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
-
[FDD - If the old and/or new configuration contains more than one Secondary Serving HS-DSCH Radio Link the HS-DSCH FDD Secondary Serving Information IE defines the new secondary serving HS-DSCH configuration in the Node B to be used on the new secondary serving HS-DSCH Radio Link, and then:]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]
-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If the Diversity Mode IE is included in the HS-DSCH FDD Secondary Serving Information IE, the Node B shall apply cell specific transmit diversity configuration and if the Diversity Mode IE is not set to "None" the Node B shall activate/deactivate the Transmit Diversity for the secondary serving HS-DSCH Radio Link in accordance with the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information IE.]
----------------------------------------

Skip to next change

-----------------------------------------
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

----------------------------------------
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-----------------------------------------
[FDD – Secondary Serving HS-DSCH Setup:]

[FDD – If the C-ID IE is present in the Additional HS Cell Information RL Reconf Req IE in the RADIO LINK RECONFIGURATION REQUEST message, and no secondary serving HS-DSCH Radio Link(s) has been configured in the Node B or if the new configuration contains more than one secondary serving HS-DSCH Radio Link, then if the Ordinal Number Of Frequency IEs, in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE for each instance of the Additional HS Cell Information RL Reconf Req IE, indicate that new secondary serving HS-DSCH Radio Link(s) shall be setup, then:]

-
[FDD – The Node B shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]
-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the Node B shall use this value in the physical layer.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the concerned Node B Communication Context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
----------------------------------------
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-----------------------------------------
[FDD – Intra-Node B Secondary Serving HS-DSCH Radio Link Change:]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the C-ID IE and the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Reconf Req IE, one or more secondary serving HS-DSCH Radio Link(s) has been configured in the Node B and if the new configuration contains more than one secondary serving HS-DSCH Radio Link, then if the Ordinal Number Of Frequency IEs, in the HS-DSCH FDD Secondary Serving Information IE for each instance of the Additional HS Cell Information RL Reconf Req IE, indicate that existing secondary serving HS-DSCH Radio Links shall be subject to intra-Node B secondary serving HS-DSCH Radio Link change, then the HS-PDSCH RL ID IE indicates the new secondary serving HS-DSCH Radio Link:]

-
[FDD - The Node B shall release the HS-PDSCH resources on the old secondary serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new secondary serving HS-DSCH Radio Link. The Node B shall remove the old secondary serving HS-PDSCH Radio Link. Non cell specific secondary serving if no E-DCH resources are allocated to the RL. Radio Link and non cell specific HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]
-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the Node B shall use this value in the physical layer.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE and the value is set to "allowed" or if HS-DSCH FDD Secondary Serving Information To Modify IE is not included and the Node B Communication Context is configured with Sixtyfour QAM allowed for the secondary serving HS-DSCH Radio Link and not used in the current configuration and then if the Node B decides to use 64 QAM for the new secondary serving HS-DSCH Radio Link, then it shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If, in the new configuration, the concerned Node B Communication Context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH Radio Link, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
-
[FDD - If the old and/or new configuration contains more than one Secondary Serving HS-DSCH Radio Link the HS-DSCH FDD Secondary Serving Information IE defines the new secondary serving HS-DSCH configuration in the Node B to be used on the new secondary serving HS-DSCH Radio Link, and then:]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]
-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO N/M Ratio IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the Node B may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the Node B shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]
----------------------------------------
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9.1.42
RADIO LINK RECONFIGURATION PREPARE

9.1.42.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>UL Scrambling Code
	O
	
	9.2.2.59
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	
	–
	

	>Min UL Channelistion Code Length
	O
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.57
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.9
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	>DL DPCH Power Information
	
	0..1
	
	
	YES
	reject

	>>Power Offset Information
	
	1
	
	
	–
	

	>>>PO1
	M
	
	Power Offset
9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>>PO2
	M
	
	Power Offset
9.2.2.29
	Power offset for the TPC bits
	–
	

	>>>PO3
	M
	
	Power Offset
9.2.2.29
	Power offset for the pilot bits
	_
	

	>>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DL Code Information
	O
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>DL DPCH Timing Adjustment
	O
	
	9.2.2.10A
	Required RL Timing Adjustment 
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information Change
	O
	
	9.2.2.43A
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.144
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Removal
	O
	
	Non-Serving RL Preconfiguration Setup

9.2.2.144
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES 
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Fast Reconfiguration Mode
	O
	
	9.2.2.62
	
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	_
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	Additional HS Cell Information RL Reconf Prep
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 3 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify
	O
	
	9.2.2.18EB
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	

	
	
	
	
	
	
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCH Cell Information RL Reconf Prep
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B.
	YES
	reject

	>CHOICE Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency

	M
	
	
	
	–
	

	>>Setup
	
	
	
	Used when RLs on the secondary UL frequency does not exist or is not configured with E-DCH in the current Node B Communication Context
	–
	

	>>> MultiCell E-DCH Transport Bearer Mode


	M
	
	9.2.2.130
	
	–
	

	>>>Additional E-DCH　Cell Information Setup　 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.131
	
	–
	

	>>Configuration Change
	
	
	
	Used when RLs with additional E-DCH on the secondary UL frequency exist in the current Node B Communication context and the configuration is modified (adding new RLs or modification of existing RLs)
	–
	

	>>>Additional E-DCH Cell Information Configuration Change 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>> Additional E-DCH Configuration Change Information
	M
	
	9.2.2.136
	
	–
	

	>>Removal
	
	
	
	Used when all RLs on the indicated secondary UL frequency is removed.
	–
	

	>>>Additional E-DCH Cell Information Removal
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>RL on Secondary UL Frequency
	M
	
	ENUMERATED (Remove, ...)
	Removal of all RL on secondary UL frequency
	–
	


	Condition
	Explanation

	CodeLen
	The IE shall be present if the Min UL Channelisation Code Length IE is equals to 4.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if the Diversity Mode IE is present in the UL DPCH Information IEand is not set to "none".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


----------------------------------------
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9.1.47
RADIO LINK RECONFIGURATION REQUEST

9.1.47.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the UL.
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the DL.
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	Radio Link Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>DL Code Information
	C-SF/2
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.144
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Removal
	O
	
	Non-Serving RL Preconfiguration Setup

9.2.2.144
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information 
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH FDD MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	–
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	No of Target Cell HS-SCCH Order  
	O
	
	INTEGER (1..30)
	
	YES
	ignore

	Additional HS Cell Information RL Reconf Req
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 3 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
	O
	
	9.2.2.18EC
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	

	
	
	
	
	
	
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCHCell Information RL Reconf Req
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B.
	YES
	reject

	>CHOICE Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency

	M
	
	
	
	YES
	reject

	>>Setup
	
	
	
	Used when RLs on the secondary UL frequency does not exist or is not configured with E-DCH in the current Node B Communication Context
	–
	

	>>> MultiCell E-DCH Transport Bearer Mode


	M
	
	9.2.2.130
	
	–
	

	>>>Additional E-DCH　Cell Information Setup　 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.131
	
	–
	

	>>Configuration Change
	
	
	
	Used when RLs with additional E-DCH on the secondary UL frequency exist in the current Node B Communication context and the configuration is modified (adding new RLs or modification of existing RLs)
	–
	

	>>>Additional E-DCH Cell Information Configuration Change 
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>> Additional E-DCH Configuration Change Information
	M
	
	9.2.2.136
	
	–
	

	>>Removal
	
	
	
	Used when all RLs on the indicated secondary UL frequency is removed.
	–
	

	>>>Additional E-DCH Cell Information Removal
	
	1..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>RL on Secondary UL Frequency
	M
	
	ENUMERATED (Remove, ...)
	Removal of all RL on secondary UL frequency
	–
	


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


	Condition
	Explanation

	SF/2
	The IE shall be present if the Transmission Gap Pattern Sequence Information IE is included and the indicated Downlink Compressed Mode method for at least one of the included Transmission Gap Pattern Sequence is set to "SF/2".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.


----------------------------------------
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9.2.2.146
Secondary Serving HS-DSCH RL Continue
Void




	
	
	
	
	

	
	
	
	
	


----------------------------------------
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9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.0
General

Subclause 9.3 presents the Abstract Syntax of NBAP protocol with ASN.1. In case there is contradiction between the ASN.1 definition in this subclause and the tabular format in subclauses 9.1 and 9.2, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, where the tabular format shall take precedence.

----------------------------------------
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9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


AddorDeleteIndicator,


AICH-Power,


AICH-TransmissionTiming,


AllocationRetentionPriority,

AlternativeFormatReportingIndicator,

AvailabilityStatus,


BCCH-ModificationTime,


BindingID,


BlockingPriorityIndicator,


BroadcastReference,

>>>Skip unchanged text

Additional-EDCH-FDD-Update-Information,


TS0-CapabilityLCR,


Out-of-Sychronization-Window,


DCH-MeasurementOccasion-Information,

Additional-EDCH-Cell-Information-Response-RLReconf-List,


Setup-Or-ConfigurationChange-Or-Removal-Of-EDCH-On-secondary-UL-Frequency,

Additional-EDCH-Cell-Information-Response-RL-Add-List,


PrecodingWeightSetRestriction,


Non-Serving-RL-Preconfig-Setup,


Non-Serving-RL-Preconfig-Info

FROM NBAP-IEs

>>>Skip unchanged text

id-Out-of-Sychronization-Window, 

id-DCH-MeasurementOccasion-Information,

id-Additional-EDCH-Cell-Information-ResponseRLReconf, 

id-PrecodingWeightSetRestriction,

id-HSDSCH-RNTI-For-FACH,


id-E-RNTI-For-FACH,

id-Treset-Usage-Indicator,

id-Non-Serving-RL-Preconfig-Info,


id-Non-Serving-RL-Preconfig-Setup,


id-Non-Serving-RL-Preconfig-Removal,



maxNrOfCCTrCHs,


maxNrOfCellSyncBursts,


maxNrOfCodes,


maxNrOfDCHs,


maxNrOfDLTSs,

----------------------------------------
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-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareFDD-Extensions}}

OPTIONAL,


...

}
>>>Skip unchanged text
Additional-HS-Cell-Information-RL-Reconf-Prep
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Additional-HS-Cell-Information-RL-Reconf-Prep-ItemIEs
Additional-HS-Cell-Information-RL-Reconf-Prep-ItemIEs
::=SEQUENCE{


hSPDSCH-RL-ID








RL-ID,


c-ID










C-ID











OPTIONAL,


hS-DSCH-FDD-Secondary-Serving-Information

HS-DSCH-FDD-Secondary-Serving-Information


OPTIONAL,


hS-DSCH-Secondary-Serving-Information-To-Modify
HS-DSCH-Secondary-Serving-Information-To-Modify
OPTIONAL,


hS-HS-DSCH-Secondary-Serving-Remove



HS-DSCH-Secondary-Serving-Remove




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { Additional-HS-Cell-Information-RL-Reconf-Prep-ItemIEs-ExtIEs} } OPTIONAL,


...

}
Additional-HS-Cell-Information-RL-Reconf-Prep-ItemIEs-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {



...

}

Additional-EDCH-Cell-Information-RL-Reconf-Prep
::=SEQUENCE{


setup-Or-ConfigurationChange-Or-Removal-Of-EDCH-On-secondary-UL-Frequency






Setup-Or-ConfigurationChange-Or-Removal-Of-EDCH-On-secondary-UL-Frequency,


iE-Extensions




ProtocolExtensionContainer { { Additional-EDCH-Cell-Information-RL-Reconf-Prep-ExtIEs} } OPTIONAL,


...

}
----------------------------------------

Skip to next change

-----------------------------------------
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

>>>Skip unchanged text
Additional-HS-Cell-Information-RL-Reconf-Req
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Additional-HS-Cell-Information-RL-Reconf-Req-ItemIEs
Additional-HS-Cell-Information-RL-Reconf-Req-ItemIEs
::=SEQUENCE{


hSPDSCH-RL-ID








RL-ID,


c-ID










C-ID









OPTIONAL,


hS-DSCH-FDD-Secondary-Serving-Information

HS-DSCH-FDD-Secondary-Serving-Information
OPTIONAL,


hS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised

HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised
OPTIONAL,


hS-DSCH-Secondary-Serving-Remove



HS-DSCH-Secondary-Serving-Remove


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { Additional-HS-Cell-Information-RL-Reconf-Req-ExtIEs} } OPTIONAL,


...

}
Additional-HS-Cell-Information-RL-Reconf-Req-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {



...

}

Additional-EDCH-Cell-Information-RL-Reconf-Req
::=SEQUENCE{


setup-Or-ConfigurationChange-Or-Removal-Of-EDCH-On-secondary-UL-Frequency






Setup-Or-ConfigurationChange-Or-Removal-Of-EDCH-On-secondary-UL-Frequency,


iE-Extensions




ProtocolExtensionContainer { { Additional-EDCH-Cell-Information-RL-Reconf-Req-ExtIEs} } OPTIONAL,


...

}
----------------------------------------
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9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,

----------------------------------------
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-- ==========================================

--
S

-- ==========================================

>>>Skip unchanged text
SecondaryServingCellsItem ::= SEQUENCE {


secondaryC-ID



C-ID,


numSecondaryHS-SCCH-Codes

NumHS-SCCH-Codes

OPTIONAL,


sixtyfourQAM-UsageAllowedIndicator

SixtyfourQAM-UsageAllowedIndicator 

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { SecondaryServingCellsItem-ExtIEs} }



OPTIONAL,


...

}

SecondaryServingCellsItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID
id-MIMO-ActivationIndicator


CRITICALITY ignore

EXTENSION MIMO-ActivationIndicator
PRESENCE optional}|

{ID
id-EDCH-Indicator


CRITICALITY ignore

EXTENSION NULL

PRESENCE optional},

...

}


Secondary-UL-Frequency-Activation-State ::= ENUMERATED {

activated,


deactivated,



...

}
SchedulingPriorityIndicator 


::= INTEGER (0..15)

 -- lowest (0), highest (15)

SID ::= INTEGER (0..maxNrOfMACdPDUIndexes-1)

ScramblingCodeNumber ::= INTEGER (0..15)

----------------------------------------
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9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

id-cellReconfiguration 








ProcedureCode ::= 4

id-cellSetup 










ProcedureCode ::= 5

id-cellSynchronisationInitiation





ProcedureCode ::= 45

>>>Skip unchanged text
id-Treset-Usage-Indicator










ProtocolIE-ID ::= 1172
id-Non-Serving-RL-Preconfig-Info








ProtocolIE-ID ::= 1173

id-Non-Serving-RL-Preconfig-Setup








ProtocolIE-ID ::= 1174

id-Non-Serving-RL-Preconfig-Removal








ProtocolIE-ID ::= 1175

id-Additional-E-DCH-Non-Serving-RL-Preconfiguration-Setup


ProtocolIE-ID ::= 1176

id-Additional-E-DCH-New-non-serving-RL-E-DCH-FDD-DL-Control-Channel-InfoList
ProtocolIE-ID ::= 1177
id-Ul-common-E-DCH-MACflow-Specific-InfoListLCR-Ext




ProtocolIE-ID ::= 1178
id-CommonMACFlow-Specific-InfoList-ResponseLCR-Ext




ProtocolIE-ID ::= 1179

id-Enabling-Delay-Ext-LCR










ProtocolIE-ID ::= 1180
id-OrdinalNumberOfFrequency










ProtocolIE-ID ::= 1181


id-Multicell-EDCH-Restriction









ProtocolIE-ID ::= 1183
id-completeAlmanacProvided
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