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1. Overall Description:

RAN3 would like to inform SA2 of the work progress on SIPTO at Iu-PS. Additionally, RAN3 will appreciate additional clarifications in order to complete stage3 work.

During RAN3#70, RAN3 agreed the introduction of SIPTO at Iu-PS as a UTRAN function to perform the Selective IP Traffic Offload at Iu-PS as described in TS 23.060. 
RAN3 has also discussed the Femto aspects. In current 3G HNB Architecture, the Iu (e.g. Iu-PS) is  used between HNB and CN via GW on PS domain. It is not clear whether the SIPTO at Iu-PS may be applicable for Femto. If yes, SIPTO at Iu-PS applies for Femto, RAN3 kindly ask SA2 to clarify if the SIPTO may apply at Iu-PS:
1) between CN and 3G HNB GW only,

2) or between 3G HNB GW and 3G Home NodeB only,

3) or in both case 1) and 2).
2. Actions:

To SA2
ACTION: 

1. RAN3 kindly asks SA2 to take the above RAN3 agreements into account.

2. RAN3 will appreciate some clarifications from SA2 whether SIPTO at Iu-PS is applicable for the Femto case and on which instance of the Iu-PS is it applied?
3. Date of Next TSG-RAN WG3 Meetings:
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