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	To update the implement way of GUMMEI List, move the GUMMEI List definition in the Overload start/stop message and void the current section.
And after checking, the ASN.1 does not need to be updated.
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9.1.8.13
OVERLOAD START

This message is sent by the MME and is used to indicate to the eNB that the MME is overloaded. 

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Overload Response
	M
	
	9.2.3.19
	
	YES
	reject

	GUMMEI List
	
	0..1
	
	
	YES
	ignore

	>GUMMEI List Item
	
	1..<maxnoofMMECs>
	
	
	EACH
	ignore

	>> GUMMEI
	M
	
	9.2.3.9
	
	-
	


	Range bound
	Explanation

	maxnoofMMECs
	Maximum no. of MMECs per node per RAT. Value is 256.


9.1.8.14
OVERLOAD STOP

This message is sent by the MME and is used to indicate that the MME is no longer overloaded. 

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	GUMMEI List
	
	0..1
	
	
	YES
	ignore

	>GUMMEI List Item
	
	1..<maxnoofMMECs>
	
	
	EACH
	ignore

	>> GUMMEI
	M
	
	9.2.3.9
	
	-
	


	Range bound
	Explanation

	maxnoofMMECs
	Maximum no. of MMECs per node per RAT. Value is 256.


----------------------------------

Skip unchanged text
----------------------------------
9.2.3.35
GUMMEI List
Void
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