
3GPP TSG-RAN WG3 Meeting #71


Tdoc R3-110617
Taipei, 21st – 25th February 2011.

Title:
[DRAFT]
 Reply LS on Error Indication handling
Response to:
LS (CT4-110421) on Error Indication handling from CT4
Release:
Rel-10
Work Item:
TEI10
Source:
Huawei (to be RAN3)
To:
CT4
Cc:

Contact Person:

Name:
Mingzeng DAI
Tel. Number:

E-mail Address:
daimingzeng@huawei.com
Attachments:


1. Overall Description:

RAN3 thanks CT4 for their LS on Error Indication handling (C4-110421). 

To RAN3 understanding, when MME receives a Downlink Data Notification message from an SGW upon received Error Indication message from eNB for a UE in connected mode, the MME should send an S1-AP request (e.g. E-RAB SETUP REQUEST, or INITIAL CONTEXT SETUP REQUEST) message to the eNB to trigger the establishment of the tunnel between the SGW and the eNB, and the eNB shall successfully re-establish the E-RAB receiving in the E-RAB To Be Setup Item IEs in the request message which different from these active E-RAB (established before the request message was received).
When S4-SGSN receives a Downlink Data Notification message from an SGW upon received Error Indication message from RNC for a MS in connected mode, the S4-SGSN should send a RAB ASSIGNMENT REQUEST message to the RNC to trigger the update and establishment of the tunnel between the SGW and the RNC, and the RNC shall successfully re-establish the RAB receiving in the RABs To Be Setup Or Modified List IE in the request message which different from these active RAB (established before the request message was received).
2. Actions:

To CT4: 

RAN3 kindly asks CT4 group to take above clarification into account.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #72
9th – 13rd May 2011

Kobe, Japan.
TSG-RAN WG3 Meeting #73
22nd – 26th August 2011
Athens, Greece.
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