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8.6.2
Successful Operation
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Figure 8.6.2-1. M2 Setup procedure. Successful operation.

The eNB initiates the procedure by sending a M2 SETUP REQUEST message including the appropriate data to the MCE. The eNB shall include in the M2 SETUP REQUEST message the cell(s) which are foreseen to participate in MBMS service data transmission. 

The MCE responds with M2 SETUP RESPONSE message including the appropriate data. The MCE shall provide MCCH related BCCH data for all cells indicated in the M2 SETUP REQUEST message.

The exchanged data shall be stored in the respective node, MCCH related BCCH data broadcasted as provided by the MCE in the respective cell(s), and used for the duration of the TNL association. 

When this procedure is finished the M2 interface is operational, all affected cells are ready for MBMS service data transmission and other M2 messages can be exchanged.

If the M2 SETUP REQUEST message contains the eNB Name IE the MCE may use this IE as a human readable name of the eNB. 

If the M2 SETUP RESPONSE message contains the MCE Name IE the eNB may use this IE as a human readable name of the MCE. If the M2 SETUP RESPONSE message contains the Cell Information List IE and the Cell Reservation Info IE is set to “nonReservedCell”, the eNB shall broadcast the MCCH related BCCH configuration in the cell indicated in the E-UTRAN CGI IE. If the Cell Reservation Info IE is set to “reservedCell”, the eNB shall not broadcast the MCCH related BCCH configuration in the cell indicated in the E-UTRAN CGI IE. If the M2 SETUP RESPONSE message does not contain the Cell Information List IE the eNB shall not broadcast the MCCH related BCCH configuration in any cell.
/*unchanged omitted*/
8.7.2
Successful Operation
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Figure 8.7.2-1. eNB Configuration Update procedure. Successful operation.

The eNB initiates the procedure by sending an ENB CONFIGURATION UPDATE message to the MCE including an appropriate set of updated configuration data that it has just taken into operational use. The eNB CONFIGURATION UPDATE message may contain:

-
the Global eNB ID IE,

-
the eNB Name IE,

-
the eNB MBMS Configuration data per cell IE.

The MCE responds with ENB CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If the ENB CONFIGURATION ACKNOWLEDGE message contains the Cell Information List IE and the Cell Reservation Info IE is set to “nonReservedCell”, the eNB shall broadcast the MCCH related BCCH configuration in the cell indicated in the E-UTRAN CGI IE. If the Cell Reservation Info IE is set to “reservedCell”, the eNB shall not broadcast the MCCH related BCCH configuration in the cell indicated in the E-UTRAN CGI IE.  If the ENB CONFIGURATION ACKNOWLEDGE message does not contain the Cell Information List IE the eNB shall not broadcast the MCCH related BCCH configuration in any cell.
/*unchanged omitted*/
8.8.2
Successful Operation
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Figure 8.8.2-1. MCE Configuration Update procedure. Successful operation.

The MCE initiates the procedure by sending an MCE CONFIGURATION UPDATE message to the eNB including an appropriate set of updated configuration data. The MCE CONFIGURATION UPDATE message may contain:

-
the Global MCE ID IE,

-
the MCE Name IE,

-
the MCCH related BCCH Configuration data per cell IE.

The eNB responds with the MCE CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. 
If the MCE CONFIGURATION UPDATE message contains the Cell Information List IE and the Cell Reservation Info IE is set to “nonReservedCell”, the eNB shall broadcast the MCCH related BCCH configuration in the cell indicated in the E-UTRAN CGI IE. If the Cell Reservation Info IE is set to “reservedCell”, the eNB shall not broadcast the MCCH related BCCH configuration in the cell indicated in the E-UTRAN CGI IE. If the MCE CONFIGURATION UPDATE message does not contain the Cell Information List IE the eNB shall not broadcast the MCCH related BCCH configuration in any cell.
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