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1
Introduction
Equivalent PLMN Issues for MDT have been discussed in the last RAN WG meeting with multiple WG involved. The issue was left to R11 according to the way forward we agreed at the last meeting.
2
Discussion

2.1 MDT PLMN list 
As discussed in the last meeting, the requirement to introduce a specific PLMN list for MDT was acknowledged. Therefore we design a mechanism to support the signalling procedure for MDT PLMN list transfer. 

As concluded in the last meeting, there are multiple ways for the configuration of MDT PLMN list. The foreseen ways for the configuration of MDT PLMN list can be listed below: 
· Alternative 1: MDT PLMN list as subscription data stored in HSS

· Alternative2: MDT PLMN List configured in SGSN/MME by OAM

· Alternative 3: MDT PLMN list configured in RNC/eNodeB by OAM
The MDT PLMN List will have similar requirements as the existing EPLMN list in terms of flexibility of the configuration. Currently, the EPLMN list is configured by OAM to the SGSN/MME, similarly to alternative 2, and there is no EPLMN list per UE in HSS. Although the decision on how to introduce an MDT PLMN list might some expertise from other working groups in 3GPP (e.g. SA5), it is proposed to follow the same way of configuration as EPLMN.
Proposal 1: MDT PLMN List should be configured in SGSN/MME by OAM 
After the MDT PLMN list was configured to Core Network by OAM, this Core Network should transfer this information to UE and eNB. The transfer of the MDT PLMN list between Core Network and UE will be handled by RAN WG2. The eNB needs have this MDT PLMN list to decide the transfer of the user consent (managementbasedMDTallowed) during the mobility procedure. 
Proposal 2: It is proposed to transfer the MDT PLMN list from Core Netwok to RAN node.
3   Conclusion

Proposal 1: MDT PLMN List should be configured in SGSN/MME by OAM
Proposal 2: It is proposed to transfer the MDT PLMN list from Core Netwok to RAN node.
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