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1. Introduction

On 13th October, RAN3 had an offline session to discuss questions listed at earlier online discussion. This document summarises the outcomes of the discussion.
2. Questions and conclusions
1. what problem(s) we want to solve (and why) with respect to Pcell/Scell selection?

      a. MUE UL interference to Pico (see: 2586, 2550) ?

Participants of the discussion are interested in a scenario, where a MUE interferes in the UL with the pico cell, while not being able to detect the pico. Both, macro and pico share at least one carrier. However, not being able to asses properly if the scenario is relevant or if any solutions already exist, the participants propose to sent an LS to RAN1. Draft of the LS is proposed in a separate document.
      b. DL interference between Macro and Pico (2550, 2609) ?

For DL interference, possible enhancements for the configurability of existing methods defined in RAN3 may be considered, including automation.
      c. PUE UL interference to Macro (see: 2469/2470) ?

The participants did not consider this scenario as particularly important.
2. depending on answer in 1. above, what new methods are needed to address the problem(s) (and why)?

In respect to scenario a, the answer will depend on the response for RAN1. In respect to point b, it is to be defined later (FFS).

Additionally, the participants agreed to start an email discussion to forge an appropriate description of the interesting scenarios to be proposed for the internal TR at the next RAN3 meeting.































































