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	As described by the LS from RAN2, “RAN2 wishes to avoid changes to Rel-10 ASN.1 and assumes that the parallel counting scenario is expected to be rare and can be avoided by proper MCE or OAM configuration.” But this is not captured in current specification.


	
	

	Summary of change:
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	Section 15.10.1:
· Clarify that parallel counting should be avoided by proper configuration
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15.10
MBMS Counting
15.10.1
General

MBMS counting in LTE is used to determine if there are sufficient UEs interested in receiving a service to enable the operator to decide if it is appropriate to deliver the service via MBSFN. It allows the operator to choose between enabling or disabling MBSFN transmission for the service. MBMS counting applies only to connected mode UEs.  Enabling and disabling MBSFN transmission is realized by MBMS Service Suspension and Resumption function in subclause 15.8.2.7.

The following principles are used for the MBMS counting:
-
Counting is supported for both a service already provided by MBSFN in an MBSFN area as well as for a service not yet provided via MBSFN in an MBSFN area. A service not yet provided via MBSFN in an MBSFN area may be:

-
Service provided via unicast bearer.

-
Service not yet provided either by MBSFN or by unicast.

-
RAN is not aware of MBMS service provisioning through unicast bearers.
-
Concurrent counting in overlapping MBSFN areas should be avoided by proper configuration.
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