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	The RIM Routing Address is used for Inter-system routing for RIM exchange. This should be enabled between 3g and target HeNB in order to exchange system information that are used for enhanced CS fallback from HeNB to 3g.
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	RIM Exchange may be used from RNC towards HeNB.
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9.2.3.32
RIM Routing Address

This IE identifies the destination node where the RIM Information needs to be routed by the CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Choice RIM Routing Address
	
	
	
	
	-
	

	>Target RNC-ID
	
	
	
	
	
	

	>>Target RNC-ID
	M
	
	
	Applicable to GERAN Iu mode, not applicable to UTRAN
	-
	

	>>>LAI
	M
	
	9.2.3.6
	
	-
	

	>>>RAC
	O
	
	9.2.3.7
	
	-
	

	>>>RNC-ID
	M
	
	INTEGER (0..4095)
	If the Extended RNC-ID IE is included in the Target RNC-ID IE, the RNC-ID IE shall be ignored.
	-
	

	>>>Extended RNC-ID
	O
	
	9.2.1.39a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject

	>GERAN-Cell-ID
	
	
	
	
	
	

	>>GERAN-Cell-ID
	M
	
	
	
	-
	

	>>>LAI
	M
	
	9.2.3.6
	
	-
	

	>>>RAC
	M
	
	9.2.3.7
	
	-
	

	>>>CI
	M
	
	OCTET STRING (2)
	
	-
	

	>Target eNB-ID
	
	
	
	
	
	

	>>Target eNB-ID
	M
	
	
	
	-
	

	>>>PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit,

two digits per octet,

- bits 4 to 1 of octet n encoding digit 2n-1

- bits 8 to 5 of octet n encoding digit 2n

-The PLMN identity consists of 3 digits from MCC followed by either 
-a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	
	

	>>>CHOICE eNB ID
	
	
	
	
	
	

	>>>>Macro eNB ID
	
	
	BIT STRING (20)
	Equal to the 20 leftmost bits of the Cell Identity IE contained in the E-UTRAN CGI IE (see TS 36.413 [49]) of each cell served by the eNodeB.
	-
	

	>>>>Home eNB ID
	
	
	BIT STRING (28)
	Equal to the Cell Identity IE contained in the E-UTRAN CGI IE (see TS 36.413 [49]) of the cell served by the eNodeB.

NOTE:

Inter-system route to a Home eNB is only supported for Enhanced CS Fallback purpose in this release.
	-
	

	>>>Selected TAI
	M
	
	9.2.1.30C
	Contains the TAC of the target cell and the PLMN selected for that target cell
	-
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