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	< Start of Change>


8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation

	< Sections Omitted >


[FDD - Radio Link Set Handling]:

[FDD - The First RLS Indicator IE indicates if the concerned RL shall be considered part of the first RLS established towards this UE. The First RLS Indicator IE shall be used by the Node B together with the value of the DL TPC Pattern 01 Count IE which the Node B has received in the Cell Setup procedure, to determine the initial TPC pattern in the DL of the concerned RL and all RLs which are part of the same RLS, as described in TS 25.214 [10], section 5.1.2.2.1.2.]

[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context. In case of E-DCH, the generation of E-HICH related information for RLs in different RL Sets shall not be common.]

[FDD - For all RLs having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context. In case of E-DCH, the generation of E-HICH information for all RLs in a RL Set shall be common.]

[FDD - The UL out-of-sync algorithm defined in TS 25.214 [10] shall, for each of the established RL Set(s), use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set. The UL in-sync algorithm defined in TS 25.214 [10] shall, for each of the established RL Set(s), use the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set.]

[FDD - For each E-DCH RL which has or can have a common generation of E-RGCH information with another RL (current or future) when the Node B would contain the E-DCH serving RL, the Node B shall include the E-DCH RL Set ID IE in the RADIO LINK SETUP RESPONSE message. The value of the E-DCH RL Set ID IE shall allow the RNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]

[1.28Mcps TDD - UE TS0 Capability:]

[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information IE is not present and if the RADIO LINK SETUP REQUEST message includes the UE TS0 Capability LCR IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33]]
	< Sections Omitted >


8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation

	< Sections Omitted >


[1.28 Mcps TDD - MU-MIMO Handling:]
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the MU-MIMO Information IE, then:]

-
[1.28 Mcps TDD - The Node B can activate MU-MIMO operation on Uplink and/or Downlink indicated by the MU-MIMO indicator IE and shall include the MU-MIMO Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[1.28 Mcps TDD - If the Standalone Midamble Channel Information IE is included in the MU-MIMO Information IE, then the Node B shall configure the concerned Node B Communication Context for standalone midamble related operation according to TS 25.224 [21].]
-
[1.28 Mcps TDD - If the Standalone Midamble Channel Information request IE is included in the MU-MIMO Information IE, if the Node B will use MU-MIMO and if the Node B can allocate the standalone midamble resource, then the Node B shall include the Standalone Midamble Channel Information IE in the MU-MIMO Information Response IE in the RADIO LINK ADDITION RESPONSE message, else the Node B shall not include the Standalone Midamble Channel Information IE in the MU-MIMO Information Response IE in the RADIO LINK ADDTION RESPONSE message].
[1.28Mcps TDD - UE TS0 Capability:]

[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information IE is not present and if the RADIO LINK ADDITION REQUEST message includes the UE TS0 Capability LCR IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33]]
	< Sections Omitted >


8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation

	< Sections Omitted >


General

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Layer Address IE and Binding ID IEs in the [TDD - DSCHs To Modify, DSCHs To Add, USCHs To Modify, USCHs To Add], HS-DSCH Information, HS-DSCH Information To Modify, HS-DSCH MAC-d Flows To Add, [TDD - E-DCH MAC-d Flows to Add, E-DCH TDD Information to Modify IE] [FDD - RL Specific E-DCH Information IE] or in the RL Specific DCH Information IEs, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] being added, or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

If the requested modifications are allowed by the Node B and the Node B has successfully reserved the required resources for the new configuration of the Radio Link(s), it shall respond to the CRNC with the RADIO LINK RECONFIGURATION READY message. When this procedure has been completed successfully there exists a Prepared Reconfiguration, as defined in subclause 3.1.

The Node B shall include in the RADIO LINK RECONFIGURATION READY message the Transport Layer Address IE and the Binding ID IE for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being added or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

In the case of a set of co-ordinated DCHs requiring a new transport bearer on the Iub interface, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included [FDD - if the Transport Bearer Not Requested Indicator IE is not included for this DCH,] only for one of the DCH in the set of co-ordinated DCHs.

[FDD - If the RADIO LINK RECONDIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for a DCH or an E-DCH MAC-d flow, then the Node B shall not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION READY message.]

[FDD - If the RADIO LINK RECONDIGURATION PREPARE message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for a DCH or an E-DCH MAC-d flow and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include in the RADIO LINK RECONFIGURATION READY message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the DCH or E-DCH MAC-d flow being established.]

-
[FDD - if the Node B does not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION READY message.]

In the case of a Radio Link being combined with another Radio Link within the Node B, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the combined Radio Links [FDD - if the Transport Bearer Not Requested Indicator IE is not included for this DCH].

[FDD - In the case of an E-DCH RL being combined with another E-DCH RL within the Node B, the E-DCH FDD Information Response IE shall be included only for one of the combined E-DCH RLs.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Additional E-DCH Cell Information RL Reconf Prep IE, then:]

-
[FDD – if the Multicell E-DCH Transport Bearer Mode IE for an Additional E-DCH to be Setup is set to "Separate Iub Transport Bearer Mode" the Node B shall use this mode in the new configuration and apply separate transport bearers for the MAC-d flows.]

-
[FDD – if the Multicell E-DCH Transport Bearer Mode IE for an Additional E-DCH to be Setup is set to "UL Flow Multiplexing Mode" the Node B shall use this mode in the new configuration and multiplex MAC-d flows on the transport bearers.]

-
[FDD - if Separate Iub Transport Bearer Mode is used in the new configuration, then:]

-
[FDD - the Node B shall follow the rules defined in this procedure for single carrier mode of operation for establishment of the transport bearer for a MAC-d flow, use the Transport Bearer Not Requested Indicator IE in the E-DCH MAC-d Flow Specific Information IE in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE and/or the Transport Bearer Request Indicator IE in the E-DCH FDD Information To Modify IE received for the corresponding Radio Link(s) of the Primary Uplink Frequency to determine the transport bearer configuration in the new configuration for the radio links of the Secondary Uplink Frequency.]

-
[FDD - If the Transport Layer Address IE and Binding ID IE is included for an E-DCH MAC-d flow in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH FDD Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE or in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH FDD Information To Modify IE in the Additional E-DCH Configuration Change Information IE in the Additional E-DCH Cell Information Configuration Change IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. If the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow the Node B shall, for establishment of the transport bearer, include in the RADIO LINK RECONFIGURATION READY message the Binding ID IE and Transport Layer Address IE in the Additional E-DCH MAC-d Flow Specific Information Response IE in the Additional E-DCH FDD Information Response IE and/or and/or include the Binding ID IE and Transport Layer Address IE for the E-DCH MAC-d flow has been modified in the Additional E-DCH MAC-d Flow Specific Information Response IE in the Additional Modified E-DCH FDD Information Response IE.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Multi-Carrier E-DCH Information Reconf IE, then:]
-
[1.28Mcps TDD - If the Multi-carrier E-DCH Transport Bearer Mode LCR IE is set to "Separate Iub Transport Bearer Mode" the Node B shall use this mode in the new configuration and apply separate transport bearers for the MAC-d flows.]

-
[1.28Mcps TDD - If the Multi-Carrier E-DCH Transport Bearer Mode LCR IE is set to "UL Flow Multiplexing Mode" the Node B shall use this mode in the new configuration and multiplex each MAC-d flow on one transport bearer.]
-
[1.28Mcps TDD - If the choice of Continue, Setup or Change in the the Multi-Carrier E-DCH Information Reconf  IE is "Setup" and the Separate Iub transport bearer mode is used in the new configuration, or if the choice of Continue, Setup or Change in the the Multi-Carrier E-DCH Information Reconf  IE is "Change" and the Transport Bearer Mode is changed to "Separate Iub Transport Bearer Mode" indicated by Multi-carrier E-DCH Transport Bearer Mode LCR IE, then the Node B shall include the Binding ID IE and Transport Layer Address IE in the Multi-Carrier E-DCH Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message for establishment of a transport bearer for every E-DCH MAC-d flow being established.]
-
[1.28Mcps TDD - The Node B shall follow the rules defined in this procedure for single carrier mode of operation for establishment of the transport bearer for a MAC-d flow, use the Transport Bearer Request Indicator IE in the E-DCH TDD Information to Modify IE received for the corresponding Radio Link to determine the transport bearer configuration in the new configuration for the all Uplink Frequencies.]
-
[1.28Mcps TDD - If the E-DCH UL flow multiplexing mode is used in the new configuration and if the Transport Bearer Request Indicator IE is set to " Bearer Requested ", then the Node B shall include the Binding ID IE and Transport Layer Address IE in the E-DCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message for establishment of a transport bearer for every E-DCH MAC-d flow being established.]
[1.28Mcps TDD - UE TS0 Capability:]

[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify IE is not present and if the RADIO LINK RECONFIGURATION PREPARE message includes the UE TS0 Capability LCR IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33].]
	< Sections Omitted >


8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
	< Sections Omitted >


General

If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Layer Address IE and Binding ID IEs in the HS-DSCH Information IE, HS-DSCH Information To Modify Unsynchronised IE, HS-DSCH MAC-d Flows To Add IE, [FDD -RL Specific E-DCH Information IE] [TDD - E-DCH MAC-d Flows to Add IE, E-DCH TDD Information to Modify IE] or in the RL Specific DCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] being added or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

If the requested modifications are allowed by the Node B, the Node B has successfully allocated the required resources, and changed to the new configuration, it shall respond to the CRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

The Node B shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Transport Layer Address IE and the Binding ID IE for any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE is not included], or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE is not included], being added or any Transport Channel [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] or MAC-d flow [FDD - for which the Transport Bearer Not Requested Indicator IE was not included] being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE. The detailed frame protocol handling during transport bearer replacement is described in TS 25.427 [16], subclause 5.10.1 and in TS 25.435 [24], subclause 5.8.3.

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for a DCH or an E-DCH MAC-d flow being added, then the Node B shall not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION RESPONSE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for a DCH or an E-DCH MAC-d flow being added and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the DCH or E-DCH MAC-d flow being established.]

-
[FDD - if the Node B does not establish a transport bearer for the concerned DCH or E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH or E-DCH MAC-d flow in the RADIO LINK RECONFIGURATION RESPONSE message.]

In the case of a set of co-ordinated DCHs requiring a new transport bearer on the Iub interface, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the DCH [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] in the set of coordinated DCHs.

In the case of a Radio Link being combined with another Radio Link within the Node B, the Transport Layer Address IE and the Binding ID IE [FDD - for which the Transport Bearer Not Requested Indicator IE is not included] in the DCH Information Response IE shall be included only for one of the combined Radio Links.

[FDD - In the case of an E-DCH RL being combined with another E-DCH RL within the Node B, the E-DCH FDD Information Response IE shall be included only for one of the combined E-DCH RLs.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Additional E-DCH Cell Information RL Reconf Req IE, then:]

-
[FDD - if the Multicell E-DCH Transport Bearer Mode IE for an Additional E-DCH to be Setup is set to "Separate Iub Transport Bearer Mode" the Node B shall use this mode in the new configuration and apply separate transport bearers for the MAC-d flows.]

-
[FDD - if the Multicell E-DCH Transport Bearer Mode IE for an Additional E-DCH to be Setup is set to "UL Flow Multiplexing Mode" the Node B shall use this mode in the new configuration and multiplex MAC-d flows on the transport bearers.]

-
[FDD - if Separate Iub Transport Bearer Mode is used in the new configuration, then:]

-
[FDD - the Node B shall follow the rules defined in this procedure for single carrier mode of operation for establishment of the transport bearer for a MAC-d flow, use the Transport Bearer Not Requested Indicator IE in the E-DCH MAC-d Flow Specific Information IE in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE and/or the Transport Bearer Request Indicator IE in the E-DCH FDD Information To Modify IE received for the corresponding Radio Link(s) of the Primary Uplink Frequency to determine the transport bearer configuration in the new configuration for the radio links of the Secondary Uplink Frequency.]

-
[FDD - If the Transport Layer Address IE and Binding ID IE is included for an E-DCH MAC-d flow in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH FDD Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE or in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH FDD Information To Modify IE in the Additional E-DCH Configuration Change Information IE in the Additional E-DCH Cell Information Configuration Change IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. If the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow the Node B shall, for establishment of the transport bearer, include in the RADIO LINK RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE in the Additional E-DCH MAC-d Flow Specific Information Response IE in the Additional E-DCH FDD Information Response IE  and/or and/or include the Binding ID IE and Transport Layer Address IE for the E-DCH MAC-d flow has been modified in the Additional E-DCH MAC-d Flow Specific Information Response IE in the Additional Modified E-DCH FDD Information Response IE.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Multi-Carrier E-DCH Information Reconf IE, then:]
-
[1.28Mcps TDD - If the Multi-carrier E-DCH Transport Bearer Mode LCR IE is set to "Separate Iub Transport Bearer Mode" the Node B shall use this mode in the new configuration and apply separate transport bearers for the MAC-d flows.]

-
[1.28Mcps TDD - If the Multi-Carrier E-DCH Transport Bearer Mode LCR IE is set to "UL Flow Multiplexing Mode" the Node B shall use this mode in the new configuration and multiplex each MAC-d flow on one transport bearer.]
-
[1.28Mcps TDD - If the choice of Continue, Setup or Change in the the Multi-Carrier E-DCH Information Reconf  IE is "Setup" and the Separate Iub transport bearer mode is used in the new configuration, or if the choice of Continue, Setup or Change in the the Multi-Carrier E-DCH Information Reconf  IE is "Change" and the Transport Bearer Mode is changed to "Separate Iub Transport Bearer Mode" indicated by Multi-carrier E-DCH Transport Bearer Mode LCR IE, then the Node B shall include the Binding ID IE and Transport Layer Address IE in the Multi-Carrier E-DCH Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message for establishment of a transport bearer for every E-DCH MAC-d flow being established.]
-
[1.28Mcps TDD - The Node B shall follow the rules defined in this procedure for single carrier mode of operation for establishment of the transport bearer for a MAC-d flow, use the Transport Bearer Request Indicator IE in the E-DCH TDD Information to Modify IE received for the corresponding Radio Link to determine the transport bearer configuration in the new configuration for the all Uplink Frequencies.]
-
[1.28Mcps TDD - If the E-DCH UL flow multiplexing mode is used in the new configuration and if the Transport Bearer Request Indicator IE is set to " Bearer Requested ", then the Node B shall include the Binding ID IE and Transport Layer Address IE in the E-DCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message for establishment of a transport bearer for every E-DCH MAC-d flow being established.]

In the case of a signalling bearer re-arrangement, the new Communication Control Port shall be used once the Node B has sent the RADIO LINK RECONFIGURATION RESPONSE message via the old Communication Control Port.
[1.28Mcps TDD - UE TS0 Capability:]

[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify Unsynchronised IE is not present and if the RADIO LINK RECONFIGURATION REQUEST message includes the UE TS0 Capability LCR IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33].]
	< Sections Omitted >


9.1.36
RADIO LINK SETUP REQUEST 
	< Sections Omitted >


9.1.36.2
TDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>UL DPCH Information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.38
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>TDD TPC DL Step Size
	M
	
	9.2.3.21
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCH>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>DL DPCH information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	>CCTrCH Initial DL  Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>DL DPCH information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.39
	
	–
	

	DCH Information
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DSCH Information
	O
	
	DSCH TDD Information 9.2.3.5A
	
	YES
	reject

	USCH Information
	O
	
	9.2.3.28
	
	YES
	reject

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Special Burst Scheduling
	M
	
	9.2.3.18A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.4F
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt (TS 25.105 [15]).
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH-RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.53
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.49
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.65
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.49a
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	1.28 Mcps TDD only
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	HS-SCCH TPC step size
	O
	
	9.2.3.21
	1.28 Mcps TDD only.

This IE is mandatory if DL CCTrCH Information IE and E-DCH Information 1.28Mcps IE are both absent.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.111
	Applicable for 1.28 Mcps TDD.
	YES
	reject

	HS-DSCH-RNTI for FACH
	O
	
	HS-DSCH-RNTI

9.2.1.31J
	1.28 Mcps TDD only
	YES
	ignore

	Multi-Carrier E-DCH Information
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation in 1.28 Mcps TDD only
	YES
	reject

	>Multi-Carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.113
	1.28 Mcps TDD only
	–
	

	>Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.112
	1.28 Mcps TDD only
	–
	

	MU-MIMO Information
	O
	
	9.2.3.116
	1.28 Mcps TDD only
	YES
	ignore

	UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore


	Range Bound
	Explanation

	maxnoCCTrCH
	Number of CCTrCHs for one UE


	Condition
	Explanation

	InfoHSDSCH
	The IE shall be present if HS-DSCH Information IE is present.


	< Sections Omitted >


9.1.39
RADIO LINK ADDITION REQUEST
	< Sections Omitted >


9.1.39.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>UL DPCH Information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.38
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>DL DPCH information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>DL DPCH information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>CCTrCH Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>DL DPCH information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.39
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.4F
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt (TS 25.105 [15]).
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.49
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.65
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.49a
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	1.28 Mcps TDD only
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	HS-SCCH TPC step size
	O
	
	9.2.3.21
	1.28 Mcps TDD only.

This IE is mandatory if DL CCTrCH Information IE and E-DCH Information 1.28Mcps IE are both absent.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.111
	Applicable for 1.28 Mcps TDD.
	YES
	reject

	Multi-Carrier E-DCH Information
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation in 1.28 Mcps TDD only
	YES
	reject

	>Multi-carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.113
	1.28 Mcps TDD only
	–
	

	>Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.112
	1.28 Mcps TDD only
	–
	

	MU-MIMO Information
	O
	
	9.2.3.116
	1.28 Mcps TDD only
	YES
	ignore

	UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore


	Range Bound
	Explanation

	maxnoCCTrCH
	Number of CCTrCH for one UE


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present


	< Sections Omitted >


9.1.42
RADIO LINK RECONFIGURATION PREPARE

	< Sections Omitted >


9.1.42.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>UL DPCH To Add Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	–
	

	>>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	reject

	>>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>UL DPCH Information 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.38
	
	–
	

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	O
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>UL DPCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	–
	

	>>UL DPCH To Add
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>>UL DPCH To Modify
	
	0..1
	
	
	YES
	reject

	>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	
	0..<maxnoofULts>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>UL Timeslot Information LCR
	
	0..<maxnoofULtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information LCR
	
	0..<maxnoofDPCHsLCR>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.19a
	
	–
	

	>>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>>>>PLCCH Information
	O
	
	9.2.3.31
	
	YES
	reject

	>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoofULts>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information 7.68Mcps
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	O
	
	9.2.3.34
	
	–
	

	>>UL DPCH To Delete
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	reject

	>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>UL DPCH To Add LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>UL DPCH To Add 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.38
	
	–
	

	UL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoofCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH To Add Per RL
	
	0..<maxnoofRLs>
	
	See Note 1 below
	–
	

	>>DL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>CCTrCH Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>DL DPCH Information 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.39
	
	–
	

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	O
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoofCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See Note 1 below
	–
	

	>>DL DPCH To Add
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>>DL DPCH To Modify
	
	0..1
	
	
	YES
	reject

	>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	
	0..<maxnoofDLts>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information LCR
	
	0..<maxnoofDPCHsLCR>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.19a
	
	–
	

	>>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>>>Maximum DL Power to Modify LCR 
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH 
	YES
	ignore

	>>>>Minimum DL Power to Modify LCR
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	YES
	ignore

	>>>DL Timeslot Information 7.68Mcps 
	
	0..<maxnoofDLts>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information 7.68Mcps 
	
	0..<maxnoofDPCHs768>
	
	
	–
	

	>>>>>DPCH ID 7.68Mcps
	M
	
	9.2.3.42
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	O
	
	9.2.3.34
	
	–
	

	>>DL DPCH To Delete
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	reject

	>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>DL DPCH To Add LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>>Maximum CCTrCH DL Power to Modify
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>Minimum CCTrCH DL Power to Modify
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>DL DPCH To Add 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.39
	
	–
	

	DL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DCHs To Modify
	O
	
	DCHs TDD To Modify 9.2.3.4D
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	DSCH To Modify
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.3
	DL CCTrCH in which the DSCH is mapped
	–
	

	>Transport Format Set
	O
	
	9.2.1.59
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Frame Handling Priority
	O
	
	9.2.1.30
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	DSCH To Add
	O
	
	DSCH TDD Information 9.2.3.5A
	
	YES
	reject

	DSCH To Delete
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	USCH To Modify
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.59
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.3
	UL CCTrCH in which the USCH is mapped
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.58A
	
	YES
	ignore

	USCH To Add
	O
	
	USCH Information 9.2.3.28
	
	YES
	reject

	USCH To Delete
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	See Note 1 below
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UARFCN
	O
	
	9.2.1.65
	Applicable to 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt (TS 25.105 [15]).
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.53
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.49
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.65
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR 
	O
	
	9.2.3.49a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.94
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.96a
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.2.100
	
	_
	

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.97a
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.101
	
	_
	

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	Ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	HS-SCCH TPC step size
	O
	
	9.2.3.21
	1.28 Mcps TDD only.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.111
	Applicable for 1.28 Mcps TDD.
	YES
	reject

	HS-DSCH-RNTI for FACH
	O
	
	HS-DSCH-RNTI

9.2.1.31J
	1.28 Mcps TDD only
	YES
	ignore

	Multi-Carrier E-DCH Information Reconf
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation for 1.28 Mcps TDD only
	YES
	reject

	>CHOICE continue,Setup or Change
	M
	
	
	
	–
	

	>>continue
	
	
	
	Used when a RL with Multi-carrier E-DCH configurations exists in the current Node B Communication context and the configuration keeps unchanged.
	–
	

	>>Setup
	
	
	
	Used when the Multi-carrier E-DCH is not configured for this RL in the current Node B Communication Context
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.113
	
	–
	

	>>>UL Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.112
	
	–
	

	>>change
	
	
	
	Used when a RL with Multi-carrier E-DCH configurations exists in the current Node B Communication context and the configuration is modified (adding new frequencies, modification of existing configuration or removing existing frequencies)
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	O
	
	9.2.3.113
	
	–
	

	>>>UL Multi-Carrier E-DCH Information LCR
	O
	
	9.2.3.112
	
	–
	

	>>>Removal UL Multi-Carrier info
	
	0..<maxnoofUL128Carriers-1>
	
	
	–
	

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
	–
	

	MU-MIMO Information
	O
	
	9.2.3.116
	1.28 Mcps TDD only
	YES
	ignore

	MU-MIMO Information To Reconfigure
	O
	
	9.2.3.117
	1.28 Mcps TDD only
	YES
	ignore

	UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	NOTE 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present.


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE

	maxnoofDPCHs
	Maximum number of DPCHs in one CCTrCH for 3.84Mcps TDD. Maximum number of uplink DPCHs in one CCTrCH for 7.68Mcps TDD

	maxnoofDPCHsLCR
	Maximum number of DPCHs in one CCTrCH for 1.28Mcps TDD

	maxnoofDPCHs768
	Maximum number of downlink DPCHs in one CCTrCH for 7.68Mcps TDD

	maxnoofDSCHs
	Maximum number of DSCHs for one UE

	maxnoofUSCHs
	Maximum number of USCHs for one UE

	maxnoofDLts
	Maximum number of Downlink time slots per Radio Link for 3.84Mcps TDD

	maxnoofDLtsLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD

	maxnoofULts
	Maximum number of Uplink time slots per Radio Link for 3.84Mcps TDD

	maxnoofULtsLCR
	Maximum number of Uplink time slots per Radio Link for 1.28Mcps TDD

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofUL128Carriers
	Maximum number of uplink frequencis in Multi-Carrier E-DCH Operation


	< Sections Omitted >


9.1.47
RADIO LINK RECONFIGURATION REQUEST
	< Sections Omitted >


9.1.47.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	reject

	UL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>DL CCTrCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	
	

	>>DL DPCH To Modify LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	 ignore

	>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	
	–
	

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH
	–
	

	>>>>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	–
	

	>>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	DL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DCHs To Modify
	O
	
	DCHs TDD To Modify 9.2.3.4D
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	See note 1 below
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 
9.2.3.5F
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.49
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.65
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only 
	YES
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	O
	
	9.2.3.49a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.94
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.96a
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.2.100
	
	YES
	reject

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.97a
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.101
	
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	Ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	HS-SCCH TPC step size
	O
	
	9.2.3.21
	1.28 Mcps TDD only.
This IE is mandatory if ’E-DCH Information 1.28Mcps’ IE is absent.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.111
	Applicable for 1.28 Mcps TDD.
	YES
	reject

	HS-DSCH-RNTI for FACH
	O
	
	HS-DSCH-RNTI

9.2.1.31J
	1.28 Mcps TDD only
	YES
	ignore

	Multi-Carrier E-DCH Information Reconf
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation in 1.28 Mcps TDD only
	YES
	reject

	>CHOICE continue,Setup or Change 
	M
	
	
	
	–
	

	>>continue
	
	
	
	Used when a RL with Multi-carrier E-DCH configurations exists in the current Node B Communication context and the configuration keeps unchanged.
	–
	

	>>Setup
	
	
	
	Used when the Multi-carrier E-DCH is not configured for this RL in the current Node B Communication Context
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.113
	
	–
	

	>>>UL Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.112
	
	–
	

	>>change
	
	
	
	Used when a RL with Multi-carrier E-DCH configurations exists in the current Node B Communication context and the configuration is modified (adding new frequencies, modification of existing configuration or removing existing frequencies)
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	O
	
	9.2.3.113
	
	–
	

	>>>UL Multi-Carrier E-DCH Information LCR
	O
	
	9.2.3.112
	
	–
	

	>>>Removal UL Multi-Carrier info
	
	0..<maxnoofUL128Carriers-1>
	
	
	–
	

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
	–
	

	MU-MIMO Information
	O
	
	9.2.3.116
	1.28 Mcps TDD only
	YES
	ignore

	MU-MIMO Information To Reconfigure
	O
	
	9.2.3.117
	1.28 Mcps TDD only
	YES
	ignore

	UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	NOTE 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticality.


	Range Bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE

	maxnoofDLtsLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofUL128Carriers
	Maximum number of uplink frequencis in Multi-Carrier E-DCH Operation


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present.


	< Sections Omitted >


9.3.3
PDU Definitions

	< Sections Omitted >


-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY reject
TYPE CRNC-CommunicationContextID




PRESENCE mandatory }|


{ ID
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional }|


{ ID
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional }|


{ ID
id-DCH-TDD-Information






CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID
id-DSCH-TDD-Information






CRITICALITY reject
TYPE DSCH-TDD-Information




PRESENCE optional }|


{ ID
id-USCH-Information







CRITICALITY reject
TYPE USCH-Information




PRESENCE optional }|


{ ID
id-RL-Information-RL-SetupRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-SetupRqstTDD




PRESENCE mandatory },


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-TDD-Information


CRITICALITY reject
EXTENSION HSDSCH-TDD-Information



PRESENCE optional }|


{ ID id-HSDSCH-RNTI





CRITICALITY reject
EXTENSION HSDSCH-RNTI






PRESENCE conditional }|


-- The IE shall be present if HS-DSCH Information IE is present


{ ID id-HSPDSCH-RL-ID




CRITICALITY reject
EXTENSION RL-ID








PRESENCE conditional }|


-- The IE shall be present if HS-DSCH Information IE is present


{ ID id-PDSCH-RL-ID





CRITICALITY ignore
EXTENSION RL-ID








PRESENCE optional }|


{ ID id-E-DCH-Information



CRITICALITY reject
EXTENSION E-DCH-Information





PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID



CRITICALITY reject
EXTENSION RL-ID








PRESENCE optional }|

{ ID id-E-DCH-768-Information


CRITICALITY reject
EXTENSION E-DCH-768-Information




PRESENCE optional }|

{ ID id-E-DCH-LCR-Information


CRITICALITY reject
EXTENSION E-DCH-LCR-Information




PRESENCE optional }|

{ ID id-PowerControlGAP




CRITICALITY ignore
EXTENSION ControlGAP






PRESENCE optional }|


 -- Applicable to 1.28Mcps TDD only

{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR

CRITICALITY reject
EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR
PRESENCE optional }|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR
CRITICALITY reject
EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-LCR
PRESENCE optional }|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR

CRITICALITY reject
EXTENSION E-DCH-Semi-PersistentScheduling-Information-LCR
PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore
EXTENSION IdleIntervalInformation



PRESENCE optional }|

{ ID id-UE-Selected-MBMS-Service-Information
CRITICALITY ignore
EXTENSION UE-Selected-MBMS-Service-Information
PRESENCE optional }|


{ ID id-HSSCCH-TPC-StepSize



CRITICALITY
ignore
EXTENSION TDD-TPC-DownlinkStepSize


PRESENCE optional }|


{ ID id-DCH-MeasurementOccasion-Information
CRITICALITY reject
EXTENSION DCH-MeasurementOccasion-Information
PRESENCE optional }|


{ ID id-HSDSCH-RNTI-For-FACH


CRITICALITY ignore
EXTENSION HSDSCH-RNTI






PRESENCE optional }|


{ ID id-Multi-Carrier-EDCH-Setup

CRITICALITY reject
EXTENSION Multi-Carrier-EDCH-Info



PRESENCE optional }|


{ ID id-MU-MIMO-InformationLCR


CRITICALITY ignore
EXTENSION MU-MIMO-InformationLCR



PRESENCE optional }|


{ ID id-TS0-CapabilityLCR



CRITICALITY ignore
EXTENSION TS0-CapabilityLCR



PRESENCE optional },


...

}

	< Sections Omitted >


-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID




CRITICALITY reject
TYPE NodeB-CommunicationContextID





PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationList-RL-AdditionRqstTDD
PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationList-RL-AdditionRqstTDD
PRESENCE optional }|


{ ID id-RL-Information-RL-AdditionRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-AdditionRqstTDD




PRESENCE mandatory },


...

}

RadioLinkAdditionRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-TDD-Information


CRITICALITY reject
EXTENSION HSDSCH-TDD-Information



PRESENCE optional}|


{ ID id-HSDSCH-RNTI





CRITICALITY reject
EXTENSION HSDSCH-RNTI






PRESENCE conditional}|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID




CRITICALITY reject
EXTENSION RL-ID








PRESENCE optional}|


{ ID id-E-DCH-Information



CRITICALITY reject
EXTENSION E-DCH-Information





PRESENCE optional}|


{ ID id-E-DCH-Serving-RL-ID



CRITICALITY reject
EXTENSION RL-ID








PRESENCE optional}|


{ ID id-E-DCH-768-Information


CRITICALITY reject
EXTENSION E-DCH-768-Information




PRESENCE optional}|

{ ID id-E-DCH-LCR-Information


CRITICALITY reject
EXTENSION E-DCH-LCR-Information




PRESENCE optional}|

{ ID id-PowerControlGAP




CRITICALITY ignore
EXTENSION ControlGAP






PRESENCE optional}|


 -- Applicable to 1.28Mcps TDD only

{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR

CRITICALITY reject
EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR

PRESENCE optional}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR
CRITICALITY reject
EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-LCR
PRESENCE optional}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR

CRITICALITY reject
EXTENSION E-DCH-Semi-PersistentScheduling-Information-LCR
PRESENCE optional}|


{ ID id-IdleIntervalInformation


CRITICALITY ignore
EXTENSION IdleIntervalInformation



PRESENCE optional}|


{ ID id-UE-Selected-MBMS-Service-Information
CRITICALITY ignore
EXTENSION UE-Selected-MBMS-Service-Information
PRESENCE optional}|


{ ID id-HSSCCH-TPC-StepSize



CRITICALITY ignore
EXTENSION TDD-TPC-DownlinkStepSize


PRESENCE optional}|


{ ID id-DCH-MeasurementOccasion-Information
CRITICALITY reject
EXTENSION DCH-MeasurementOccasion-Information
PRESENCE optional}|


{ ID id-Multi-Carrier-EDCH-Setup

CRITICALITY reject
EXTENSION Multi-Carrier-EDCH-Info



PRESENCE optional}|


{ ID id-MU-MIMO-InformationLCR


CRITICALITY ignore
EXTENSION MU-MIMO-InformationLCR



PRESENCE optional}|


{ ID id-TS0-CapabilityLCR



CRITICALITY ignore
EXTENSION TS0-CapabilityLCR



PRESENCE optional },

...

}

	< Sections Omitted >


-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID





CRITICALITY reject
TYPE NodeB-CommunicationContextID



PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-TDD-DCHs-to-Modify








CRITICALITY reject
TYPE TDD-DCHs-to-Modify




PRESENCE optional }|


{ ID id-DCHs-to-Add-TDD









CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID id-DCH-DeleteList-RL-ReconfPrepTDD





CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DSCH-Information-ModifyList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DSCH-Information-ModifyList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-DSCHs-to-Add-TDD








CRITICALITY reject
TYPE DSCH-TDD-Information




PRESENCE optional }|


{ ID id-DSCH-Information-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DSCH-Information-DeleteList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-USCH-Information-ModifyList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE USCH-Information-ModifyList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-USCH-Information-Add







CRITICALITY reject
TYPE USCH-Information




PRESENCE optional }|


{ ID id-USCH-Information-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE USCH-Information-DeleteList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-RL-Information-RL-ReconfPrepTDD





CRITICALITY reject
TYPE RL-Information-RL-ReconfPrepTDD


PRESENCE optional },

-- This RL Information is the for the 1st RL IE repetition


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBearerRequestIndicator

CRITICALITY reject
EXTENSION SignallingBearerRequestIndicator
PRESENCE optional }|


{ ID id-HSDSCH-TDD-Information



CRITICALITY reject
EXTENSION HSDSCH-TDD-Information


PRESENCE optional }|


{ ID id-HSDSCH-Information-to-Modify


CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify

PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Add



CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information

PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Delete


CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete


PRESENCE optional }|


{ ID id-HSDSCH-RNTI






CRITICALITY reject
EXTENSION HSDSCH-RNTI





PRESENCE conditional }|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID





CRITICALITY reject
EXTENSION RL-ID







PRESENCE optional }|


{ ID id-PDSCH-RL-ID






CRITICALITY ignore
EXTENSION RL-ID







PRESENCE optional }|


{ ID id-multiple-RL-Information-RL-ReconfPrepTDD
CRITICALITY reject
EXTENSION MultipleRL-Information-RL-ReconfPrepTDD
PRESENCE optional }|

-- This RL Information is the for the 2nd and beyond repetition of RL information,


{ ID id-E-DCH-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-Information-Reconfig

PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID





CRITICALITY reject
EXTENSION RL-ID






PRESENCE optional }|


{ ID id-E-DCH-768-Information-Reconfig


CRITICALITY reject
EXTENSION E-DCH-768-Information-Reconfig

PRESENCE optional }|

{ ID id-E-DCH-LCR-Information-Reconfig


CRITICALITY reject
EXTENSION E-DCH-LCR-Information-Reconfig

PRESENCE optional }|

{ ID id-PowerControlGAP






CRITICALITY ignore
EXTENSION ControlGAP




PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-CPC-InformationLCR





CRITICALITY reject
EXTENSION CPC-InformationLCR


PRESENCE optional }|


{ ID id-IdleIntervalInformation




CRITICALITY ignore
EXTENSION IdleIntervalInformation

PRESENCE optional }|


{ ID id-UE-Selected-MBMS-Service-Information
CRITICALITY ignore
EXTENSION UE-Selected-MBMS-Service-Information
PRESENCE optional }|


{ ID id-HSSCCH-TPC-StepSize





CRITICALITY ignore
EXTENSION TDD-TPC-DownlinkStepSize

PRESENCE optional }|


{ ID id-DCH-MeasurementOccasion-Information

CRITICALITY reject
EXTENSION DCH-MeasurementOccasion-Information
PRESENCE optional }|

{ ID id-HSDSCH-RNTI-For-FACH




CRITICALITY ignore
EXTENSION HSDSCH-RNTI




PRESENCE optional }|


{ ID id-Multi-Carrier-EDCH-Reconfigure


CRITICALITY reject
EXTENSION Multi-Carrier-EDCH-Reconfigure

PRESENCE optional }|


{ ID id-MU-MIMO-InformationLCR




CRITICALITY ignore
EXTENSION MU-MIMO-InformationLCR


PRESENCE optional }|


{ ID id-MU-MIMO-Information-To-ReconfigureLCR
CRITICALITY ignore
EXTENSION MU-MIMO-Information-To-ReconfigureLCR
PRESENCE optional }|


{ ID id-TS0-CapabilityLCR





CRITICALITY ignore
EXTENSION TS0-CapabilityLCR



PRESENCE optional },

...

}

	< Sections Omitted >


-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID





CRITICALITY reject
TYPE NodeB-CommunicationContextID



PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-TDD-DCHs-to-Modify








CRITICALITY reject
TYPE TDD-DCHs-to-Modify




PRESENCE optional }|


{ ID
id-DCHs-to-Add-TDD








CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID id-DCH-DeleteList-RL-ReconfRqstTDD





CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstTDD


PRESENCE optional }|


{ ID id-RL-Information-RL-ReconfRqstTDD





CRITICALITY reject
TYPE RL-Information-RL-ReconfRqstTDD


PRESENCE optional },

-- This RL-Information-RL-ReconfRqstTDD is the first RL information repetition in the RL-Information List. Repetition 2 and on, should be defined in Multiple-RL-Information-RL-ReconfRqstTDD,


...

}

RadioLinkReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBearerRequestIndicator


CRITICALITY reject
EXTENSION SignallingBearerRequestIndicator

PRESENCE optional }|


{ ID id-multiple-RL-Information-RL-ReconfRqstTDD
CRITICALITY reject
EXTENSION Multiple-RL-Information-RL-ReconfRqstTDD
PRESENCE optional }|

--Includes the 2nd through the max number of radio link information repetitions.


{ ID id-HSDSCH-TDD-Information





CRITICALITY reject
EXTENSION HSDSCH-TDD-Information


PRESENCE optional }|


{ ID id-HSDSCH-Information-to-Modify-Unsynchronised
CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify-Unsynchronised
PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Add





CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information

PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Delete




CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete


PRESENCE optional }|


{ ID id-HSDSCH-RNTI








CRITICALITY reject
EXTENSION HSDSCH-RNTI




PRESENCE conditional }|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID






PRESENCE optional }|

{ ID id-E-DCH-Information-Reconfig




CRITICALITY reject
EXTENSION E-DCH-Information-Reconfig


PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID






CRITICALITY reject
EXTENSION RL-ID






PRESENCE optional }|


{ ID id-E-DCH-768-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-768-Information-Reconfig

PRESENCE optional }|

{ ID id-E-DCH-LCR-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-LCR-Information-Reconfig

PRESENCE optional }|


{ ID id-PowerControlGAP







CRITICALITY ignore
EXTENSION ControlGAP




PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR



PRESENCE optional }|


{ ID id-IdleIntervalInformation





CRITICALITY ignore
EXTENSION IdleIntervalInformation


PRESENCE optional }|

{ ID id-UE-Selected-MBMS-Service-Information

CRITICALITY ignore
EXTENSION UE-Selected-MBMS-Service-Information
PRESENCE optional }|


{ ID id-HSSCCH-TPC-StepSize






CRITICALITY ignore
EXTENSION TDD-TPC-DownlinkStepSize


PRESENCE optional }|


{ ID id-DCH-MeasurementOccasion-Information


CRITICALITY reject
EXTENSION DCH-MeasurementOccasion-Information
PRESENCE optional }|


{ ID id-HSDSCH-RNTI-For-FACH





CRITICALITY ignore
EXTENSION HSDSCH-RNTI




PRESENCE optional }|


{ ID id-Multi-Carrier-EDCH-Reconfigure



CRITICALITY reject
EXTENSION Multi-Carrier-EDCH-Reconfigure

PRESENCE optional }|


{ ID id-MU-MIMO-InformationLCR





CRITICALITY ignore
EXTENSION MU-MIMO-InformationLCR


PRESENCE optional }|


{ ID id-MU-MIMO-Information-To-ReconfigureLCR

CRITICALITY ignore
EXTENSION MU-MIMO-Information-To-ReconfigureLCR
PRESENCE optional }|


{ ID id-TS0-CapabilityLCR






CRITICALITY ignore
EXTENSION TS0-CapabilityLCR



PRESENCE optional },

...

}

	< End of Change >
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