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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

The Release 10 WI for HNB and HeNB Mobility Enhancements (RP-101426) introduced signalling via horizontal RAN interfaces (Iurh, X2) for the support of H(e)NB to H(e)NB mobility. 
A new Release 11 work package was agreed at RAN#51, starting with a feasibility study, taking both 3G and LTE aspects into account:

-
UMTS only: Work on support for enhanced mobility in CELL_FACH for 3G home access was discontinued in Rel-10. This SI considers support of CELL_FACH state and the benefits that support of CELL_PCH and URA_PCH states can provide.

-
The extension of SHO capability to include operation with the macro network can allow better integration of HNB cells with the macro network.  To support SHO an extension of Iur from the HNB-GW to a macro RNC can be used, and this can also be used to link HNB-GWs as the Iur is a symmetrical interface. If supported for SHO, the presence of an Iur between the HNB-GW and macro RNC would allow use of enhanced SRNS relocation between the HNB and macro networks to further improve Hand-in/Hand-out performance compared to the CN involved methods already specified.

-
Support for inter-CSG HO was discontinued in Rel-10. The issues involved in supporting inter-CSG HO need to be studied.

-
LTE only: Support for eNB to HeNB was de-scoped in Rel-10, but provides significant benefits for open mode HeNBs used in mall environments and to extend the macro network coverage. Also deferred from Rel-10 was support for inter-CSG HeNB-HeNB HO.

-
Support of X2 via GW proxy for HeNB to HeNB mobility will be studied. 

-
RAN Sharing (UMTS and LTE):
RAN sharing, supported on the macro network has not been considered in relation to H(e)NBs. This will be studied in the context of any further requirements from SA.
1
Scope

This document captures the results of the study item on H(e)NB enhanced mobility in RP-110456[2]. It identifies the existing mobility functions for UMTS and LTE, the use cases and requirements for enhancements, and reviews and compares scenarios and techniques for enhancement of the mobility functionality. Aspects of RAN sharing related to H(e)NB mobility are also included.
2
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

AC
Access Control

MV
Membership Verification

OTD
Observed Time Difference

4
Existing Mobility Functionality
4.1
UMTS

4.1.1
Mobility Functions supported
The enhancements studied in this document build on the existing functionalities provided up to Rel-10. These functionalities are listed here to form a baseline for the enhancements considered.

Table 4.1 shows the mobility scenarios supported up to Rel-10 for HNBs and UEs. This table does not include details of  support of non-CSG HNBs to improve clarity.
Table 4.1.1.1 Supported Mobility Functions.

	Mobility Type
	From>To
	Rel Intro
	CN involved
	UE required (minimum)
	Source O/H/C *
	Target O/H/C *
	Inter-CSG
	Inter-GW
	Stg 2 ref +
	Notes

	HHO 
	HNB > Macro
	Rel-8
	Yes
	Any
	C
	O
	N/A
	N/A
	-
	2

	HHO 
	Macro > HNB
	Rel-9
	Yes
	Non-csg/Pre-R9

Non-csg/Pre-R9

Rel-9
	O

O

O
	O

H,C

H.C
	N/A

N/A

N/A
	N/A

N/A

N/A
	5.9.4a

5.9.3a

5.9.2a
	1

1

	HHO 
	HNB > HNB
	Rel-9
	Yes
	Non-csg

Non-csg

Non-csg

Rel-9
Rel-9
Rel-9
	O, H
H

C

O, H
H

C
	O

H

C

O

H

C
	N/A

Yes
Yes
N/A

Yes
Yes
	Yes
Yes
Yes
Yes
Yes
Yes
	5.9.4a

5.9.3a

5.9.3a

5.9.4a

5.9.2a

5.9.2a
	1

1

1

	HHO 
	HNB > HNB
	Rel-10
	No
	Any
	O

H

C
	O

H

C
	N/A

No

No
	No

No

No
	5.7.2

5.7.2

5.7.2                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                
	

	SHO 
	HNB > HNB
	Rel-10
	No
	Any
	O

H

C
	O

H

C
	N/A

No

No
	No

No

No
	5.7.3

5.7.3

5.7.3
	


*
O= open, H = Hybrid, C= closed. 
+
Stage 2 reference is TS 25.467 [3]
Notes:

1. No mechanism is defined for the determination of the target HNB in this scenario.

2. This scenario is not defined in the stage 2.

4.1.2
Architecture

Figure 4.1.2.1 shows the Rel-10 architecture, it includes the macro architecture although no direct connections exist between the macro and the femto architectures, all connections are via the core network.
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Figure 4.1.2.1:
Rel-10 architecture

Figure 4.1.2.2 shows the nodes and interfaces involved in the mobility. This shows that mobility to or from macro nodes is via the HNB-GW and the Iu. All signalling flows for mobility are carried by these interfaces. As inter-gw mobility is not supported at Rel-10, then only a single HNB-GW is shown. 
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Figure 4.1.2.2: Nodes and Interfaces involved in mobility

4.1.3
Assumption Baseline
The work up to Rel-10 has been on the basis of these assumptions:

1. UMTS Macro cells do not support CSG

2. A HNB serves a single cell

3. Support for legacy UEs is required. (This may require proprietary methods for complete support)
4. Minimize impact on existing macro nodes.

5. No direct connectivity between HNB-GWs, only Intra-GW mobility considered.

4.2
LTE

4.2.1
Mobility Functions supported
The enhancements studied in this document build on the existing functionalities provided up to Rel-10. These functionalities are listed here to form a baseline for the enhancements considered.

Table 4.2.1.1 shows the mobility scenarios supported up to Rel-10 for HeNBs. 

Table 4.2.1.1: Supported Mobility Functions.

	Mobility Type
	From>To
	Source O/H/C *
	Target O/H/C *
	Inter-CSG
	Inter-GW
	Stg 2 ref +
	Notes

	S1 HO
	HeNB > Macro
	O, C, H
	N/A
	N/A
	N/A
	10.5.2
	

	S1 HO
	Macro > HeNB
	N/A

N/A
	O

H,C
	N/A

N/A
	N/A

N/A
	22.3.3

10.5.1
	

	S1 HO
	HeNB > HeNB
	O

O

H,C

H

C
	O
H,C
O

H,C

C,H
	N/A

N/A

Yes

Yes

Yes
	Yes

Yes

Yes

Yes

Yes
	22.3.3

10.5.1

22.3.3

10.5.1

10.5.1
	

	X2 HO
	HeNB > HeNB
	O, H, C

H

C
	O

H,C

C,H
	N/A

No

No
	Yes

Yes

Yes
	22.3.3

4.6.1

4.6.1
	


*
O= open, H = Hybrid, C= closed. 
+
Stage 2 reference is TS 36.300 [4]

4.2.2
Architecture

Figure 4.2.2.1 shows the Rel-10 architecture, it includes the macro architecture although no direct connections exist between the macro and the femto architectures, all connections are via the core network.
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Figure 4.2.2.1: Rel-10 architecture

	No GW involved
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	One HeNB via GW, one via S1
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	Both HeNBs via different GWs
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	Both HeNBs via the same GW
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Figure 4.2.2.2: Handover Scenarios
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Figure 4.2.2.3: HeNB Architecture

4.2.3
Assumption Baseline
The work up to Rel-10 has been on the basis of these assumptions:
1. HeNBs are single cell

2. No direct connectivity between HeNB-GWs, X2 based mobility (direct connectivity) for intra- and inter-GW mobility scenarios supported.
Note: Mobility from/to macro CSG will not be in the scope of the Study Item.
5
Use cases and Requirements for enhanced mobility

5.1 UMTS

5.1.1
Use cases

Table 5.1.1.1 shows the mobility usecases considered for the SI based on these items derived from the WID[2] 

Table 5.1.1.1: Mobility Enhancement Usecases for UMTS.

	Mobility Type
	From>To
	Source Type *
	Target Type *
	AC/MV needed
	Inter-GW
	Priority
	Notes

	HHO 
	Macro > HNB
	
	O

H

C
	No

Yes

Yes
	N/A

N/A

N/A
	1

1

2
	

	HHO 
	HNB > Macro
	O

H

C
	
	No

No

No
	N/A

N/A

N/A
	1

1

2
	

	SHO
	Macro > HNB
	
	O

H

C
	No

Yes

Yes
	N/A
N/A
N/A
	3

3

3
	Priority because of performance issues


	SHO
	HN B > Macro
	O

C

H
	
	No

No

No
	N/A
N/A
N/A
	3

3

3
	Priority because of performance issues

	HHO 
	HNB > HNB
	O

O

C

H

O

C

H

C

H

C

H
	O

C

O

H

H

C

C 

H

C

H

O
	No

Yes

No

Yes

Yes

Yes

Yes

Yes

No

No

No
	Yes

No
No

No

No

No

No

No

No

No

No
	2

2
1

1

1

2

2

2

1

1

1
	Inter-CSG
Inter CSG

Inter CSG

Inter CSG

Intra CSG

Intra CSG

	SHO 
	HNB > HNB
	O

O

C

O

H

H

C

H

C

H

C
	O

C

O

H

O

H

C

C 

H

C

H
	No

Yes

No

Yes

No

Yes

Yes

No

No

Yes

Yes
	Yes

No

No

No

No

No

No

No

No

No

No
	3

2

1

2
2
2
2

1

1

2

2
	Inter-CSG
Inter CSG
Intra CSG

Intra CSG

Inter CSG

Inter CSG

	CELL_FACH, CELL_PCH and URA_PCH
	Macro >  HNB
	
	O 

H 

C
	No

Yes

Yes
	N/A

N/A

N/A
	1

1

1
	

	CELL_FACH, CELL_PCH and URA_PCH
	HNB > Macro
	O

H

C
	
	No

No

No
	N/A

N/A

N/A
	1

1

1
	

	CELL_FACH, CELL_PCH and URA_PCH
	HNB > HNB
	O

H

H

C

C

H

C

O

O

H

H

C

C
	O 

H 

C

H 

C

O

O

H 

C

H 

C

H 

C
	No

No

No

No

No

No

No

Yes

Yes

Yes

Yes

Yes

Yes
	No

No

No

No

No

No

No

No

No

No

No

No

No
	1

1

1

1

1

1

1

1

1

1

1

1

1
	Intra-CSG

Intra-CSG

Intra-CSG
Intra-CSG
Inter-CSG

Inter-CSG

Inter-CSG

Inter-CSG


*
 O= open, H = Hybrid, C= closed. 
Notes:

For all approved scenarios support for legacy UEs should be studied 

Unless specified in the table, all inter-GW scenarios are FFS (priority 3)

Priorities: 1, 2, 3; where 1 is the highest and 3 the lowest.
5.2
LTE

5.2.1
Use cases

Table 5.2.1.1 shows the mobility usecases considered for the SI based on these items derived from the WID[2] 

Table 5.2.1.1 Mobility Enhancement Usecases for LTE.

	From>To
	Source Type*
	Target Type *
	AC/MV needed
	Priority
	Notes

	Macro > HeNB
	
	O

H

C
	No
Yes
Yes
	1

1

2
	

	HeNB > Macro
	O

H

C
	
	No
No
No
	1

1

2
	

	HeNB > HeNB
	O

O

H

H

C

C
	H

C

H

C

C

H
	Yes
Yes
Yes
Yes
Yes
Yes
	1

2

1

3

3

3
	only applies to the case of inter-CSG.

only applies to the case of inter-CSG

only applies to the case of inter-CSG

only applies to the case of inter-CSG


*
O= open, H = Hybrid, C= closed. 
Notes:

Priorities: 1, 2, 3; where 1 is the highest and 3 is the lowest.
Inter-GW usecases are FFS.

6
Enhanced Mobility: description and analysis of the different architectural options

6.1
UMTS architectural topics
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Figure 6.1.1: Iur connection from RNC to HNB system via HNB GW.

A deployment scenario for the targeted macro-femto use cases above is depicted in Figure 1 for macro-femto RNS interaction.

6.1.1
Enhanced Mobility in CELL_FACH, CELL_PCH and URA_PCH

6.1.1.1
Problems to be solved.

6.1.1.1.1
CELL_FACH mobility Support for CSG-capable UEs
The Problem is identified in LS from RAN2 [13]:

It is stated in the RAN2 specifications 25.304 and 25.367 that autonomous search used for cell reselection to CSG/Hybrid cells is applicable in Idle Mode, CELL_PCH and URA_PCH states, but not CELL_FACH. This means that if a CSG/Hybrid cell is not included in the Neighbour Cell List (NCL), a CSG capable UE will not find the neighbour CSG/Hybrid cell in CELL_FACH state. However, if the CSG/Hybrid cell is included in NCL then the legacy measurement, search, and reselection criteria applies, and any UE can find the CSG/Hybrid cell.
6.1.1.1.2
Target HNB acquiring the UE context from the source HNB.
In macro networks the UE context is acquired from the source RNC by the RNC managing the reselected cell by reference to the UE’s U-RNTI. For HNB systems (pre Rel-11) U-RNTI assignment is managed independently by each HNB and hence it is not possible for the HNB or HNB-GW to determine the source cell (HNB) using the UE’s U-RNTI. 

6.1.1.1.3
Support for mixed HNB releases.
When the HNB-GW is upgraded to Rel-11, it is possible that some HNBs connecting to the HNB-GW are still pre-Rel-11. If a central U-RNTI management is agreed in Rel-11, the U-RNTI is unique in all Rel-11 HNBs under a given HNB-GW. However since in pre-Rel-11 HNBs U-RNTIs are managed independently by each HNB, the uniqueness of U-RNTI within the HNB-GW cannot be guaranteed. In case a U-RNTI was assigned in an uncoordinated manner by pre-Rel-11 HNB, then Rel-11 HNB needs to recognise that this U-RNTI was assigned uncoordinated and no attempt should be made to retrieve the UE context.. 

6.1.1.2
Possible solutions

6.1.1.2.1
CELL_FACH mobility Support for CSG-capable UEs

6.1.1.2.2 Target acquiring UE context from the source HNB

The solutions listed below do not consider access control/membership aspect that would be necessary in case of Inter –CSG mobility since access control/membership aspect are discussed within the scope of mobility in CELL DCH state. It is assumed that the framework for access control/membership aspect agreed for Cell DCH Mobility would be adopted for CELL FACH mobility scenario also.
Solution 1:Assignment of U-RNTIs by the HNB-GW.

Variant 1a: U-RNTI Reassignment during UE Registration

When a UE first connects to a HNB, the HNB retrieves a unique U-RNTI from the HNB-GW for the UE. This therefore would provide a single, central place to allocate U-RNTIs, and hence in theory this could provide a guarantee that each U-RNTI allocated is unique across all HNBs registered with that HNB-GW, provided that all HNBs support that functionality.  A similar scheme, maintains the HNB as the “allocator” of the UE’s U-RNTI, but with a variation and involves enhancement of the HNBAP UE REGISTRATION procedure to allow the HNB to inform the HNB-GW about the U-RNTI(s) assigned to the UE. The HNB-GW is then able to respond with different U-RNTI(s) in case these values are already in use by another HNB registered with that HNB-GW. In case the U-RNTI value(s) suggested by the HNB are not accepted by the HNB-GW, the HNB performs the RRC RECONFIGURATION procedure towards the UE. 
Such a scheme should allow a THNB to query the SHNB from the HNB-GW using the UE’s U-RNTI.
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Figure 6.1.1.2.2.1: Intra HNB GW Intra CSG Mobility in CELL FACH state U-RNTI Management

The description of the procedure assumes the following:

· UE-1 has one or more active PS session on source HNB but has moved to the CELL_FACH state

· The UE is able to find CSG/Hybrid cell assuming that CSG/Hybrid cell is configured in the NCL as already clarified by RAN2[14]. In case CSG/Hybrid cell is not configured in the NCL, autonomous search function in CELL FACH state is FFS (based on the RAN2 work).

1.
UE re-selects to Target HNB while in the CELL_FACH state.

2.
UE sends a Cell Update message to Target HNB including the U-RNTI assigned to the UE by Source HNB. 

3.
The Target HNB sends HNBAP UE Signalling Transfer message to the HNB-GW including the U-RNTI value and the received Cell Update message. U-RNTI is included as a separate IE to prevent the need for HNB-GW to decode the Cell Update message to know the U-RNTI.

4.
The HNB-GW looks up the UE's Context based on the U-RNTI value and determines that the UE is currently registered on Source HNB. In case, the target HNB belongs to different CSG than the source HNB, access control of the UE is FFS.
5.
The HNB-GW sends to the Source HNB the HNBAP UE Signalling Transfer for that UE with Cell Update message. HNB-GW shall include Context ID as the Routing Information. HNB-GW shall also send target RNC-Id and target Cell-Identity information to the Source HNB to enable Source HNB to encode RANAP Relocation Required message.

6     The Source HNB decides to relocate the UE to the Target HNB. The Source HNB sends an RNA: CONNECT message containing an RNSAP: ENHANCED RELOCATION REQUEST message to the Target HNB to prepare the Target HNB for relocation.
7. 
The Target HNB sends an RNA:DIRECT TRANSFER message containing an RNSAP:ENHANCED RELOCATION RESPONSE message back to the Source HNB.
8.
The Source HNB may send RNA: DIRECT TRANSFER message containing an RNSAP: RELOCATION COMMIT message, to commit the relocation preparation on the Target HNB.

9.
Target HNB sends UE e.g. RRC Cell Update Confirm message to inform the new S-RNTI for the UE.

10.
Target RNC receives the UTRAN Mobility Information Confirm from the UE.
11.
The rest of the relocation procedure continues as in the Steps 7, 8, 9 of TS 25.467 Figure 5.7.2.1-1.

CELL_FACH Mobility handing involving Macro RNC cell (HNB to Macro or Macro to HNB) is based on the following assumptions:

(a) RNSAP messages can be exchanged between Macro RNC and HNB by means of an Iur interface between Macro RNC and HNB-GW). 

(b) Target HNB would be able distinguish between HNB to HNB and Macro to HNB mobility by looking at the SRNC ID part of the U-RNTI. 

With the above assumption,

· HNB to Macro CELL FACH Mobility would be handled according to Figure 6.1.1.2.2.3

· Macro to HNB CELL FACH Mobility would be handled according to Figure 6.1.1.2.2.4

Variant 1b: U-RNTI Range Assignment during HNB Registration

The HNB reports the capability or a U-RNTI range request to the HNB-GW by sending the HNB REGISTER REQUEST message. The HNB-GW can assign the size of the U-RNTI range according to the capability or the U-RNTI range request of HNBs. E.g. an enterprise HNB can support 16 concurrent users, the HNB-GW can assign 24 or 32 U-RNTIs for this HNB. During the HNB CONFIGURATION TRANSFER, this range can be exchanged between HNBs if there is a possible Iurh connection. When a UE in CELL_FACH/CELL_PCH/URA_PCH reselects to the target HNB, the target HNB can know the source HNB via the U-RNTI directly without any extra signalling via the HNB-GW. The current signalling for existing mobility procedures are preserved.
For mobility between HNBs with the Iurh connection, the HNB can get the U-RNTI range of the other HNBs via the HNB CONFIGURATION TRANSFER via the HNB-GW. The target can identify the source by the U-RNTI in the CELL UPDATE message without asking the HNB-GW.
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Figure 6.1.1.2.2.2: Example Procedures for U-RNTI Range Assignment during HNB Registration
1. The HNB sends the HNB Register Request to the HNB-GW with the capacity of the HNB.
2. The HNB-GW response HNB Register Accept to the HNB with a range of U-RNTI for the HNB.
3. The HNB requests the configuration of the Target HNB(s) by sending HNBAP HNB Configuration Transfer Request to the HNB-GW.
4. The HNB-GW response the range of U-RNTI for the target HNBs with other parameters.
At some point later the UE reselects to the THNB as follows.

1. The UE sends Cell Update to a HNB with Cause = Cell Reselection. 

2. The target HNB identify the source HNB based on the range information of the neighbour HNBs.
3. The target HNB includes the Cell UPDATE in the Uplink Signalling Transfer Indication message to the source HNB via Iurh.
4. A relocation is triggered to relocate the UE context from the source to the target HNB.
5. The target HNB then confirms the Cell Update to the UE 
6. The UE responds with a UTRAN Mobility Information Complete.
The following two figures show the example procedures to support the CELL_FACH mobility between Macro and HNB

Cell update from HNB to macro cell
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Figure 6.1.1.2.2.3: Example Procedures for cell update from HNB to macro cell
Cell update from macro cell to HNB
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Figure 6.1.1.2.2.4: Example Procedures for cell update from macro cell to HNB
The only difference comparing to the mobility between HNBs is that in the step 4, the HNB-GW identifies the source by the U-RNTI comprising RNC ID and S-RNTI.
Variant 1c U-RNTI Management by HNB-GW

During the HNB-Registration process the HNB-GW provides a list of U-RNTI values (or a U-RNTI value plus a range of subsequent values) available for exclusive usage by the HNB. An HNB may indicate during HNB Registration the number of requested U-RNTI values. Reason being that the number of UEs HNBs are able to support might be different, or the number of U-RNTIs a HNB has to assign might depend on the HNBs role within the femto network (e.g. HNBs located close to the entrances of an enterprise or mall area). The U-RNTI once assigned by an HNB is not changed until the UE leaves the coverage area of the HNBs connected to the same HNB-GW, e.g. when handed over to a macro NB/RNC. 

The following procedures are described in the next section showing applications of such a centrally managed U-RNTI assignment scheme:
· HNB and UE registration in section below
· UE mobility:

· Cell Update to a second HNB, in ‘UE Mobility: Cell Update to HNB#2’
· HO from a first to a second HNB followed by Cell Update to a Macro NB, in Section ‘UE mobility: HO from HNB#1 to HNB#2 followed by Cell-update to macro NB’.

HNB registration and UE registration

The message flow depicted below shows one possibility for U-RNTI management by the HNB-GW not introducing additional delays in UE REGISTRATION procedure.
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Figure 6.1.1.2.2.5: U-RNTI coordination at the HNB-GW
1) HNB sends HNB REGISTRATION REQUEST to HNB-GW, optionally indicating the number of U-RNTI values it want to get assigned

2) HNB-GW accepts the HNB REGISTRATION and additionally provides a list of U-RNTI values the HNB may assign to UEs.

· The HNB-GW, when granting a given set of U-RNTI values to a requesting HNB, marks those U-RNTI values as being assigned to this HNB.

3) UE sends RRC Connection Request. 

4) In answering with RRC Connection Setup the HNB assigns a currently unallocated U-RNTI value out of the list of U-RNTI values previously received from the HNB-GW.

5) RRC connection setup is completed

6) HNB needs to register the newly attached UE with the HNB-GW and the HNB-GW is informed about the assigned U-RNTI being now in use by the HNB performing the UE Registration. The HNB may optionally indicate the need for more U-RNTIs for future assignment.

7) HNB-GW accepts the registration and optionally, if the number of U-RNTI values still available at the HNB is below a minimum, it includes a new set of U-RNTI values to the HNB.

· The HNB-GW when accepting the UE registration marks the U-RNTI value indicated in the UE REGISTRATION REQUEST message as “assigned to UE” and additionally stores the information where to retrieve the corresponding UE context. As long as the UE is not handed-over to another HNB, the information about the HNB that was initially assigned the U-RNTI and the HNB where to retrieve the UE context are identical.

UE mobility: Cell Update to HNB#2

The message flow given below provides details of how the UE context is retrieved based on the U-RNTI contained in the CELL UPDATE message. 
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Figure 6.1.1.2.2.6: U-RNTI coordination at the HNB-GW: Cell Update to other HNB
1) HNB#1 and HNB#2 register with the HNB-GW, being provided with U-RNTIs.

2) The UE connects to HNB#1, which registers the UE with the HNB-GW, which is informed about the U-RNTI “in use” at HNB#1.

3)
The UE changes from CELL_DCH state to e.g. CELL_FACH state and due to physical movement, it discovers another acceptable HNB cell.

4) UE performs Cell Update procedure and presents the previously assigned U-RNTI to the selected HNB.

· The receiving HNB needs to query the HNB-GW about the HNB that is known to currently host the UE context.

There are two possibilities to request for the HNB holding the UE context denoted by the indicated U-RNTI. Either:
5a/5b) Request the HNB-ID from the HNB-GW, holding the UE context denoted by the received U-RNTI.

· The HNB-GW, when retrieving the request about the HNB last serving the UE, stores the identity of the requesting HNB as the “next serving” HNB.

5c)
Like in between macro RNCs, the RRC Cell Update is forwarded to HNB#1via RNSAP means.

or:

6a/b) The RRC Cell Update is forwarded to HNB#1 via the HNB-GW by HNBAP means. As after step 5b, the HNB-GW memorizes the fact that the UE context denoted by the U-RNTI is being transferred to HNB#2

7) The receiving HNB, triggers RNSAP relocation. Upon HNBAP Relocation Complete the UE context can be regarded as being successfully transferred to HNB#2.
UE mobility: HO from HNB#1 to HNB#2 followed by Cell-update to macro NB

The message flow given below provides details how to keep the information about the “last” serving HNB up to date in the HNB-GW. This is considered key for scenarios, where a UE first is handed-over to an HNB of e.g. in case of enterprise or mall scenario and then in turn is handed over to a series of other HNBs, before the UE state changes from CELL-DCH to any other non-CELL_DCH state.
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Figure 6.1.1.2.2.7: U-RNTI coordination at the HNB-GW: HO followed by Cell Update to macro NB
1) HNB#1 and HNB#2 register with the HNB-GW, which in turn provides U-RNTIs for being assigned to UEs.

2) The UE connects to HNB#1, the HNB-GW marks the U-RNTI as being “in use” in HNB#1.

3) The UE, in e.g. CELL_FACH, moves to HNB#2 and the HNB-GW is informed about the U-RNTI “in use” in HNB#2. 

4) The UE performs Cell Update procedure and presents the U-RNTI assigned originally by HNB#1 to the RNC controlling the selected cell. 

· Based on the RNC-ID which is part of the U-RNTI the receiving RNC is starting RNSAP procedure towards the HNB-GW.

5) The received U-RNTI is passed to the HNB-GW via RNSAP Uplink Signalling Transfer Indication.

· The HNB-GW, when retrieving the information about the last serving HNB, stores the identity of the requesting RNC as “next” serving node.

6) The HNB-GW relays the RNSAP Uplink Signalling Transfer to the serving HNB#2

7) The HNB#2 triggers an Enhanced Relocation procedure, during which the U-RNTI will be released from being in use, hence being “freed” for further usage.

8) The target RNC then confirms the Cell Update to the UE

9) The UE responds with a UTRAN Mobility Information Complete
Variant 1d U-RNTI Management by HNB-GW – U-RNTI modification
This solution is an evolution of what we proposed with Solution 1c. While the registration procedure would remain the same of 1c (i.e., containing the U-RNTI range allocation by the HNB-GW to the HNB), the Cell Update HNB to HNB and HNB to macro have been updated.

The main difference with Solution 1c consists in the U-RNTI being modified every time the UE leaves the coverage area of an HNB and attaches to another HNB connected to the same HNB-GW, e.g. when handed over to a macro NB/RNC (while, in 1c, the U-RNTI remained the same as long as the UE did not leave the HNB-GW coverage area).
Cell update from HNB1 to HBN2

Figure 6.1.2.2.8 describes the HNB to HNB cell update procedure for Solution 1d. Changes with respect to Solution 1c are marked in bold red:
· Message 4b): Notice that now, after the UE sends the Cell Update message and presents the previously assigned U-RNTI to the target HNB, the target HNB assigns now a new U-RNTI and sends it to the UE within the RRC Cell Update Confirm message.

· Message 5a)/6a): Notice that the target HNB, knowing the previously assigned U-RNTI, will still use it to indicate to the HNB-GW to retrieve UE context from the proper source HNB.
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Figure 6.1.1.2.2.8: Solution 1d, Cell Update to other HNB
Cell update from HNB1 to Macro

Similarly to the HNB to HNB cell update, also for the HNB to macro cell update the UE will be assigned a new U-RNTI by the RNC once it leaves the HNB-GW coverage area. Figure 6.1.1.2.2.9 reports the message flow and in bold red are marked the difference with the equivalent procedure of Solution 1c.
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Figure 6.1.1.2.2.9: Solution 1d, Cell Update towards macro HNB
Variant 1e U-RNTI prefix based solution
The 20 Bit U-RNTI can carry a unique Identifier to identify the HNB within a specific area (in terms of macro-cell). It will occupy some fixed space in the 20 bit value, up to a maximum of 10 bits. Here we assume the maximum number of U-RNTIs needed per HNB equal to 1024.

The basis for assigning this identifies is the HNBAP Registration procedure as it is to include HNB location information, like the macro-cell info in HNB-Registration message.

The HNB-GW shall assign the U-RNTI Prefix for this HNB considering the uniqueness of the Prefix within the best-macro-cell area.
HNB Registration

The HNB-GW should take care of assigning the unique U-RNTI-prefix within the macro-cell area. 

Figure 6.1.1.2.2.10 depicts the message flow for the U-RNTI prefixes assignment by the HNB-GW during HNB Registration.
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Figure 6.1.1.2.2.10: Solution 1e, U-RNTI prefixes assignment at HNB registration

Cell update HNB to HNB
In case of femto to femto mobility, the HNBAP configuration update will also inform the U-RNTI prefix along with other IP-Address details.

The target HNB obtains the U-RNTI prefix from the first n bits of the U-RNTI included in the Cell Update message. At this point, the target HNB can retrieve the context by routing the message towards the proper source HNB.

Figure 4 below reports the message flow in case of CELL_FACH mobility across HNBs.
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Figure 6.1.1.2.2.11: Solution 1e, Cell Update towards other HNB

Cell update HNB to Macro

Finally, in case of femto to macro mobility, if the Cell Update message contains S-RNTI corresponding to the HNB-GW, then the Iurh message which forwards the Cell Update from the RNC to the HNB-GW should also include the macro-cell-id from which the cell-update is received. The NB-GW will then use the U-RNTI-prefix (first n bits of the U-RNTI included in the Cell Update message from the RNC) and the macro-cell-id to find the proper source HNB to route the message to. At this point the source HNB and the (target) RNC can exchange the UE Context by means of the SRNS Relocation procedure.

The procedure then ends with the RNC sending a Cell Update Confirm to the UE. 

The message flow of the femto to macro CELL_FACH mobility scenario for solution 1d is reported in Figure 6.1.1.2.2.12.
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Figure 6.1.1.2.2.12: Solution 1e, Cell Update towards macro NB
Solution 2 Methods involving additional information from the UE.

Solution 2a Pre-knowledge of Cell_FACH/Cell_PCH/URA_PCH mobility. 

When a UE is about to reselect to another HNB it informs the SHNB before the reselection procedure. The SHNB can then inform the THNB that a UE is about to reselect to it. This has some advantages, since the THNB will “know” which SHNB the UE was accessing when it performs the reselection. In addition such a scheme could allow the THNB to prepare resources if required, so for example if the UE is in Cell_FACH and supports RABs, the impact on the data sent via those RABs during the reselection procedure could be minimised if the THNB was aware of the pending reselection. This would require the UE to report the intended reselection cell to the SHNB in e.g. a Measurement Report and the SHNB to then send an indication to THNB.

As the THNB has “pre-knowledge” of Cell_FACH/PCH/URA_PCH mobility the procedure for this can be quite simple. Such scenarios are shown in the following sequence diagram.
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Figure 6.1.1.2.2.13: Intra HNB GW in CELL FACH state Pre-knowledge version

1.
UE sends RRC message to it’s serving HNB

.Note: The actual RRC message/procedure used is TBD by RAN2

2.
The Serving HNB uses the information provided by the UE to determine the address of  the HNB that the UE is planning to reselect to.
3.
Serving HNB sends an RNA Connectionless Transfer message to the THNB containing an indication that there is a pending reselection about to take place. This message contains the UE context.

Note: The Pending Reselection Indication message is TBD and could be either an RNSAP or RNA message.

At some point later the UE reselects to the THNB as follows.

4.
UE sends Cell Update to a HNB with Cause = Cell Reselection. 

5.
Target HNB determines that it already has a “pending” context for the UE
Note: If the Reselection is Inter-CSG, the Target HNB will have to trigger an Access Control procedure towards the CN.

6.
The target HNB updates the transport network layer information for any RABs that are to be relocated to it by sending a HNBAP TNL Update Request message to the HNB-GW, the HNB-GW responds with a HNBAP TNL Update Response.
7.
Target HNB indicates to the HNB-GW that the UE has successfully relocated via the HNBAP UE Relocation Complete. The HNB-GW also switches the Uplane to the Target HNB.

8.
The HNB-GW sends the HNBAP UE DEREGISTER to the Source-HNB indicating Successful RNSAP Relocation with an appropriate cause value
9.
Target HNB then confirms the Cell Update to the UE 
10.
UE responds with a UTRAN Mobility Information Complete
The solution outlined above, allows the THNB to complete the Reselection procedure very quickly as minimal messaging is used and hence avoids drawbacks of the THNB having to first retrieve the UE context from the SHNB before it can complete the procedure. If for some reason the UE does not trigger a Cell Update to the THNB after previously indicating that it was going to, the THNB can simply release the “pending” UE context after a period of time, which would be implementation specific.

However there are some drawbacks to this solution:

· A THNB could be “informed” about a pending reselection and the UE may not actually perform the reselection procedure.

· This solution is only applicable to the mobility between R11 HNBs.
· This solution requires a change in the UE behaviour; send the measurement report to the source HNB, before sending the Cell Update to the target node. Furthermore there is no mechanism to ensure that the “pre-information” is received by the target before the Cell Update.
Solution 2b UE Indication of Source Cell.

This solution would require the UE to indicate in CELL UPDATE message the source cell-id. From this the target HNB would be able to determine the source HNB to acquire the UE context. 

Such scenarios are shown in the following sequence diagram.
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Figure 6.1.2.2.14: Intra HNB GW in CELL FACH state Source Cell Indication version using context transfer procedure 
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Figure 6.1.2.2.15: Intra HNB GW in CELL FACH state Source Cell Indication version using enhanced relocation procedure

1. UE sends Cell Update to a HNB with Cause = Cell Reselection. 

2. Target HNB determines address of SHNB from Cell-ID information provided in the Cell Update.
3. Target HNB sends an RNA Connect message containing Context Transfer Request to the Source HNB.

Note: Either a new RNA procedure or existing Signalling Transfer Indication can be used.

4. Source HNB responds by sending a RNA Direct Transfer message containing a Context Transfer Response message. 
Note: If the Reselection is Inter-CSG, the Target HNB will have to trigger an Access Control procedure towards the CN.
Note 2: Alternatively RNSAP enhanced relocation procedure can be used to transfer the UE context to the target. In this case the source does not need to send a Relocation Commit.

5. The target HNB updates the transport network layer information for any RABs that are to be relocated to it by sending a HNBAP TNL Update Request message to the HNB-GW, the HNB-GW responds with a HNBAP TNL Update Response.
6. Target HNB indicates to the HNB-GW that the UE has successfully relocated via the HNBAP UE Relocation Complete. The HNB-GW also switches the Uplane to the Target HNB.

7. The HNB-GW sends the HNBAP UE DEREGISTER to the Source-HNB indicating Successful RNSAP Relocation with an appropriate cause value
8. Source HNB sends an RNA Disconnect containing RNSAP Enhanced Relocation Signalling Transfer message to the Target HNB.
9. Target HNB then confirms the Cell Update to the UE 
10. UE responds with a UTRAN Mobility Information Complete
Solution 3 Use of DSCR

In macro system, both SRNS relocation and DCSR (Directed Signalling Connection Re-establishment) can achieve mobility between RNCs. SRNS relocation procedure can guarantee the continuity service. The RNC will send a RRC CONNECTION RELEASE message with cause "Directed Signalling Connection re-establishment" when it is unable to contact the SRNC to validate the UE due to lack of Iur connection. DSCR procedure is simpler, more suitable for the mobility of non-real time/non- continuity services.

Regarding the choice of transport channel, DCH is used for applications requiring high data rate and low delay services. FACH is designed for applications requiring very low data throughput rate. In Cell_PCH and URA_PCH states, there is no user data transfer.
According to the choosing of transport channel for different services, when UE is in CELL_DCH, high data rate and low delay services are running, SRNS relocation is more suitable for the inter-RNC mobility. When UE is in CELL_FACH/CELL_PCH/URA_PCH, low data throughput rate services are running or there is no user data transfer, DSCR is the best choice to realize the inter RNC mobility.

For HNB, similar principle would be applied.

The procedure of DSCR to achieve the inter HNB mobility is illustrated in the following figure.
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Figure 6.1.1.2.2.16: Use of DSCR

1.
UE sends Cell Update to the target HNB. 

2.
Target HNB sends RRC CONNECTION RELEASE message with the release cause “Directed signalling connection re-establishment”. 

3.
UE sends RRC CONNECTION REQUEST to target HNB with the cause “Call re-establishment”.

4.
The call is re-established through the target HNB.

The source HNB releases the old RRC connection upon expiry of the timer.

Using DSCR to realize the inter HNB and HNB-Macro mobility in CELL_FACH /CELL_PCH /URA_PCH states, the impacts on current specification is minimized. It’s the simplest way.

According to TS 23.060 (text extracted are shown in Italics):

In case of RRC connection release with cause "Directed Signalling connection re-establishment" or in case of an error, the PMM state of the MS and the 3G‑SGSN may lose synchronisation. In this case the MS may be in the PMM‑IDLE state while the 3G‑SGSN is in the PMM‑CONNECTED state.

Observation 1: From the NAS point of view, it can be noted that RRC Connection Release with cause "Directed Signalling connection re-establishment" is treated like an error condition where the UE and SGSN are in two different PMM states.

If the SGSN in PMM-CONNECTED state receives Iu connection establishment request from the MS, the SGSN shall ensure the new Iu connection and the existing one are for the same MS, and if so the SGSN shall process the new request and release existing Iu connection and all RABs associated with it. To ensure that the new Iu connection and the existing one are for the same MS, the SGSN may perform the security functions.

Observation 2: During the DSCR, the existing Iu connection cannot be kept for the UE. In other words, a new Iu connection is established for the UE while the old Iu connection is to be released. 

Observation 3: The SGSN may need to perform the additional security function in order to ensure that new Iu connection and old Iu connection belongs to the same UE.

The UE shall also perform a RAU procedure immediately on entering PMM-IDLE state when it has received a RRC Connection Release message with cause "Directed Signalling connection re-establishment" even if the RA has not changed since the last update. The UE shall perform a subsequent Service request procedure after successful completion of the RA Update procedure to re-establish the radio access bearer when it has pending user data to send.

Observation 4: The UE is mandated to perform the RAU procedure even if RA is not change after DSCR.

Taking into consideration of the above description, the actual end to end signalling diagram when using DSCR procedure would be as following:
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Figure 6.1.1.2.2.17: DSCR Method showing end to end signalling

The above signalling diagram Figure 6.1.1.2.2.17 and the observations show that DSCR based solution incurs huge AS and NAS signalling and CN processing. Clearly, this method is much more complicated than it looks only from the RAN point of view. It must be noted that the basic purpose of Release-11 SI is to look for optimized handling for CELL FACH mobility that is long awaited since release-9. It is also important to mention that CELL FACH Mobility is given as high priority in this Study Item during the previous discussions. Therefore, while it is useful for the RAN3 to note that in the pre-Rel-11cases DSCR can be seen as a solution to handle the CELL FACH state this solution should be removed as an option for the Rel-11 CELL FACH Mobility solution.
Proposal 1: The DSCR method can be considered as temporary solution to handle CELL FACH Mobility (no need to specify anything in the specification) for previous releases, but should not be considered as a candidate solution for CELL FACH Mobility in context of Release-11 study Item.

6.1.1.2.3
Support for mixed HNB releases

Solution 1 Using extended RNC-ID

To allow for a mixed deployment of HNBs supporting central U-RNTI management and HNBs not supporting central U-RNTI management, the HNB-GW should assign an extended RNC-ID to those HNBs not supporting central management of U-RNTIs during the HNB Registration process. According to TS 25.469 clause 9.2.26 the RNC-ID could either be of traditional 12bits length or of 16 bits length (“extended RNC-ID”). The assignment of the extended RNC-ID should be done in a way to ensure that bits 1 up to 12 are identical with the RNC-ID assigned to HNBs supporting central management of U-RNTI values. In this way, bits 13 up to 16 of a specific extended RNC-ID may form a numbering space indicating that the corresponding U-RNTI was assigned by a HNB not supporting central management of U-RNTIs. 

Note, that all HNBs served by the same HNB-GW share the same RNC-ID considering bits 1 to 12 only. This ensures that all HNBs served by one HNB-GW are seen as one single RNC from the Core Network or an Iur-connected macro RNC, based on the assumption that the RNC-ID known to the CN node or Iur connected macro RNCs is a 12 bit identifier.

The HNB-GW procedure assigning centrally managed U-RNTI values does not provide U-RNTI values that might be confused with those not centrally managed. In this way, the U-RNTIs allocated by HNBs not supporting central U-RNTI management are distinguishable from U-RNTIs allocated for UEs served by HNBs supporting central U-RNTI management.

The HNB-GW’s awareness of the HNBs’ support of U-RNTI management may be either based on the HNB identity or on the presence of information during HNB Registration.

Solution 2 Using indication from UE

U-RNTI management is not used in this solution, so mixed HNB releases can be accomodated, as the source identification is performed by the Rel-11 UE.

Solution 3 Use of DSCR

U-RNTI management is not used in this solution. This can be applied at any release for UEs that can reselect to a HNB. 

6.1.1.3 Comparison of solutions

6.1.1.3.1
Narrative summary of solutions advantages/disadvantages

Solution 1a
Advantages

· The solution does not require any new functionality in the UE. In other words, the existing macro behaviour where U-RNTI is used at the target to detect the source RAN node is kept unchanged.

· The HNB does not need to maintain/ kept updated about the URNTI range utilised by the neighbouring HNBs. 

Disadvantages

· If the HNB-GW determines a clash of U-RNTIs the HNB will have to perform an RRC Reconfiguration procedure to the UE, which can add additional delay. 
Solution 1b

Advantages

· The macro-macro CellFACH mobility procedure can be reused without any change.

· The Cell UPDATE message can be transmitted to the source HNB without querying HNB-GW to minimize the handover delay.
Disadvantages

· A central allocation scheme such as this will also limit the total number of U-RNTIs that can be allocated to 2^20, which in turn places a limit on the number of UEs that can be supported by HNBs accessing that HNB-GW. Such a limit may be undesirable. 
Solution 1c

Advantages

The main advantages of this solution consist in:

· providing fully dynamic assignment of the U-RNTIs to different HNBs under the same HNB-GW;

· full support for pre-Rel-11 CSG capable UEs;

· compatibility with Pre-Rel-11 HNBs.
· the HNB does not need to maintain/ kept updated about the URNTI range utilised by the neighbouring HNBs.
Disadvantages

· The solution may require extra signaling in case a HNB needs to request more U-RNTIs to the HNB-GW
· New logic in the HNB-GW is needed to keep track of the UE when moving among the different HNBs.
Solution 1d

Advantages:
· No impact on the UEs.

· No UE specific database needed at the HNB-GW.
· HNB-GW could assign U-RNTI values according to individual HNB requirements (i.e., fully dynamic U-RNTI ranges assignment).

· No need for contiguous U-RNTIs assigned to a given HNB.

· Involving the HNB-GW into the preparation of the UE handover allows for unique procedure in the HNB as no differentiation between HNB to HNB and HNB to macro HO is required.

Disadvantages:
· HNB-GW needs to keep mapping HNB IDs and U-RNTI values assigned.

Solution 1e

Advantages:
· No impact on the UEs.
· Minimal impact on the HNBs.
· No UE specific database needed at the HNB-GW.

· The HNB-GW just needs to assign the U-RNTI-prefix based on the macro surrounding.
· The reuse of U-RNTIs is allowed across non overlapping area so that a higher number of UEs in CELL_FACH can be handled at the same time under a give HNB-GW.
Disadvantages:
· HNB-GW needs to keep a mapping table between U-RNTI prefixes and HNB-Ids

Solution 2a
Advantages

The solution outlined above, allows the THNB to complete the Reselection procedure very quickly as minimal messaging is used and hence avoids drawbacks of the THNB having to first retrieve the UE context from the SHNB before it can complete the procedure. If for some reason the UE does not trigger a Cell Update to the THNB after previously indicating that it was going to, the THNB can simply release the “pending” UE context after a period of time, which would be implementation specific.

Disadvantages

· A THNB could be “informed” about a pending reselection and the UE may not actually perform the reselection procedure.

· This solution is only applicable to the mobility between R11 HNBs.
· This solution requires a change in the UE behaviour; send the measurement report to the source HNB, before sending the Cell Update to the target node. Furthermore there is no mechanism to ensure that the “pre-information” is received by the target before the Cell Update.
Solution 2b
Advantages

· This solution makes no requirement for management of U-RNTI or any restriction on their use.

· The additional information needed from the UE enables the THNB to quickly obtain the UE context if an Iurh already exists to the Source.

· The procedures do not need to use enhanced relocation to support transfer of UE context.

Disadvantages

· This solution is only applicable to the mobility between R11 HNBs.
· This solution requires a change in the UE to provide additional information in the Cell Update message. 

· Requires an additional procedure in RNA or RNSAP.

Solution 3
Advantages

This involves no new procedures, or changes to UE. No U-RNTI management is needed, and could be implemented without any further standards impact (apart from RAN2 changes). It could be considered as the failure case for Solution 1(a,b,c) when UE context cannot be retrieved.

Disadvantages

· Does not provide CELL_FACH mobility, as UE is sent to idle and has to re-attach.

· Involves signalling to release bearers to the CN, and involves extra signalling and delay.
6.1.1.3.3
Comparison Table

	Aspect
	HNB-GW U-RNTI management
	UE provides information
	DSCR

	
	U-RNTI Reassignment during UE Registration 1a
	U-RNTI Range Assignment during HNB Registration 1b
	U-RNTI Management by HNB-GW 1c
	U-RNTI Management by HNB-GW 1d
	U-RNTI Prefixes Management by HNB-GW based on geographical areas (macro cell coverage) 

1e
	Pre-knowledge 2a
	Source cell indication 2b
	3

	Elements Impacted
	HNB-GW, HNB
	HNB-GW, HNB
	HNB-GW, HNB
	HNB-GW, HNB
	HNB-GW, minimally HNB
	HNB-GW, HNB, UE
	HNB-GW, HNB, UE
	HNB

	Backward compatible
	HNBs and HNB-GW must be R-11, but co-existence with not R-11 HNBs possible
	HNBs and HNB-GW must be R-11, but co-existence with not R-11 HNBs possible
	HNBs and HNB-GW must be R-11, but co-existence with not R-11 HNBs possible
	HNB-GW must be R-11, but co-existence with pre-R-11 HNBs possible
	HNB-GW must be R-11, but co-existence with pre-R-11 HNBs possible
	HNBs and UEs must be R-11
	HNBs and UEs must be R-11
	No requirement

	U-RNTI uniqueness to a local area
	Essential locally
	Essential locally
	Essential locally
	Essential locally
	Essential geographically
	Not needed.
	Not needed
	Not needed

	No of non-RRC messages involved
	8
	7
	6-7
	7-8
	2 (HNB-to-HNB)/4 (HNB-to-Macro)
	5
	5
	7

	Existing Procedures impact
	A new procedure to transfer Cell UPDATE via HNB-GW
	No impact, the existing procedures can be reused.
	A new procedure to update HNB-GW U-RNTI to HNB mapping
	A new procedure to update HNB-GW U-RNTI to HNB mapping
	A new procedure to transfer Cell UPDATE via HNB-GW needed in case of mobility towards macro
	A new procedure to be introduced
	No new procedures needed.
	No new procedures needed

	RRM Aspects compare with existing Macro procedure.
	The Cell UPDATE will always transfer via the HNB-GW
	No extra delay
	Method 1: source HNB address fetched from HNB GW before RNSAP Uplink Signalling Transfer message is sent to Source HNB.

Method2: The Cell UPDATE will always transfer via the HNB-GW 
	Method 1: source HNB address fetched from HNB GW before RNSAP Uplink Signalling Transfer message is sent to Source HNB.
Method 2  The Cell UPDATE will always transfer via the HNB-GW
	In case of femto-to-macro: cell update via HNB-GW



	Uncertain: less message interaction but the conditions and delay necessary to reliably receive the RRC message to inform the S-HNB of Cell Reselection are FFS (to be evaluated by RAN2).
	No extra delay
	Extra delay from call setup/release.

	Complexity of Additional U-RNTI Management at HNB/ HNB-GW
	HNB-GW needs to maintain and allocate U-RNTIs 
	HNB-GW and HNB needs to maintain U-RNTI ranges.

Neighbouring HNBs need to updated if U-RNTI range of a HNB changes
	 HNB-GW and HNB need to maintain U-RNTI ranges
	HNB-GW and HNB need to maintain U-RNTI ranges
	HNB-GW needs to assign U-RNTI prefixes to the HNBs in order to uniquely identify them. Subsequently, HNBs will simply generate U-RNTIs based on the provided U-RNTI prefixes.
	Not Needed
	Not Needed
	Not Needed

	Max no of U-RNTI per HNB
	2^20 across all HNBs per GW.
	2^20 across all HNBs per GW. Typically 24-32 per HNB
	2^20 across all HNBs per GW.
	2^20 across all HNBs per GW.
	max
	Max
	Max
	max


6.1.2
Enhanced Mobility with macro network

Some general assumptions for the following study can be beneficial.

It could be desirable that the solutions studied for macro-to-femto enhanced mobility preserve the current signalling for existing mobility procedures as much as possible.

It would also be beneficial if such solutions would preserve the functional split currently assigned to the various elements forming the HNB architecture, without increasing the overall system complexity.

It could be also desirable that the method chosen for membership verification signalling (when required) should be also applicable to the case of inter-CSG enhanced mobility between hybrid HNBs. 

6.1.2.1 Macro to Open HNB Enhanced Hard Handover Mobility

The mobility scenario to be analysed in this section is the enhanced hard handover mobility from Macro cells to Open Access HNB cells. The scenario shall refer to CSG capable UEs.

6.1.2.1.1
Problem Definition

Mobility from Macro cells to Open Access HNB cells follows the same principles as mobility between macro cells. Therefore there are no changes needed to existing mobility procedures for macro RNCs nor there is the need for changes at the UE.

Mobility from Macro cells to Open Access HNB cells can already follow Iu based RANAP Relocation procedures. If agreed, an improvement to such mobility consists of supporting Iur based Enhanced SRNS Relocation from macro RNCs to Open Access HNBs via an Iur interface between RNC and HNB GW.

While the signalling between macro RNC and HNB GW shall follow currently standardised procedures in order to be backwards compatible, there is the need to converge on how signalling is exchanged between HNB GW and target HNB.

The main problem for this mobility case is therefore the following:

· How to convey Enhanced SRNS Relocation signalling between HNB GW and HNB

6.1.2.1.2
Possible Solutions

Solution 1: Iurh/Iur interworking at HNB-GW

A potential solution is based on the Iurh/Iur interworking function at HNB-GW as described in [1].
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Figure 6.1.2.1.2.1: Protocol Stack for macro-femto interworking via Iurh-Iur.

Figure 6.1.2.1.1 shows the protocol stack for macro-femto enhanced mobility based on horizontal connectivity via Iurh/Iur.

The Interworking functions deal with:

· extracting or inserting addressing information from/to RNA,

· on Iurh, RNL related addressing information carried on RNA within the “Receivers HNB RNL Identity” and the “Senders HNB RNL Identity”;

· on Iur, RNL related addressing information is carried within RNSAP.

The call flows in TS 25.467 [3] subclause 7.3 describing the usage of RNA by RNSAP need to be extended in order to describe interworking between an RNA/SCTP and an SCCP based signaling stack. For each of them the new functionalities with regard to the already existing message flows in 25.467 are listed:

· Iurh-Iur Signalling Connection Establishment – HNB initiated

· HNB-GW has to be able to connect an RNA-based signalling connection to an SCCP-based signalling connection for HNB-RNC end-2-end communication

· Iur-Iurh Signalling Connection Establishment – RNC initiated

· HNB-GW is seen by Source RNC as a (configured) neighbour RNC. Any signalling towards a target cell with a respective RNC-Id-prefix is sent to the HNB-GW.

· HNB-GW has to be able (1) to extract the Receivers HNB RNL Id from the (Global) Cell-Id indicated in the initiating RNSAP PDU and (2) to connect an SCCP-based signalling connection to an RNA-based signalling connection for HNB-RNC end-to-end communication

· Transport of RNSAP signalling messages via an established Iurh-Iur signalling connection

· No need for additional functions

· Release of Iurh-Iur connection – HNB initiated

· No need for additional functions

· Release of Iurh-Iur connection – RNC Initiated

· No new function is needed for this procedure.
· Connectionless transfer – HNB Initiated

· HNB-GW has to be able to contain an HNB-GW Id, which has been converted from Senders HNB RNL Id, into a connectionless SCCP message

· Connectionless transfer – RNC Initiated

· HNB-GW has to be able to extract the receiving HNB’s RNL address from received RNSAP PDU

· Iur-Iurh Signalling Connection Refuse – RNC initiated

· HNB-GW has to be able to connect an RNA-based signalling connection to an SCCP-based signalling connection for HNB-RNC end-to-end communication

· Setup of the connectivity between an HNB and an RNC

· The Iur between HNB-GW and RNC is established by configuration.
· The Iurh setup procedure is to establish the Iurh part and terminated in the HNB-GW.
Addressing the RNC-ID via RNA is FFS.

Solution 2:

…

6.1.2.1.3
Agreed Way Forward

6.1.2.2 Macro to Hybrid HNB Enhanced Hard Handover Mobility

The mobility scenario to be analysed in this section is the enhanced hard handover mobility from Macro cells to Hybrid Access HNB cells. The scenario shall refer to CSG capable UEs.

6.1.2.2.1
Problem Definition

Mobility from macro cells to Hybrid Access HNB cells is currently possible via Iu based RANAP Relocation.  In such mobility procedure the Core Network (CN) is involved in the mobility signalling and it is able to perform Membership Verification to establish whether the UE is member or non-member of the CSG supported by the target cell.

A possible enhancement of such mobility procedure consists of allowing Enhanced SRNS Relocation from macro cells to Hybrid HNB cells via an Iur interface between macro RNC and HNB GW. 

If it is agreed to follow the Enhanced SRNS Relocation, the signalling between macro RNC and HNB GW shall follow currently standardised procedures in order to be backwards compatible. However, there is the need to converge on how signalling is exchanged between HNB GW and target Hybrid HNB.
Further, if it is agreed that the procedure has to be backwards compatible towards legacy CN, the target HNB shall generate the appropriate signalling messages towards the CN as per current Enhanced SRNS Relocation specifications.

In case of such type of Enhanced SRNS Relocation the CN is not involved in the relocation until after the relocation preparation has been completed and the UE has relocated to the target.  
Therefore it is no more possible to follow the same Membership Verification mechanism as per Iu based RANAP Relocation.

The main problems for this mobility case are therefore the following:

· How to convey Enhanced SRNS Relocation signalling between HNB GW and HNB

· How to perform Membership Verification for the UE relocating to the target Hybrid HNB

While the former problem applies both to the Macro to Open HNB mobility and to the Macro to Hybrid HNB mobility scenarios, the latter is specific for the Macro to Hybrid HNB mobility scenario and potential solutions are described below.

6.1.2.2.2
Possible Solutions

Solution 1: Membership verification (MV) in CN.

Solution 1a: Source RNC triggers MV before initiating handover.
Note: this solution is not backward compatible. 

Principles:

1. The source RNC requests the MSC/SGSN for CSG access control every time before sending the Enhanced Relocation Request over Iur/Iurh towards the target cell.

2. The MSC/SGSN informs the source RNC whether the UE is member of the target candidate’s CSG-Id.

Evaluation:

This option is consistent with the Rel-9 design principle that is the membership verification is done at the relocation preparation stage and before the admission control is performed by the Target HNB.. However, the solution requires a new message in RANAP to request membership information (for MV or AC) from the CN.
The MSC/SGSN has to get involved “outside” the actual relocation signalling. 
The intention to reduce signalling/processing load in the MSC/SGSN is not really reached, even compared to the current Iu based relocation procedure with CSG access control in MSC/SGSN. 

Solution 1b: Target HNB triggers MV before accepting handover.
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Figure 6.1.2.2.2.1: Macro-HNB Hand-in

Macro Hand-in and Hand-out both use the Enhanced SRNS relocation procedure. Although this procedure minimises the involvement of the CN, the CN is still used to switch the UP so has an involvement in each handover.

Access control/membership verification is triggered by the target HNB. As a result of the access/membership query these actions are performed:

a) Response indicates that the UE is a member, so relocation proceeds with the UE as a member. If the HNB is heavily loaded, non-members QoS may be degraded.

b) Response indicates that the UE is a non-member, so relocation proceeds with the UE as a non-member. The appropriate QoS for a non-member will be provided.

c) Response indicates that the UE is a non-member, however the HNB is heavily loaded and cannot accept any more non-members, the relocation request is rejected. 

This solution requires a new message in RANAP to request membership information (for MV or AC) from the CN. However, the solution is consistent with Rel-9 design principle that is the membership verification is done at the relocation preparation stage and before the admission control is performed by the Target HNB.
Issue for this solution (and others) is the membership query sent to one CN domain or both, and if to both, could the responses be different. 

Solution 1c: Target HNB triggers MV during handover, first accepting the UE as a non-member and later upgrading it according to MV outcome.

Principles:

0. The Source RNC and CN do not need to modify their behaviour with respect to Enhanced SRNS Relocation signalling procedures.

1. The relocation preparation procedures at SRNC follow the currently standardised Enhanced SRNS Relocation procedures via Iur interface between SRNC and HNB GW.

2. Upon successful relocation preparation and RRC signalling completion, the UE is temporarily admitted in the target hybrid cell. The UE may be admitted as “non-member” until the outcomes of membership verification are received from CN

3. After the Enhanced SRNS Relocation preparation has been completed and the UE has completed RRC signalling for the relocation, the RANAP: ENHANCED RELOCATION COMPLETE REQUEST message is sent from target HNB to HNB GW (via Iurh) and forwarded from HNB GW to MSC/SGSN (via Iu).  The RANAP: ENHANCED RELOCATION COMPLETE REQUEST includes CSG ID IE and Cell Access Mode IE of target cell.

4. After reception of RANAP: ENHANCED RELOCATION COMPLETE REQUEST the MSC/SGSN performs membership verification of the relocated UE according to CSG ID IE and Cell Access Mode IE received. The MSC/SGSN replies to the HNB GW with RANAP: ENHANCED RELOCATION COMPLETE RESPONSE containing the CSG Membership Status IE. The RANAP: ENHANCED RELOCATION COMPLETE RESPONSE message is forwarded from HNB GW to target NB (via Iurh).

5. After reception of the RANAP: ENHANCED RELOCATION COMPLETE RESPONSE the target HNB may apply the appropriate level of prioritisation to the UE according to the CSG Membership Status IE received.

Evaluation: 

This solution does not require any new signalling with respect to the currently standardised Enhanced SRNS Relocation procedure. 

The CN is informed of the change of SRNS via legacy signalling procedure, i.e. RANAP: ENHANCED RELOCATION COMPLETE REQUEST/RESPONSE.

The latter procedure is modified with the addition of CSG ID IE and Cell Access Mode IE in the RANAP: ENHANCED RELOCATION COMPLETE REQUEST. This allows the CN to perform membership verification for the relocating UE. 
The latter is in line with the current assumption that the main location for access control and membership verification resides in the CN, avoiding duplication of the subscriber database, which would imply higher complexity in database’s management and maintenance.

By allowing the membership verification to occur in the core network it is also ensured that current security and protection of subscriber information is maintained. This is due to avoiding distributing subscribers’ information to RAN nodes.
The solution violates Rel-9 design principle that is the membership verification in this case is done after the admission control is performed by the Target HNB. Furthermore, this solution in some cases may lead to a situation where a member UE is denied access.
Solution 1d: Target HNB triggers MV during handover, first accepting the UE according to its reported CSG membership status and later downgrading it if MV fails

Principles:

0. The Source RNC and CN do not need to modify their behaviour with respect to Enhanced SRNS Relocation signalling procedures.

1. The relocation preparation procedures at SRNC follow the currently standardised Enhanced SRNS Relocation procedures via Iur interface between SRNC and HNB GW.

2. Upon successful relocation preparation and RRC signalling completion, the UE is temporarily admitted in the target hybrid cell according to the access status declared by the UE. The UE may be admitted as its reported CSG membership status until the outcomes of membership verification are received from CN. The RNSAP: ENHANCED RELOCATION REQUEST includes CSG Membership Status IE, which is already available.
3. After the Enhanced SRNS Relocation preparation has been completed and the UE has completed RRC signalling for the relocation, the RANAP: ENHANCED RELOCATION COMPLETE REQUEST message is sent from target HNB to HNB GW (via Iurh) and forwarded from HNB GW to MSC/SGSN (via Iu).  The RANAP: ENHANCED RELOCATION COMPLETE REQUEST includes CSG ID IE and Cell Access Mode IE of target cell.

4. After reception of RANAP: ENHANCED RELOCATION COMPLETE REQUEST the MSC/SGSN performs membership verification of the relocated UE according to CSG ID IE and Cell Access Mode IE received. The MSC/SGSN replies to the HNB GW with RANAP: ENHANCED RELOCATION COMPLETE RESPONSE containing the CSG Membership Status IE. The RANAP: ENHANCED RELOCATION COMPLETE RESPONSE message is forwarded from HNB GW to target HNB (via Iurh).

5. After reception of the RANAP: ENHANCED RELOCATION COMPLETE RESPONSE the target HNB may apply the appropriate level of prioritisation to the UE according to the CSG Membership Status IE received.
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Figure 6.1.2.2.2.2: Macro to HNB Enhanced Mobility with MV via Enhanced Relocation Complete

Figure 4 shows the procedure proposed in this solution. The only additions when comparing it to current signalling procedures is the addition of CSG ID IE and Cell Access Mode IE in the RANAP ENHANCED RELOCATION COMPLETE REQUEST message and addition of CSG Membership Status IE in RELOCATION COMPLETE RESPONSE message.

Evaluation: 

This solution does not require any new signalling with respect to the currently standardised Enhanced SRNS Relocation procedure. The CSG Membership Status IE has already been introduced in ENHHANCED RELOCATION REQUEST to support the RNSAP Relocation between HNBs. The value of this IE is set depending on the Access Status reported by the UE in the measurement report.
The CN is informed of the change of SRNS via legacy signalling procedure, i.e. RANAP: ENHANCED RELOCATION COMPLETE REQUEST/RESPONSE.

The latter procedure is modified with the addition of CSG ID IE and Cell Access Mode IE in the RANAP: ENHANCED RELOCATION COMPLETE REQUEST. This allows the CN to perform membership verification for the relocating UE. 
The latter is in line with the current assumption that the main location for access control and membership verification resides in the CN, avoiding duplication of the subscriber database, which would imply higher complexity in database’s management and maintenance.

By allowing the membership verification to occur in the core network it is also ensured that current security and protection of subscriber information is maintained. This is due to avoiding distributing subscribers’ information to RAN nodes.

In most cases, the reported CSG membership status by the UE is correct, and the UE will get the right treatment from the beginning. In case a UE pretends to be a CSG member, the target HNB could either treat it as a non-member (if resources are available) or drop/blacklist it, according to operator policies and/or implementation. The principle of trusting the UE-reported Access Status is in line with the principle adopted in Release 9, by which relocation signalling towards a target closed CSG cell is started only if the UE reports Access Status equal to “Member”.
The solution does violate Rel-9 design principle that is the membership verification in this case is done after the admission control is performed by the Target HNB. Furthermore, this solution in some cases may lead to a situation where a member UE is denied access.
Solution 2: Membership verification (MV) in HNB GW.

Solution 2a: Target HNB GW triggers MV before forwarding handover signaling to target HNB

Principles:

0. At connection setup (which could be at call setup within the femto system or during relocation towards the femto system), the MSC/SGSN provides the available UE’s white list entries to the HNB GW, which does not forward this information to the HNB due to already mentioned security concerns.

1. The relocation preparation phase in the source RNC is executed by means of Enhanced Relocation Iur signaling.

2. The HNB-GW (target-side) contacts the MSC/SGSN for providing information (i.e. the UE’s white list entries) to perform MV before forwarding the Enhanced Relocation Signalling towards the target HNB. The target HNB will be informed about the MV result by the HNB-GW.

3. These principles are not applicable for the femto-femto inter-CSG scenarios, as in case of direct Iurh connectivity, the HNB-GW is not contacted during RNSAP Relocation preparation.

Figure 4 reports the message flow of the Hand-in procedure, assuming Solution 2a is in place. It is assumed that the HNB already discovered the neighbour NB.
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Figure 6.1.2.2.2.3: Macro-HNB Hand-in in case of Solution 2a

Evaluation:

This solution avoids introducing new signaling between the source macro system and the MSC/SGSN, assuming the HNB GW to be a safe place for subscription information. The solution is consistent with Rel-9 design principle that is the membership verification is done at the relocation preparation stage and before the admission control is performed by the Target HNB.
New signalling and processing would need to be introduced 

· signalling between the CN and the HNB GW for retrieving membership information and intercepting the respective Iu signalling in order to remove sensible subscription information when relaying the Iu signalling messages towards the HNB.

· between the HNB GW and the HNB (actually signalling which was finally removed for Rel-10) for providing the MV result

As the CN is informed if the UE’s CSG related subscription changes (expiration or addition/removal of CSG subscription), there is the possibility to update the cached information at the HNB-GW, which however necessitates the introduction of at least new IEs in existing RANAP procedures.
By allowing the CN to send the White List to the HNB-GW during the Hand-in procedure, the HNB-GW will have the necessary information to autonomously handle subsequent Inter-CSG HNB-to-HNB HOs (without the need of contacting the CN).

The latter is not consistent with the Release 9 design principles, according to which Membership Verification for CSG UEs shall occur at the CN and according to which subscriber information such as CSG White List shall not be propagated to the RAN.
Solution 2b: Target HNB triggers MV with HNB GW before accepting handover

Principles:

0. At connection setup (which could be at call setup within the femto system or during relocation towards the femto system), the MSC/SGSN provides the available UE’s white list entries to the HNB GW, which does not forward this information to the HNB due to already mentioned security concerns.

1. The relocation preparation phase in the source RNC is executed by means of Enhanced Relocation Iur signaling.

2. The HNB-GW relays the Enhanced Relocation signalling towards the target HNB w/o interception.

3. The target HNB, contacts the HNB-GW for MV, which on its own retrieves the UE’s white list entries from the MSC/SGSN), performs MV and provides the result to the target HNB.

4. These principles are easily usable for inter-CSG mobility, leaving it up to the target HNB to query the HNB-GW for MV, if necessary.

Figure 5 reports the message flow assuming Solution 2b is in place.
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Figure 6.1.2.2.2.4: Macro-HNB Hand-in in case of Solution 2b

Evaluation:

This scheme follows proposals already available for Rel-10 (but finally removed as not necessary).

This presented option could be used the target HNB serving either a hybrid or closed access cell.

The solution is consistent with Rel-9 design principle that is the membership verification is done at the relocation preparation stage and before the admission control is performed by the Target HNB.

This solution is not consistent with the Release 9 design principles, according to which Membership Verification for CSG UEs shall occur at the CN and according to which subscriber information such as CSG White List shall not be propagated to the RAN.
Solution 2c: Target HNB triggers MV with HNB GW after accepting handover

Principles:

1. At connection setup (which could be at call setup within the femto system or during relocation towards the femto system), the MSC/SGSN provides the available UE’s white list entries to the HNB GW, which does not forward this information to the HNB due to already mentioned security concerns.

2. The relocation is already executed when the target HNB triggers the path update and MV. 

Figure 6 reports the message flow assuming Solution 2c is in place.
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Figure 6.1.2.2.2.5: Macro-HNB Hand-in in case of Solution 2c

Evaluation:

This solution would be feasible only for hybrid target cell scenarios. Furthermore, the solution violates Rel-9 design principle that is the membership verification in this case is done after the admission control is performed by the Target HNB. Furthermore, this solution in some cases may lead to a situation where a member UE is denied access.
Also, this solution is not consistent with the Release 9 design principles, according to which Membership Verification for CSG UEs shall occur at the CN and according to which subscriber information such as CSG White List shall not be propagated to the RAN.
Similarly to Solution 2a and 2b, by allowing the CN to send the White List to the HNB-GW during the Hand-in procedure, the HNB-GW will have the necessary information to autonomously handle subsequent Inter-CSG HNB-to-HNB HOs (without the need of contacting the CN). However, now the Membership Verification is triggered by the HNB after the HO from the RNC is completed (see steps #20 to #23 in Figure 6). Notice also that, after the MV is completed, it might be needed to upgrade the membership status of the UE within the HNB (see step#25 in Figure 6).
6.1.2.2.3
Solutions Comparison

In this section a comparison between the solutions made available so far is carried out. 
The comparison is aimed at evaluating the level of efficiency of each proposed solution when compared to existing RANAP based mobility procedures.  Also, the comparison is aimed at evaluating the impact of each solution on different parts of the system. Finally, the comparison is aimed at assessing whether the right level of prioritisation for the relocated UE is applied at the target RAN.

	
	Mobility Enhancement wrt RANAP based relocation
	Impact on serving RNC
	Impact on CN
	Efficiency of Subscriber Information Location/Management
	Impact on HNB GW
	Impact on target HNB
	Appropriate prioritisation at target RAN
	Appropriate timing of Call Admission Control
	Usable for other prioritised scenarios

	Sol-1a
	Low,

Access Control before relocation start prolongs handover time and might cause failures
	High, 
SRNC needs to support a pre-relocation access control procedure
	High, SGSN/MSC will have to support a new access control procedure 
	High

Subscriber information accessed in CN 
	High,

HNB GW needs to support Iur interface and RNSAP mobility procedures to/from RNCs
	High,

HNB needs to support an extra mobility procedure and has to know when to trigger it
	Yes,

From the moment relocation is started
	Yes, 
CAC performed after membership status has ben acquired from CN
	No

	Sol-1b
	Low,

Access Control during relocation preparation prolongs handover time and might cause failures
	Low
	High,

SGSN/MSC will have to support a new access control procedure 
	High

Subscriber information accessed in CN
	High,

HNB GW needs to support Iur interface and RNSAP mobility procedures to/from RNCs including new CN access control procedure
	High

HNB needs to support an extra mobility procedure and has to know when to trigger it. Also, a new access control procedure needs to be supported
	Yes,

From the moment relocation preparation is completed
	Yes, 
CAC performed after membership status has been acquired from CN
	Yes

RANAP Access-Membership Query could be reused for hybrid to hybrid and hybrid to closed mobility

	Sol-1c
	Medium,

Iur base relocation provides moderate improvements wrt RANAP based mobility
	Low
	Medium,

CN needs to support Membership Verification during RANAP: ENHANCED RELOCATION COMPLETE REQUEST/RESPONSE
	High, 

Subscriber information accessed in CN
	High,

HNB GW needs to support Iur interface and RNSAP mobility procedures to/from RNCs
	High,

HNB needs to support an extra mobility procedure and has to know when to trigger it
	Conditional:

Yes, if the UE is non member 

If UE is member appropriate prioritisation is applied only after relocation complete procedure is terminated. A member UE could be denied access.
	Conditional:

Yes, if the UE is non member 

If UE is member CAC is performed before Membership Verification is terminated. A member UE could be denied access.
	No

	Sol-1d
	Medium,

Iur base relocation provides moderate improvements wrt RANAP based mobility
	Low
	Medium,

CN needs to support Membership Verification during RANAP: ENHANCED RELOCATION COMPLETE REQUEST/RESPONSE
	High, 

Subscriber information accessed in CN 
	High,

HNB GW needs to support Iur interface and RNSAP mobility procedures to/from RNCs
	High,

HNB needs to support an extra mobility procedure and has to know when to trigger it
	Conditional:

Yes, if UE reports correct membership status 

If UE reports wrong membership status appropriate prioritisation is applied only after relocation complete procedure is terminated. A member UEs could be denied access.
Appropriate measures such as cell banning can be applied to UEs reporting wrong membership status.
	Conditional:

Yes, if UE reports correct membership status 

If UE reports wrong membership status CAC is performed before Membership Verification is terminated. A member UEs could be denied access.
Appropriate measures such as cell banning can be applied to UEs reporting wrong membership status.
	No

	Sol-2a
	Low,

Access Control during relocation preparation prolongs handover time and might cause failures
	Low
	High,

SGSN/MSC will have to support a new access control procedure and cope with higher mobility signalling
	Low

Subscriber information accessed before relocation completion in CN (for first HO) procedure and then accessed in HNB GW (for following HOs). Subscriber information to be managed in HNB GW and to be validated prior to following HOs
	High,

HNB GW needs to support Iur interface and RNSAP mobility procedures to/from RNCs including new CN access control procedure
	High,

HNB needs to support an extra mobility procedure and has to know when to trigger it
	Yes,

From the moment relocation preparation is completed
	Yes, 
CAC performed after membership status has ben acquired from CN
	Yes

The new RANAP Membership Verification procedure could be reused for hybrid to hybrid and hybrid to closed mobility

	Sol-2b
	Low,

Access Control during relocation preparation prolongs handover time and might cause failures
	Low
	High,

SGSN/MSC will have to support a new access control procedure and cope with higher mobility signalling
	Low

Subscriber information accessed before relocation completion in CN (for first HO) procedure and then accessed in HNB GW (for following HOs). Subscriber information to be managed in HNB GW and to be validated prior to following HOs
	High,

HNB GW needs to support Iur interface and RNSAP mobility procedures to/from RNCs including new CN access control procedure
	High,

HNB needs to support an extra mobility procedure and has to know when to trigger it.

Also, a new access control procedure needs to be supported
	Yes,

From the moment relocation preparation is completed
	Yes, 
CAC performed after membership status has ben acquired from CN
	Yes

The new RANAP Membership Verification procedure could be reused for hybrid to hybrid and hybrid to closed mobility

	Sol-2c
	Medium,

Iur base relocation provides moderate improvements wrt RANAP based mobility
	Low
	High,

SGSN/MSC will have to support a new access control procedure and cope with higher mobility signalling 
	Low

Subscriber information accessed before relocation completion in CN (for first HO) procedure and then accessed in HNB GW (for following HOs). Subscriber information to be managed in HNB GW and to be validated prior to following HOs
	High,

HNB-GW needs to support Iur interface and RNSAP mobility procedures to/from RNCs.

Also, a new access control procedure needs to be supported
	High,

HNB needs to support an extra mobility procedure and has to know when to trigger it

Also, a new access control procedure needs to be supported


	Conditional:

The UE is admitted as non-member by default adn then upgraded if MV is successful.

A member UE could be denied access.
	Conditional:

Yes, if UE reports correct membership status 

If UE reports wrong membership status CAC is performed before Membership Verification is terminated. A member UEs could be denied access.
Appropriate measures such as cell banning can be applied to UEs reporting wrong membership status.
	No


6.1.2.2.4
Agreed Way Forward

6.1.3
Legacy UE mobility
6.1.3.1
Problem Statement

The term Legacy UE refers to non SIB-reading UEs (to be confirmed).

In dense HNB deployment scenarios the size of the NCL with 32 PSC values per frequency carrier will be a limiting factor especially in co-channel deployment with macro cells.

The PSCs of the neighbouring hybrid access HNB cells need to be indicated in the NCL of the serving macro cell in order to support inbound mobility with legacy and non-member UEs. The same is required in open access HNB cell deployments for all UEs.

In closed access HNB deployments the limited size of NCL is only part of the problems in supporting the legacy UEs for inbound handovers. Additionally the deployments where non-member legacy UEs trigger a significant number of handover attempts  could experience a corresponding Core Network signalling increase and identification of proper handover target may get delayed leading to handover failures in worst case.

The analysis below is focusing on solving the problem of the limited NCL space in case of dense co-channel HNB deployments in order to improve the legacy UE support in hybrid access cell scenarios and the support of all UEs in dense open access cell scenarios. The closed access HNB deployments will benefit of solving this problem, however the Core Network signalling increase is an additional issue for target CSG cell scenarios.

One option to solve the addressed problem is to reserve for HNBs only very few PSC values, which have to be reused among the HNBs. 

This however leads to another issue to be solved, the PSC Confusion problem. This may result in the inability of identifying, at the macro RNC, a unique target HNB corresponding to a PSC reported by a UE. 

The Table 6.1.3.1.1 summarises the scenarios in which mobility issues due to PSC confusion might be encountered when legacy UEs attempt to handover to HNB cells.

Table 6.1.3.1.1

	
	Is mobility scenario relevant?
	Are potential mobility issues foreseen?
	Issues to be solved with this scenario

	Macro to Hybrid/Open Access HNB
	Yes
	Case 1: Deployments where Open and Hybrid cells are coordinated and deployed with uniquely identifiable PSCs do not suffer from PSC confusion.

Case 2: Networks where Open and Hybrid HNBs are not deployed with uniquely identifiable PSCs suffer from PSC confusion.

Rel-9 hand-in was designed on the basis of presence of CSG capabilities at the UE in order to avoid issues due to potential PSC Confusion for Open and Hybrid HNBs. Some companies assert that PSC allocation for Open and Hybrid cells could be such as to avoid PSC confusion
	Case 1: N/A 

Case2: PSC confusion

	Macro to Closed Access HNB
	Yes 

	Yes, in cases where high density Closed Access HNBs are deployed and limited PSC ranges are allocated.

Given that the NCL size is already limited even for macro cells, anything other than a couple of Closed Access HNBs per macro would cause PSC confusion
	Target cell disambiguation in intra and inter carrier deployments

	Closed Access HNB to Closed Access HNB
	Yes, 

	FFS
Independently of the access mode source HNBs will in many cases be able to list all their neighbour cells 
	FFS

	Open/Hybrid HNB to Closed Access HNB
	Yes,

	
	FFS

	Open/Hybrid HNB to Open/Hybrid HNB
	Yes

	
	FFS

	Closed Access HNB to Open/Hybrid Access HNB
	Yes,

	
	FFS

	Closed Access HNB to Closed Access HNB
	Yes, 

	
	FFS


The issue of PSC confusion in the Macro to HNB mobility is illustrated in Step 2 of Figure 6.1.3.1.1. The Cell Id IE in this step is normally filled:

A.  via a configured PSC(Cell Id map

or

B.  from the SI Measurement Report of a supporting Rel-9 UE.

In case the association between identified PSC and Cell ID cannot be achieved, neither of these approaches is feasible for UEs not supporting the Rel-9 SI Acquisition feature.

Subsections 6.1.3.3 and 6.1.3.4 capture proposed options for addressing Legacy UE hand-in from Macro to HNB cells.
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Figure 6.1.3.1.1: S-RNC cannot identify HNB in PSC Confusion causes
6.1.3.2
Scope

6.1.3.2.1 Use case scenario

The use case scenario for support of legacy (non CSG capable) UEs mobility to HNB cells is where an operator has deployed a large enough number of neighbour cells within the macro carrier that the macro cell NCL is nearly saturated (e.g. more than 24 cells are already configured). 

Further, the operator has decided to deploy on the same carrier a considerable amount of HNB cells (e.g. more than 4-8 per macro cell), which would imply PSC confusion.
PSC Confusion exists when the number of HNBs within a macro coverage exceeds the number of PSC entries available for deploying HNBs (e.g. illustated in [12] for six NCL HNB entries and eleven HNBs).
Moreover, another condition is that for the foreseeable future UEs with SI acquisition for HO capabilities will constitute a minority of the UE population that should be able to handover to such HNB cells.

Note: 
With respect to Open and Hybrid cells, if the deployment is such that the macro NCL is very close to saturation (e.g. more than 28 PSCs already used in the NCL), the deployment of any kind of additonal cells will be more constrained regardless of UE release. This is because the smaller the range of available PSCs in the NCL, the smaller the PSC range that can be reused by allocation to such cells and stricter constraints (e.g. low density of HNBs) will be needed for these additional cells, otherwise there will be a risk of PSC collision.


6.1.3.2.2 Hybrid and Open HNBs
Solutions in this discussion are targetted to deployments where PSC Confusion exists, as described in 6.1.3.1.
If it is assumed that dense small cell deployments are in place (to the point of NCL saturation) and Open and Hybrid cells are deployed in the same macro carrier, then non-CSG capable UEs are likely to experience call drops when approaching hybrid or open HNBs while connected to a rapidly degrading macro signal.

6.1.3.2.3 CSG HNBs

The absence of CSG support in the UE results in lack of pre-filtering of candidate closed cells (as per release 9 support) on the source side. This can be the cause of unnecessary handover requests to the target HNB-GW, and additional signalling in the core network and at the gateway. Although in some cases the HO will be successful (if the UE is a member), in many cases (depending on RF conditions) an unnecessary HO may be triggered when instead a different handling would be preferable (e.g., HO to a different macro carrier to avoid interference from the closed cell).

As such, enhancements under discussion are generally not suitable for closed cells.
6.1.3.3
Options

6.1.3.3.1
Option 1: Disambiguation at HNB-GW
6.1.3.3.1.1
Option 1a: Disambiguation at HNB-GW ((OTD/Source Cell/C-PICH)
The combination of three approaches is proposed to help the HNB-GW disambiguate the correct target HNB in step 4 of Figure 6.1.3.1.1:

1. Source Cell

2. Timing Difference ((OTD)

3. C-PICH matching
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Figure 6.1.3.3.1.1.1: HNB Disambiguation

6.1.3.3.1.1.1
Source Cell

This technique allows the HNB-GW to consider as candidate targets only those HNBs in the neighbourhood of the source macro cell.

This requires delivery of the Source Macro cell identity from SRNC to the HNB-GW.

In the event multiple cells are measured by a UE in step 1 of Figure 6.1.3.3.1.1.1, providing to the HNB-GW information for all such cells can increase the resolution of the disambiguation approach. Such information helps when the UE is in soft hand-over when the Step 1 report is executed, or when the HNB is in neighborhood multiple deployed cells reportable in Step 1.

Useful information for each such macro cell is:

· Cell Id (to match against cells observed by the HNB)
· CPICH RSCP (e.g. to assist the in selecting the best matching neighbor(s) for disambiguation).

6.1.3.3.1.1.2
Timing Difference ((OTD)

This technique allows the HNB-GW to consider as candidate targets only those HNBs whose downlink frame timing matches with that reported by the UE.

Namely, and referring to Figure 6.1.3.3.1.1.2.1:

· (OTD = (OTDHNB1 - OTD MNB) represents the target HNB’s timing with respect to the macro cell, as measured by the UE

· OTDcell = UE’s timing with respect to the given cell.

· OTDcell = OFFcell*10 ms + Tmcell (expressed in chips), as reported by R99 UEs [9] 

· OFF and Tm compose the “SFN-CFN observed time difference” [10] §5.1.8

· (OTD ( [0, 256*38400-1] chips
· OTDHNB1 and OTD MNB are reportable with event-1a.

· (Reference_OTD is measurable by each HNB

· The availability of thousands of random (Reference_OTD signatures makes timing signature confusion unlikely within the macrocell

· (Reference_OTD is robust to UTRAN clock drifts

At the HNB-GW, the comparison between (Reference_OTD and (OTD is the basis of the (OTD-based disambiguation approach. This approach is also illustrated in the Appendix of contribution [11].

In the event multiple HNB neighbours are reported in Step 1 of Figure 6.1.3.1.1, OTD MNB for each such neighbor should be made available to the HNB-GW.
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Figure 6.1.3.3.1.1.2.1: (OTD approach
6.1.3.3.1.1.3
C-PICH matching

This technique allows the HNB-GW to consider as candidate targets only those HNBs whose pilots match with that reported by the UE. While the approaches in 6.1.3.1.1.1.1 and 6.1.3.1.1.1.2 offer the most significant increase in resolution, C-PICH matching can be helpful to further increase disambiguation capability.

HNB pilots can be characterized by:

· Primary Scrambling Code

· ARFCN

· CPICH RSCP 

6.1.3.3.1.1.4
Signalling
Providing OFFHNB1, TmHNB1, OFFMNB, TmMNB, and the Source Cell to the target HNB-GW is necessary to address PSC Confusion, as shown in the figure below. Additional useful target information are PSC and ARFCN.

In addition HNBAP signalling would be needed to inform the HNB-GW of (Reference_OTD and corresponding macro neighbors. Signaling the HNB’s C-PICH (i.e. PSC and ARFCN) would also be helpful.


[image: image38]
Figure 6.1.3.3.1.1.4.1: Iu Signaling with Source & Delta-OTD-based disambiguation
6.1.3.3.1.1.5
Inter-frequency handover
The value of OFF “is always reported to be 0” for inter-frequency cells in Step-1 [10].

Therefore it should be noted that the range of (OTD will be different for intra and inter-frequency cell measurements (e.g. when the HNB cell is measured on another frequency than the source cell) and hence the ability to disambiguate in the two scenarios will also differ.
6.1.3.3.1.2
Option 1b: Disambiguation at HNB-GW based on UL detection at HNB sub-system(UE UL PSC/UE UL DPCCH/target PSC) 

In this solution, the disambiguation is also located in the HNB-GW. The HNB-GW will distribute the handover UE information to the candidate target cells, which having the same PSC as the target cell. The candidate cells should measure the UL DPCCH of the UE by reusing the uplink synchronization procedure with the UE info and send the measurement result (e.g. SIR) to the HNB GW. The UE information shall include the UL PSC and UL DPCCH Chip offset of the Radio Link with respect to the target cell frame boundary. Then the HNB GW selects the best cell as the target cell based the measurement result of the cells. Then HNB GW could trigger the RL Setup Request/Relocation Message in the target cell to continue the handover procedure as usual.

Note: For inter-frequency hand-in, a second receiver may be required in the HNB to detect the UE camping on another frequency.

6.1.3.3.1.2.1
Signalling
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Figure 6.1.3.3.1.2.1.1: Disambiguation by Uplink Detection

Figure 6.1.3.3.1.2.1.1 shows an example of signalling procedure following the solution proposed.
1) A legacy UE sends Measurement Report Message to SRNC.

2) The SRNC sends Relocation Message or Radio Link Setup Request Message to HNB GW including the target cell PSC, UE UL PSC and UL DPCCH chip offset.


Note: the relocation can be transmitted by RANAP or, if available RNSAP. 

3) The HNB GW acquires the candidate target cells based on the target cell PSC, sends the information from the SRNC to the candidate cells, and the candidate target cells measure the Uplink signal quality of the UE and respond with  the measurement result to HNB GW. 

4) The HNB GW selects the best cell based on the measurement result (e.g. RSCP/SIR) from candidate cells.

6.1.3.3.1.3
Option 1c: Disambiguation at HNB-GW(UE UL detection + (OTD Filtering) 

In this solution, the disambiguation is also located in the HNB-GW. The HNB-GW should firstly filter the candidate target cells with (OTD information, and the HNB-GW will distribute the handover UE information to the remaining candidate target cells. Should any further ambiguity remain after HNB-GW filtering, the UE UL detection as in Option 1b will be used to resolve it.

The following steps are the same as solution 1b, except (OTD filtering is performed at the HNB-GW in step 3a, prior to step 3b.
Note: option 1c combines the benefits of both solutions 1a (minimized amount of Iuh signalling and excellent intra-frequency disambiguation) and 1b (excellent inter-frequency disambiguation ability).
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Figure 6.1.3.3.1.3.1: Disambiguation by Uplink Detection with (OTD Filtering at the HNB-GW
6.1.3.3.2
Option 2: Disambiguation at Serving RNC
In this solution information needed to carry out disambiguation of the target cell are stored in the serving RNC (SRNC).  This information may consists of some or all of the following:

1. System Information of target cell
2. PSCs of cells neighbouring the target cell 

3. Timing Difference ((OTD) between source and target cell
The following sections explain how this information can be used to support mobility of legacy UEs to HNB cells.

6.1.3.3.2.1
Acquisition of information at SRNC

It is assumed that by the time Release 11 HNB architectures would be fully deployed there would be a substantial number of Release 9 UEs available. Release 9 UEs are able to acquire System Information for detected cells. Therefore it is plausible to rely on such UEs to report to a SRNC System Information of cells not configured or not included in the Neighbour Cell List of the SRNC.
It has to be noted that this assumption is already adopted across several technical areas in 3GPP.  For example, the UTRAN ANR function purely relies on Release 10 UEs for collecting and reporting neighbour cell information able to enhance the Neighbour Relation Table of an RNC. Similarly, in LTE, the adjustment of mobility parameters between cells for resolution of mobility failures relies on the presence of Release 9 and Release 10 UEs capable of supporting the MRO function.

By means of Release 9 UEs an RNC can acquire System Information about the cells neighbouring each served cell.  It has to be noted that the serving RNC does not need to be reported any System Information for cells directly served, given that all the cell configuration parameters for those cells are already known.

Moreover, an RNC can collect information about the PSCs of cells in the neighbourhood of a given target cell.  
For example, if it is assumed that a UE reports a given Cell-n with PSC-n as the strongest target cell, information about the PSCs of the cells neighbouring Cell-n are provided by the UE in the reported PSCs included in the monitored set and/or in the detected set of cells the UE is able to monitor.

Similarly, the RNC can also store timing difference information between source and target cells reported by the UE.  Such timing difference information may consist of some or all of the following (as described in [10]):

A. SFN (Target Cell) – SFN (Source Cell)
B. SFN (Target Cell) – CFN (Source Cell)
Alternatively, information about the HNB cells neighbouring RNC served cells could be acquired via OAM configuration.
In fact, a HNB needs to report to its OAM system a considerable amount of information regarding every detected cells neighbouring its served cell.  This information consists of, amongst other IEs, the PSC, Cell ID, LAC, RAC and CSG ID of neighbouring cells.
The HNB OAM system could send this information to the RNC to either speed up creation of a neighbour cell database or to fully create and maintain such database.   

6.1.3.3.2.2:
Target Cell Disambiguation at SRNC


[image: image41]
Figure 6.1.3.3.2.2.1: Suport for HNB mobility for legacy UEs

In figure 6.1.3.3.2.2.1 The procedures of neighbour information acquisition described in section 6.1.3.3.2.2 are shown, where the SRNC can either acquire neighbour cell information via CSG capable UEs or it can acquire them via OAM.

In addition to these procedures the figure shows the process of target disambiguation in cases of mobility involving legacy UEs.

When a legacy UE detects a target cell (by means of detecting its PSC), it will also report to the SRNC a number of other PSCs belonging to either monitored cells (i.e. cells in the macro NCL) or to detected cells (i.e. cells not in the macro NCL). Moreover, the legacy UE will report timing difference information between source and target.

The SRNC can compare the information reported by the legacy UE with the neighbour cell information previously acquired and stored. By means of such comparison the target disambiguation can be carried out. 

It has to be noted that disambiguation of the target based on detected PSCs in a given neighbourhood is a principle already acknowledged in Release 9.  In fact, Release 9 UEs can report a CSG Proximity Indicator by means of so called “fingerprinting”, which was discussed in several occasions as consisting of monitoring and recording the ecosystem of PSCs surrounding an accessible CSG cells. The same principle is used and enhanced in this solution.

6.1.3.3.2.3:
Signalling

One of the main advantages of the proposed solution is that it does not require any changes in the signalling procedures currently standardised for relocation.


[image: image42]
Figure 6.1.3.3.2.3.1: Signalling exchange for HNB mobility of legacy UEs

Figure 6.1.3.3.2.3.1 shows an example of signalling procedure following the solution proposed.  

1) Legacy UE reports the cell associated to PSC=3 as the strongest monitored cell.
The UE also reports other monitored PSCs (i.e. PSC=1 and PSC=12) and the timing difference between source cell and target cell (i.e. HNBc).

2) SRNC uses the database of neighbour cell information to disambiguate the target cell associated to PSC=3 reported by the UE.  Such disambiguation results in identifying HNBc as the target.

3) SRNC triggers a legacy RANAP: RELOCATION REQUIRED procedure towards the SGSN/MSC

4) SGSN/MSC triggers RANAP: RELOCATION REQUEST to the HNB GW, which will then forward the message to HNBc.

The solution proposed guarantees the following:

1) It maintains a fundamental principle adopted across 3GPP networks, namely that source RNS detects and decides to which target relocation needs to be addressed

2) It minimises the impact on the network by involving only the SRNC in the target resolution process

3) It does not impact any interface, allowing for interoperability with legacy HNB infrastructure 
6.1.3.4
Discussion
This section captures a framework to compare solutions in section 6.1.3.3 to the current solution based on the deployment of Rel-10 nodes. Regarding Option 2, a further split into Options 2a and 2b is effected, as described in 6.1.3.3
	Option 2: Disambiguation performed at the SRNC. This option is further made possible via two means:

a) Disambiguation-assisting information supplied by other UEs that implement the WCDMA Rel-9 SI Acquisition feature.
b) Disambiguation-assisting information supplied by the HNB


6.1.3.4.1 Parameters for Disambiguation

Table 6.1.3.4.1.1 summarizes the parameters that may be used for disambiguation (at each proposed option’s chosen node).

Note that for reach disambiguation parameter, a reference parameter stored in the disambiguation node (as per each solution) is be compared against the corresponding parameter in the Measurement Report Message that triggers hand-in.
Table 6.1.3.4.1.1: Disambiguation Parameters
	Node Type
	Information
	Option 1a

Disambiguation @ HNB-GW((OTD)
	Option 1b

Disambiguation @ HNB-GW(UE UL Detection)
	Option 1c

Disambiguation @ HNB-GW((OTD+ UE UL Detection)
	Option 2a

(Disambiguation @ SRNC, 

based on information supplied by Rel-9 UEs to SRNC)
	Option 2b

(Disambiguation @ SRNC, based on information supplied by HNBs to SRNC))

	Source Cell
	Source: CPICH ARFCN, PSC
	Yes
	Yes
	YesNote 4
	YesNote 1 
	YesNote 1

	
	Source: CPICH OTD
	Yes
	No
	YesNote 4
	Yes
	No

	
	Source: CPICH RSCP
	Yes
	No
	YesNote 4
	No
	No

	
	Source: cell identity
	Yes
	Yes
	Yes Note 4
	Yes (implicit)
	Yes (implicit)

	Target Cell
	Target: CPICH ARFCN, PSC
	Yes
	Yes
	Yes Note 4
	Yes
	Yes

	
	Target: CPICH OTD
	Yes
	No
	Yes Note 4
	Yes
	No

	
	Target: CPICH RSCP
	Yes
	No
	Yes Note 4
	Yes
	No

	Other Cells
	Other cells: CPICH ARFCN, PSC
	Yes
	No
	Yes Note 4
	Yes Note 2
	Yes Note 2

	
	Other cells: CPICH OTD
	Yes
	No
	Yes Note 4
	Yes
	No

	
	Other cells: CPICH RSCP
	Yes
	No
	Yes Note 4
	Yes
	Yes

	UE
	UL DPCCH:SIR Note 5 
UL Scrambling Code Note 6
UL DPCCH：Chip Offset of the UL DPCCH with respect to the target HNB’s frame boundary (aka Tm,HNB + T0). 
	No
	Yes
	Yes Note 4
	No
	No

	Note 1: needed to correlate OTD in Measurement Report Message with source cell.

Note 2: per Figure 6.1.3.1.2-2

Note 3: TBD, based on clarification during e-mail discussions how reference OTD values are obtained for Option 2b
Note 4: Same as for Solution 1a

Note 5: As measured by the target HNB

Note 6: As configured at the source cell, before hand-in


6.1.3.4.2 Node Impact

The following table summarizes the nodes where implementation upgrade is expected, for each of the options:

Table 6.1.3.4.2.1: Node Upgrade Requirements
	Node
	Option 1a

Disambiguation @ HNB-GW((OTD)
	Option 1b

Disambiguation @ HNB-GW(UE UL Detection)
	Option 1c

Disambiguation @ HNB-GW((OTD+ UE UL Detection)
	Option 2a

(Disambiguation @ SRNC, based on ANR-type info from Rel-9 CSG UEs)
	Option 2b

(Disambiguation @ SRNC, based on ANR-type info from OAM)

	RNC
	FFS  Note 1
	YesNote 7
	YesNote 7
	Yes: disambiguation

TBD: provide reference params from DRNC to SRNCNote 2
	Yes: disambiguation

TBD: provide reference params from DRNC to SRNCNote 2

	UE
	No
	No
	No
	UE to hand-in: No
Other UEs: “substantial number of Release 9 UEs” Ref x
	No

	HNB-GW
	Yes: disambiguation
	Yes: disambiguation based on UE UL information
	Yes: Filtering by OTD information and disambiguation based on UE UL information
	No
	Yes, HNB GW will need to update SRNC with HNB timing information

Note: when option 2b is used in conjunction with option 2a it is sufficient to have Rel9 UEs to report timing difference, therefore avoiding impacts on HNB GW

	HNB
	Yes: provide Reference Params to HNB-GW
	Yes: Detecting UE based on UE information and response HNB-GW the result. 
	Yes: provide Reference Params to HNB-GW and Detecting UE based on UE information and response HNB-GW the result. 
	No 4
	Yes, HNB will need to report timing information to HNB GW

Note: when option 2b is used in conjunction with option 2a it is sufficient to have Rel9 UEs to report timing difference, therefore avoiding impacts on HNB

	HMS
	No
	No
	No
	No
	No

	NMHNB 
	No
	No
	No
	No
	Yes Note6

	NMMacro 
	No
	No
	No
	No
	Yes Note6

	DMRNC 
	No
	No
	No
	No
	Yes Note6

	Note 1: Source Cell Id can already provided part of UE History Information, as clarified in Ref y. All other parameters from[9], except Source Cell Identity, are available in the UE’s Measurement Report Message, which SRNC “should” [9] make available to the HNB-GW. Such RNCs need no upgrade. 

The structure of the RRC container (SRNS Relocation Info) can carry a single measurement report regarding the target cell's pilot strength. The OTD measurement reports are already an integral part of the UE’s measurement report and UE provides them (c.f. 3GPP TS 25.331, section 10.3.7.6) based on measurement configuration by RNC.
RNC is able to configure the UE for cell measurements including OTD. The requirement in RAN2 for including the UE’s measurement report in the RRC transparent container at handover time a “should” not a “shall” requirements (c.f. 3GPP TS 25.331, section 14.12.4.2[9]).  It is then concievable that current RNC might not deliver the Measurement Report that "triggered the SRNS relocation" in the RRC container.
Note 2: TBD, based on clarification during e-mail discussion regarding which disambiguation parameters are used for Options 2a and 2b.

Note 3: TBD, based on clarifications during e-mail discussion about how and which reference parameters are tracked for Option 2b

Note 4: TBD, based on clarification during e-mail discussion regarding how tractability of (Reference_OTD is ensured at the SRNC for option 2a, and whether that imposes requirements new requirements on HNBs.
Note 5: Given the network operators’ desire to operate HNB and Macro networks independently, many HMSs do not implement Itf-N; regardless of any standard support identifiable for Note 3, an upgrade of this node is likely required for Option 2b.

Note 6: Option 2a relies on identification of target based on surrounding neighbour PCIs. Such set of neighbour be provided by the HNB HMS, which is informed about neighbour cells for each HNB cell.  

Note 7: The UE’s UL Scrambling Code prior to hand-in must be provided to the target HNB-GW, along with the UE’s Tm measurmement of the target HNB.


6.1.3.4.3 Interface Impact

Table 6.1.3.4.3.1 summarizes the interfaces where protocol upgrade is expected, for each of the options.
Table 6.1.3.4.3.1: Interface Impact
	Table 1: Interface Update RequirementsInterface
	Option 1a

Disambiguation @ HNB-GW((OTD)
	Option 1b

Disambiguation @ HNB-GW(UE UL Detection)
	Option 1c

Disambiguation @ HNB-GW((OTD+ UE UL Detection)
	Option 2a

(Disambiguation @ SRNC, based on ANR-type info from Rel-9 CSG UEs)
	Option 2b

(Disambiguation @ SRNC, based on ANR-type info from OAM)

	Iu
	FFS Note 1
	FFS Note 1
	FFS Note 1
	No
	No

	Iuh
	Yes: update of reference parameters 
	Yes:a new UE UL detection procedure Note 5 
	Yes: update of reference parameters and a new UE UL detection procedure Note 5 
	No
	Yes

Note: when option 2b is used in conjunction with option 2a it is sufficient to have Rel9 UEs to report timing difference, therefore avoiding impacts on Iuh

	Iur
	No
	Yes: transmit target cell information. Note 4
	Yes: transmit target cell information. Note 4
	TBD Note 3
	Yes

Note: when option 2b is used in conjunction with option 2a it is sufficient to have Rel9 UEs to report timing difference, therefore avoiding impacts on Iur

	Itf-SHNB
	No
	No
	No
	No
	No

	Itf-NHNB
	No
	No
	No
	No
	No

	OAM-Type-4
	No
	No
	No
	No
	No

	Itf-NMacro
	No
	No
	No
	No
	No

	Itf-SMacro
	No
	No
	No
	No
	No

	Note 1: See note 1 and 2 in Table 6.1.3.4.2.1. Disambiguation Parameters would, at any rate, be transparent to the CN.

Note 2: TBD, based on clarifications during e-mail discussion about which disambiguation parameters are used for Option 2b, and how corresponding reference parameters are made available to the (S)RNC.

Note 3: TBD, based on clarifications during e-mail discussion on how reference Parameters transferred from C-RNCs neighboring the target HNB to S-RNC for Option 2a. Iur would be a natural choice, although others are also possible.
Note 4: It is only involved in case of soft handover procedure.


6.1.3.4.4 Specification Impact

Option 1a: Impacts are expected on the following specifications:

· TS 25.467, Stage2 for HNB operation:
· Description of the functionalities in RNC, HNB-GW and HNB required in order to support the target cell identification based on the timing difference information.
· Description of the conditions when the serving RNC adds the timing difference measurement results to the RRC container (or alternatively, as explicit new IEs within the RANAP container).
· TS 25.469, Stage 3 Iuh interface Application Part (HNBAP) signalling:
· Signalling procedures to deliver and to update the timing difference information between the HNBs and the serving HNB-GW.
· TS 25.413, Stage 3 Iu interface Application Part (RANAP) or TS 25.331, Stage 3 RRC: 
· either in 25.413 the transparent container transports the UE measured timing difference information from the SRNC to the HNB-GW as explicit new IEs

· or in 25.331, existing IEs within the SRNS RELOCATION INFO are utilised to transport the UE measured timing difference. Whether this is possible without protocol changes (at least change of semantics) would need to be clarified with RAN2.

Option 1b: Impacts are expected on the following specifications:

· TS 25.467, Stage2 for HNB operation:
· Description of the functionalities in RNC, HNB-GW and HNB required in order to support the target cell identification based on the timing difference information.
· Description of the conditions when the serving RNC adds the target cell’s Tm measurement result and the UE’s UL scrambling code to the RRC container (or alternatively, as explicit new IEs within the RANAP container).
· TS 25.469, Stage 3 Iuh interface Application Part (HNBAP) signalling:
· Signalling changes to deliver the UE’s UL scrambling code and the taget cell Tm measurement to all HNBs in PSC Confusion.
· TS 25.413, Stage 3 Iu interface Application Part (RANAP) or TS 25.331, Stage 3 RRC: 
· IEs to transport the UE UL Scramblign code and the target cell Tm measurement to the target RNC

Option 1c: Since option 1c combines options 1a and 1b, refer to the impacts of options 1a and 1b

6.2
LTE architectural topics

6.2.1
Support of X2 via GW proxy

6.2.1.1
Problem Statement

The discussion aims at answering the question to which extent an X2-proxy can be used to address scalability issues for eNBs supporting X2 mobility towards/from HeNBs.
6.2.1.2
X2-Proxy definition

An X2-proxy, if deployed, resides in the HeNB-GW and provides X2 proxy functionality between HeNBs connected to the HeNB-GW and the eNBs. 

The X2 proxy functionality includes 
-
passing UE-dedicated X2 signalling messages between X2-connected eNBs and HeNBs. 

-
supporting the establishment of X2-connectivity between eNBs and HeNBs.

-
terminating non-UE-dedicated signaling - both with the HeNB, and with the eNB.  
6.2.1.3 
Logical architecture
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Figure 6.2.1.3.1: EUTRAN HeNB Logical Architecture
6.2.1.4 
Detailed call flows
 6.2.1.4.1

X2 setup

HeNB initiated TNL address discovery procedure and X2 Setup

In case the HeNB initiated TNL address discovery procedure towards an eNB, a possible call flow is shown as below:
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Figure 6.2.1.4.1.1: HeNB initiated TNL address discovery and X2 setup
1.
HeNB3 detects a new (non-CSG) cell (E-CGI1) and decides to setup X2 towards the serving eNB1. 

2.
It initiates an eNB Configuration Transfer procedure towards the higher up node to which it is S1-connected (in this case the HeNB-GW).

3.
The HeNB-GW doesnt have any info on the macro node’s X2 TNL address and forwards the eNB Configuraiton Update towards its higher up node to which it is S1-connected.

4.
The MME knows the eNB1 (as it is S1-connected) and sends an MME CONFIGURATION TRANSFER message to it.

5.-7.
eNB1 returns its X2-TNL address, the MME (6.) is able to route the transfer procedure based on the TAI and finally the address info reaches the requesting HeNB3 (7.), whereas the HeNB-GW would need to memorise the X2-address of eNB1 and then changes the X2-address into its own, so that the HeNB3 receives as X2-address of the HeNB-GWs for X2 connectivity.

8.-9.
SCTP assocations are setup between the HeNB-GW and eNB1 and the HeNB-GW and HeNB3

10.
The HeNB3 starts the X2 setup towards the HeNB-GW, indicating cell E-CGI1 as neighbour. The procedure is logically terminated at the HeNB-GW.

11.
The HeNB-GW starts another X2 setup procedure to continue the setup of X2-connectivity towards the eNB1, indicating its own eNB-ID2 and E-CGI1 as neighbour info.

12.-13.

The eNB1 and HeNB-GW respond with the HeNB-GW memorising the X2-connectivity data (X2 adr1, eNB-ID1, E-CGIs served by the eNB, etc.). The X2-proxy may need to memorize the list of neighbouring HeNBs (or eNBs) for each connected eNB (or HeNB). This information can be used further to only update the affected neighbouring HeNB (or eNB) when the information for an eNB (or HeNB) is changed. 

15.-17.

Any further X2-address request from other HeNBs for X2-connectivity towards eNB1 will be responded by the HeNB-GW without forwarding the request via the MME towards the eNB1.

18.
An SCTP assocation is setup between the HeNB-GW and HeNB4

19.
-22.
The X2-setup between the new HeNB4, as shown, is performed directly with the HeNB-GW, whereas the respond is only sent, if the X2 Configuration Update between the HeNB-GW and the eNB1 is performed successfully.

eNB initiated TNL address discovery procedure and X2 Setup

In case the eNB initiated TNL address discovery procedure towards a HeNB, a possible call flow is shown as below:
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Figure 6.2.1.4.1.2: eNB initiated TNL address discovery and X2 setup
Observation 1: The HeNB-GW may change the IP address in the eNB/MME Configuration Transfer message.

Observation 2: The X2-proxy may initiate the X2 setup with the eNB or the HeNB.

Observation 3: The X2-proxy memorizes the list of neighbouring HeNBs (or eNB) for the connected eNB (or HeNB)

6.2.1.5
Handling X2 procedures in X2-proxy

UE-dedicated procedures

· Handover Preparation 

· SN Status Transfer 

· UE Context Release 

· Handover Cancel

· Reset

· Error Indication
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Figure 6.2.1.5.1: Processing UE-dedicated procedure

Observation 4: The X2-proxy processes and forwards all X2 messages between the HeNB and other eNBs for all UE-dedicated procedures. The processing of X2-AP messages includes modifying X2-AP UE IDs, but leaves other parts of the message unchanged. Upon reception of the X2 Handover Request message, the X2-proxy forward the message to target node based on the target cell ID.
Non-UE-dedicated procedures

· X2 Setup

The X2 setup procedure is handled locally on each X2 interface instance. eNB configuration update procedure will be triggered in case the updated X2 relation need to be informed to HeNB or neighbour eNB.
· eNB Configuration Update

The eNB Configuration Update procedures will be handled locally on each X2 interface instance. An eNB configuration update procedure may be triggered in case the updated X2 relation needs to be informed to HeNB or neighbour eNB.
· Reset

The Reset procedure is handled locally on each X2 interface instance. 

· Error Indication

The Error Indication procedure is initiated by an eNB to report detected errors in one incoming message, provided they cannot be reported by an appropriate failure message. In case the Old eNB UE X2AP ID IE and New eNB UE X2AP ID IE are not included in the ERROR INDICATION message, the procedure uses non UE-associated signalling. The Error Indication procedure is handled locally on each X2 interface instance. 

Observation 5: All non-UE-dedicated X2-AP procedures are terminated at the X2-proxy, and handled locally between the HeNB and the X2-proxy, and between the X2-proxy and other eNBs. Upon reception of an X2 non cell related non-UE-associated message from HeNB or neighbour eNB, the X2-proxy may trigger associated non-UE-dedicated X2-AP procedure(s) to the neighbour eNB or HeNB(s). 
6.2.1.6
Impact to eNB/HeNB

ANR

The ANR function resides in the eNB and manages the conceptual Neighbour Relation Table (NRT). For each cell that the eNB has, the eNB keeps a NRT. For each NR, the NRT contains the Target Cell Identifier (TCI), which identifies the target cell. For E-UTRAN, the TCI corresponds to the E-UTRAN Cell Global Identifier (ECGI) and Physical Cell Identifier (PCI) of the target cell. Furthermore, each NR has three attributes, the NoRemove, the NoHO and the NoX2 attribute. The meaning of these attributes would remain unchanged when eNB/HeNB has the X2 interface with X2-proxy.
When the eNB detects a HeNB, the eNB can use existing ANR function to instruct the UE to report the information of the HeNB, and add the HeNB to the Neighbour Relation List.

O&M procedure

As described in Section 3 and Section 4, there is no new configuration to the eNB or HeNB to use the X2-proxy.

Neighbouring cell information handling and X2 HO

In current macro system, the eNB saves the information of neighbouring cell received during the X2 setup procedure, and eNB configuration update procedure. When the eNB need to initiates a HO, it checks the related information and determines whether to use X2 HO. 

For X2-proxy, the eNB (or HeNB) saves the information of neighbouring cell received during the X2 setup procedure, and eNB configuration update procedure. If the served cells contained in the message belonging to the neighbour HeNB (or eNB), the eNB/HeNB shall regard the X2 interface between X2-proxy and the neighbour HeNB/eNB as available. When the eNB (or HeNB) needs to initiate a HO, it checks the related information and determines whether use X2 HO. So the change is the cell-data-model in the eNB/HeNB in order to use X2-proxy.

6.2.1.7
Possible spec changes

· The definition for X2-proxy 

· The neighbouring cell information handling. 

6.2.1.8
Comparison 

	
	Direct X2
	X2-proxy

	Scalability
	eNB need to maintain one SCTP/X2 for each neighbouring eNB/HeNB.
	eNB need to maintain a single SCTP/X2 through X2 proxy to address all neighbouring HeNBs connected to that X2 proxy, one additional direct SCTP/X2 per neighbouring eNB and one additional direct SCTP/X2 per HeNB that directly connects to MME (when such deployment exists).

	Impact on MME load
	Same
	Same

	Impact on eNB
	No new X2 functions.
	New function interworking with X2 proxy that may affect existing functions (e.g. X2 setup, eNB configuration update), and neighbouring cell handling* 

Need to support and manage two types of X2 handover and connections, either direct or via X2 proxy.

	Impact on HeNB
	No new X2 functions.
	New function interworking with X2 proxy that may  affect existing functions (e.g. on X2 setup, eNB Configuration Update), and neighbouring cell handling.* 

Need to support and manage two types of X2 handover and connections, either direct or via X2 proxy.

	Impact on IOT 
	The eNB need to perform IOT with different vendors of HeNBs for X2 (on existing scope of functions).
	The eNB need to perform IOT with the different HeNB-GW vendors for X2 (on new functional scope), and also with different HeNB vendors (on existing X2 scope of functions) for HeNBs if they directly connect to the MME. 



	Specification impact
	Only minor Stage-2 change to state that X2 HO is allowed between eNB and HeNB. 
	Stage-2 changes for the definition/functionality for X2-proxy, and the handling some procedure in particular the X2 common procedures. *

	Impact on O&M 
	When an HeNB is turned off, the HeNB-GW and the eNB will generate separate alarms for the loss of SCTP connection.


	When an HeNB is turned off, no impact to the eNB’s O&M. The HeNB-GW may only generate one alarm for the loss of the SCTP connection with the HeNB.

It is FFS whether there is any new requirement on O&M. 



	Impact from the dynamic change of the HeNB’s IP address 
	No impact?
	No impact?


* severity assessment pending on the detailed discussion on X2-proxy (e.g. X2 setup, handling of X2 procedures, etc) in RAN3#75-bis meeting.

6.2.1.9
Open issues 

· 1. complete description of new ANR model with an X2 proxy 

· 2. impact on O&M brought by the change of the ANR model

· 3. handling of resource status request message in the proxy (the X2 proxy probably needs to split it)

· 4. handling of the load information message in the proxy

· 5. which list of served cells is included in X2 setup Response message

· 6. call flow with multiple eNBs connecting to same HeNB

· 7. management of simultaneous direct connections and connections via x2 proxy for both eNB and HeNB

· 8. description of the complete interaction scheme between S1 GTW and X2 proxy (some already seen e.g. enb conf transfer, mme conf transfer, enb conf update, etc…) 

· 9. management of ACL list in target RAN node when X2 proxy used (feature introduced by Deutsche Telekom)

· 10. management of the “no X2 flag”, “remove flag”, “no ho flag” when X2-proxy used

· 11. present some error handling call flows corresponding to paper R3-120138 

· 12. more clarification on the transparency issue (i.e. whether the X2GW should be seen as a Macro eNB by other eNBs)
6.2.2
Enhanced Mobility with macro network

In order to better meet increased demands for traffic and mobility, it is beneficial to deploy X2 interfaces between eNBs and open or hybrid HeNBs. This effectively extends the Rel-10 enhanced mobility scenarios also to those cases, as prioritized by RAN3, where membership verification is required. It will thus be necessary to provide the appropriate membership information for the new use cases identified in this TR, so that the membership verification function can be applied also in the newly identified cases.

Some general assumptions can be beneficial.

It is desirable that the solutions studied for eNB-to-HeNB enhanced mobility preserve the current signaling and architecture as much as possible.

6.2.2.1
Issue 1: Macro ( Open HeNB

In this mobility case, membership verification is not needed [5][6]. The eNB may differentiate the open-access HeNB from the other types of (H)eNBs by PCI configuration or ECGI configuration.
Solution 1: Macro-open enhanced mobility is performed via X2 between eNB and open-access HeNB.

6.2.2.2
Issue 2: Membership Verification

This issue applies to macro – hybrid HeNB, open HeNB – hybrid HeNB, and hybrid HeNB – hybrid HeNB (inter-CSG) cases.

Membership verification could be performed in the CN or in the RAN (e.g. in the source eNB, or in the target HeNB). If it is performed outside the CN, this would probably require additional signaling and the propagation of the UE’s subscription information outside of the CN. This would violate the current assumptions about network security and trust (i.e. about the RAN being less “trusted” than the CN). On the other hand, if membership verification is performed in the CN, the UE’s subscription information is not propagated outside of the CN, and the current network security and trust model still holds.

It is desirable that the method chosen for membership verification should be also applicable to the case of inter-CSG enhanced mobility between hybrid HeNBs. In fact, there are some commonalities between macro-to-hybrid, open-to-hybrid, and inter-CSG hybrid-to-hybrid enhanced mobility [7][8].
Solution 1: Membership verification (MV) in CN.

Solution 1a: Source eNB triggers MV before initiating handover.
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Figure 6.2.2.1: Signaling flow for Solution 1a.
In this solution, MV is done by sending request and reply between source eNB and MME. This procedure is triggered whenever the source eNB decides to hand over the UE to a hybrid target via X2.
Solution 1b: Target HeNB triggers MV before accepting handover.
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Figure 6.2.2.2: Signaling flow for Solution 1b.
In this solution, MV is done by sending request and reply between target eNB and MME. This procedure is triggered whenever target eNB receives handover signaling.
Solution 1c: Target HeNB triggers MV during handover, first accepting the UE as a non-member and later upgrading it if MV is successful.

In this solution, MME performs MV after handover. MME checks UE subscriber data upon receiving PATH SWITCH REQUEST message to determine the UE’s membership status. The MME can then inform the target HeNB about the verified membership status of the UE via either the path switch procedure or the UE context modification procedure. 
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Figure 6.2.2.3: Signaling flow for Solution 1c.

Solution 1d: Target HeNB triggers MV during handover, first accepting the UE according to its reported CSG membership status and later downgrading it if MV is not successful.

In this solution, MME performs MV after handover. MME checks UE subscriber data upon receiving PATH SWITCH REQUEST message to determine the UE’s membership status. The MME can then inform the target HeNB about the verified membership status of the UE via either the path switch procedure or the UE context modification procedure. 

Alternatively, the target HeNB informs the MME about the CSG membership of the UE. The MME checks UE subscriber data upon receiving the PATH SWITCH REQUEST message to verify the UE membership status. If membership verification is not successful, the MME then provides the target HeNB with the correct information.
Compared to Solution 1c, this procedure streamlines the “normal” condition when the CSG access is correct. In case the CSG check should fail (e.g. due to an expired membership or faked CSG ID), the target hybrid HeNB can still have the final decision whether to drop the UE, or to treat it as a non-member.
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Figure 6.2.2.4: Signaling flow for Solution 1d.

Solution 2: MV in the RAN.
There are at least two options for switching the function of access control to the source eNB. In the first case, the UE CSG membership information will always be sent to the source eNB when the UE is in connected mode. In the second case, the UE CSG membership information will be sent to the source eNB considering the CSG ID of its neighbors (i.e. when its neighbors have the same CSG ID as the UE). The eNB can then perform membership verification based on this information.
Comparison of the various solutions

Table 6.2.2.1 below gives a quick comparison of the various solutions described in the previous sections.

Table 6.2.2.1: Comparison between the identified solutions for eNB-HeNB enhanced mobility.

	MV Solution
	Relative Signaling load
	Suitable for macro-closed HeNB HO?
	Consistent with current principles (MV in CN, subscription info does not leave CN)
	Handover performance (qualitative)
	Impact on target HeNB
	Impact on source (H)eNB
	Impact on CN functionality

	Sol. 1a
	Higher
	Yes
	Yes
	Possibly lower
	Low
	High
	Low

	Sol. 1b
	Higher
	Yes
	Yes
	Possibly lower
	High
	Low
	Low

	Sol. 1c
	Lower
	No
	Yes
	Higher
	High
	Low
	Low

	Sol. 1d
	Lower
	No
	Yes
	Higher
	High
	Low
	Low

	Sol. 2
	Possibly higher
	No
	No
	Higher
	High
	High
	High


Considerations on the various solutions
· Solutions 1c and 1d might require less signaling than the others.

· In Solution 1b, the target HeNB would allocate the appropriate resources, priority, and charging upon receiving MV, before acceptance.

· In Solutions 1c and 1d, handover is expedited (i.e. the UE is accepted “on trust” before receiving the MV result or even triggering MV).

· Solutions 1c and 1d are probably not suitable in case of macro-closed HeNB handover (lower priority scenarios in current SI).

· In Solution 1c, a UE that is a CSG member would possibly get degraded service until its membership is confirmed. If the target hybrid HeNB is overloaded, that UE could fail to be accepted while others with lower priority get served. For example, a CSG member might not be able to pre-empt a non-member.

· Solution 1d is optimized for successful MV (arguably the majority of cases). In case a UE pretends to be a CSG member, the target HeNB could either treat it as a non-member (if resources are available) or drop/blacklist it, according to operator policies and/or implementation.

· In Solution 1d, in case a UE pretends to be a CSG member while it is not and the target hybrid HeNB is overloaded, that UE might, in some extreme cases, pre-empt a real CSG member from accessing the target HeNB.

· Solution 2 requires sending CSG subscription information out of the CN, so it can pose additional security concerns with respect to the other solutions.

Control Plane Signaling – Performance Comparison

The following table compares the various solutions in terms of required Control Plane signaling. 

	
	Solution 1a:
	Solution 1b:
	Solution 1c:
	Solution 1d:
	Solution 2:

	CN perspective
	Half the S1 messages used for S1 HO
	Half the S1 messages used for S1 HO
	Equivalent to X2 HO
	Equivalent to X2 HO
	Equivalent to X2 HO[?]

	eNB perspective
	Twice as many messages as X2 at source eNB
	Twice as many messages as X2 at source eNB
	Equivalent to X2 HO
	Equivalent to X2 HO
	Equivalent to X2 HO


Foreseen Performance Improvement over S1 Handover
Solutions 1a and 1b

In these solutions, the RAN has to wait for the core network to confirm membership over S1 before handover is completed (or even started, as in Solution 1a) over X2. The performance is therefore dominated by the speed and latency of the S1 link. The expected performance, therefore, is not better than S1 HO, especially in scenarios where the backhaul is congested. Solution 1b is more optimized, and has a lower impact on the source node.
Solutions 1c and 1d

These solutions make a compromise in terms of their approach to UE membership verification by allowing a UE to access the target cell before waiting for confirmation. The MV signaling is carried on top of the path switch signaling toward the end of the handover procedure. X2 Handover performance is therefore decoupled from S1 link load, and the expected performance is similar to an X2 HO.

Solution 2

This solution shifts the burden of MV from the core network to the RAN, in order to save explicit signaling for this purpose at handover time. As for Solutions 1c/1d, the expected performance is similar to an X2 HO.

6.3
Inter-CSG Mobility

6.4
RAN Sharing

6.4.1
Issue 1: Determining set of PLMN id(s) for which the UE is a member  for HO to a CSG cell which is advertising multiple PLMN-ids
In RAN2, it was recently agreed to extend the membership check to also cover equivalent PLMN, see the following definition form TS 36.331:
CSG member cell: for a UE in RRC_CONNECTED, a cell broadcasting the identity of the Registered PLMN or Equivalent PLMN and for which CSG whitelist of the UE includes an entry comprising of cell’s CSG ID and the respective PLMN identity.

If the target cell is a CSG member cell, the UE will report membership in SI request for HO procedure together with ECGI/TAI/CSG ID.

The source eNB/HeNB only knows the UE is a member of the target cell, but doesn’t know the PLMN-id(s) for this CSG for which the UE is a member. So the source eNB/HeNB can’t select proper PLMN for the UE.
Therefore, to support handover to a CSG member cell, the following soltions exist:

Solution 1: eNB/RNC selects PLMN
Solution 1a: The UE reports the subset of the broadcasted PLMN identities passing access and CSG membership check, the eNB/RNC verifies acces check for the PLMNs indicated by the UE and selects one if multiple pass the access check and finally the MME/SGSN verifies the CSG membership check for the PLMN selected by the source eNB/RNC.

Note: the access check means to verify whether the reported PLMN is the UE’s rPLMN or ePLMN. CSG memember check means to verify whether the PLMN ID and CSG ID is in UE’s allowed CSG list.
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Figure 6.4.1.1: Signaling flow for Solution 1a
Solution 1b: The source eNB verifies if the UE is allowed to access the target cell for the target cell broadcasted PLMN identities. If the check succeeds for more than one PLMN identity, the source eNB initiates an additional handshake/ procedure with the MME. As part of this procedure, the source eNB provides the list of accessible PLMNs to the MME. The MME subsequently verifies the CSG membership for each of the indicated PLMNs and the CSG identity. The MME returns the subset of PLMN identities that pass the CSG membership check to the eNB. If the MME returns more than one PLMN identity, the source eNB selects the PLMN identity.
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Figure 6.4.1.2: Signaling flow for Solution 1b
Solution 1c: MME/SGSN provides CSG subscription information to the eNB/RNC. The source eNB/RNC verifies if the UE is allowed to access the target cell based on the CSG subscription information provided by the MME/SGSN.
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Figure 6.4.1.3: Signaling flow for Solution 1c
Solution 2: UE selects PLMN
The UE select one of the broadcasted PLMN identities passing access and CSG membership check and report the selected PLMN to the eNB/RNC.
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Figure 6.4.1.4: Signaling flow for Solution 2
UE selects the PLMN by the following rules:

· If the rPLMN broadcast in the target cell and the rPLMN + CSG ID broadcasted in the target cell in UE CSG whitelist, UE select the rPLMN.

· If the UE’s HPLMN broadcast in the target cell and the HPLMN is part of UE’s ePLMN and the HPLMN + CSG ID broadcasted in the target cell in UE CSG whitelist, UE select the HPLMN.

· If one of UE’s ePLMN broadcast in the target cell and the ePLMN + CSG ID broadcasted in the target cell is in UE CSG whitelist, UE select the ePLMN. If more than one ePLMN+CSG ID in UE CSG Whitelist, UE will select the ePLMN based on the broadcasted order.
Solution 3: MME/SGSN selects PLMN

The source eNB verifies if the UE is allowed to access the target cell for the target cell broadcasted PLMN identities. If the check succeeds for more than one PLMN identity, the source eNB/RNC provides the list of accessible PLMNs to the MME/SGSN. The MME/SGSN subsequently verifies the CSG membership for each of the indicated PLMNs and the CSG identity. If the CSG membership check succeeds for more than one PLMN identity, the source MME/SGSN selects the PLMN identity.
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Figure 6.4.1.5: Signaling flow for Solution 3
6.4.2
Issue 2: Architecture for network sharing for H(e)NB
The LS was sent to SA2. Whether further work is needed depending on the reply from SA2.

6.4.3
Impact analysis and comparision for issue 1
Solution 1a and solution 2 are in the RAN2 scope. The solution has no impact on RAN3. The 'si-RequestForHO procedure' needs to be extended such that the UE reports the subset or one of the broadcasted PLMN identities that pass both the access and CSG membership check.

Solution 1b, solution 1c and solution 3 need to involve RAN3/SA2. 
Comparision:
	
	Soluton 1a

	Soluton 1b

	Soluton 1c
	Solution 2
	Solution 3

	Change the role of PLMN selection
	No (
	No (
	No (
	Yes (
	Yes (

	Overhead on Uu interface
	More (
UE reports several PLMNs.
	More (
UE reports several PLMNs.
	More (
UE reports several PLMNs.
	Little (
UE report one PLMN
	More (
UE reports several PLMNs.


	Handover delay
	Short (
	Long (
An additional handshake procedure between eNB/RNC and CN is needed.

	Short (

	short (
	Short (


	UE impact
	Yes. 
'si-RequestForHO procedure' needs to be extended (

	Yes. 
The UE report the full PLMN list  (

	Yes. 
The UE report the full PLMN list  (

	Yes.

UE select PLMN and report it. (

	Yes. 
The UE report the full PLMN  list  (


	eNB/RNC impact
	Yes (
Low

	Yes (
Possible Higher
	Yes (
Possible Higher
	Yes (
Low
	Yes (
Low

	MME/SGSN impact
	No (
	Yes (
	Yes (
	No (

	Yes (


	Work for pre-Rel-11 UE
	Not work (
	Support inbound handover to a CSG cell for a pre-REL-11 UE for the following case:

E-UTRAN is aware of the list of PLMNs broadcast by the target CSG cell


	Support inbound handover to a CSG cell for a pre-REL-11 UE for the following case:

E-UTRAN is aware of the list of PLMNs broadcast by the target CSG cell
	Not work (
	Support inbound handover to a CSG cell for a pre-REL-11 UE for the following case:

E-UTRAN is aware of the list of PLMNs broadcast by the target CSG cell



	Notes
	
	Need SA2 involvement.
	Violate the current assumptions about network security and trust;

Need SA2 involvement.
	Open issue: either we specify how the UE makes this choice or risk that different UE implementations lead to different selections.
	Need SA2 involvement.


6.4.4
Conclusion
7
Conclusions and Recommendations

This chapter will capture conclusions, agreements and recommendations for further work.
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