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	When creating TS36.444, it seems that a section equivalent to the section 9.2.0 od S1AP has been forgotten meaning that ordering of bits (e.g. where to place leftmost bit) is not defined. However, as a generic principle applied so far in RAN3, this bit ordering should be specified per interface in the relevant RAN3 interface specification.
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	The equivalent of section 9.2.0 of S1AP has been introduced in TS36.444 in order to define coding rules (e.g. where to place the leftmost bit).
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This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.
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not approved:
	Coding rules are not defined. For example coding of Session Duration IE in TS36.444 currently refers to TS29.061 which only indicates as stage 2:
The MBMS-Session-Duration AVP (AVP code 904) is of type OctetString with a length of three octets and indicates

the estimated session duration (MBMS Service data transmission). Bit 8 of octet 1 to bit 8 of octet 3 (17 bits) express

seconds, for which the maximum allowed value is 86400 seconds
However whether the MSB is bit 8 of octet 1 or bit 8 of octet 3 which is supposed to be defined in the specification of the interface carrying the IE i.e. TS36.444 is currently undetermined and would remain undetermined if the CR is not approved leading to IOT issue.
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9.2
Information Element Definitions

9.2.0
General

Subclause 9.2 presents the M3AP IE definitions in tabular format. The corresponding ASN.1 definition is presented in subclause 9.3. In case there is contradiction between the tabular format in subclause 9.2 and the ASN.1 definition, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, where the tabular format shall take precedence.

When specifying information elements which are to be represented by bitstrings, if not otherwise specifically stated in the semantics description of the concerned IE or elsewhere, the following principle applies with regards to the ordering of bits:

-
The first bit (leftmost bit) contains the most significant bit (MSB);

-
The last bit (rightmost bit) contains the least significant bit (LSB);

-
When importing bitstrings from other specifications, the first bit of the bitstring contains the first bit of the concerned information;
9.2.1
Radio Network Layer Related IEs

9.2.1.1
Message Type

The Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Message Type
	
	
	
	Assumed max no of messages is 256.

	>Procedure Code
	M
	
	(MBMS Session Start, MBMS Session Stop, MBMS Session Update, Error Indication, Reset, …)
	

	>Type of Message
	M
	
	CHOICE (Initiating Message, Successful Outcome, Unsuccessful Outcome, …)
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