3GPP TSG RAN WG3 #77
R3-121787
Qingdao, P. R. China, August 13 - 17, 2012
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	25.413
	CR
	1189
	(

rev
	-
	(

Current version:
	11.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Add time stamp to the UE history information

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	RAN WG3

	
	

	Work item code:
(

	LTE-SON
	
	Date: (

	24/07/2012

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The target cell receives the UE history information need calculate the total time period of the UE stayed in UTRAN precisely especially in macrodiversity case for inter-RAT ping-pong handover detection.

	
	

	Summary of change:
(

	Add the time stamp for Each Recent visited cell information in UTRAN.

	
	

	Consequences if 
(

not approved:
	The UE history information can not be recorded correctly in macrodiversity case.

	
	

	Clauses affected:
(

	9.2.1.83 9.3.4 9.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	Affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	NOTE: June spec used


9.2.1.83
Last Visited UTRAN Cell Information

The Last Visited UTRAN Cell Information contains information about a cell that is to be used for RRM purposes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UTRAN Cell ID
	
	1
	
	
	-
	

	>PLMN identity
	M
	
	OCTET STRING (SIZE (3))

	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit, two digits per octet,

- bits 4 to 1 of octet n encoding digit 2n-1- bits 8 to 5 of octet n encoding digit 2n

-The PLMN identity consists of 3 digits from MCC followed by either

- a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or

- 3 digits from MNC (in case of a 3 digit MNC).
	-
	

	>Cell ID
	M
	
	INTEGER (0..268435455)
	This information element identifies a cell uniquely within UTRAN and consists of RNC-ID and C-ID as defined in TS 25.401 [3].
	-
	

	Cell Type
	M
	
	ENUMERATED(macro, micro, pico, femto, …)
	Defined in TS 25.104 [50].
	-
	

	Time UE Stayed In Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell in seconds. If the UE stays in a cell more than 4095s, this IE is set to 4095
	-
	

	Time UE stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell in 1/10 seconds. If the UE stays in a cell more than 4095s, this IE is set to 40950.
	YES
	ignore

	Time Stamp

	O
	
	BIT STRING (SIZE (48))
	This information indicates the absolute time when UE connects to the cell.  The IE Time Stamp indicates an absolute time in a format YY-MM-DD HH:MM:SS and using BCD encoding. The first/ leftmost bit of the bit string contains the most significant bit of the most significant digit of the year and so on.
	YES
	ignore


------------------------------------------------------------------8(--------------------------------------------------------------------------

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfCSGs,


maxNrOfErrors,


maxNrOfPDPDirections,


maxNrOfPoints,


maxNrOfRABs,


maxNrOfSRBs,


maxNrOfSeparateTrafficDirections,


maxRAB-Subflows,


maxRAB-SubflowCombination,


maxNrOfLevels,


maxNrOfAltValues,


maxNrOfSNAs,


maxNrOfLAs,


maxNrOfPLMNsSN,


maxSet,


maxNrOfHSDSCHMACdFlows-1,

maxNrOfUEsToBeTraced,


maxNrOfInterfaces,


maxnoofMulticastServicesPerRNC,


maxMBMSSA,


maxMBMSRA,


maxnoofMulticastServicesPerUE,


maxNrOfEDCHMACdFlows-1,


maxGANSSSet,

maxNrOfEUTRAFreqs,

maxNrOfCellIds,


maxNrOfRAIs,


maxNrOfLAIs,

maxNrOfVol,


id-CN-DomainIndicator,


id-MessageStructure,


id-SRB-TrCH-Mapping,


id-TypeOfError,


id-hS-DSCH-MAC-d-Flow-ID,


id-SignallingIndication,


id-CellLoadInformationGroup,


id-TraceRecordingSessionInformation,


id-MBMSLinkingInformation,


id-AlternativeRABConfiguration,


id-AlternativeRABConfigurationRequest,

id-E-DCH-MAC-d-Flow-ID,


id-RAC,


id-Alt-RAB-Parameter-ExtendedGuaranteedBitrateInf,


id-Alt-RAB-Parameter-ExtendedMaxBitrateInf,


id-Ass-RAB-Parameter-ExtendedGuaranteedBitrateList,


id-Ass-RAB-Parameter-ExtendedMaxBitrateList,


id-RAB-Parameter-ExtendedGuaranteedBitrateList,


id-RAB-Parameter-ExtendedMaxBitrateList,


id-Requested-RAB-Parameter-ExtendedMaxBitrateList,


id-Requested-RAB-Parameter-ExtendedGuaranteedBitrateList,

id-LAofIdleModeUEs,


id-newLAListofIdleModeUEs,


id-LAListwithNoIdleModeUEsAnyMore,


id-ExtendedRNC-ID,

id-GANSS-PositioningDataSet,


id-d-RNTI-for-NoIuCSUP,


id-UE-History-Information,


id-SubscriberProfileIDforRFP,


id-Alt-RAB-Parameter-SupportedGuaranteedBitrateInf,

id-Alt-RAB-Parameter-SupportedMaxBitrateInf,


id-Ass-RAB-Parameter-SupportedGuaranteedBitrateList,


id-Ass-RAB-Parameter-SupportedMaxBitrateList,


id-RAB-Parameter-SupportedGuaranteedBitrateList,


id-RAB-Parameter-SupportedMaxBitrateList,


id-Requested-RAB-Parameter-SupportedMaxBitrateList,


id-Requested-RAB-Parameter-SupportedGuaranteedBitrateList,

id-PSRABtobeReplaced,


id-SRVCC-Information,


id-CSG-Id,


id-CSFB-Information,


id-IRAT-Measurement-Configuration,


id-Management-Based-MDT-Allowed,


id-Time-UE-StayedInCell-EnhancedGranularity,

id-Time-Stamp
LastVisitedUTRANCell-Item ::= SEQUENCE {


uTRAN-CellID




UTRAN-CellID,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell,


iE-Extensions




ProtocolExtensionContainer { {LastVisitedUTRANCell-Item-ExtIEs} } OPTIONAL,


...

}

LastVisitedUTRANCell-Item-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Rel-11 to support enhanced granularity for time UE stayed in cell --


{ ID id-Time-UE-StayedInCell-EnhancedGranularity
CRITICALITY ignore
EXTENSION Time-UE-StayedInCell-EnhancedGranularity
PRESENCE
optional },

{ ID id-Time-Stamp
CRITICALITY ignore
EXTENSION Time-Stamp
PRESENCE
optional },

...

}
Time-UE-StayedInCell ::= INTEGER (0..4095)
Time-UE-StayedInCell-EnhancedGranularity ::= INTEGER (0..40950)
Time-Stamp ::= BIT STRING (SIZE (48))
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AreaIdentity 







INTEGER ::= 0

id-CN-DomainIndicator 






INTEGER ::= 3

id-Cause 









INTEGER ::= 4

id-ChosenEncryptionAlgorithm 




INTEGER ::= 5
-------------

id-End-Of-CSFB










INTEGER ::= 252

id-Time-UE-StayedInCell-EnhancedGranularity



INTEGER ::= 253

id-Out-Of-UTRAN










INTEGER ::= 254
id-Time-Stamp










INTEGER ::= 255
END
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