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B.1.3
SON Transfer Response Container

This container transfers response information for the SON Transfer application.

NOTE:
The length of the SON Transfer Response Container IE shall remain compatible with the maximum message size on the Gb interface, this maximum size being determined depending on the lower layers used on the interface and on their configuration, a typical (default) limitation being 1600 octets for a Frame Relay sub-network as stated in TS 48.016 [30].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Transfer Application
	M
	
	
	

	>Cell Load Reporting
	
	
	
	

	>>Cell Load Reporting Response
	M
	
	B.1.5
	

	>Multi-Cell Load Reporting
	
	
	
	

	>>Multi-Cell Load Reporting Response
	M
	
	B.1.9
	

	>Event-Triggered Cell Load Reporting
	
	
	
	

	>>Event-triggered Cell Load Reporting Response
	M
	
	B.1.12
	

	>HO Reporting
	
	
	NULL
	

	>E-UTRAN Cell Activation
	
	
	
	

	>>Cell Activation Response
	M
	
	B.1.15
	

	>Energy Savings Indication
	
	
	NULL
	The Reporting Cell Identifier field in the RAN-INFORMATION Application Container for SON Transfer (TS 48.018 [18]) shall be the same as received in the the RAN-INFORMATION-REQUEST Application Container. The RAT Discriminator field shall be set to 'E-UTRAN'.


B.1.4
SON Transfer Cause

This container indicates the cause why the Application Error Container IE for the SON Transfer application defined in TS 48.018 [18] is sent.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Transfer Application
	M
	
	
	

	>Cell Load Reporting
	
	
	
	

	>>Cell Load Reporting Cause
	M
	
	B.1.10
	

	>Multi-Cell Load Reporting
	
	
	
	

	>>Cell Load Reporting Cause
	M
	
	B.1.10
	

	>Event-Triggered Cell Load Reporting
	
	
	
	

	>>Cell Load Reporting Cause
	M
	
	B.1.10
	

	>HO Reporting
	
	
	
	

	>>HO Reporting Cause
	M
	
	ENUMERATED 

(Application Container Syntax Error,

Inconsistent Reporting Cell Identifier,

Unspecified,

…)
	

	>E-UTRAN Cell  Activation
	
	
	
	

	>>Cell Activation Cause
	M
	
	ENUMERATED 

(Application Container Syntax Error,

Inconsistent Reporting Cell Identifier,

Unspecified,

…)
	

	>Energy Savings Indication
	
	
	
	

	>>Cell State Indication Cause
	M
	
	ENUMERATED 

(Application Container Syntax Error,

Inconsistent Reporting Cell Identifier,

Unspecified,

…)
	


	HO Reporting Cause
	Meaning

	Application Container Syntax Error
	The Application Container IE is syntactically incorrect.

	Inconsistent Reporting Cell Identifier
	- In case the reporting RAT is GERAN: the Reporting Cell Identifier in the Application Container IE does not match with the Destination Cell Identifier IE value (in the case of a RAN-INFORMATION-REQUEST PDU) or with the Source Cell Identifier IE value (in the case of a RAN-INFORMATION PDU) of the RIM header.

- In case the reporting RAT is UTRAN or E-UTRAN: the cell identified by Reporting Cell Identifier in the Application Container IE is unknown in the RNC (UTRAN case) or in the eNodeB (E-UTRAN case) identified by the Destination Cell Identifier IE value in the RAN-INFORMATION-REQUEST PDU.

	Unspecified
	Sent when none of the above cause values applies


	Cell Activation Cause
	Meaning

	Application Container Syntax Error
	The Application Container IE is syntactically incorrect.

	Inconsistent Reporting Cell Identifier
	- In case the reporting RAT is E-UTRAN: The Reporting Cell Identifier in the Application Container IE is unknown in the eNB identified by the Destination Cell Identifier IE value of the RIM header of a RAN-INFORMATION-REQUEST PDU or the reporting cell identifier in the Application Container IE does not match with the Source Cell Identifier IE value of the RIM header of a RAN-INFORMATION PDU.

	Unspecified
	Sent when none of the above cause values applies


	Cell State Indication Cause
	Meaning

	Application Container Syntax Error
	The Application Container IE is syntactically incorrect.

	Inconsistent Reporting Cell Identifier
	- In case the reporting RAT is E-UTRAN: The Reporting Cell Identifier in the Application Container IE does not match with the Source Cell Identifier IE value of the RIM header of a RAN-INFORMATION-REQUEST PDU or the reporting cell identifier in the Application Container IE does not match with the Destination Cell Identifier IE value of the RIM header of a RAN-INFORMATION PDU.

	Unspecified
	Sent when none of the above cause values applies


B.1.14
Cell Activation Request

This IE contains request information for inter-RAT Cell Activation.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cells to Activate List
	
	1 .. <maxCellineNB>
	
	One of the cell IDs contained in this list shall be copied in the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container for SON Transfer (TS 48.018 [18]).

	>Cell Identifier 
	M
	
	OCTET STRING
	Contains the E-UTRAN CGI IE as defined in 9.2.1.38.


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


B.1.16
Cell State Indication

This IE contains notification information for inter-RAT Cell Activation and Deactivation
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Notification Cell List
	
	1 .. <maxCellineNB>
	
	One of the cell IDs contained in this list shall be copied in the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container for SON Transfer (TS 48.018 [18]).

	>Cell Identifier 
	M
	
	OCTET STRING
	Contains the E-UTRAN CGI IE as defined in 9.2.1.38.

	>Notify Flag
	M 
	ENUMERATED (Activated, Deactivated, ...)
	
	


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.
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