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1. Overall Description:

RAN2 would like to thank SA5 and SA2 for the LS on MDT positioning. 
RAN2 has agreed that UP positioning for MDT is excluded in Rel-11. RAN2 also agreed that requested location is not applicable to logged MDT in R11, and that there is no separate user consent for the requested location. Regarding SA5’s request for more details (e.g. procedures etc.) on how to retrieve the location information with the GNSS based location and E-Cell ID mechanisms, RAN2 would like to reply as below: 

· The eNB requests the UE to keep GNSS activated for MDT by including a specific information element, i.e. “obtainLocation”, in RRC signalling, and this is valid only if the UE is configured for Immediate MDT (i.e. with “includeLocationInfo”).
· The UE does not need to provide success / failure response when it receives the request.
· How often to acquire GNSS location is left up to UE implementation, but it is desired to have fresh location info with M1 measurements.
· Usage of requested GNSS location and/or usage of E-Cell ID shall be explicitly ordered by OAM. If neither are requested, the best effort location principle of rel-10 applies.  
· It should be possible to configure usage of both GNSS and E-Cell ID simultaneously, in which case E-Cell ID is used as a backup location method to be applied when UE does not provide detailed location information. 
· An additional UE capability bit (radio access capability, specified in TS 36.306) is introduced to indicate whether the UE supports reporting of UE Rx-Tx time difference measurement results, to allow usage of the UE Rx-Tx time difference measurement for E-Cell ID positioning for MDT.
2. Actions:

To SA5 and SA2:

RAN2 would kindly ask SA5 and SA2 to take the above information into account. 
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