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================== Start of Change ==================
8.2.18
Physical Shared Channel Reconfiguration

8.2.18.1
General

This procedure is used to assign HS-DSCH related resources to the Node B.

[TDD - This procedure is also used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

-
Adding new PDSCH Sets and/or PUSCH Sets,

-
Modifying these, and

-
Deleting them.]

This procedure is also used to assign E-DCH related resources to the Node B.

8.2.18.2
Successful Operation


[image: image1.wmf]C

RNC

Node B

PHYSICAL SHARED

 CHANNEL

RECONFIGURATION REQUEST

 PHYSICAL SHARED

 CHANNEL

RECONFIGURATION RESPONSE


Figure 26: Physical Shared Channel Reconfiguration, Successful Operation

The procedure is initiated with a PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception, the Node B shall activate the new configuration at the head boundary of the SFN according to the parameters given in the message.

If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes an SFN IE, the Node B shall activate the new configuration at the head boundary of that specified SFN. If no SFN IE is included Node B shall activate the new configuration immediately.

*Partially omitted
[FDD – Common E-DCH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information IE, then the Node B shall: 

-
If the Common E-DCH UL DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Common E-DCH E-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the E-RGCH 2-Index-Step Threshold IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used. For the case of initial assignment of E-DCH related resources to the NodeB, if E-RGCH 2-Index-Step Threshold IE is not present, the NodeB shall use the default value defined in TS 25.331 [18].

-
If the E-RGCH 3-Index-Step Threshold IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used. For the case of initial assignment of E-DCH related resources to the NodeB, if E-RGCH 3-Index-Step Threshold IE is not present, the NodeB shall use the default value defined in TS 25.331 [18].

-
If the Common E-DCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
-
If the E-DCH Reference Power Offset IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-i PDU and to determine the value of the actual HARQ power offset.

-
If the E-DCH Power Offset for Scheduling Info IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-is PDUs.

-
If the Maximum TB Sizes IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this information for the Node B scheduler in the new configuration.

-
If the Common E-DCH Additional Transmission Back Off IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this information for the related common E-DCH resource allocation operation.

-
If the Common E-DCH HS-DPCCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.
-
If the Common E-DCH CQI Information is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use the information for CQI operation in the new configuration. 
-
If the Common E-DCH Preamble Control Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
-
If the E-AI Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value for configuration of E-AIs on the AICH.

-
If the Common E-DCH AICH Information IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this information for configuration of AICH.

-
If the Common E-DCH F-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration. 

-
If the Initial DL Transmission Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Initial DL Transmission Power on the F-DPCH.

-
If the Maximum DL Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Maximum DL Power on the F-DPCH.
-
If the Minimum DL Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Minimum DL Power on the F-DPCH.

-
If the Common E-DCH E-AGCH Channelisation Code Number IE is included, then the Node B shall use the indicated channelization code for the E-AGCH for the common E-DCH in the new configuration. 

-
If the Common E-DCH Resource Combination Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the E-RGCH Signature Sequence IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall configure the E-RGCH for the combination and use indicated signature sequence. 

-
If the UL Common MAC Flow Specific Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.
-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.

-
If the Bundling Mode Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow, otherwise the Node B shall use the non-bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow.

-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information IE, the Node B shall use this information for the related resource allocation operation.] 

-
If the E-RNTI List Request IE is included, then the Node B shall, if supported, include the E-RNTI List IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
· If the E-RNTI Index IE is included, then the Node B shall, if supported, apply this parameter with the related E-RNTI List IE. If the value is greater than the stored value, Node B shall consider that the E-RNTIs in the E-RNTI List IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message are successfully allocated.
-
If supported, the Node B shall include UE Status Update Confirm Indicator IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message to indicate that the Node B supports of UE status update confirmation procedure for releasing E-RNTI.
*Partially omitted
9.2.2.103
Common E-DCH System Information

The Common E-DCH System Information IE provides information for E-DCH configured for UE in Cell_FACH and Idle state.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Common E-DCH UL DPCH Information
	
	0..1
	
	
	–
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	
	–
	

	>DPC Mode
	O
	
	9.2.2.13C
	If received, this IE shall be ignored. DPC mode 0 shall be applied for Common E-DCH(see ref. TS 25.214 [10]).
	–
	

	Common E-DCH E-DPCH Information
	
	0..1
	
	
	–
	

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	Common E-DCH Information
	
	0..1
	
	
	–
	

	>E-DCH Reference Power Offset
	O
	
	9.2.2.13Y
	
	–
	

	>E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.85
	
	–
	

	>Maximum E-DCH resource allocation for CCCH
	M
	
	ENUMERATED (8, 12, 16, 24, 32, 40, 80, 120,..., 20)
	Interms of TTIs,

Value 120 should  not be used
	–
	

	>Maximum period for collision resolution phase
	M
	
	INTEGER(8..24,...)
	Interms of TTIs
	–
	

	>Maximum TB Sizes
	O
	
	9.2.2.106
	
	–
	

	>Common E-DCH implicit release indicator
	M
	
	BOOLEAN
	TRUE means implicit release is in use. FALSE means implicit release is not in use.
	–
	

	>Common E-DCH Additional Transmission Back Off
	O
	
	INTEGER (0..15,...)
	
	YES
	ignore

	Common E-DCH HS-DPCCH Information
	
	0..1
	
	
	–
	

	>ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	>ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	>NACK Power Offset
	M
	
	9.2.2.23a
	
	–
	

	>Common E-DCH CQI Information
	O
	
	
	
	–
	

	>>CQI Feedback Cycle k
	M
	
	9.2.2.21B
	
	–
	

	>>CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.4Cb
	
	–
	

	>>CQI Power Offset 
	M
	
	9.2.2.4Ca
	
	–
	

	>>Measurement Power Offset
	M
	
	9.2.2.21C
	
	–
	

	Common E-DCH Preamble Control Information
	
	0..1
	
	
	–
	

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Common E-DCH Preamble Signature
	M
	
	Preamble Signatures 9.2.2.31
	
	–
	

	>Scrambling Code Number
	M
	
	9.2.2.42
	
	–
	

	>Preamble Threshold
	M
	
	9.2.2.32
	
	–
	

	>E-AI Indicator
	O
	
	BOOLEAN
	TRUE means E-AIs are in use on the AICH. FALSE means E-AIs are not in use on the AICH.
	–
	

	>Common E-DCH AICH Information
	
	0..1
	
	
	–
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>AICH Transmission Timing
	M
	
	9.2.2.1
	
	–
	

	>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>AICH Power
	M
	
	9.2.2.D
	
	–
	

	>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	Common E-DCH F-DPCH Information
	
	0..1
	
	
	–
	

	>F-DPCH slot format
	M
	
	9.2.2.93
	
	–
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	Initial power on F-DPCH
	YES
	ignore

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on F-DPCH
	YES
	ignore

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on F-DPCH
	YES
	ignore

	Common E-DCH E-AGCH Channelisation Code Number
	O
	
	FDD DL Channelisation Code Number

9.2.2.14
	
	–
	

	Common E-DCH Resource Combination Information
	
	0..<maxnoofCommonEDCHs>
	
	
	–
	

	>Soffset
	M
	
	INTEGER (0..9,...)
	
	–
	

	>F-DPCH DL Code Number

	M
	
	FDD DL Channelisation Code Number
9.2.2.14
	
	–
	

	>UL DPCH Scrambling Code
	M
	
	UL Scrambling Code

9.2.2.59
	
	–
	

	>E-RGCH/E-HICH Channelisation Code
	M
	
	FDD DL Channelisation Code Number

9.2.2.14
	
	–
	

	>E-RGCH Signature Sequence
	O
	
	INTEGER (0..maxnoofSigSeqE-RGHICH - 1)
	
	–
	

	>E-HICH Signature Sequence
	M
	
	INTEGER (0..maxnoofSigSeqE-RGHICH - 1)
	
	–
	

	UL Common MAC Flow

Specific Information
	
	0..<maxnoofCommonMACFlows>
	
	
	–
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID

9.2.2.79
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.49
	
	–
	

	>Bundling Mode Indicator
	O
	
	9.2.2.1Bb
	
	–
	

	>Common E-DCH MAC-d Flow Specific Information
	M
	
	9.2.2.105
	
	–
	

	E-RNTI List Request
	O
	
	NULL
	
	YES
	ignore

	E-RNTI Index
	O
	
	INTEGER (0..maxErntiIndex - 1)
	
	YES
	ignore


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback Cycle k IE is set to a value greater than 0.


	Range bound
	Explanation

	maxnoofCommonMACFlows
	Maximum number of Common MAC Flows

	maxnoofCommonEDCHs
	Maximum number of Common E-DCH Resource Combination for a cell

	maxErntiIndex
	Maximum number of E-RNTI index


9.2.2.104
Common E-DCH System Information Response

The Common E-DCH System Information Response IE provides information for E-DCH configured for UE in Cell_FACH and Idle state that have been established or modified.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UL Common MAC Flow Specific Information Response
	
	1..><maxnoofCommonMACFlows>>
	
	
	–
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID

9.2.2.79
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	
	–
	

	Serving Grant Value
	M
	
	INTEGER (0..37,38)
	(0..37) indicates E-DCH serving grant index as defined in TS 25.321 [32]; Index 38 is not allowed
	–
	

	E-RNTI List
	O
	
	9.2.2.139
	The Node B shall not allocate any E-RNTIs listed in this IE for a UE
	YES
	ignore

	E-RNTI Index
	O
	
	INTEGER (0..maxErntiIndex - 1)
	
	YES
	ignore

	UE Status Update Confirm Indicator
	O
	
	BOOLEAN
	TRUE means that the Node B supports UE Status Update Confirmation Procedure
	YES
	ignore


	Range bound
	Explanation

	maxnoofCommonMACFlows
	Maximum number of Common MAC Flows

	maxErntiIndex
	Maximum number of E-RNTI index


*Partially omitted
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,


maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,


maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDPCHs768,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,


maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,


maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,


maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,


maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,


maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,


maxNrOfE-AGCHs,


maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,


maxNrOfE-RGCHs-E-HICHs,


maxNrofSigSeqRGHI-1,


maxNoOfLogicalChannels,


maxNrOfEAGCHs,


maxNrOfRefBetas,


maxNrOfEAGCHCodes,


maxNrOfHS-DSCH-TBSs,


maxNrOfHS-DSCH-TBSs-HS-SCCHless,

maxNrOfEHICHCodes,

maxNrOfCommonMACFlows,

maxNrOfCommonMACFlows-1,

maxNrOfPagingMACFlow,


maxNrOfPagingMACFlow-1,

maxNrOfcommonMACQueues,


maxNrOfpagingMACQueues,


maxNrOfHS-DSCHTBSsE-PCH,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxHSDPAFrequency,


maxHSDPAFrequency-1,


maxGANSSSatAlmanac,


maxGANSSClockMod,


maxNrOfEDCHRLs,


maxCellinNodeB,


maxERNTItoRelease,


maxNrOfCommonEDCH,


maxFrequencyinCell-1,

maxNrOfCommonMACFlowsLCR,

maxNrOfCommonMACFlowsLCR-1,

maxNrOfHSSCCHsLCR,


maxNrOfEDCHMACdFlowsLCR,


maxNrOfEDCHMACdFlowsLCR-1,


maxNrOfEAGCHsLCR,


maxNrOfEHICHsLCR,


maxnrofERUCCHsLCR,


maxNrOfHSPDSCHs,


maxFrequencyinCell,


maxNrOfHSDSCH-1,


maxNrOfHSDSCH,


maxGANSS-1,


maxNoOfTBSs-Mapping-HS-DSCH-SPS,


maxNoOfTBSs-Mapping-HS-DSCH-SPS-1,


maxNoOfHS-DSCH-TBSsLCR,

maxNoOfRepetition-Period-LCR,


maxNoOfRepetitionPeriod-SPS-LCR-1,


maxNoOf-HS-SICH-SPS,


maxNoOf-HS-SICH-SPS-1,


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH, 


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH-Ext,


maxMBMSServiceSelect,

maxNrOfCellPortionsPerCellLCR,


maxNrOfCellPortionsPerCellLCR-1,

maxNrOfEDCH-1,


maxNoOfCommonH-RNTI,


maxNrOfCommonMACFlowsLCRExt,


maxofERNTI,


maxNrOfDCHMeasurementOccasionPatternSequence,

maxNrOfULCarriersLCR-1,

maxNrOfCommonHRNTI,


maxFreqBandsTDD,

maxErntiIndex-1,

id-BroadcastCommonTransportBearerIndication,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,

id-TUTRANGPSMeasurementThresholdInformation,


id-TypeOfError,

id-transportlayeraddress,


id-bindingID,

*Partially omitted

id-SNPL-Carrier-Group-Indicator,


id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext,


id-Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory,


id-Common-HSDSCH-RNTI-List,


id-CommonEDCH-AdditionalTransmissionBackOff,


id-Puncturing-Handling-in-First-Rate-Matching-Stage,


id-UE-Status-Update-Confirm-Indicator,


id-AOA-per-CELL-Portion-LCR,


id-Affected-HSDSCH-Serving-Cell-List,


id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order,


id-UE-RF-Band-CapabilityLCR,


id-E-RNTI-Index
FROM NBAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


NBAP-PROTOCOL-IES,


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

*Partially omitted
Common-EDCH-System-InformationFDD ::= SEQUENCE {


common-E-DCH-UL-DPCH-Information



Common-E-DCH-UL-DPCH-InfoItem







OPTIONAL,


common-E-DCH-EDPCH-Information




Common-E-DCH-EDPCH-InfoItem








OPTIONAL,


common-E-DCH-Information





Common-E-DCH-InfoItem









OPTIONAL,


common-E-DCH-HSDPCCH-Information



Common-E-DCH-HSDPCCH-InfoItem






OPTIONAL,


common-E-DCH-Preamble-Control-Information

Common-E-DCH-Preamble-Control-InfoItem





OPTIONAL,


common-E-DCH-FDPCH-Information




Common-E-DCH-FDPCH-InfoItem








OPTIONAL,


common-E-DCH-E-AGCH-ChannelisationCodeNumber
FDD-DL-ChannelisationCodeNumber







OPTIONAL,


common-E-DCH-Resource-Combination-Information
Common-E-DCH-Resource-Combination-InfoList




OPTIONAL,


ul-common-E-DCH-MACflow-Specific-Information
Ul-common-E-DCH-MACflow-Specific-InfoList




OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Common-EDCH-System-InformationFDD-ExtIEs } }

OPTIONAL,


...

}

Common-EDCH-System-InformationFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-RNTI-List-Request 
CRITICALITY ignore
 EXTENSION NULL 
PRESENCE optional}|

{ ID id-E-RNTI-Index


CRITICALITY ignore
EXTENSION E-RNTI-Index

PRESENCE optional},
 optional},
...

}

Common-E-DCH-UL-DPCH-InfoItem ::= SEQUENCE {


uL-SIR-Target





UL-SIR,


dPC-Mode






DPC-Mode




OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Common-E-DCH-UL-DPCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

*Partially omitted
Common-EDCH-System-Information-ResponseFDD

 ::= SEQUENCE {


ul-common-E-DCH-MACflow-Specific-InfoResponse


Ul-common-E-DCH-MACflow-Specific-InfoResponseList,


serving-Grant-Value









E-Serving-Grant-Value,


iE-Extensions










ProtocolExtensionContainer { { Common-EDCH-System-Information-ResponseFDD-ExtIEs} }




OPTIONAL,


...

}

Common-EDCH-System-Information-ResponseFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-RNTI-List







CRITICALITY ignore
EXTENSION E-RNTI-List

PRESENCE optional}|
{ ID id-E-RNTI-Index






CRITICALITY ignore
EXTENSION E-RNTI-Index

PRESENCE optional}|
{ ID id-UE-Status-Update-Confirm-Indicator

CRITICALITY ignore
EXTENSION BOOLEAN


PRESENCE optional},

...

}
E-RNTI-List 

::= SEQUENCE (SIZE (1..maxofERNTI)) OF E-RNTI
*Partially omitted
E-RGCH-E-HICH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfE-RGCHs-E-HICHs)) OF FDD-DL-ChannelisationCodeNumber

E-RGCH-Release-Indicator ::= ENUMERATED {e-RGCHreleased}

E-RGCH-Signature-Sequence ::= INTEGER (0..maxNrofSigSeqRGHI-1)

E-RNTI ::= INTEGER (0..65535)
E-RNTI-Index ::= INTEGER (0..maxErntiIndex-1)

E-TFCI ::= INTEGER (0..127)

E-TFCI-BetaEC-Boost ::= INTEGER (0..127,...)
*Partially omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

id-cellReconfiguration 








ProcedureCode ::= 4

id-cellSetup 










ProcedureCode ::= 5

*Partially omitted
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCodes



INTEGER ::= 10

maxNrOfDLTSs



INTEGER ::= 15

maxNrOfDLTSLCRs



INTEGER ::= 6

maxNrOfErrors



INTEGER ::= 256

maxNrOfTFs




INTEGER ::= 32

*Partially omitted
maxNoOfTBSs-Mapping-HS-DSCH-SPS




INTEGER ::= 4

maxNoOfTBSs-Mapping-HS-DSCH-SPS-1



INTEGER ::= 3

maxNoOfHS-DSCH-TBSsLCR






INTEGER ::= 64
maxNoOfRepetition-Period-LCR




INTEGER ::= 4

maxNoOfRepetitionPeriod-SPS-LCR-1



INTEGER ::= 3

maxNoOf-HS-SICH-SPS







INTEGER ::= 4

maxNoOf-HS-SICH-SPS-1






INTEGER ::= 3

maxNoOfNon-HS-SCCH-Assosiated-HS-SICH


INTEGER ::= 4

maxNoOfNon-HS-SCCH-Assosiated-HS-SICH-Ext

INTEGER ::= 44
maxMBMSServiceSelect






INTEGER ::= 256
maxNrOfCellPortionsPerCellLCR




INTEGER ::= 256

maxNrOfCellPortionsPerCellLCR-1




INTEGER ::= 255

maxNrOfEDCH-1








INTEGER ::= 32
maxNoOfCommonH-RNTI







INTEGER ::= 256
maxNrOfCommonMACFlowsLCRExt





INTEGER ::= 248

-- maxNrOfCommonMACFlowsLCR-maxNrOfCommonMACFlows
maxofERNTI









INTEGER ::= 256

maxNrOfDCHMeasurementOccasionPatternSequence
INTEGER ::= 6

maxNrOfULCarriersLCR-1






INTEGER ::= 5

maxFreqBandsTDD








INTEGER ::= 16
maxErntiIndex-1








INTEGER ::= 15

-- **************************************************************

--

-- IEs

--

-- **************************************************************

*Partially omitted
id-Common-HSDSCH-RNTI-List










ProtocolIE-ID ::= 1199

id-CommonEDCH-AdditionalTransmissionBackOff






ProtocolIE-ID ::= 1200

id-In-Sync-Information-LCR










ProtocolIE-ID ::= 1201

id-Puncturing-Handling-in-First-Rate-Matching-Stage




ProtocolIE-ID ::= 1202

id-ERNTI-Release-Status











ProtocolIE-ID ::= 1203

id-UE-Status-Update-Confirm-Indicator







ProtocolIE-ID ::= 1204

id-Max-RTWP-perCellPortion-InformationList-LCR-PSCH-ReconfRqst

ProtocolIE-ID ::= 1205

id-AOA-per-CELL-Portion-LCR










ProtocolIE-ID ::= 1206

id-UL-CLTD-Information











ProtocolIE-ID ::= 1208

id-UL-CLTD-Information-Reconf









ProtocolIE-ID ::= 1209

id-UL-CLTD-State-Update-Information








ProtocolIE-ID ::= 1211

id-Affected-HSDSCH-Serving-Cell-List







ProtocolIE-ID ::= 1212
id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order




ProtocolIE-ID ::= 1213

id-CPC-RecoveryReport











ProtocolIE-ID ::= 1214

id-FTPICH-Information











ProtocolIE-ID ::= 1215

id-FTPICH-Information-Reconf









ProtocolIE-ID ::= 1216

id-UE-RF-Band-CapabilityLCR










ProtocolIE-ID ::= 1217
id-E-RNTI-Index













ProtocolIE-ID ::= xxxx
END

*Partially omitted
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