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	Tdoc
	Title
	Comments

	1.  Opening of the meeting

	Monday - 9AM

	

	2.  Approval of the Agenda

	

	3.  Approval of the minutes from previous meetings

	

	4.  Reminder of IPR declaration

	

	5.  Incoming LSs

	

	6.  Documents for immediate consideration

	

	7.  Organizational topics

	

	8.  General, protocol principles and issue

	

	9.  Corrections to Rel-10 or earlier releases

	9.1.  3G

	9.2. LTE

	

	10.  Further SON enhancements WI
WID: RP-120314 (target: RAN#57) 
Open issues listed in exception sheet in RP-121199.

	10.1.  Inter-RAT failure issues 
Note endorsed way forward in R3-122382.

	10.1.1 Notification of “too early 3G -> LTE HO” failure events back to 3G 

Finalize CRs to implement the agreements in way forward in R3-122382. I recommend that companies supporting this functionality discuss offline and provide a single set of CRs

	10.1.2 Mobility parameter exchange (for automatic inter-RAT parameter adjustements)

Decide on whether to include the functionality in R11 after reviewing the actual CRs. I recommend that companies supporting this functionality discuss offline and provide a single set of CRs accompanied by a discussion paper summarizing merits of the feature and how it works

	10.2.  Connection failures in HetNet deployments
Note agreed stage-2 in R3-122005 and in principle agreed stage-3 CRs in R3-121952. Anything need to be added to the CRs ?

	10.3.  Others
We will use this AI to discuss the stage-2 update on SON, with starting point the outcome of email discussion #01

	

	11.  HSPA topics

	11.1.  SRVCC from UTRAN/GERAN to E-UTRAN/HSPA WI
WID: RP-111334 (target: RAN#57) 
Note agreed in principle CR in R3-122370 for 25.413.

	11.2.  HSDPA multipoint transmission WI (RAN2) 

Finalize CR package. Starting point: the outcome of email discussion #02

	11.3.  Further enhancements to CELL_FACH (RAN2) 

Open issues listed in exception sheet in RP-121171

	11.4.  UL MIMO & 64QAM (RAN1) 

Finalize CR. Starting point: the outcome of email discussion #03

	11.5.  Others 

	

	12.  H(e)NB Mobility enhancements 

	12.1.  Further H(e)NB mobility enhancements WI – part I
WID: RP-121427  (target: RAN#58);

Open issues listed in exception sheet in RP-121190

	12.1.1 [3G] Enhanced Iur-based mobility between Macro and open/hybrid HNB 

Finalize CR package. Starting point: CRs discussed in the last meeting in R3-122360 (25.467) and R3-122135 (25.413) 

	12.1.2 [3G] Soft-handover support between Macro and open/hybrid HNB
Note the agreed way forward from last meeting to decouple open and hybrid support discussions. For the hybrid case besides a single CR package, I recommend that supporting companies submit a contribution summarizing motivations for the feature and how it should work

	12.1.2.1  Open case

	12.1.2.2  Hybrid

	12.1.3 [LTE] Enhanced X2-based mobility between Macro and open/hybrid HeNB
Note agreement to use the path-switch approach for MV. CR package to be finalized at next meeting, with baseline in R3-122383 (stage-3/NSN) and R3-122305 (stage-2/E///). 

	12.2.  Further H(e)NB mobility enhancements WI – part II

WID: RP-121147 (target: RAN#58);

Open issues listed in exception sheet in RP-121191

	12.2.1 [3G] Legacy UE mobility

Starting point: solutions discussed in TR 37.803. Note also agreed way forward in R3-121464

	12.2.2 [LTE] X2GW support
Starting point: agreed way forwards at the conclusion of SI R3-121414 and at RAN3#77bis R3-122368

	12.2.2.1  Define the connectivity requirements in case of X2GW deployment

	12.2.2.2  Discovery @ HeNB (on how the HeNB learns the IP address of the X2-GW, and the IP address of the peer node)

Note the agreement that the HeNB will be configured with the IP@ of the X2 GW when connected to an X2-GW

	12.2.2.3  Discovery @ eNB (on how the eNB learns the IP address of the X2-GW, and the IP address of the peer node)

	12.2.2.4  X2 setup
Note the working assumption to eliminate the SCTP concentrator option. For next meeting we should contine to analyse the pros and cons on the options for the routing of the X2 Setup and select one

	12.2.2.5  Handling HeNBs switch on/off

	12.2.2.6  X2AP message routing

	12.2.2.7  Others

	

	13.  MDT enhancements WI (RAN2-led)

Open issues listed in exception sheet in RP-121203.

	13.1.  MDT measurements support
Note agreed in principle CRs in R3-122363 (S1AP), R3-122364 (X2AP) and R3-122215 (RNSAP). For next meeting we need to finalize RANAP CR on the support of the new MDT measurements: starting point R3-122365 (discussed at RAN#77bis)

	13.2.  Multi-PLMN support

Note endorsed way forward in R3-122379. For next meeting we need to finalize CR package. Baseline in R3-122406 (37.320) R3-122407 (S1AP), R3-122408 (X2AP), R3-122409 (RANAP) and R3-122410 (RNSAP)  

	13.3.  Others

	

	14.  Network-based positioning WI (RAN2-led)

	14.1.  Stage-2 
Finalize CR package on SRS Update during handover. Starting point: the outcome of email discussion #04

	14.2.  Stage-3 

	14.2.1.  SLm General Aspects and Principles

	14.2.2.  SLm Layer 1

	14.2.3.  SLm Signalling Transport

	14.2.4.  SLm AP

Finalize CR. Starting point: the outcome of email discussion #05

	14.2.5.  LPPa

Finalize CR. Starting point: the outcome of email discussion #06

	14.2.6.  Others

	14.3.  Others 

	

	15.  Closed R11 WIs
Corrections for closed R11 WIs 

	

	16.  TEI-11

	16.1. 3G

	16.2. LTE

	16.3. Inter-RAT roaming restrictions
Note agreement to rule out the SPID and SNA solution. Starting point for the discussion: the outcome of email discussion #07

	16.4. Editorial and minor corrections/rapporteur review

	

	17.  LTE-HRPD Inter RAT SON SI 

WID: RP-120380 (target: RAN#58) 

	17.1.  Inter-RAT load reporting

Starting point: outcome of email discussion #8 

	17.2.  Inter-RAT MRO (“too late” LTE->HRPD HO)

Starting point: outcome of email discussion #9 

	

	18.  Other WI/SIs with impact on RAN3

	

	19.  Any other business

	

	20.  Closing of the meeting

	Friday – 5PM 
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