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8.3.21
Radio Link Parameter Update

8.3.21.1
General

The Radio Link Parameter Update procedure is executed by the DRNS to update parameters related to HS-DSCH [FDD - or E-DCH or UL CLTD] on a radio link for a UE-UTRAN connection or to update phase reference on a list of the radio links.
This procedure shall use the signalling bearer connection for the relevant UE context.
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.21.2
Successful Operation
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Figure 26E: Radio Link Parameter Update Indication, Successful Operation

The Radio Link Parameter Update procedure is initiated by the DRNS by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the SRNC. 
HS-DSCH related Parameter(s) Updating:

If RADIO LINK PARAMETER UPDATE INDICATION message is used to update the parameters related to HS-DSCH, it contains suggested value(s) of the HS-DSCH related parameter(s) that should be reconfigured on the radio link.

If the DRNS needs to update HS-DSCH related parameters, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including [FDD – HS-DSCH FDD Update Information IE] [TDD – HS-DSCH TDD Update Information IE].

If the DRNS needs to allocate new HS-SCCH Codes, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-SCCH Code Change Indicator IE.
[FDD – If the DRNS needs to allocate new HS-PDSCH Codes, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-PDSCH Code Change Indicator IE.]
[FDD – If the DRNS needs to update the CQI Feedback Cycle k, CQI Repetition Factor, ACK-NACK Repetition Factor, CQI Power Offset, ACK Power Offset and/or NACK Power Offset, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CQI Feedback Cycle k IE, CQI Repetition Factor IE, ACK-NACK Repetition Factor IE, CQI Power Offset IE, ACK Power Offset IE and/or NACK Power Offset IE.]

[TDD – If the DRNS needs to update the TDD ACK-NACK Power Offset the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including TDD ACK-NACK Power Offset IE.]

[FDD – Secondary Serving HS-DSCH related Parameter(s) Updating:]

[FDD – If RADIO LINK PARAMETER UPDATE INDICATION message is used to update the parameters related to secondary serving HS-DSCH, it contains suggested value(s) of the secondary serving HS-DSCH related parameter(s) that should be reconfigured on the radio link.]

[FDD – If the DRNS needs to update secondary serving HS-DSCH related parameters, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message and include the Additional HS Cell Information RL Param Upd IE.]

-
[FDD – If the DRNS needs to allocate new secondary serving HS-SCCH Codes, the DRNS shall include the HS-SCCH Code Change Indicator IE in the HS-DSCH FDD Secondary Serving Update Information IE.]

 [FDD – Phase Reference Handling:]

[FDD – If DRNS needs to update phase reference for the channel estimation for one or several Radio Links, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Phase Reference Update Information IE for the concerned RL(s).]

[FDD – E-DCH:]

[FDD – If DRNS needs to update E-DCH related parameters, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including E-DCH FDD Update Information IE.]

[FDD – If the DRNS needs to update the HARQ process allocation for non-scheduled transmission and/or HARQ process allocation for scheduled Transmission, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE for the concerned MAC-d Flows and/or HARQ Process Allocation For 2ms Scheduled Transmission Grant IE.]

[FDD – If the DRNS needs to allocate new E-AGCH Channelisation Code, new E-RGCH/E-HICH Channelisation Code, new E-RGCH Signature Sequence and/or new E-HICH Signature Sequence, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including E-DCH DL Control Channel Change Information IE.] 

[FDD – If the DRNS needs to update Additional E-DCH related parameters, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional E-DCH Cell Information RL Param Upd IE.]

-
[FDD – If the DRNS needs to update the HARQ process allocation for scheduled Transmission, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the HARQ Process Allocation For 2ms Scheduled Transmission Grant .]
-
[FDD – If the DRNS needs to allocate new E-AGCH Channelisation Code, new E-RGCH/E-HICH Channelisation Code, new E-RGCH Signature Sequence and/or new E-HICH Signature Sequence, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional E-DCH DL Control Channel Change Information IE.]
[FDD – UL CLTD:]

[FDD - If the DRNS needs to update the local activation state of UL CLTD of the UE in UL CLTD operation, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION including the UL CLTD State Update Information IE.]
[FDD – CPC Recovery:]

[FDD – If the DRNS needs to indicate that the CPC Recovery has been initiated, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CPC Recovery Report IE.]

[FDD – MAC Failure:]

[FDD – If the DRNS needs to indicate that the MAC failure, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including MAC Failure Indicationt IE.]

8.3.21.3
Abnormal Conditions
-

------------------------------------------

Skip to next change

-------------------------------------------

9.1.58
RADIO LINK PARAMETER UPDATE INDICATION 

9.1.58.1
FDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	HS-DSCH FDD Update Information
	O
	
	9.2.2.19c
	
	YES
	ignore

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL Id
	M
	
	9.2.1.49
	
	–
	

	>Phase Reference Update Indicator
	O
	
	9.2.2.27B
	
	–
	

	E-DCH FDD Update Information
	O
	
	9.2.2.19e
	
	YES
	ignore

	Additional HS Cell Information RL Param Upd
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 7 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>HS-DSCH FDD Secondary Serving Update Information
	O
	
	9.2.2.19ca
	
	–
	

	Additional E-DCH Cell Information RL Param Upd
	
	0..<maxnoofEDCH-1>
	
	For E-DCH on multiple frequencies in this DRNS.

E-DCH on Secondary uplink frequency – max 1 in this 3GPP release.
	EACH
	ignore

	>Additional E-DCH FDD Update Information
	M
	
	9.2.2.122
	
	–
	

	CPC Recovery Report
	O
	
	ENUMERATED(Initiated, …)
	
	YES
	ignore

	UL CLTD State Update Information 
	O
	
	9.2.2.134
	
	YES
	ignore

	MAC Failure Indication
	O
	
	ENUMERATED(failure, …)
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


Active-MBMS-Bearer-Service-ListFDD,

Active-MBMS-Bearer-Service-ListFDD-PFL,


Active-MBMS-Bearer-Service-ListTDD,


Active-MBMS-Bearer-Service-ListTDD-PFL,
>>Unchanged text omitted

MAC-Failure-Indication,

MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,


MaxNrDLPhysicalchannelsTS,

MaxNrDLPhysicalchannels768,


MaxNrDLPhysicalchannelsTS768,


MaxNrOfUL-DPCHs,


MaxNrTimeslots,

MaxNrULPhysicalchannels,


MACes-Guaranteed-Bitrate,


MaxNr-Retransmissions-EDCH,


Max-Set-E-DPDCHs,


Max-UE-DTX-Cycle,

>>Unchanged text omitted

id-ListOfInterfacesToTrace,

id-MAC-Failure-Indication,

id-MaxAdjustmentStep,


id-Max-UE-DTX-Cycle,

id-MBMS-Bearer-Service-List,

id-MBMS-Bearer-Service-List-InfEx-Rsp,


id-MBMS-Bearer-Service-in-MBMS-Cell-InfEx-Rqst,


id-MBMS-Bearer-Service-in-MBMS-Cell-InfEx-Rsp,


id-MBMS-Bearer-Service-in-MBMS-Cell-InfEx-Rprt,

>>Unchanged text omitted
RadioLinkParameterUpdateIndicationFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-FDD-Update-Information



CRITICALITY ignore
EXTENSION E-DCH-FDD-Update-Information

PRESENCE optional}|


{ ID id-Additional-HS-Cell-Information-RL-Param-Upd
CRITICALITY ignore
EXTENSION Additional-HS-Cell-Information-RL-Param-Upd
PRESENCE optional}|


{ ID id-Additional-EDCH-Cell-Information-RL-Param-Upd
CRITICALITY ignore
EXTENSION Additional-EDCH-Cell-Information-RL-Param-Upd
PRESENCE optional}|


{ ID id-CPC-RecoveryReport






CRITICALITY ignore
EXTENSION CPC-RecoveryReport



PRESENCE optional}|


{ ID id-UL-CLTD-State-Update-Information


CRITICALITY ignore
EXTENSION UL-CLTD-State-Update-Information

PRESENCE optional}|

{ ID id-MAC-Failure-Indication


            CRITICALITY ignore
EXTENSION MAC-Failure-Indication

PRESENCE optional},

...

}

>>Unchanged text omitted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxNrOfFACHs,


maxIBSEG,


maxCellsMeas,


maxNoOfDSCHs,


maxNoOfUSCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,


maxNrOfDLTsLCR,


maxNrOfDPCHs,


maxNrOfDPCHs768,


maxNrOfDPCHsLCR,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,

>>Unchanged text omitted
-- M
MAC-Failure-Indication

::=
ENUMERATED { failure,










... }

M1Report
::= CHOICE {


periodic


MDT-Report-Parameters,


event1F



Event1F-Parameters,


...

}

M2Report
::= CHOICE {


periodic


MDT-Report-Parameters,


event1I



Event1I-Parameters,


...

}

MDT-Activation

::=
ENUMERATED { mdt-only,










 mdt-and-trace,










... }

>>Unchanged text omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

>>Unchanged text omitted
id-GsmCellList-CM-Rqst













ProtocolIE-ID ::= 2061

id-GsmCellList-CM-Rsp













ProtocolIE-ID ::= 2062

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064
id-MAC-Failure-Indication












ProtocolIE-ID ::= XXXX

END
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