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8.3.21
Radio Link Parameter Update

8.3.21.1
General

The Radio Link Parameter Update procedure is executed by the DRNS to update parameters related to HS-DSCH on a radio link for a UE-UTRAN connection or to update phase reference on a list of the radio links.
This procedure shall use the signalling bearer connection for the relevant UE context.
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.21.2
Successful Operation
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Figure 26E: Radio Link Parameter Update Indication, Successful Operation

The Radio Link Parameter Update procedure is initiated by the DRNS by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the SRNC. 
------------------------------------------
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 [FDD – CPC Recovery:]

[FDD – If the DRNS needs to indicate that the CPC Recovery has been initiated, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CPC Recovery Report IE.]

[HFN de-synchronization Failure:]

If the DRNS needs to indicate HFN de-synchronization, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HFN de-synchronization Indication IE.

------------------------------------------
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9.1.58
RADIO LINK PARAMETER UPDATE INDICATION 

9.1.58.1
FDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	HS-DSCH FDD Update Information
	O
	
	9.2.2.19c
	
	YES
	ignore

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL Id
	M
	
	9.2.1.49
	
	–
	

	>Phase Reference Update Indicator
	O
	
	9.2.2.27B
	
	–
	

	E-DCH FDD Update Information
	O
	
	9.2.2.19e
	
	YES
	ignore

	Additional HS Cell Information RL Param Upd
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 7 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>HS-DSCH FDD Secondary Serving Update Information
	O
	
	9.2.2.19ca
	
	–
	

	Additional E-DCH Cell Information RL Param Upd
	
	0..<maxnoofEDCH-1>
	
	For E-DCH on multiple frequencies in this DRNS.

E-DCH on Secondary uplink frequency – max 1 in this 3GPP release.
	EACH
	ignore

	>Additional E-DCH FDD Update Information
	M
	
	9.2.2.122
	
	–
	

	CPC Recovery Report
	O
	
	ENUMERATED(Initiated, …)
	
	YES
	ignore

	HFN de-synchronization Indication
	
	0..<maxNrOfMACdFlows>
	
	
	
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	YES
	ignore

	>HFN de-sync Indication
	M
	
	ENUMERATED(failure, …)
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE

	maxNrOfMACdFlows
	Maximum number of HS-DSCH MAC-d flows.


9.1.58.2
TDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	HS-DSCH TDD Update Information
	O
	
	9.2.3.3ac
	
	YES
	ignore

	HFN de-synchronization Indication
	
	0..<maxNrOfMACdFlows>
	
	
	
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	YES
	ignore

	>HFN de-sync Indication
	M
	
	ENUMERATED(failure, …)
	
	YES
	ignore


	Range bound
	Explanation

	maxNrOfMACdFlows
	Maximum number of HS-DSCH MAC-d flows.


------------------------------------------
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9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


Active-MBMS-Bearer-Service-ListFDD,

Active-MBMS-Bearer-Service-ListFDD-PFL,


Active-MBMS-Bearer-Service-ListTDD,


Active-MBMS-Bearer-Service-ListTDD-PFL,
>>Unchanged text omitted

HFN-de-synchronization-Indication,

MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,


MaxNrDLPhysicalchannelsTS,

MaxNrDLPhysicalchannels768,

>>Unchanged text omitted

id-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD,

id-HSSICH-Info-DM-Rprt,


id-HSSICH-Info-DM-Rqst,


id-HSSICH-Info-DM,

id-HFN-de-synchronization-Indication,

id-IMSI,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,

>>Unchanged text omitted
-- **************************************************************

--

-- RADIO LINK PARAMETER UPDATE INDICATION FDD

--

-- **************************************************************

RadioLinkParameterUpdateIndicationFDD ::= SEQUENCE {

protocolIEs



ProtocolIE-Container
{{RadioLinkParameterUpdateIndicationFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkParameterUpdateIndicationFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkParameterUpdateIndicationFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-HSDSCH-FDD-Update-Information





CRITICALITY ignore
TYPE
HSDSCH-FDD-Update-Information


PRESENCE
optional}|

{ ID
id-RL-ParameterUpdateIndicationFDD-RL-InformationList
CRITICALITY ignore
TYPE
RL-ParameterUpdateIndicationFDD-RL-InformationList

PRESENCE optional
},

...

}

RL-ParameterUpdateIndicationFDD-RL-InformationList ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { { RL-ParameterUpdateIndicationFDD-RL-InformationList-IEs} }

RL-ParameterUpdateIndicationFDD-RL-InformationList-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-ParameterUpdateIndicationFDD-RL-Information-Item

CRITICALITY ignore
TYPE RL-ParameterUpdateIndicationFDD-RL-Information-Item

PRESENCE mandatory
}

}

RL-ParameterUpdateIndicationFDD-RL-Information-Item::= SEQUENCE {


rL-ID







RL-ID,


phase-Reference-Update-Indicator
Phase-Reference-Update-Indicator
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { RL-ParameterUpdateIndicationFDD-RL-Information-ExtIEs} } OPTIONAL,


...

}

RL-ParameterUpdateIndicationFDD-RL-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkParameterUpdateIndicationFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-FDD-Update-Information



CRITICALITY ignore
EXTENSION E-DCH-FDD-Update-Information

PRESENCE optional}|


{ ID id-Additional-HS-Cell-Information-RL-Param-Upd
CRITICALITY ignore
EXTENSION Additional-HS-Cell-Information-RL-Param-Upd
PRESENCE optional}|


{ ID id-Additional-EDCH-Cell-Information-RL-Param-Upd
CRITICALITY ignore
EXTENSION Additional-EDCH-Cell-Information-RL-Param-Upd
PRESENCE optional}|


{ ID id-CPC-RecoveryReport






CRITICALITY ignore
EXTENSION CPC-RecoveryReport



PRESENCE optional}|

{ ID id-HFN-de-synchronization-Indication


CRITICALITY ignore
EXTENSION HFN-de-synchronization-Indication
PRESENCE optional},

...

}

>>Unchanged text omitted
-- **************************************************************

--

-- RADIO LINK PARAMETER UPDATE INDICATION TDD

--

-- **************************************************************

RadioLinkParameterUpdateIndicationTDD ::= SEQUENCE {

protocolIEs



ProtocolIE-Container
{{RadioLinkParameterUpdateIndicationTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkParameterUpdateIndicationTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkParameterUpdateIndicationTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-HSDSCH-TDD-Update-Information

CRITICALITY

ignore

TYPE
HSDSCH-TDD-Update-Information


PRESENCE
optional},

...

}

RadioLinkParameterUpdateIndicationTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HFN-de-synchronization-Indication


CRITICALITY ignore
EXTENSION HFN-de-synchronization-Indication
PRESENCE optional},

...

}
>>Unchanged text omitted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
>>Unchanged text omitted
-- H

HFN-de-sync-Indication

::=
ENUMERATED { failure,










... }
HFN-de-synchronization-Indication
::= SEQUENCE (SIZE (1..maxNrOfPrioQueues)) OF HFN-de-synchronization-Indication-Item
HFN-de-synchronization-Indication-Item ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


hFN-de-sync-Indication



HFN-de-sync-Indication,


iE-Extensions





ProtocolExtensionContainer { { HFN-de-synchronization-Indication-Item-ExtIEs } }


OPTIONAL,


...

}

HFN-de-synchronization-Indication-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
>>Unchanged text omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

>>Unchanged text omitted
id-Extension-TerminationMeasurementList









ProtocolIE-ID ::= 2059

id-GsmCellList-CM-Rprt













ProtocolIE-ID ::= 2060

id-GsmCellList-CM-Rqst













ProtocolIE-ID ::= 2061

id-GsmCellList-CM-Rsp













ProtocolIE-ID ::= 2062

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064
id-HFN-de-synchronization-Indication









ProtocolIE-ID ::= XXXX
END
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1085914601.doc


SRNC







DRNC







RADio Link  Parameter update INDICATION








































