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	Reason for change:
(

	The Handover Restriction List IE was redefined at last RAN3#81 as roaming restriction + access restrictions. However the roaming restrictions part is not clear because it could be understood that the list of provided PLMNs is in restriction.


	
	

	Summary of change:
(

	The text of the Handover Restriction List IE has been corrected with the clarification that the PLMNs in restrictions are not the one listed, but the ones NOT included in the list.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional point of view.

The impact can be considered isolated since it only affects the Handover Preparation procedure. 
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9.2.1.22
Handover Restriction List
This IE defines roaming or access restrictions for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, e.g., handover and CCO. If the eNB receives the Handover Restriction List, it shall overwrite previously received restriction information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Serving PLMN
	M
	
	9.2.3.8
	

	Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	
This list corresponds to the list of “equivalent PLMNs” as defined in TS 24.301 [24].

This list is part of the roaming restriction information i.e. the PLMNs not included in this list are not allowed. The serving PLMN shall not be included in the list.

	>PLMN Identity
	M
	
	9.2.3.8
	

	Forbidden TAs
	
	0..<maxnoofEPLMNsPlusOne>
	
	Intra LTE roaming restrictions.

	>PLMN Identity
	M
	
	9.2.3.8
	The PLMN of forbidden TACs.

	>Forbidden TACs
	
	1..<maxnoofForbTACs>
	
	

	>>TAC
	M
	
	9.2.3.7

	The TAC of the forbidden TAI.

	Forbidden LAs
	
	0..<maxnoofEPLMNsPlusOne>
	
	Inter-3GPP RAT roaming restrictions.

	>PLMN Identity
	M
	
	9.2.3.8
	

	>Forbidden LACs
	
	1..<maxnoofForbLACs>
	
	

	>>LAC
	M
	
	OCTET STRING(2)
	

	Forbidden inter RATs
	O
	
	ENUMERATED(ALL, GERAN, UTRAN, CDMA2000, …,

GERAN and UTRAN, CDMA2000 and UTRAN)
	Inter-3GPP and 3GPP2 RAT access restrictions.


	Range bound
	Explanation

	maxnoofEPLMNs
	Maximum no. of equivalent PLMN Ids. Value is 15.

	maxnoofEPLMNsPlusOne
	Maximum no. of equivalent PLMN Ids plus one. Value is 16.

	maxnoofForbTACs
	Maximum no. of forbidden Tracking Area Codes. Value is 4096.

	maxnoofForbLACs
	Maximum no. of forbidden Location Area Codes. Value is 4096.
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