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5.3.2
Detailed specification of the radio interface

The standards contained in this section are derived from the global core specifications for IMT-2000 contained at 
http://ties.itu.int/u/itu-r/ede/rsg5/IMT-2000/GCS/GCSrev11. Only the specifications listed below are relevant to this Recommendation.
The following notes apply to the sections below, where indicated: 

1)
The relevant SDOs should make their reference material available from their Web site. 

2)
This information was supplied by the recognized external organizations and relates to their own deliverables of the transposed global core specification.
======================================================================

BEGINNING OF CHANGES

======================================================================

5.3.2.8.18

TS 36.455
Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol A (LPPa)
This document specifies the control plane radio network layer signalling procedures between eNodeB and E-SMLC. LPPa supports the concerned functions by signalling procedures defined in this document.
SDO (2)
Document No.
Version
Status
Issued date
Location (1)
Release 9
ARIB
ARIB STD-T63-36.455
9.4.0
Approved
Dec 11
http://www.arib.or.jp/IMT-2000/ARIB-STD/ITU-R_Rev11/Rel9/A36455-940.pdf
CCSA
CCSA-TSD-TDD-36.455
9.4.1
Published
Jun 12
http://www.ccsa.org.cn/english/tc/files.php?docpath=/ITU-R/M.1457/M.1457-11/TDD/
ETSI
ETSI TS 136 455
9.4.1
Published
May 11
http://www.etsi.org/deliver/etsi_ts/136400_136499/136455/09.04.01_60/
Release 10
ATIS
ATIS.3GPP.36.455V1020-2012
10.2.0
Approved
Jul 12
https://www.atis.org/docstore/default.aspx
CCSA
CCSA-TSD-TDD-36.455
10.2.0
Published
Jun 12
http://www.ccsa.org.cn/english/tc/files.php?docpath=/ITU-R/M.1457/M.1457-11/TDD/
ETSI
ETSI TS 136 455
10.2.0
Published
Oct 11
http://www.etsi.org/deliver/etsi_ts/136400_136499/136455/10.02.00_60/ 

Release 11
ARIB

ATIS

CCSA

ETSI


5.3.2.8.x
TS 36.456

SLm interface general aspects and principles

This document is an introduction to the 3GPP TS 36.45x series of technical specifications that define the SLm interface for the interconnection of the Evolved Serving Mobile Location Centre (E-SMLC) to the Location Measurement Unit (LMU) components of the Evolved Universal Terrestrial Radio Access Network (E-UTRAN).
SDO (2)
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Version
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Issued date
Location (1)
Release 11
ARIB


ATIS

CCSA

ETSI

TTA


TTC


5.3.2.8.x
TS 36.457

SLm interface layer 1

This document specifies the standards allowed to implement layer 1 on the SLm interface.
SDO (2)
Document No.
Version
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Issued date
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Release 11
ARIB


ATIS

CCSA

ETSI

TTA


TTC


5.3.2.8.x
TS 36.458

SLm interface signalling transport

This document specifies the standards for signalling transport to be used across the SLm interface. The SLm interface is a logical interface between the LMU and the E-SMLC in the E-UTRAN core network. This document describes how the SLmAP signalling messages are transported over SLm.
SDO (2)
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Issued date
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Release 11
ARIB


ATIS

CCSA

ETSI

TTA


TTC


5.3.2.8.x
TS 36.459

SLm interface Application Protocol (SLmAP)

This document specifies the E-UTRAN radio network layer signalling protocol for the SLm interface. The SLm Application Protocol (SLmAP) supports the functions of the SLm interface by signalling procedures defined in this document.
SDO (2)
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Version
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Release 11
ARIB
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