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1. Overall Description:

RAN3 discussed dual connectivity and made the following agreements:
1. Basic scenarios to support dual connectivity in Rel-12 comprise the following: SeNB Addition, MeNB&SeNB triggered SeNB Modification, MeNB&SeNB triggered SeNB Release and SeNB Change.
2. From RAN3 perspective, optimized support of MeNB Change, i.e. keeping the SeNB in dual connectivity operation while the MeNB is changed, will not be supported in Rel-12.
3. With respect to the LS received from SA2 (S2-140537/R3-140022) on “System aspects for Small Cell Enhancement work in RAN” we intend to reply in the following way. 
-
RAN 3 will not work on additional standard support for 
-
LIPA/SIPTO
-
CSG

-
HeNB

-
SON/ICIC

-
Energy Saving
-
Relay
in dual connectivity for Rel-12.
NOTE, that discussions on UE-AMBR enforcement, flow control for the split bearer option, data forwarding, path update, S1-U connectivity towards the S-GW and Location Reporting are still ongoing.
4. RAN3 started to discuss how to capture dual connectivity specific content in TS 36.300 and identified that a subsection of section 4 should show dual connectivity specific C-plane and U-plane connectivity on S1 and X2 interfaces, as suggested in R3-140342.
2. Actions:

To RAN2: 
RAN3 asks RAN2 to take RAN3 agreements into account for further discussions and keep RAN3 updated of further discussions in RAN2.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #83bis
31st March – 4th April 2014, San Jose del Cabo, Mexico

TSG-RAN WG3 Meeting #84
19th – 23rd May 2014, Seoul, Korea
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