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	Reason for change:
	NTHT was introduced in HS-DSCH DATA FRAME to indicate UE’s capability to NodeB for Standalone HS-DPCCH feature. In general understanding, it make sense to establish the HS-DPCCH channel only for large data bursts, RNC can make much better decision on whether the HS-DPCCH channel is needed and when it should be terminated. So RNC should has right to enable or disable the HS-DPCCH channel triggering in NodeB for one particular UE based on traffic type characters of this UE, it is more flexible for RNC and NodeB to choose Rel-11 feature (standalone HS-DPCCH) or Rel-8 feature (blind HS-DSCH transmission) to be used for one particular UE when DL data arriving. 

	
	

	Summary of change:
	Reinterpret NTHT to indicate the particular UE’s capability and the feature  enabled or not to NodeB.
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	Consequences if not approved:
	RNC cannot control the feature enabling or not in NodeB for one particular UE.
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>>>>>>>>>>>>>>>>>>>>   FIRST CHANGE   <<<<<<<<<<<<<<<<<<<<<<<
6.2.7.61
NodeB Triggered HS-DPCCH Transmission(NTHT) [FDD]

Description: Indicates the UE in Cell_FACH and CELL_PCH state supports NodeB Triggered HS-DPCCH Transmission and indicates whether the NodeB Triggered HS-DPCCH Transmission is enabled or not in NodeB.

Value range: {0 = NodeB Triggered HS-DPCCH Transmission supported and disabled in NodeB, 1= NodeB Triggered HS-DPCCH Transmission supported and enabled in NodeB}.

Field length: 1 bit.
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