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Agreements
Proposal 1, 3 and 4 in R3-140829 was agreed. 
It was also agreed that there will only be Iub impact.
Come backs
-
Minutes
	26. Enhanced Broadcast of System Information (RAN2-led) WI 
WID: RP-132077 (target: RAN#64) [TU: 0.5 (1)]

	R3-140886
	LS on Enhanced BCH parameters (To: RAN2, RAN3; Cc: RAN4) (Ericsson Contact)
	LS In

Noted

	R3-140622
	Initial considerations on the Iub signalling for the secondary BCH channel (NSN)
	Disc
 - Only Iub impacted
 - which message should be extended to provide parameters needed for the secondary BCH channel?

 - extend the existing “MIB/SIB/Information” container or introduce a new one for the secondary BCH SIB content?

Noted

	R3-140829
	Work Item: Enhanced Broadcast of System Information performance (Ericsson)
	Appr
 - P1: Use the existing System Information Update procedure
 - P2:new NBAP SYSTEM INFORMATION UPDATE REQUEST2 for the new BCH
     Commented that would be useful to see an example on how this would look compared to the alternatives. 

 - P3: map the new BCH into SCCPCH in COMMON TRANSPORT CHANNEL SETUP and COMMON TRANSPORT CHANNEL RECONFIGURATION procedure

 - P4: new BCH support indication in AUDIT and RESOURCE STATUS INDICATION procedure
Noted

	


