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8.3.1
Initial Context Setup
8.3.1.1
General
The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE Context including E-RAB context, the Security Key, Handover Restriction List, UE Radio capability and UE Security Capabilities etc. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Initial Context Setup procedure. Successful operation.
In case of the establishment of an E-RAB the EPC must be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the MME. If no UE-associated logical S1-connection exists, the UE-associated logical S1-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.

The INITIAL CONTEXT SETUP REQUEST message shall contain within the E-RAB to be Setup List IE the information required by the eNB to build the new E-RAB configuration consisting of at least one additional E-RAB. 

The E-RAB to be Setup Item IE may contain:

-
the NAS-PDU IE,

· the Correlation ID IE in case of LIPA operation,

· the SIPTO Correlation ID IE in case of SIPTO@LN operation.

The INITIAL CONTEXT SETUP REQUEST message may contain

-
the Trace Activation IE.

-
the Handover Restriction List IE, which may contain roaming or access restrictions.

-
the UE Radio Capability IE.

-
the Subscriber Profile ID for RAT/Frequency priority IE.
-
the CS Fallback Indicator IE.

-
the SRVCC Operation Possible IE.

-
the CSG Membership Status IE.

-
the Registered LAI IE.

-
the GUMMEI IE, which indicates the MME serving the UE, and shall only be present according to subclauses 4.6.2 and 4.7.6.6 of TS 36.300 [14].

-
the MME UE S1AP ID 2 IE, which indicates the MME UE S1AP ID assigned by the MME, and shall only be present according to subclause 4.6.2 of TS 36.300 [14]. 

-
the Management Based MDT Allowed IE.

-
the Management Based MDT PLMN List IE.

-
the Additional CS Fallback Indicator IE.
- 
the Prose Authorised Indicator IE.
The INITIAL CONTEXT SETUP REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE, if available in the MME.

If the Correlation ID IE is included in the INITIAL CONTEXT SETUP REQUEST message towards the eNB with L-GW function for LIPA operation, then the eNB shall use this information for LIPA operation for the concerned E-RAB.

If the SIPTO Correlation ID IE is included in the INITIAL CONTEXT SETUP REQUEST message towards the eNB with L-GW function for SIPTO@LN operation, then the eNB shall use this information for SIPTO@LN operation for the concerned E-RAB.

Upon receipt of the INITIAL CONTEXT SETUP REQUEST message the eNB shall
-
attempt to execute the requested E-RAB configuration.

-
store the UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE.

-
pass the value contained in the E-RAB ID IE and the NAS-PDU IE received for the E-RAB for each established Data radio bearer to the radio interface protocol. The eNB shall not send the NAS PDUs associated to the failed Data radio bearers to the UE.

-
store the received Handover Restriction List in the UE context.

-
store the received UE Radio Capability in the UE context.

-
store the received Subscriber Profile ID for RAT/Frequency priority in the UE context and use it as defined in TS 36.300 [14].

-
store the received SRVCC Operation Possible in the UE context and use it as defined in TS 23.216 [9].

-
store the received UE Security Capabilities in the UE context.

-
store the received Security Key in the UE context, take it into use and associate it with the initial value of NCC as defined in TS 33.401 [15].

-
store the received CSG Membership Status, if supported, in the UE context.

-
store the received Management Based MDT Allowed information, if supported, in the UE context.

-
store the received Management Based MDT PLMN List information, if supported, in the UE context.

For the Initial Context Setup an initial value for the Next Hop Chaining Count is stored in the UE context.
The allocation of resources according to the values of the Allocation and Retention Priority IE shall follow the principles described for the E-RAB Setup procedure.
The eNB shall use the information in the Handover Restriction List IE if present in the INITIAL CONTEXT SETUP REQUEST message to determine a target for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, except if the CS Fallback Indicator IE is set to “CS Fallback High Priority” and the Additional CS Fallback Indicator IE is not present in which case the eNB may use the information in the Handover Restriction List IE. If the Handover Restriction List IE is not contained in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall consider that no roaming and no access restriction apply to the UE. The eNB shall also consider that no roaming and no access restriction apply to the UE when:

-
one of the setup E-RABs has a particular ARP value (TS 23.401 [11]);

-
the CS Fallback Indicator IE is set to “CS Fallback High Priority” and the Additional CS Fallback Indicator IE is not present and, in case the Handover Restriction List IE is applied, no suitable target is found, in which case it shall process according to TS 23.272 [17];

-
the CS Fallback Indicator IE is set to “CS Fallback High Priority” and the Additional CS Fallback Indicator IE is set to “no restriction”, in which case it shall process according to TS 23.272 [17].

If the Trace Activation IE is included in the INITIAL CONTEXT SETUP REQUEST message then eNB shall, if supported, initiate the requested trace function as described in TS 32.422 [10]. In particular, the eNB shall, if supported:

-
if the Trace Activation IE does not include the MDT Configuration IE, initiate the requested trace session as described in TS 32.422 [10];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT and Trace”, initiate the requested trace session and MDT session as described in TS 32.422 [10];

-
if the Trace Activation IE includes the MDT Activation IE ,within the MDT Configuration IE, set to “Immediate MDT Only” or “Logged MDT only”, initiate the requested MDT session as described in TS 32.422 [10] and the eNB shall ignore Interfaces To Trace IE, and Trace Depth IE.

-
if the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, store this information and take it into account in the requested MDT session.

-
if the Trace Activation IE includes the Signalling based MDT PLMN List IE, within the MDT Configuration IE, the eNB may use it to propagate the MDT Configuration as described in TS 37.320 [31].

If the CS Fallback Indicator IE is included in the INITIAL CONTEXT SETUP REQUEST message, it indicates that the UE Context to be set-up is subject to CS Fallback. The eNB shall reply with the INITIAL CONTEXT SETUP RESPONSE message and then act as defined in TS 23.272 [17].
If the Registered LAI IE is included in the INITIAL CONTEXT SETUP REQUEST message, it indicates that the eNB may take the Registered LAI IE into account when selecting the target cell or frequency and then act as defined in TS 23.272 [17].
If the UE Security Capabilities IE included in the INITIAL CONTEXT SETUP REQUEST message only contains the EIA0 algorithm as defined in TS 33.401 [15] and if this EIA0 algorithm is defined in the configured list of allowed integrity protection algorithms in the eNB (TS 33.401 [15]), the eNB shall take it into use and ignore the keys received in the Security Key IE.
If the GUMMEI IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall, if supported, store this information in the UE context and use it for subsequent X2 handovers.

If the MME UE S1AP ID 2 IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall, if supported, store this information in the UE context and use it for subsequent X2 handovers.

If the Management Based MDT Allowed IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall use it, if supported, together with information in the Management Based MDT PLMN List IE, if available in the UE context, to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [10].
If the Prose Authorised Indicator IE is included in the INITIAL CONTEXT SETUP REQUEST message, it indicates whether the UE is capable of supporting one or more of the following ProSe enablers: ProSe Direct Discovery and ProSe Direct Communication. The eNB shall, if supported, store this information in the UE context and the act as defined in TS 23.303 [x].
The eNB shall report to the MME, in the INITIAL CONTEXT SETUP RESPONSE message, the successful establishment of the security procedures with the UE, and, the result for all the requested E-RABs in the following way:

-
A list of E-RABs which are successfully established shall be included in the E-RAB Setup List IE

-
A list of E-RABs which failed to be established shall be included in the E-RAB Failed to Setup List IE.
When the eNB reports the unsuccessful establishment of an E-RAB, the cause value should be precise enough to enable the MME to know the reason for the unsuccessful establishment, e.g., “Radio resources not available”, “Failure in the Radio Interface Procedure”.

After sending the INITIAL CONTEXT SETUP RESPONSE message, the procedure is terminated in the eNB.
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8.3.4
UE Context Modification
8.3.4.1
General
The purpose of the UE Context Modification procedure is to partly modify the established UE Context, e.g., with the Security Key or the Subscriber Profile ID for RAT/Frequency priority. The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation.
The UE CONTEXT MODIFICATION REQUEST message may contain.

-
the Security Key IE.
-
the Subscriber Profile ID for RAT/Frequency priority IE.
-
the UE Aggregate Maximum Bit Rate IE.

-
the CS Fallback Indicator IE.

-
the UE Security Capabilities IE. 

-
the CSG Membership Status IE.

-
the Registered LAI IE.

-
the Additional CS Fallback Indicator IE.
-
the Prose Authorised Indicator IE.
Upon receipt of the UE CONTEXT MODIFICATION REQUEST message the eNB shall
-
store the received Security Key IE, take it into use and associate it with the initial value of NCC as defined in TS 33.401 [15]

-
store the UE Security Capabilities IE and take them into use together with the received keys according to TS 33.401 [15].

-
store the Subscriber Profile ID for RAT/Frequency priority IE and use it as defined in TS 36.300 [14].

If the UE Aggregate Maximum Bit Rate IE is included in the UE CONTEXT MODIFICATION REQUEST message the eNB shall:
-
replace the previously provided UE Aggregate Maximum Bit Rate by the received UE Aggregate Maximum Bit Rate in the UE context;

· use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE.

If the CSG Membership Status IE is received in the UE CONTEXT MODIFICATION REQUEST message, the eNB shall take the following action:

-
If the cell that serves the UE is a hybrid cell, the eNB shall store the value contained in the CSG Membership Status IE and replace any previously stored membership status value by this new one. It shall then use it as defined in TS 36.300 [14].

-
If the cell that serves the UE is a CSG cell, and the CSG Membership Status IE is set to “not-member”, the eNB should initiate actions to ensure that the UE is no longer served by the CSG cell as defined in TS 36.300 [14]. 

If the UE Aggregate Maximum Bit Rate IE is not contained in the UE CONTEXT MODIFICATION REQUEST message, the eNB shall use the previously provided UE Aggregate Maximum Bit Rate which is stored in the UE context. 
If the CS Fallback Indicator IE is included in the UE CONTEXT MODIFICATION REQUEST message, it indicates that the concerned UE Context is subject to CS Fallback. The eNB shall reply with the UE CONTEXT MODIFICATION RESPONSE message and then act as defined in TS 23.272 [17]. If the CS Fallback Indicator IE is set to “CS Fallback High Priority” and the Additional CS Fallback Indicator IE is not present and, in case the Handover Restriction List information that may exist in the UE context is applied, no suitable target is found, or if the CS Fallback Indicator IE is set to “CS Fallback High Priority” and the Additional CS Fallback Indicator IE is set to “no restriction”, the eNB shall consider that no roaming and no access restriction apply to the UE and process according to TS 23.272 [17].
If the Registered LAI IE is included in the UE CONTEXT MODIFICATION REQUEST message, it indicates that the eNB may take the Registered LAI IE into account when selecting the target cell or frequency and then act as defined in TS 23.272 [17].
If the Prose Authorised Indicator IE is included in the UE CONTEXT MODIFICATION REQUEST message, it indicates whether the UE is capable of supporting one or more of the following ProSe enablers: ProSe Direct Discovery and ProSe Direct Communication.The eNB shall, if supported, replace the previously provided Prose Authorised Indicator by this new one and act as defined in TS 23.303 [x].
The eNB shall report, in the UE CONTEXT MODIFICATION RESPONSE message to the MME the successful update of the UE context.

After sending the UE CONTEXT MODIFICATION RESPONSE message, the procedure is terminated in the eNB.
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9.1.4
Context Management Messages

9.1.4.1
INITIAL CONTEXT SETUP REQUEST

This message is sent by the MME to request the setup of a UE context.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	E-RAB to Be Setup List
	
	1
	
	
	YES
	reject

	>E-RAB to Be Setup Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>E-RAB Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters.
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	
	-
	

	>>NAS-PDU
	O
	
	9.2.3.5
	
	-
	

	>>Correlation ID
	O
	
	9.2.1.80
	
	YES
	ignore

	>>SIPTO Correlation ID
	O
	
	Correlation ID

9.2.1.80
	
	YES
	ignore

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	reject

	Security Key
	M
	
	9.2.1.41
	The KeNB is provided after the key-generation in the MME, see TS 33.401 [15].
	YES
	reject

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.1.22


	
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	YES
	ignore

	CS Fallback Indicator
	O
	
	9.2.3.21
	
	YES
	reject

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	Registered LAI
	O
	
	9.2.3.1
	
	YES
	ignore

	GUMMEI
	O
	
	9.2.3.9
	This IE indicates the  MME serving the UE.
	YES
	ignore

	MME UE S1AP ID 2
	O
	
	9.2.3.3
	This IE indicates the MME UE S1AP ID assigned by the MME.
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.83
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.89
	
	YES
	ignore

	Additional CS Fallback Indicator
	C-ifCSFBhighpriority
	
	9.2.3.37
	
	YES
	ignore

	Prose Authorised Indicator
	O
	
	9.2.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RAB allowed towards one UE, the maximum value is 256. 


	Condition
	Explanation

	ifCSFBhighpriority
	This IE shall be present if the CS Fallback Indicator IE is set to “CS Fallback High Priority”.
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9.1.4.8
UE CONTEXT MODIFICATION REQUEST

This message is sent by the MME to provide UE Context information changes to the eNB.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Security Key
	O
	
	9.2.1.41
	A fresh KeNB is provided after performing a key-change on the fly procedure in the MME, see TS 33.401 [15].
	YES
	reject

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.20
	
	YES
	ignore

	CS Fallback Indicator
	O
	
	9.2.3.21
	
	YES
	reject

	UE Security Capabilities
	O
	
	9.2.1.40
	
	YES
	reject

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	Registered LAI
	O
	
	9.2.3.1
	
	YES
	ignore

	Additional CS Fallback Indicator
	C-ifCSFBhighpriority
	
	9.2.3.37
	
	YES
	ignore

	Prose Authorised Indicator
	O
	
	9.2.x
	
	YES
	ignore


	Condition
	Explanation

	ifCSFBhighpriority
	This IE shall be present if the CS Fallback Indicator IE is set to “CS Fallback High Priority”.
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9.2.x
Prose Authorised Indicator
The IE indicates whether the UE is capable of supporting one or more of the following ProSe enablers: ProSe Direct Discovery and ProSe Direct Communication.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	ProSe Direct  Discovery 
	O
	
	ENUMERATED(ProSeDirect Discovery Authorised, ProSeDirect Discovery Not Authorised, … 
)
	

	ProSe Direct Communication
	O
	
	ENUMERATED(ProSeDirect Communication Authorised, ProSeDirect Communication Not Authorised, …
)
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9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


UEAggregateMaximumBitrate,


Cause,


CellAccessMode,


Cdma2000HORequiredIndication,


Cdma2000HOStatus,


Cdma2000OneXSRVCCInfo,


Cdma2000OneXRAND,

Cdma2000PDU,


Cdma2000RATType,


Cdma2000SectorID,


EUTRANRoundTripDelayEstimationInfo,


CNDomain,


ConcurrentWarningMessageIndicator,


CriticalityDiagnostics,


CSFallbackIndicator,


CSG-Id,


CSG-IdList, 


CSGMembershipStatus,


Data-Forwarding-Not-Possible,

Direct-Forwarding-Path-Availability,


Global-ENB-ID,


EUTRAN-CGI,


ENBname,


ENB-StatusTransfer-TransparentContainer,

ENB-UE-S1AP-ID,


ExtendedRepetitionPeriod,


GTP-TEID,


GUMMEI,


GUMMEIType,


HandoverRestrictionList,


HandoverType,


LAI,


LPPa-PDU,


ManagementBasedMDTAllowed,


MDTPLMNList,


MMEname,


MMERelaySupportIndicator,


MME-UE-S1AP-ID,

MSClassmark2,


MSClassmark3,


NAS-PDU,


NASSecurityParametersfromE-UTRAN,


NASSecurityParameterstoE-UTRAN,

OverloadResponse,


PagingDRX,


PagingPriority,


PLMNidentity,


RIMTransfer,


RelativeMMECapacity,


RequestType,


E-RAB-ID,


E-RABLevelQoSParameters,


E-RABList,


RelayNode-Indicator,


Routing-ID,

SecurityKey,


SecurityContext,


ServedGUMMEIs,


SONConfigurationTransfer,


Source-ToTarget-TransparentContainer,


SourceBSS-ToTargetBSS-TransparentContainer,


SourceeNB-ToTargeteNB-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SubscriberProfileIDforRFP,


SRVCCOperationPossible,

SRVCCHOIndication,


SupportedTAs,


TAI,


Target-ToSource-TransparentContainer,


TargetBSS-ToSourceBSS-TransparentContainer,



TargeteNB-ToSourceeNB-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TimeToWait,


TraceActivation,


TrafficLoadReductionIndication,


E-UTRAN-Trace-ID,


TransportLayerAddress,


UEIdentityIndexValue,


UEPagingID,


UERadioCapability,


UE-S1AP-IDs,


UE-associatedLogicalS1-ConnectionItem,


UESecurityCapabilities,


S-TMSI,


MessageIdentifier,


SerialNumber,


WarningAreaList,


RepetitionPeriod,


NumberofBroadcastRequest,


WarningType,


WarningSecurityInfo,


DataCodingScheme,


WarningMessageContents,


BroadcastCompletedAreaList,


RRC-Establishment-Cause,


BroadcastCancelledAreaList,


PS-ServiceNotAvailable,


GUMMEIList,


Correlation-ID,


GWContextReleaseIndication,


PrivacyIndicator,


VoiceSupportMatchIndicator,


TunnelInformation,


KillAllWarningMessages,


TransportInformation,


LHN-ID,


UserLocationInformation,


AdditionalCSFallbackIndicator,


ECGIListForRestart,


TAIListForRestart,


EmergencyAreaIDListForRestart,

ProseAuthorisedIndicator
	Begin of the next change



id-SIPTO-Correlation-ID,


id-SIPTO-L-GW-TransportLayerAddress,


id-KillAllWarningMessages,


id-TransportInformation,


id-LHN-ID,


id-UserLocationInformation,


id-AdditionalCSFallbackIndicator,


id-ECGIListForRestart,


id-TAIListForRestart,


id-EmergencyAreaIDListForRestart,

id-ProseAuthorisedIndicator
	Begin of the next change


InitialContextSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-uEaggregateMaximumBitrate

CRITICALITY reject
TYPE UEAggregateMaximumBitrate


PRESENCE mandatory}|


{ ID id-E-RABToBeSetupListCtxtSUReq

CRITICALITY reject
TYPE E-RABToBeSetupListCtxtSUReq

PRESENCE mandatory}|


{ ID id-UESecurityCapabilities


CRITICALITY reject
TYPE UESecurityCapabilities



PRESENCE mandatory}|


{ ID id-SecurityKey





CRITICALITY reject
TYPE SecurityKey





PRESENCE mandatory}|


{ ID id-TraceActivation




CRITICALITY ignore
TYPE TraceActivation




PRESENCE optional}|


{ ID id-HandoverRestrictionList


CRITICALITY ignore
TYPE HandoverRestrictionList


PRESENCE optional}|


{ ID id-UERadioCapability



CRITICALITY ignore
TYPE UERadioCapability




PRESENCE optional}|


{ ID id-SubscriberProfileIDforRFP

CRITICALITY ignore
TYPE SubscriberProfileIDforRFP


PRESENCE optional}|


{ ID id-CSFallbackIndicator



CRITICALITY reject
TYPE CSFallbackIndicator



PRESENCE optional}|


{ ID id-SRVCCOperationPossible


CRITICALITY ignore
TYPE SRVCCOperationPossible



PRESENCE optional}|


{ ID id-CSGMembershipStatus



CRITICALITY ignore
TYPE CSGMembershipStatus



PRESENCE optional}|

{ ID id-RegisteredLAI




CRITICALITY ignore
TYPE LAI







PRESENCE optional}|


{ ID id-GUMMEI-ID





CRITICALITY ignore
TYPE GUMMEI







PRESENCE optional}|


{ ID id-MME-UE-S1AP-ID-2



CRITICALITY ignore
TYPE MME-UE-S1AP-ID





PRESENCE optional}|


{ ID id-ManagementBasedMDTAllowed

CRITICALITY ignore
TYPE ManagementBasedMDTAllowed


PRESENCE optional}|


{ ID id-ManagementBasedMDTPLMNList

CRITICALITY ignore
TYPE MDTPLMNList





PRESENCE optional}|


{ ID id-AdditionalCSFallbackIndicator
CRITICALITY ignore
TYPE AdditionalCSFallbackIndicator
PRESENCE conditional}|


{ ID id-ProseAuthorisedIndicator

CRITICALITY ignore
TYPE ProseAuthorisedIndicator

PRESENCE optional},


...

}
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-- **************************************************************

--

-- UE Context Modification Request

--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-SecurityKey





CRITICALITY reject
TYPE SecurityKey





PRESENCE optional}|


{ ID id-SubscriberProfileIDforRFP

CRITICALITY ignore
TYPE SubscriberProfileIDforRFP


PRESENCE optional}|


{ ID id-uEaggregateMaximumBitrate

CRITICALITY ignore
TYPE UEAggregateMaximumBitrate


PRESENCE optional}|


{ ID id-CSFallbackIndicator



CRITICALITY reject
TYPE CSFallbackIndicator



PRESENCE optional}|


{ ID id-UESecurityCapabilities


CRITICALITY reject
TYPE UESecurityCapabilities



PRESENCE optional}|


{ ID id-CSGMembershipStatus



CRITICALITY ignore
TYPE CSGMembershipStatus



PRESENCE optional}|

{ ID id-RegisteredLAI




CRITICALITY ignore
TYPE LAI







PRESENCE optional}|


{ ID id-AdditionalCSFallbackIndicator
CRITICALITY ignore
TYPE AdditionalCSFallbackIndicator
PRESENCE conditional}|


{ ID id-ProseAuthorisedIndicator

CRITICALITY ignore
TYPE ProseAuthorisedIndicator
PRESENCE optional},

...

}

	Begin of the next change


Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}
PriorityLevel



::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)

ProseAuthorisedIndicator ::= SEQUENCE {


proSeDirectDiscovery

ProSeDirectDiscovery,


proSeDirectCommunication

ProSeDirectCommunication
OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { ProseAuthorisedIndicator-ExtIEs} } OPTIONAL,

...

}

ProSeDirectDiscovery ::= ENUMERATED { 


proSeDirectDiscoveryAuthorised,


proSeDirectDiscoveryNotAuthorised,


...

}

ProSeDirectCommunication ::= ENUMERATED { 


proSeDirectCommunicationAuthorised,


proSeDirectCommunicationNotAuthorised,


...

}

PS-ServiceNotAvailable ::= ENUMERATED {


ps-service-not-available,


...
}
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id-UserLocationInformation






ProtocolIE-ID ::= 189

id-EmergencyAreaIDListForRestart




ProtocolIE-ID ::= 190

id-KillAllWarningMessages






ProtocolIE-ID ::= 191
id-ProseAuthorisedIndicator






ProtocolIE-ID ::= xxx
END

	End of the next change
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