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1   Introduction 
This contribution discusses the required support for Error Indication procedure in the X2 GW. 
2   Detailed analysis 
The X2 GW is supposed to only receive the X2AP MESSAGE TRANSFER message. The X2 GW should be able to handle the abnormal condition when an (H)eNB send other X2AP messages to the X2 GW. When it happens, the X2 GW should treat it as “not comprehended IE/IE group”, and follow the error handling principle as currently defined for S1/X2. For example, the X2 GW reject the procedure using the Error Indication procedure, when the criticality information of the Procedure Code IE is “Reject”. However, current baseline CR ([1]) only allows the X2 GW to initiates the X2 Release Procedure

-
The X2 GW does not terminate X2AP procedures except for the X2AP Message Transfer procedure, but it initiates the X2 Release procedure. 
The Stage-2 CR needs to be updated to allow the X2 GW to initiate the Error Indication procedure. 

Proposal 1: Update Stage-2 CR to allow the X2 GW to initiate the Error Indication procedure. The proposed change is 
-
The X2 GW does not terminate X2AP procedures except for the X2AP Message Transfer procedure, but it initiates the X2 Release procedure and the X2 Error Indication procedure. 
3   Conclusion and Proposals
This contribution analyzed the required support for X2 GW to be able to initiate the Error Indication procedure. Our proposals are:

Proposal 1: Update Stage-2 to allow the X2 GW initiates Error Indication procedure. The proposed change is 
-
The X2 GW does not terminate X2AP procedures except for the X2AP Message Transfer procedure, but it initiates the X2 Release procedure and the X2 Error Indication procedure. 
The draft update can be found in ([2]).
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