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	Reason for change:
	It is incorrect to state that the GBR QoS information received in an MBMS Session Start applies for both downlink and uplink traffic.



	
	

	Summary of change:
	In contrast to unicast service, the GBR QoS information received should only apply to downlink traffic for eMBMS.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.

The impact can be considered isolated since it only affects the MBMS function. 


	
	

	Consequences if not approved:
	Incorrect policy enforcement of uplink traffic for MBMS.
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9.2.1.3
MBMS E-RAB QoS parameters

This IE defines the QoS to be applied to an MBMS E-RAB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBMS E-RAB QoS Parameters
	
	
	
	
	
	

	>QCI
	M
	
	INTEGER (0..255)
	QoS Class Identifier defined in TS 23.246 [6].
Coding is specified in TS 23.203 [7].
	
	

	>GBR QoS Information
	O
	
	9.2.1.5
	This IE applies to GBR bearers only and shall be ignored otherwise.
	
	

	>Allocation and Retention Priority
	M
	
	9.2.1.8
	
	YES
	ignore


9.2.1.4
Void

9.2.1.5
GBR QoS Information

This IE indicates the maximum and guaranteed bit rates of a GBR bearer for downlink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBMS E-RAB Maximum Bit Rate Downlink
	M
	
	Bit Rate 9.2.1.6
	Desc.: This IE indicates the maximum downlink MBMS E-RAB Bit Rate (i.e. from the EPC to E-UTRAN) for this bearer.

	MBMS E-RAB Guaranteed Bit Rate Downlink
	M
	
	Bit Rate 9.2.1.6
	Desc.: This IE indicates the downlink guaranteed MBMS E-RAB Bit Rate (provided that there is data to deliver) from the EPC to the E-UTRAN for this bearer.


