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Start of the 1st modification
8.3.3.3
Unsuccessful Operation
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Figure 8.3.3.3-1: X2 Setup, unsuccessful operation

If the candidate eNB2 cannot accept the setup it shall respond with an X2 SETUP FAILURE message with appropriate cause value.

If the X2 SETUP FAILURE messages includes the Time To Wait IE the initiating eNB1 shall wait at least for the indicated time before reinitiating the X2 Setup procedure towards the same eNB2.
If the X2 SETUP FAILURE messages includes the eNB X2 Transport Layer Address IE as an answer to a former request, the initiating eNB1 may use it to initiate the X2 TNL establishment directly with the candidate eNB2.
End of the 1st modification

Start of the 2nd modification
9.1.2.5
X2 SETUP FAILURE

This message is sent by the eNB to indicate X2 Setup failure.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Cause 
	M
	
	9.2.6
	
	YES
	ignore

	Time To Wait
	O
	
	9.2.32
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	eNB X2 Transport Layer Address
	
	1 .. <maxnoofeNBX2TLAs>
	
	
	YES
	ignore

	>Transport Layer Address
	M
	
	BIT STRING (1..160, …)
	Transport Layer Addresses for X2 SCTP end-point.
	
	


	Range bound
	Explanation

	maxnoofeNBX2TLAs
	Maximum no. of eNB X2 Transport Layer Addresses for an SCTP end-point. Value is 2.


End of the 2nd modification
Start of the 3rd modification

9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


Cause,


CompositeAvailableCapacityGroup,


COUNTvalue,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


InvokeIndication,


LocationReportingInformation,


MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-S1AP-ID,


UESecurityCapabilities,

UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended

FROM X2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-ABSInformation,


id-ActivatedCellList,


id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CellMeasurementResult,


id-CellMeasurementResult-Item,


id-CellToReport,


id-CellToReport-Item,


id-CompositeAvailableCapacityGroup,


id-CriticalityDiagnostics,


id-DeactivationIndication,


id-E-RABs-Admitted-Item,


id-E-RABs-Admitted-List,


id-E-RABs-NotAdmitted-List,


id-E-RABs-SubjectToStatusTransfer-List,


id-E-RABs-SubjectToStatusTransfer-Item,


id-E-RABs-ToBeSetup-Item,


id-GlobalENB-ID,


id-GUGroupIDList,


id-GUGroupIDToAddList,


id-GUGroupIDToDeleteList,


id-GUMMEI-ID,


id-InvokeIndication,


id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-Registration-Request,


id-ReportingPeriodicity,


id-ServedCells,


id-ServedCellsToActivate,


id-ServedCellsToAdd,


id-ServedCellsToModify,


id-ServedCellsToDelete,


id-SRVCCOperationPossible,


id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-UE-ContextInformation,


id-UE-HistoryInformation,


id-UE-X2AP-ID,


id-Measurement-ID,


id-ReportCharacteristics,


id-ENB1-Measurement-ID,


id-ENB2-Measurement-ID,


id-ENB1-Cell-ID,


id-ENB2-Cell-ID,


id-ENB2-Proposed-Mobility-Parameters,


id-ENB1-Mobility-Parameters,


id-ENB2-Mobility-Parameters-Modification-Range,

id-FailureCellPCI,


id-Re-establishmentCellECGI,


id-FailureCellCRNTI,


id-ShortMAC-I,


id-SourceCellECGI,


id-FailureCellECGI,


id-HandoverReportType,


id-UE-RLF-Report-Container,


id-PartialSuccessIndicator,


id-MeasurementInitiationResult-List,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-CompleteFailureCauseInformation-List,


id-CompleteFailureCauseInformation-Item,


id-CSGMembershipStatus,


id-CSG-Id,


id-MDTConfiguration,


id-ManagementBasedMDTallowed,


id-ABS-Status,

id-RRCConnSetupIndicator,

id-RRCConnReestabIndicator,


id-TargetCellInUTRAN,

id-MobilityInformation,


id-SourceCellCRNTI,


id-ManagementBasedMDTPLMNList,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,
id-ENBX2TransportLayerAddress,

maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT,

    maxnoofeNBX2TLAs
FROM X2AP-Constants;

-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverRequest-IEs}},


...

}

HandoverRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID



CRITICALITY reject
TYPE UE-X2AP-ID




PRESENCE mandatory}|


{ ID id-Cause






CRITICALITY ignore
TYPE Cause





PRESENCE mandatory}|


{ ID id-TargetCell-ID




CRITICALITY reject
TYPE ECGI





PRESENCE mandatory}|


{ ID id-GUMMEI-ID





CRITICALITY reject
TYPE GUMMEI





PRESENCE mandatory}|


{ ID id-UE-ContextInformation


CRITICALITY reject
TYPE UE-ContextInformation

PRESENCE mandatory}|


{ ID id-UE-HistoryInformation


CRITICALITY ignore
TYPE UE-HistoryInformation

PRESENCE mandatory}|


{ ID id-TraceActivation




CRITICALITY ignore
TYPE TraceActivation


PRESENCE optional}|


{ ID id-SRVCCOperationPossible


CRITICALITY ignore
TYPE SRVCCOperationPossible

PRESENCE optional}|


{ ID id-CSGMembershipStatus



CRITICALITY reject
TYPE CSGMembershipStatus

PRESENCE optional}|


{ ID id-MobilityInformation



CRITICALITY ignore
TYPE MobilityInformation

PRESENCE optional},


...

}

UE-ContextInformation ::= SEQUENCE {


mME-UE-S1AP-ID





UE-S1AP-ID,


uESecurityCapabilities



UESecurityCapabilities,


aS-SecurityInformation



AS-SecurityInformation,


uEaggregateMaximumBitRate


UEAggregateMaximumBitRate,


subscriberProfileIDforRFP


SubscriberProfileIDforRFP

OPTIONAL,


e-RABs-ToBeSetup-List



E-RABs-ToBeSetup-List,


rRC-Context






RRC-Context,


handoverRestrictionList



HandoverRestrictionList

OPTIONAL,


locationReportingInformation

LocationReportingInformation
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {UE-ContextInformation-ExtIEs} } OPTIONAL,


...

}

UE-ContextInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

{ ID id-ManagementBasedMDTallowed
CRITICALITY ignore
EXTENSION ManagementBasedMDTallowed

PRESENCE optional }|

{ ID id-ManagementBasedMDTPLMNList
CRITICALITY ignore
EXTENSION MDTPLMNList




PRESENCE optional },


...

}

E-RABs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeSetup-ItemIEs} }

E-RABs-ToBeSetup-ItemIEs 
X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeSetup-Item
 CRITICALITY ignore 
TYPE E-RABs-ToBeSetup-Item 
PRESENCE mandatory },


...

}

E-RABs-ToBeSetup-Item ::= SEQUENCE {


e-RAB-ID




E-RAB-ID,


e-RAB-Level-QoS-Parameters

E-RAB-Level-QoS-Parameters,

dL-Forwarding




DL-Forwarding












OPTIONAL,

uL-GTPtunnelEndpoint


GTPtunnelEndpoint,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeSetup-ItemExtIEs} } OPTIONAL,


...

}

E-RABs-ToBeSetup-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

MobilityInformation ::= BIT STRING (SIZE(32))

-- **************************************************************

--

-- HANDOVER REQUEST ACKNOWLEDGE

--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverRequestAcknowledge-IEs}},


...

}

HandoverRequestAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID






CRITICALITY ignore
TYPE UE-X2AP-ID

PRESENCE mandatory} |


{ ID id-New-eNB-UE-X2AP-ID






CRITICALITY ignore
TYPE UE-X2AP-ID

PRESENCE mandatory} |


{ ID id-E-RABs-Admitted-List





CRITICALITY ignore
TYPE E-RABs-Admitted-List
PRESENCE mandatory} |


{ ID id-E-RABs-NotAdmitted-List





CRITICALITY ignore
TYPE E-RAB-List

PRESENCE optional} |


{ ID id-TargeteNBtoSource-eNBTransparentContainer
CRITICALITY ignore
TYPE TargeteNBtoSource-eNBTransparentContainer
PRESENCE mandatory }|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics
PRESENCE optional },


...

}

E-RABs-Admitted-List 

::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-Admitted-ItemIEs} }

E-RABs-Admitted-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-Admitted-Item
CRITICALITY ignore
TYPE E-RABs-Admitted-Item 
PRESENCE mandatory
}

}

E-RABs-Admitted-Item ::= SEQUENCE {


e-RAB-ID




E-RAB-ID,


uL-GTP-TunnelEndpoint


GTPtunnelEndpoint
OPTIONAL,


dL-GTP-TunnelEndpoint


GTPtunnelEndpoint
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-Admitted-Item-ExtIEs} }
OPTIONAL,


...

}

E-RABs-Admitted-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- HANDOVER PREPARATION FAILURE

--

-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverPreparationFailure-IEs}},


...

}

HandoverPreparationFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY ignore
TYPE UE-X2AP-ID



PRESENCE mandatory} |


{ ID id-Cause





CRITICALITY ignore
TYPE Cause




PRESENCE mandatory} |


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics
PRESENCE optional },


...

}

-- **************************************************************

--

-- Handover Report

--

-- **************************************************************

HandoverReport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverReport-IEs}},


...

}

HandoverReport-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-HandoverReportType


CRITICALITY ignore
TYPE HandoverReportType


PRESENCE mandatory}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory}|


{ ID id-SourceCellECGI



CRITICALITY ignore
TYPE ECGI





PRESENCE mandatory}|


{ ID id-FailureCellECGI



CRITICALITY ignore
TYPE ECGI





PRESENCE mandatory}|


{ ID id-Re-establishmentCellECGI
CRITICALITY ignore
TYPE ECGI





PRESENCE conditional} -- The IE shall be present if the Handover Report Type IE is set to “HO to Wrong Cell” -- |


{ ID id-TargetCellInUTRAN


CRITICALITY ignore
TYPE TargetCellInUTRAN


PRESENCE conditional} -- The IE shall be present if the Handover Report Type IE is set to "InterRAT ping-pong" --|


{ ID id-SourceCellCRNTI



CRITICALITY ignore
TYPE CRNTI





PRESENCE optional}|


{ ID id-MobilityInformation


CRITICALITY ignore
TYPE MobilityInformation

PRESENCE optional}|


{ ID id-UE-RLF-Report-Container

CRITICALITY ignore
TYPE UE-RLF-Report-Container
PRESENCE optional},


...

}

-- **************************************************************

--

-- SN Status Transfer

--

-- **************************************************************

SNStatusTransfer ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SNStatusTransfer-IEs}},


...

}

SNStatusTransfer-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID





CRITICALITY reject
TYPE UE-X2AP-ID





PRESENCE mandatory} |


{ ID id-New-eNB-UE-X2AP-ID





CRITICALITY reject
TYPE UE-X2AP-ID





PRESENCE mandatory} |


{ ID id-E-RABs-SubjectToStatusTransfer-List
CRITICALITY ignore
TYPE E-RABs-SubjectToStatusTransfer-List
PRESENCE mandatory} ,


...

}

E-RABs-SubjectToStatusTransfer-List
::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { { E-RABs-SubjectToStatusTransfer-ItemIEs} }

E-RABs-SubjectToStatusTransfer-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-SubjectToStatusTransfer-Item
CRITICALITY ignore
TYPE E-RABs-SubjectToStatusTransfer-Item 
PRESENCE mandatory
}

}

E-RABs-SubjectToStatusTransfer-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


receiveStatusofULPDCPSDUs



ReceiveStatusofULPDCPSDUs


OPTIONAL,

uL-COUNTvalue




COUNTvalue,

dL-COUNTvalue




COUNTvalue,

iE-Extensions






ProtocolExtensionContainer { {E-RABs-SubjectToStatusTransfer-ItemExtIEs} } OPTIONAL,


...

}

E-RABs-SubjectToStatusTransfer-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-ReceiveStatusOfULPDCPSDUsExtended
CRITICALITY ignore
EXTENSION ReceiveStatusOfULPDCPSDUsExtended

PRESENCE optional}|


{ ID id-ULCOUNTValueExtended



CRITICALITY ignore
EXTENSION COUNTValueExtended






PRESENCE optional}|


{ ID id-DLCOUNTValueExtended



CRITICALITY ignore
EXTENSION COUNTValueExtended






PRESENCE optional},


...

}

-- **************************************************************

--

-- UE Context Release 

--

-- **************************************************************

UEContextRelease ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UEContextRelease-IEs}},


...

}

UEContextRelease-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} |


{ ID id-New-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} ,


...

}

-- **************************************************************

--

-- HANDOVER CANCEL

--

-- **************************************************************

HandoverCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverCancel-IEs}},


...

}

HandoverCancel-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} |


{ ID id-New-eNB-UE-X2AP-ID


CRITICALITY ignore
TYPE UE-X2AP-ID



PRESENCE optional} |


{ ID id-Cause





CRITICALITY ignore
TYPE Cause




PRESENCE mandatory} ,


...

}

-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ErrorIndication-IEs}},


...

}

ErrorIndication-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY ignore
TYPE UE-X2AP-ID




PRESENCE optional} |


{ ID id-New-eNB-UE-X2AP-ID


CRITICALITY ignore
TYPE UE-X2AP-ID




PRESENCE optional} |


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE optional} |


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional} ,


...

}

-- **************************************************************

--

-- Reset Request

--

-- **************************************************************

ResetRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ResetRequest-IEs}},


...

}

ResetRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
},


...

}
-- **************************************************************

--

-- Reset Response

--

-- **************************************************************

ResetResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ResetResponse-IEs}},


...

}

ResetResponse-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics
CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional },


...

}

-- **************************************************************

--

-- X2 SETUP REQUEST

--

-- **************************************************************

X2SetupRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2SetupRequest-IEs}},


...

}

X2SetupRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-GlobalENB-ID



CRITICALITY reject
TYPE GlobalENB-ID



PRESENCE mandatory} |


{ ID id-ServedCells





CRITICALITY reject
TYPE ServedCells


PRESENCE mandatory} |


{ ID id-GUGroupIDList




CRITICALITY reject  TYPE GUGroupIDList


PRESENCE optional},

...

}

-- **************************************************************

--

-- X2 SETUP RESPONSE

--

-- **************************************************************

X2SetupResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2SetupResponse-IEs}},


...

}

X2SetupResponse-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-GlobalENB-ID




CRITICALITY reject
TYPE GlobalENB-ID


PRESENCE mandatory} |


{ ID id-ServedCells





CRITICALITY reject
TYPE ServedCells


PRESENCE mandatory} |


{ ID id-GUGroupIDList




CRITICALITY reject  TYPE GUGroupIDList


PRESENCE optional}|


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics
PRESENCE optional },


...

}

-- **************************************************************

--

-- X2 SETUP FAILURE

--

-- **************************************************************

X2SetupFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2SetupFailure-IEs}},


...

}

X2SetupFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore

TYPE Cause







PRESENCE mandatory} |


{ ID id-TimeToWait



CRITICALITY ignore

TYPE TimeToWait






PRESENCE optional} |


{ ID id-CriticalityDiagnostics
CRITICALITY ignore

TYPE CriticalityDiagnostics



PRESENCE optional }|
{ ID id- eNBX2TransportLayerAddress  CRITICALITY ignore   TYPE eNBX2TransportLayerAddress  PRESENCE optional },

...

}

eNBX2TransportLayerAddress ::= SEQUENCE (SIZE(1..maxnoofeNBX2TLAs)) OF TransportLayerAddress} }
TransportLayerAddress


::= BIT STRING (SIZE(1..160, ...))

End of the 3rd modification

Start of the 4th modification

9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

id-mobilitySettingsChange









ProcedureCode ::= 12
id-rLFIndication











ProcedureCode ::= 13

id-handoverReport











ProcedureCode ::= 14

id-cellActivation











ProcedureCode ::= 15
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs






    INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofeNBX2TLAS                            INTEGER ::= 2
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25

id-ServedCellsToModify













ProtocolIE-ID ::= 26

id-ServedCellsToDelete













ProtocolIE-ID ::= 27

id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34

id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics












ProtocolIE-ID ::= 38

id-ENB1-Measurement-ID













ProtocolIE-ID ::= 39

id-ENB2-Measurement-ID













ProtocolIE-ID ::= 40

id-Number-of-Antennaports












ProtocolIE-ID ::= 41

id-CompositeAvailableCapacityGroup










ProtocolIE-ID ::= 42

id-ENB1-Cell-ID















ProtocolIE-ID ::= 43

id-ENB2-Cell-ID















ProtocolIE-ID ::= 44

id-ENB2-Proposed-Mobility-Parameters









ProtocolIE-ID ::= 45

id-ENB1-Mobility-Parameters












ProtocolIE-ID ::= 46

id-ENB2-Mobility-Parameters-Modification-Range







ProtocolIE-ID ::= 47

id-FailureCellPCI














ProtocolIE-ID ::= 48

id-Re-establishmentCellECGI












ProtocolIE-ID ::= 49

id-FailureCellCRNTI














ProtocolIE-ID ::= 50

id-ShortMAC-I















ProtocolIE-ID ::= 51

id-SourceCellECGI














ProtocolIE-ID ::= 52

id-FailureCellECGI














ProtocolIE-ID ::= 53

id-HandoverReportType













ProtocolIE-ID ::= 54

id-PRACH-Configuration













ProtocolIE-ID ::= 55
id-MBSFN-Subframe-Info













ProtocolIE-ID ::= 56

id-ServedCellsToActivate












ProtocolIE-ID ::= 57

id-ActivatedCellList













ProtocolIE-ID ::= 58

id-DeactivationIndication












ProtocolIE-ID ::= 59

id-UE-RLF-Report-Container












ProtocolIE-ID ::= 60

id-ABSInformation














ProtocolIE-ID ::= 61

id-InvokeIndication














ProtocolIE-ID ::= 62

id-ABS-Status















ProtocolIE-ID ::= 63

id-PartialSuccessIndicator












ProtocolIE-ID ::= 64

id-MeasurementInitiationResult-List










ProtocolIE-ID ::= 65

id-MeasurementInitiationResult-Item










ProtocolIE-ID ::= 66

id-MeasurementFailureCause-Item











ProtocolIE-ID ::= 67

id-CompleteFailureCauseInformation-List









ProtocolIE-ID ::= 68

id-CompleteFailureCauseInformation-Item









ProtocolIE-ID ::= 69

id-CSG-Id
















ProtocolIE-ID ::= 70

id-CSGMembershipStatus













ProtocolIE-ID ::= 71

id-MDTConfiguration














ProtocolIE-ID ::= 72

id-ManagementBasedMDTallowed











ProtocolIE-ID ::= 74

id-RRCConnSetupIndicator












ProtocolIE-ID ::= 75

id-NeighbourTAC















ProtocolIE-ID ::= 76

id-Time-UE-StayedInCell-EnhancedGranularity








ProtocolIE-ID ::= 77

id-RRCConnReestabIndicator












ProtocolIE-ID ::= 78

id-MBMS-Service-Area-List












ProtocolIE-ID ::= 79

id-HO-cause
















ProtocolIE-ID ::= 80

id-TargetCellInUTRAN













ProtocolIE-ID ::= 81

id-MobilityInformation













ProtocolIE-ID ::= 82

id-SourceCellCRNTI














ProtocolIE-ID ::= 83

id-MultibandInfoList













ProtocolIE-ID ::= 84

id-M3Configuration














ProtocolIE-ID ::= 85

id-M4Configuration














ProtocolIE-ID ::= 86

id-M5Configuration














ProtocolIE-ID ::= 87

id-MDT-Location-Info













ProtocolIE-ID ::= 88

id-ManagementBasedMDTPLMNList











ProtocolIE-ID ::= 89

id-SignallingBasedMDTPLMNList











ProtocolIE-ID ::= 90

id-ReceiveStatusOfULPDCPSDUsExtended









ProtocolIE-ID ::= 91

id-ULCOUNTValueExtended













ProtocolIE-ID ::= 92

id-DLCOUNTValueExtended













ProtocolIE-ID ::= 93

id-eARFCNExtension














ProtocolIE-ID ::= 94

id-UL-EARFCNExtension













ProtocolIE-ID ::= 95

id-DL-EARFCNExtension













ProtocolIE-ID ::= 96

id-AdditionalSpecialSubframe-Info










ProtocolIE-ID ::= 97

id-eNBX2TransportLayerAddress                                               ProtocolIE-ID ::= XX
END
End of the 4th modification
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