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*** Start of the changes ***

8.3.1.1
General

The purpose of the Load Indication procedure is to transfer load and coordination information between eNBs controlling intra-frequency cells.

The procedure uses non UE-associated signalling.
*** End of the 1st change ***
*** Start of the 2nd change ***
8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Load Indication, successful operation 

An eNB initiates the procedure by sending LOAD INFORMATION message to eNBs controlling intra-frequency g cells. 
If the UL Interference Overload Indication IE is received in the LOAD INFORMATION message, it indicates the interference level experienced by the indicated cell on all resource blocks, per PRB. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received UL Interference Overload Indication IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the UL High Interference Indication IE is received in the LOAD INFORMATION message, it indicates, per PRB, the occurrence of high interference sensitivity, as seen from the sending eNB. The receiving eNB should try to avoid scheduling cell edge UEs in its cells for the concerned PRBs. The Target Cell ID IE received within the UL High Interference Information IE group in the LOAD INFORMATION message indicates the cell for which the corresponding UL High Interference Indication is meant. The receiving eNB shall consider the value of the UL High Interference Information IE group valid until reception of a new LOAD INFORMATION message carrying an update.

If the Relative Narrowband Tx Power (RNTP) IE is received in the LOAD INFORMATION message, it indicates, per PRB, whether downlink transmission power is lower than the value indicated by the RNTP Threshold IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Relative Narrowband Tx Power (RNTP) IE value valid until reception of a new LOAD INFORMATION message carrying an update.

If the ABS Information IE is included in the LOAD INFORMATION message, the ABS Pattern Info IE indicates the subframes designated as almost blank subframes by the sending eNB for the purpose of interference coordination. The receiving eNB may take such information into consideration when scheduling UEs.

The receiving eNB may use the Measurement Subset IE received in the LOAD INFORMATION message, for the configuration of specific measurements towards the UE.

The receiving eNB shall consider the received information as immediately applicable. The receiving eNB shall consider the value of the ABS Information IE valid until reception of a new LOAD INFORMATION message carrying an update. 

If an ABS indicated in the ABS pattern info IE coincides with a MBSFN subframe, the receiving eNB shall consider that the subframe is designated as almost blank subframe by the sending eNB.

If the Invoke Indication IE is included in the LOAD INFORMATION message, it indicates which type of information the sending eNB would like the receiving eNB to send back. The receiving eNB may take such request into account.

If the Invoke Indication IE is set to "ABS Information", it indicates the sending eNB would like the receiving eNB to initiate the Load Indication procedure, with the LOAD INFORMATION message containing the ABS Information IE indicating non-zero ABS patterns in the relevant cells.
If the Invoke Indication IE is set to “CoMP Hypothesis Information”, it indicates that eNB1 would like eNB2 to initiate the Load Indication procedure, with the LOAD INFOMRATION message containing the CoMP Hypothesis Information IE indicating hypothetical resource allocation information, CoMP hypothesis(es).
If the CoMP Hypothesis Information IE is included in the LOAD INFORMATION message, eNB2 shall consider that:
-
the CoMP Hypothesis Set Item IE which appears first in the CoMP Hypothesis Set List IE is valid from the time indicated by the SFN and Subframe Index IEs; and
-
from its second appearance, if any, the CoMP Hypothesis Set Item IE is valid from the moment of expiry of the previous one,
where each of the items in the CoMP Hypothesis Set List IE is valid for the time indicated by the Time Granularity IE if present or for 1ms otherwise.
If the CoMP Hypothesis Information IE is included in the LOAD INFORMATION message, eNB2 should take the IE into account when setting its scheduling policy.
*** End of the 2nd change ***
*** Start of the 3rd change ***
8.3.6.1
General

This procedure is used by an eNB to request the reporting of measurements to another eNB.

The procedure uses non UE-associated signalling.
*** End of the 3rd change ***
*** Start of the 4th change ***
8.3.6.2
Successful Operation
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Figure 8.3.6.2-1: Resource Status Reporting Initiation, successful operation 

The procedure is initiated with a RESOURCE STATUS REQUEST message sent from eNB1 to eNB2. Upon receipt, eNB2 shall initiate the requested measurement according to the parameters given in the request in case the Registration Request IE set to "start" and shall stop all cells measurements and terminate the reporting in case the Registration Request IE is set to “stop".

If the Registration Request IE is set to "start" then the Report Characteristics IE shall be included in RESOURCE STATUS REQUEST message.

The Report Characteristics IE indicates the type of objects eNB2 shall perform measurements on.

For each cell, the eNB2 shall include in the RESOURCE STATUS UPDATE message:

-
the Radio Resource Status IE, if the first bit, “PRB Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;

-
the S1 TNL Load Indicator IE, if the second bit, “TNL Load Ind Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;

-
the Hardware Load Indicator IE, if the third bit, “HW Load Ind Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;

-
the Composite Available Capacity Group IE, if the fourth bit, “Composite Available Capacity Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1. If Cell Capacity Class Value IE is included within the Composite Available Capacity Group IE, this IE is used to assign weights to the available capacity indicated in the Capacity Value IE;

-
the ABS Status IE, if the fifth bit, “ABS Status Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1 and eNB1 had indicated the ABS pattern to eNB2;
-
the RSRP Measurement Report List IE, if the Xth bit, “RSRP Measurement Report Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-
the Benefit Metric List IE, if the Yth bit, “Benefit Metric Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1.
If the Reporting Periodicity IE is included in the RESOURCE STATUS REQUEST message, eNB2 shall use its value as the time interval between two subsequent measurement reports.
If eNB2 is capable to provide all requested resource status information, it shall initiate the measurement as requested by eNB1, and respond with the RESOURCE STATUS RESPONSE message.

If eNB2 is capable to provide some but not all of the requested resource status information and the Partial Success Indicator IE is present in the RESOURCE STATUS REQUEST message, it shall initiate the measurement for the admitted measurement objects and include the Measurement Initiation Result IE in the RESOURCE STATUS RESPONSE message.

If the eNB2 received a RESOURCE STATUS REQUEST message which includes the Registration Request IE set to "stop", the Cell To Report IE list shall be ignored.
*** End of the 4th change ***
*** Start of the 5th change ***
9.1.2.1
LOAD INFORMATION

This message is sent by an eNB to neighbouring eNBs to transfer load and coordination information. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Cell Information
	M
	
	
	
	YES
	ignore

	>Cell Information Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	Id of the source cell
	–
	–

	>>UL Interference Overload Indication
	O
	
	9.2.17
	
	–
	–

	>>UL High Interference Information
	
	0 .. <maxCellineNB>
	
	
	–
	–

	>>>Target Cell ID
	 M
	
	ECGI

9.2.14
	Id of the cell for which the HII is meant
	–
	–

	>>>UL High Interference Indication
	M
	
	9.2.18
	
	–
	–

	>>Relative Narrowband Tx Power (RNTP)
	O
	
	9.2.19
	
	–
	–

	>>ABS Information
	O
	
	9.2.54
	
	YES
	ignore

	>>Invoke Indication
	O
	
	9.2.55
	
	YES
	ignore

	>>CoMP Hypothesis Information
	O
	
	9.2.xx
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** End of the 5th change ***
*** Start of the 6th change ***
9.1.2.11
RESOURCE STATUS REQUEST
This message is sent by an eNB1 to neighbouring eNB2 to initiate the requested measurement according to the parameters given in the message. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	C-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,

…)
	A value set to “stop”, indicates a request to stop all cells measurements.
	YES
	reject

	Report Characteristics
	O
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object the eNB2 is requested to report.

First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic, this bit should be set to 1 if at least one of the First, Second or Third bits is set to 1,

Fifth Bit = ABS Status Periodic,

Xth Bit = RSRP Measurement Report Periodic,

Yth Bit = Benefit Metric Periodic.
Other bits shall be ignored by the eNB2.
	YES
	reject

	Cell To Report
	
	1
	
	Cell ID list for which measurement is needed
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	Reporting Periodicity
	O
	
	ENUMERATED(1000ms, 2000ms, 5000ms,10000ms, 120ms, 240ms, 480ms, 640ms, 5ms, 10ms, 20ms, 40ms, 80ms, …)
	
	YES
	ignore

	Partial Success Indicator
	O
	
	ENUMERATED(partial success allowed, ...)
	Included if partial success is allowed
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value “stop”.


*** End of the 6th change ***
*** Start of the 7th change ***
9.1.2.12
RESOURCE STATUS RESPONSE
This message is sent by the eNB2 to indicate that the requested measurement, for all or for a subset of the measurement objects included in the measurement is successfully initiated.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Measurement Initiation Result
	
	0..1
	
	List of all cells in which measurement objects were requested, included when indicating partial success
	YES
	ignore

	>Measurement Initiation Result Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that eNB2 could not initiate the measurement for at least one of the requested measurement objects in the cell
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic,

Xth Bit = RSRP Measurement Report Periodic,

Yth Bit = Benefit Metric Periodic.

Other bits shall be ignored by the eNB1.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurement objects for which the measurement cannot be initiated
	–
	–


	Range bound
	Explanation

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** End of the 7th change ***
*** Start of the 8th change ***
9.1.2.13
RESOURCE STATUS FAILURE
This message is sent by the eNB2 to indicate that for none of the requested measurement objects the measurement can be initiated.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Cause
	M
	
	9.2.6
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Complete Failure Cause Information
	
	0..1
	
	Complete list of failure causes for all requested cells
	YES
	ignore

	>Complete Failure Cause Information Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	>>Measurement Failure Cause List
	
	1
	
	
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic,

Xth Bit = RSRP Measurement Report Periodic,

Yth Bit = Benefit Metric Periodic.

Other bits shall be ignored by the eNB1.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurements that cannot be initiated
	–
	–


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxFailedMeasObjects
	Max number of measurement objects that can fail per measurement. Value is 32.


*** End of the 8th change ***
*** Start of the 9th change ***
9.1.2.14
RESOURCE STATUS UPDATE 

This message is sent by eNB2 to neighbouring eNB1 to report the results of the requested measurements.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Cell Measurement Result
	
	1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	
	

	>>Hardware Load Indicator
	O
	
	9.2.34
	
	
	

	>>S1 TNL Load Indicator
	O
	
	9.2.35
	
	
	

	>>Radio Resource Status
	O
	
	9.2.37
	
	
	

	>>Composite Available Capacity Group
	O
	
	9.2.44
	
	YES
	ignore

	>>ABS Status
	O
	
	9.2.58
	
	YES
	ignore

	>>RSRP Measurement Report List
	O
	
	9.2.yx
	
	YES
	ignore

	>>Benefit Metric List
	O
	
	9.2.zx
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** End of the 9th change ***
*** Start of the 10th change ***
9.2.55
Invoke Indication

This IE provides an indication about which type of information the sending eNB would like the receiving eNB to send back.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Invoke Indication
	M
	
	ENUMERATED (ABS Information, CoMP Hypothesis Information, …)
	–


*** End of the 10th change ***
*** Start of the 11th change ***
9.2.xx
CoMP Hypothesis Information

This IE provides the list of CoMP hypothesis sets, where each CoMP hypothesis set is the collection of CoMP hypothesis(es) of one or multiple cells.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE CoMP Hypothesis Information
	M
	
	
	

	>CoMP Hypotheses
	
	
	
	

	>>Starting SFN
	M
	
	INTEGER (0..1023, …)
	Number of the first system frame number where the CoMP Hypotheses IE is meant.

	>>Starting Subframe Index
	M
	
	INTEGER (0..9, …)
	Index of the first subframe where the CoMP Hypotheses IE is meant.

	>>CoMP Hypothesis Set List
	M
	
	
	

	>>>CoMP Hypothesis Set Item
	
	1 .. <maxnoofCoMPHypothesisSets>
	
	Items in the list are applied sequentially 

	>>>>CoMP Hypothesis Set
	M
	
	9.2.xy
	

	>>>>Time Granularity
	O
	
	ENUMERATED (5ms, 10ms, ...)
	Period for which the CoMP Hypothesis Set IE is valid.

If not included, the time granularity is 1ms.

	>Inter-eNB CoMP Inactive
	
	
	NULL
	Indicates that coordination by means of inter-eNB CoMP is not active.


	Range bound
	Explanation

	maxnoofCoMPHypothesisSets
	Maximum number of CoMP Hypothesis sets. The value is FFS.


*** Start of the 11th change ***
*** Start of the 12th change ***
9.2.xy
CoMP Hypothesis Set
This IE provides a set of CoMP hypotheses. A CoMP hypothesis is hypothetical PRB-specific resource allocation information for a cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CoMP Hypothesis Set Element
	
	1..<maxnoofCellsinaCoordinationArea>
	
	

	>CoMP Hypothesis Target
	M
	
	ECGI

9.2.14
	ID of the cell on which the CoMP Hypothesis IE is meant.

	>CoMP Hypothesis
	M
	
	BIT STRING (1..110, ...)
	PRB-specific bitmap.

Each PRB is identified by its position in the bitmap; the first element in the bitmap corresponds to PRB 0, the second to PRB 1, etc.

Value 1 indicates hypothetical resource allocation for the concerning PRB and value 0 does ‘no Tx power’.


	Range bound
	Explanation

	maxnoofCellsinaCoordinationArea
	Maximum number of cells in a coordination area. Value is FFS.


*** End of the 12th change ***
*** Start of the 13th change ***
9.2.yx
RSRP Measurement Report List
This IE provides RSRP measurement report of a UE served by the sending eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSRP Measurement Report Item
	
	1 .. <maxnoofActiveUEsinaCell>
	
	

	>UE ID
	M
	
	eNB UE X2AP ID

9.2.24
	ID of the UE served by eNB2

	>RSRP Measured
	M
	
	RSRP Measurement Result
9.2.yy
	Measured RSRP on the cell identified by the Cell ID IE.

	>RSRP Measured on Neighbours
	
	0 .. <maxCellReport>
	
	

	>>Neighbour Cell ID
	M
	
	ECGI
9.2.14
	ID of the cell on which the RSRP is measured.

	>>RSRP Measured on Neighbour
	M
	
	RSRP Measurement Result

9.2.yy
	Measured RSRP on the neighbour cell identified by the Neighbour Cell ID IE.


	Range bound
	Explanation

	maxnoofActiveUEsinaCell
	Maximum number of active UEs in a cell. Value is FFS.

	maxCellReport
	Maximum number of reported cells. The value is 8.


*** End of the 13th change ***
*** Start of the 14th change ***
9.2.yy
RSRP Measurement Result
This IE provides RSRP measurement report of a UE served by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSRP Measurement Result
	M
	
	INTEGER (0..97, ...)
	Measured RSRP.

Defined in TS 36.331 [9].


*** End of the 14th change ***
*** Start of the 15th change ***
9.2.zx
Benefit Metric List
This IE provides the benefit that a cell of the sending eNB expects when the associated muting pattern on its neighbour(s) is assumed.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Benefit Metric Item
	
	1 .. <maxnoofBenefitMetrics>
	
	

	>Benefit
	M
	
	INTEGER (0..100, ...)
	Benefit that a cell identified by the Cell ID IE expects when the Muting Pattern IE is assumed.

	>Benefit Muting Pattern
	
	1 .. <maxnoofNeighbours>
	
	

	>>Neighbour Cell ID
	M
	
	ECGI

9.2.14
	ID of the neighbour(s) of the cell identified by the Cell ID IE.

	>>Muting
	M
	
	ENUMERATED (On, Off, ...)
	Indicates whether the cell identified by the Neighbour Cell ID IE is assumed to be muted (Off) or not (On).


	Range bound
	Explanation

	maxnoofBenefitMetrics
	Maximum number of benefit metrics. Value is FFS.

	maxnoofNeighbours
	Maximum number of neighbour cells associated to a given served cell. Value is 512.


*** End of the 15th change ***
*** Start of the 16th change ***
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


Cause,


CompositeAvailableCapacityGroup,


COUNTvalue,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


InvokeIndication,


LocationReportingInformation,


MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-S1AP-ID,


UESecurityCapabilities,

UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended,

CoMPHypothesisInformation,

RSRPMeasurementReportList,

BenefitMetricList
FROM X2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-ABSInformation,


id-ActivatedCellList,


id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CellMeasurementResult,


id-CellMeasurementResult-Item,


id-CellToReport,


id-CellToReport-Item,

id-CompositeAvailableCapacityGroup,


id-CriticalityDiagnostics,


id-DeactivationIndication,


id-E-RABs-Admitted-Item,


id-E-RABs-Admitted-List,


id-E-RABs-NotAdmitted-List,


id-E-RABs-SubjectToStatusTransfer-List,


id-E-RABs-SubjectToStatusTransfer-Item,


id-E-RABs-ToBeSetup-Item,


id-GlobalENB-ID,


id-GUGroupIDList,


id-GUGroupIDToAddList,


id-GUGroupIDToDeleteList,


id-GUMMEI-ID,


id-InvokeIndication,


id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-Registration-Request,


id-ReportingPeriodicity,


id-ServedCells,


id-ServedCellsToActivate,


id-ServedCellsToAdd,


id-ServedCellsToModify,


id-ServedCellsToDelete,


id-SRVCCOperationPossible,


id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-UE-ContextInformation,


id-UE-HistoryInformation,


id-UE-X2AP-ID,


id-Measurement-ID,


id-ReportCharacteristics,


id-ENB1-Measurement-ID,


id-ENB2-Measurement-ID,


id-ENB1-Cell-ID,


id-ENB2-Cell-ID,


id-ENB2-Proposed-Mobility-Parameters,


id-ENB1-Mobility-Parameters,


id-ENB2-Mobility-Parameters-Modification-Range,

id-FailureCellPCI,


id-Re-establishmentCellECGI,


id-FailureCellCRNTI,


id-ShortMAC-I,


id-SourceCellECGI,


id-FailureCellECGI,


id-HandoverReportType,


id-UE-RLF-Report-Container,


id-PartialSuccessIndicator,


id-MeasurementInitiationResult-List,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-CompleteFailureCauseInformation-List,


id-CompleteFailureCauseInformation-Item,


id-CSGMembershipStatus,


id-CSG-Id,


id-MDTConfiguration,


id-ManagementBasedMDTallowed,


id-ABS-Status,

id-RRCConnSetupIndicator,

id-RRCConnReestabIndicator,


id-TargetCellInUTRAN,

id-MobilityInformation,


id-SourceCellCRNTI,


id-ManagementBasedMDTPLMNList,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,

id-CoMPHypothesisInformation,


id-RSRPMeasurementReportList,


id-BenefitMetricList,


maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT
FROM X2AP-Constants;

-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

*** Skip unchanged text ***
-- **************************************************************

--

-- LOAD INFORMATION

--

-- **************************************************************

LoadInformation ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{LoadInformation-IEs}},


...

}

LoadInformation-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellInformation



CRITICALITY ignore
TYPE CellInformation-List

PRESENCE mandatory} ,


...

}

CellInformation-List 

::= SEQUENCE (SIZE (1..maxCellineNB)) OF ProtocolIE-Single-Container { {CellInformation-ItemIEs} }

CellInformation-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellInformation-Item
CRITICALITY ignore
TYPE CellInformation-Item 
PRESENCE mandatory
}

}

CellInformation-Item ::= SEQUENCE {


cell-ID






ECGI,


ul-InterferenceOverloadIndication

UL-InterferenceOverloadIndication

OPTIONAL,


ul-HighInterferenceIndicationInfo

UL-HighInterferenceIndicationInfo

OPTIONAL,


relativeNarrowbandTxPower



RelativeNarrowbandTxPower



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {CellInformation-Item-ExtIEs} }
OPTIONAL,


...

}

CellInformation-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

{ ID id-ABSInformation


CRITICALITY ignore
EXTENSION ABSInformation

PRESENCE optional }|

{ ID id-InvokeIndication

CRITICALITY ignore
EXTENSION InvokeIndication

PRESENCE optional }|

{ ID id-CoMPHypothesisInformation

CRITICALITY ignore
EXTENSION CoMPHypothesisInformation

PRESENCE optional },


...

}
-- **************************************************************

--

-- ENB CONFIGURATION UPDATE

--

-- **************************************************************

*** Skip unchanged text ***
-- **************************************************************

--

-- Resource Status Request

--

-- **************************************************************

ResourceStatusRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ResourceStatusRequest-IEs}},


...

}

ResourceStatusRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-ENB1-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID




PRESENCE mandatory}|


{ ID id-ENB2-Measurement-ID

CRITICALITY ignore
TYPE Measurement-ID




PRESENCE conditional}|-- The IE shall be present if the Registration Request IE is set to “Stop”--


{ ID id-Registration-Request
CRITICALITY reject
TYPE Registration-Request


PRESENCE mandatory}|


{ ID id-ReportCharacteristics
CRITICALITY reject
TYPE ReportCharacteristics


PRESENCE optional}|


{ ID id-CellToReport


CRITICALITY ignore
TYPE CellToReport-List



PRESENCE mandatory}|


{ ID id-ReportingPeriodicity
CRITICALITY ignore
TYPE ReportingPeriodicity


PRESENCE optional}|


{ ID id-PartialSuccessIndicator
CRITICALITY ignore
TYPE PartialSuccessIndicator

PRESENCE optional},


...

}

CellToReport-List 

::= SEQUENCE (SIZE (1..maxCellineNB)) OF ProtocolIE-Single-Container { {CellToReport-ItemIEs} }

CellToReport-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellToReport-Item
CRITICALITY ignore
TYPE CellToReport-Item 
PRESENCE mandatory
}

}

CellToReport-Item ::= SEQUENCE {


cell-ID








ECGI,


iE-Extensions






ProtocolExtensionContainer { {CellToReport-Item-ExtIEs} } OPTIONAL,


...

}

CellToReport-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ReportingPeriodicity ::= ENUMERATED {


one-thousand-ms,


two-thousand-ms,


five-thousand-ms,


ten-thousand-ms,

one-hundred-twenty-ms,

two-hundred-forty-ms

four-hundred-eighty-ms,


six-hundred-forty-ms,


five-ms,


ten-ms,


twenty-ms,


forty-ms,


eighty-ms,
...

}

PartialSuccessIndicator ::= ENUMERATED {


partial-success-allowed,

...

}

-- **************************************************************

--

-- Resource Status Response

--

-- **************************************************************

*** Skip unchanged text ***
-- **************************************************************

--

-- Resource Status Update

--

-- **************************************************************

ResourceStatusUpdate ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ResourceStatusUpdate-IEs}},


...

}

ResourceStatusUpdate-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-ENB1-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID




PRESENCE mandatory}|


{ ID id-ENB2-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID




PRESENCE mandatory}|


{ ID id-CellMeasurementResult
CRITICALITY ignore
TYPE CellMeasurementResult-List

PRESENCE mandatory},


...

}

CellMeasurementResult-List 

::= SEQUENCE (SIZE (1..maxCellineNB)) OF ProtocolIE-Single-Container { {CellMeasurementResult-ItemIEs} }

CellMeasurementResult-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellMeasurementResult-Item
CRITICALITY ignore
TYPE CellMeasurementResult-Item 
PRESENCE mandatory
}

}

CellMeasurementResult-Item ::= SEQUENCE {


cell-ID






ECGI,


hWLoadIndicator



HWLoadIndicator

OPTIONAL,


s1TNLLoadIndicator


S1TNLLoadIndicator
OPTIONAL,


radioResourceStatus



RadioResourceStatus
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CellMeasurementResult-Item-ExtIEs} }
OPTIONAL,


...

}

CellMeasurementResult-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-CompositeAvailableCapacityGroup
CRITICALITY ignore
EXTENSION CompositeAvailableCapacityGroup

PRESENCE optional}|


{ ID id-ABS-Status





CRITICALITY ignore
EXTENSION ABS-Status






PRESENCE optional}|


{ ID id-RSRPMeasurementReportList

CRITICALITY ignore
EXTENSION RSRPMeasurementReportList


PRESENCE optional}|


{ ID id-BenefitMetricList



CRITICALITY ignore
EXTENSION BenefitMetricList





PRESENCE optional},

...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

*** Skip unchanged text ***
--**************************************************************

--

-- CELL ACTIVATION FAILURE

--

-- **************************************************************

CellActivationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellActivationFailure-IEs}},


...

}

CellActivationFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory }|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional },


...

}

END
*** End of the 16th change ***
*** Start of the 17th change ***
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-E-RAB-Item,


id-Number-of-Antennaports,

id-MBSFN-Subframe-Info,

id-PRACH-Configuration,


id-CSG-Id,


id-MDTConfiguration,

id-SignallingBasedMDTPLMNList,


id-MultibandInfoList,


id-NeighbourTAC,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-MBMS-Service-Area-List,


id-HO-cause,


id-eARFCNExtension,


id-DL-EARFCNExtension,


id-UL-EARFCNExtension,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-AdditionalSpecialSubframe-Info,


maxnoofBearers,

maxCellineNB,


maxEARFCN,


maxEARFCNPlusOne,


newmaxEARFCN,


maxInterfaces,


maxnoofBands,


maxnoofBPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,

maxnoofPRBs,


maxNrOfErrors,

maxPools,


maxnoofMBSFN,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMBMSServiceAreaIdentities,


maxnoofMDTPLMNs,

maxnoofCoMPHypothesisSets,


maxnoofCellsinaCoordinationArea,

maxnoofActiveUEsinaCell,

maxCellReport,

maxnoofBenefitMetrics
FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES

FROM X2AP-Containers;

-- A

*** Skip unchanged text ***
-- B

BitRate ::= INTEGER (0..10000000000)

BroadcastPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF PLMN-Identity
BenefitMetricItem
::= SEQUENCE {

Benefit






INTEGER (0..100, ...),


benefitMutingPattern


BenefitMutingPattern,


iE-Extensions




ProtocolExtensionContainer { { BenefitMetricItem-ExtIEs} }
OPTIONAL,

...

}

BenefitMetricItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

BenefitMetricList
::= SEQUENCE (SIZE(1..maxnoofBenefitMetrics)) OF BenefitMetricItem
BenefitMutingPattern
::= SEQUENCE (SIZE(1..maxnoofNeighbours)) OF SEQUENCE {

neighbourCellID




ECGI,


muting






ENUMERATED {on, off, ...},

iE-Extensions




ProtocolExtensionContainer { { BenefitMutingPattern-ExtIEs} }
OPTIONAL,

...

}
BenefitMutingPattern-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

...

}
-- C

CapacityValue ::= INTEGER (0..100)

CellCapacityClassValue ::= INTEGER (1..100, ...)
Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,


...

}

CauseRadioNetwork ::= ENUMERATED {


handover-desirable-for-radio-reasons,


time-critical-handover,


resource-optimisation-handover,


reduce-load-in-serving-cell,


partial-handover,


unknown-new-eNB-UE-X2AP-ID, 


unknown-old-eNB-UE-X2AP-ID, 


unknown-pair-of-UE-X2AP-ID,


ho-target-not-allowed,


tx2relocoverall-expiry,

trelocprep-expiry,


cell-not-available,


no-radio-resources-available-in-target-cell,


invalid-MME-GroupID,


unknown-MME-Code,


encryption-and-or-integrity-protection-algorithms-not-supported,

reportCharacteristicsEmpty,


noReportPeriodicity,


existingMeasurementID,


unknown-eNB-Measurement-ID,


measurement-temporarily-not-available,

unspecified,


...,


load-balancing,


handover-optimisation,


value-out-of-allowed-range,


multiple-E-RAB-ID-instances,


switch-off-ongoing,


not-supported-QCI-value,


measurement-not-supported-for-the-object
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CellBasedMDT::= SEQUENCE {


cellIdListforMDT
CellIdListforMDT,


iE-Extensions

ProtocolExtensionContainer { {CellBasedMDT-ExtIEs} } OPTIONAL,


...

}

CellBasedMDT-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CellIdListforMDT ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF ECGI

Cell-Size ::= ENUMERATED {verysmall, small, medium, large, ... }

CellType ::= SEQUENCE {


cell-Size





Cell-Size,


iE-Extensions




ProtocolExtensionContainer { { CellType-ExtIEs}}
OPTIONAL,


...

}

CellType-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CoMPHypotheses
::= SEQUENCE {

startingSFN





INTEGER (0..1023, ...),


startingSubframeIndex


INTEGER (0..9, ...),


coMPHypothesisSetList


CoMPHypothesisSetList,


iE-Extensions




ProtocolExtensionContainer { { CoMPHypotheses-ExtIEs} }
OPTIONAL,

...

}

CoMPHypotheses-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CoMPHypothesisInformation
::= CHOICE {

coMPHypotheses




CoMPHypotheses,


inter-eNBCoMPInactive


NULL,


...

}

CoMPHypothesisSet
::= SEQUENCE (SIZE(1..maxnoofCellsinaCoordinationArea)) OF CoMPHypothesisSetElement

CoMpHypothesisSetElement
::= SEQUENCE {


coMPHypothesisTarget


ECGI,


coMPHypothesis




BIT STRING (1..110, ...),


iE-Extensions




ProtocolExtensionContainer { { CoMPHypothesisSetElement-ExtIEs} }
OPTIONAL,
}

CoMPHypothesisSetElement-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CoMPHypothesisSetItem
::= SEQUENCE {


coMPHypothesisSet



CoMPHypothesisSet,


timeGranularity




ENUMERATED {five-ms, ten-ms, ...}








OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { CoMPHypothesisSetItem-ExtIEs} }
OPTIONAL,

...

}
CoMPHypothesisSetItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
CoMPHypothesisSetList
::= SEQUENCE (SIZE(1..maxnoofCoMPHypothesisSets)) OF CoMPHypothesisSetItem
CompositeAvailableCapacityGroup
::= SEQUENCE {


dL-CompositeAvailableCapacity




CompositeAvailableCapacity,

uL-CompositeAvailableCapacity




CompositeAvailableCapacity,


iE-Extensions








ProtocolExtensionContainer { { CompositeAvailableCapacityGroup-ExtIEs} } OPTIONAL,


...

}

CompositeAvailableCapacityGroup-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CompositeAvailableCapacity ::= SEQUENCE {


cellCapacityClassValue






CellCapacityClassValue



OPTIONAL,

capacityValue








CapacityValue,


iE-Extensions








ProtocolExtensionContainer { { CompositeAvailableCapacity-ExtIEs} } OPTIONAL,


...

}

CompositeAvailableCapacity-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

COUNTvalue ::= SEQUENCE {


pDCP-SN




PDCP-SN,


hFN





HFN,


iE-Extensions


ProtocolExtensionContainer { { COUNTvalue-ExtIEs} } OPTIONAL,


...

}

COUNTvalue-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

COUNTValueExtended ::= SEQUENCE {


pDCP-SNExtended


PDCP-SNExtended,


hFNModified



HFNModified,


iE-Extensions


ProtocolExtensionContainer { { COUNTValueExtended-ExtIEs} } OPTIONAL,


...

}

COUNTValueExtended-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }
OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



typeOfError



TypeOfError,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...

}

CriticalityDiagnostics-IE-List-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CRNTI ::= BIT STRING (SIZE (16))
CSGMembershipStatus ::= ENUMERATED { 


member,


not-member

}

CSG-Id ::= BIT STRING (SIZE (27))

CyclicPrefixDL ::= ENUMERATED { 


normal,


extended,


...

}

CyclicPrefixUL ::= ENUMERATED { 


normal,


extended,


...

}

-- D

*** Skip unchanged text ***
-- I

InvokeIndication ::= ENUMERATED{


abs-information

comp-hypothesis-information,


...

}

IntegrityProtectionAlgorithms ::= BIT STRING (SIZE (16, ...))

InterfacesToTrace ::= BIT STRING (SIZE (8)) 

-- J

*** Skip unchanged text ***
-- R

RadioframeAllocationOffset ::= INTEGER (0..7, ...)

RadioframeAllocationPeriod ::= ENUMERATED{


n1,

n2,

n4,

n8,

n16,

n32,


...

}

RadioResourceStatus
::= SEQUENCE {


dL-GBR-PRB-usage






DL-GBR-PRB-usage,


uL-GBR-PRB-usage






UL-GBR-PRB-usage,


dL-non-GBR-PRB-usage





DL-non-GBR-PRB-usage,


uL-non-GBR-PRB-usage





UL-non-GBR-PRB-usage,


dL-Total-PRB-usage






DL-Total-PRB-usage,


uL-Total-PRB-usage






UL-Total-PRB-usage,

iE-Extensions







ProtocolExtensionContainer { {RadioResourceStatus-ExtIEs} } OPTIONAL,


...

}

RadioResourceStatus-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ReceiveStatusofULPDCPSDUs ::= BIT STRING (SIZE(4096))
ReceiveStatusOfULPDCPSDUsExtended ::= BIT STRING (SIZE(1..16384))

Registration-Request
::= ENUMERATED {


start,


stop,


...

}

RelativeNarrowbandTxPower ::= SEQUENCE {


rNTP-PerPRB






BIT STRING (SIZE(6..110, ...)),


rNTP-Threshold





RNTP-Threshold,


numberOfCellSpecificAntennaPorts
ENUMERATED {one, two, four, ...},


p-B








INTEGER (0..3,...),


pDCCH-InterferenceImpact


INTEGER (0..4,...),


iE-Extensions





ProtocolExtensionContainer { { RelativeNarrowbandTxPower-ExtIEs} } OPTIONAL,


...

}

RelativeNarrowbandTxPower-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ReportAmountMDT ::= ENUMERATED{r1, r2, r4, r8, r16, r32, r64, rinfinity}

ReportArea ::= ENUMERATED{


ecgi,


...

}

ReportIntervalMDT ::= ENUMERATED {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60}

ReportCharacteristics
::= BIT STRING (SIZE (32))

M1ReportingTrigger::= ENUMERATED{


periodic,


a2eventtriggered,


...,


a2eventtriggered-periodic

}

RNTP-Threshold ::= ENUMERATED {


minusInfinity,


minusEleven,


minusTen,


minusNine,


minusEight,


minusSeven,


minusSix,


minusFive,


minusFour,


minusThree,


minusTwo,


minusOne,


zero,


one,


two,


three,


...

}

RRC-Context ::= OCTET STRING

RRCConnReestabIndicator ::= ENUMERATED {


reconfigurationFailure, handoverFailure, otherFailure, ...

}

-- The values correspond to the values of ReestablishmentCause reported from the UE in the RRCConnectionReestablishmentRequest, as defined in TS 36.331 [9]

RRCConnSetupIndicator::= ENUMERATED {


rrcConnSetup,


...

}
RSRPMeasuredonNeighbours
::= SEQUENCE (SIZE (0..maxCellReport)) OF SEQUENCE {


neighbourCellID




ECGI,


rSRPMeasuredonNeighbour


RSRPMeasurementResult,


iE-Extensions




ProtocolExtensionContainer { { RSRPMeasuredonNeighbours-ExtIEs} }
OPTIONAL,


...

}
RSRPMeasuredonNeighbours-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

...

}
RSRPMeasurementReportItem
::= SEQUENCE {


uEID






UE-X2AP-ID,


rSRPMeasured




RSRPMeasurementResult,

rSRPMeasuredonNeighbours

RSRPMeasuredonNeighbours,


iE-Extensions




ProtocolExtensionContainer { { RSRPMeasurementReportItem-ExtIEs} }
OPTIONAL,


...

}

RSRPMeasurementReportItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

RSRPMeasurementReportList
::= SEQUENCE (SIZE (1..maxnoofActiveUEsinaCell)) OF RSRPMeasurementReportItem
RSRPMeasurementResult
::= INTEGER (0..97, ...)
-- S

*** Skip unchanged text ***
-- Z

END
*** End of the 17th change ***
*** Start of the last change ***
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

id-mobilitySettingsChange









ProcedureCode ::= 12
id-rLFIndication











ProcedureCode ::= 13

id-handoverReport











ProcedureCode ::= 14

id-cellActivation











ProcedureCode ::= 15
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs






    INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools
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