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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation
------------------------------------------
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-------------------------------------------
HS-DSCH:

If the HS-DSCH Information IE is present in the RADIO LINK SETUP REQUEST message, then:

-
The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

------------------------------------------

Skip to next change

-------------------------------------------
-
[FDD - If the MIMO with four transmit antennas Activation Indicator IE or the Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message]

-
[FDD - The Node B may include the Precoder weight set restriction IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the CQI Feedback Cycle2 k IE or the CQI Cycle Switch Timer IE  is included in HS-DSCH FDD Information IE , then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in HSDPA resources allocation for the UE.]
------------------------------------------

Skip to next change

-------------------------------------------
[FDD – Additional E-DCH Setup:]

[FDD - If the Additional E-DCH Cell Information RL Setup Req IE is present in the RADIO LINK SETUP REQUEST message, then the Additional E-DCH Cell Information Setup Req IE defines the new configuration and then:]

-
[FDD - The Node B shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resource on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]

------------------------------------------

Skip to next change

-------------------------------------------
-
[FDD - If the Extended Propagation Delay IE, the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE and/or the E-HICH Power Offset IE are present in the Multicell E-DCH RL Specific Information IE in the Additional E-DCH RL Specific Information To Setup IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

-
[FDD - If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE, the E-DCH Processing Overload Level IE, the E-DCH Minimum Set E-TFCI IE and/or the DTX Information2 IE are present in the Additional E-DCH FDD Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.] 

-
[FDD - If the Multicell E-DCH Transport Bearer Mode IE for an Additional E-DCH to be Setup is set to "Separate Iub Transport Bearer Mode" the Node B shall use this mode in the new configuration and apply separate transport bearers for the MAC-d flows.]
------------------------------------------
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-------------------------------------------
[FDD - Continuous Packet Connectivity Handling]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:]


[FDD - The Node B shall configure the concerned Node B Communication Context for DTX operation according to TS 25.214 [10].]


[FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].]
[FDD - If UE DRX Cycle 2 IE is included in the DRX Information IE in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].]
[FDD - If Inactivity Threshold for UE DRX Cycle 2 IE is included in the DRX Information IE in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].]
 [FDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for Continuous Packet Connectivity HS-SCCH less operation according to TS 25.214 [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK SETUP RESPONSE message.]

------------------------------------------

Skip to next change

-------------------------------------------
8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.
------------------------------------------

Skip to next change

-------------------------------------------
[FDD - Serving HS-DSCH Radio Link Change]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Serving Cell Change Information IE, then HS-PDSCH RL ID IE indicates the new Serving HS-DSCH Radio Link:]

-
[FDD - In the new configuration the Node B shall allocate the HS-PDSCH resources for the new Serving HS-PDSCH Radio Link.]

-
[FDD - The Node B may include the HARQ Memory Partitioning IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
[FDD - If the Node B Communication Context is configured with Sixtyfour QAM allowed for the serving HS-DSCH Radio Link and not used in the current configuration and then if the Node B decides to use 64 QAM in the new configuration, then it shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
[FDD - HS-DSCH Setup on a New Radio Link at Serving HS-DSCH Radio Link Change:]

[FDD - If the HS-DSCH Information IE is present in the HS-DSCH Serving Cell Change Information IE, then:]

-
[FDD - The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.]

-
[FDD - the HS-DSCH Information IE defines the new HS-DSCH configuration in the Node B to be used on the new HS-DSCH Radio Link.]
------------------------------------------

Skip to next change

-------------------------------------------
-
[FDD – If the HS-DSCH Serving Cell Change Information IE includes the Continuous Packet Connectivity DTX-DRX Information IE, then:]

-
[FDD – The Node B shall configure the concerned Node B Communication Context for Continuous Packet Connectivity DTX operation according to TS 25.214 [10].]

-
[FDD – If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for Continuous Packet Connectivity DRX operation according to TS 25.214 [10].]
-
[FDD – If UE DRX Cycle 2 IE is included in the DRX Information IE in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for Continuous Packet Connectivity DRX operation according to TS 25.214 [10].]
-
[FDD – If Inactivity Threshold for UE DRX Cycle 2 IE is included in the DRX Information IE in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for Continuous Packet Connectivity DRX operation according to TS 25.214 [10].]
------------------------------------------

Skip to next change

-------------------------------------------
-
[FDD - If the MIMO with four transmit antennas Activation Indicator IE or the Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO with four transmit antennas mode or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Precoder weight set restriction IE in the  HS-DSCH FDD Information Response IE in the HS-DSCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD - If the CQI Feedback Cycle2 k IE or the CQI Cycle Switch Timer IE  is included in HS-DSCH FDD Information IE , then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in HSDPA resources allocation for the UE.]
-
[FDD - If the Serving Cell Change CFN IE is included into the RADIO LINK ADDITION REQUEST message, then the Node B shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the RNC. In the new configuration the Node B shall, if applicable, de-allocate the HS-PDSCH resources of the old Serving HS-PDSCH Radio Link. The Node B shall deactivate those resources at the next coming CFN with a value equal to the value requested by the RNC.]
------------------------------------------

Skip to next change

-------------------------------------------
 [FDD - Additional E-DCH Setup:]

[FDD - If the Additional E-DCH Cell Information RL Add Req IE is present in the RADIO LINK ADDITION REQUEST message and the choice of Setup Or Addition Of E-DCH On Secondary UL Frequency is "Setup", then the Additional E-DCH Cell Information Setup IE defines the new configuration and then:]

-
[FDD - If the C-ID IE is included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the C-ID IE indicates the cell in which the additional E-DCH shall be setup]

-
[FDD - The Node B shall setup the Additional E-DCH on the secondary uplink frequency and setup the requested Additional E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE.]
------------------------------------------

Skip to next change

-------------------------------------------
-
[FDD - If the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE and/or the E-HICH Power Offset IE are present in the Multicell E-DCH RL Specific Information IE in the Additional E-DCH RL Specific Information To Setup IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]
-
[FDD - If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE, the E-DCH Processing Overload Level IE,  the E-DCH Minimum Set E-TFCI IE and/or the DTX Information2 IE are present in the Additional E-DCH FDD Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]-
[FDD - If activation of power balancing for the Additional E-DCH RL by the RADIO LINK ADDITION REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message.]

------------------------------------------

Skip to next change

-------------------------------------------
[FDD – Additional E-DCH RL Addition:]

[FDD - If the Additional E-DCH Cell Information RL Add Req IE is present in the RADIO LINK ADDITION REQUEST message and the choice of Setup Or Addition Of E-DCH On Secondary UL Frequency is "Addition", then the Additional E-DCH Cell Information Addition IE defines the new configuration and then:]

-
[FDD - The Node B shall setup the requested E-DCH resources as requested, or as configured in the Node B Communication Context, on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Add IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]

-
[FDD - if the Multicell E-DCH Information IE is included and contains the Minimum Reduced E-DPDCH Gain Factor IE, the Node B shall use the information in the same way as for the information used on the Primary uplink frequency.]

-
[FDD - I f the Additional E-DCH FDD Information IE is included and contains the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Minimum Set E-TFCI IE, the E-DCH Maximum Bitrate IE , the E-DCH Processing Overload Level IE and/or the DTX Information IE, the Node B shall use the information in the same way as for the information used on the Primary uplink frequency.]

-
[FDD - If the Initial DL Transmission Power IE, the Maximum DL Power IE, the Minimum DL Power IE  and/or the F-DPCH Slot Format IE are present in the Additional E-DCH RL Specific Information To Add IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

------------------------------------------

Skip to next change

-------------------------------------------
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

------------------------------------------

Skip to next change

-------------------------------------------
Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an UL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the UL DPCH Information IE includes the Uplink Scrambling Code IE, the Node B shall apply this Uplink Scrambling Code to the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the Min UL Channelisation Code Length IE, the Node B shall apply the value in the new configuration. The Node B shall apply the contents of the Max Number of UL DPDCHs IE (if it is included) in the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL SIR Target IE, the Node B shall use the value for the UL inner loop power control when the new configuration is being used.]
------------------------------------------

Skip to next change

-------------------------------------------
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:]

· [FDD - The Node B shall configure the concerned Node B Communication Context for DTX operation according to TS 25.214 [10].]

· [FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].]
· [FDD - If UE DRX Cycle 2 IE is included in the DRX Information IE in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].] 
· [FDD - If Inactivity Threshold for UE DRX Cycle 2 IE is included in the DRX Information IE in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then:]

-
[FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
-
[FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to TS 25.214 [10].]
-
[FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DTX Information parameter in the new configuration. If the choice of DTX Information To Modify IE is "Deactivate", then DRX should be deactived together with DTX.]
-
[FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
------------------------------------------

Skip to next change

-------------------------------------------
HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, then:

-
The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

-
The Node B shall include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message. [FDD - The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE, or the MIMO with four transmit antennas Activation Indicator IE, or the Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD- The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

------------------------------------------

Skip to next change

-------------------------------------------
-
[FDD - If the MIMO with four transmit antennas Activation Indicator IE or the Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO with four transmit antennas mode or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – The Node B may include Precoder weight set restriction IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the CQI Feedback Cycle2 k IE or the CQI Cycle Switch Timer IE  is included in HS-DSCH FDD Information IE , then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in HSDPA resources allocation for the UE.]

------------------------------------------

Skip to next change

-------------------------------------------
HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE, then:

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE for every HS-DSCH MAC-d flow being modified for which the establishment of one or several new Priority Queues was requested, if the Node B allows the CRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the Node B has allocated capacity on user plane as described in TS 25.435 [24]. If RADIO LINK RECONFIGURATION PREPARE message includes HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH Information To Modify IE set to "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION PREPARE in the HS-DSCH Information To Modify IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.
------------------------------------------

Skip to next change

-------------------------------------------
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the CQI Feedback Cycle k IE, the CQI Repetition Factor IE , the ACK-NACK Repetition Factor IE, the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify IE, then the Node B shall use the indicated CQI Feedback Cycle k value, the CQI Repetition Factor or the ACK-NACK Repetition Factor, ACK Power Offset, the NACK Power Offset or the CQI Power Offset  in the new configuration.]
-
[FDD - If the CQI Feedback Cycle2 k IE or the CQI Cycle Switch Timer IE  is included in HS-DSCH Information To Modify  IE , then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in the new configuration.]
-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Modify IE, the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]
------------------------------------------

Skip to next change

-------------------------------------------
[FDD - E-DCH MAC-d Flow Addition/Deletion:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

------------------------------------------

Skip to next change

-------------------------------------------
-
[FDD - If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE , the E-DCH Minimum Set E-TFCI IE , the E-DCH Processing Overload Level IE and/or the DTX Information2 IE are present in the Additional E-DCH FDD Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

------------------------------------------

Skip to next change

-------------------------------------------
[FDD – Additional E-DCH Modification:]

[FDD - If the Additional E-DCH FDD Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then:]

-
[FDD - If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE and/or the E-DCH Minimum Set E-TFCI IE is included, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the E-DCH Maximum Bitrate IE is included, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the E-DCH Processing Overload Level IE is included, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the Additional E-DCH serving RL is in this Node B, the Node B may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled transmission. In this case the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE in the Additional Modified E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the DTX Information2 IE is included, the Node B shall use this information for the related resource allocation operation.]
------------------------------------------

Skip to next change

-------------------------------------------
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

------------------------------------------

Skip to next change

-------------------------------------------
[FDD - Physical Channel Modification]:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an UL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the UL DPCH Information IE includes the TFCS IE for the UL, the Node B shall apply the new TFCS in the Uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL DPDCH Indicator For E-DCH Operation IE set to "UL DPDCH not present", the UL DPDCH resources shall be removed from the configuration.]

------------------------------------------

Skip to next change

-------------------------------------------
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:]


[FDD - The Node B shall configure the concerned Node B Communication Context for DTX operation according to TS 25.214 [10].]


[FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].]
[FDD - If UE DRX Cycle 2 IE is included in the DRX Information IE in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].]
[FDD - If Inactivity Threshold for UE DRX Cycle 2 IE is included in the DRX Information IE in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to TS 25.214 [10].]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then:]

-
[FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
-
[FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to TS 25.214 [10].]
-
[FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DTX Information parameter in the new configuration. If the choice of DTX Information To Modify IE is "Deactivate", then DRX should be deactived together with DTX.]
-
[FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
------------------------------------------
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HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:

-
The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

------------------------------------------
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-------------------------------------------
-
[FDD - If the MIMO with four transmit antennas Activation Indicator IE or the Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then the Node B shall activate the MIMO with four transmit antennas mode or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link and the Node B shall decide the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO and include the MIMO N/M Ratio IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Precoder weight set restriction IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the CQI Feedback Cycle2 k IE or the CQI Cycle Switch Timer IE  is included in HS-DSCH FDD Information IE , then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in HSDPA resources allocation for the UE.]
------------------------------------------
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-------------------------------------------
HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information To ModifyUnsynchronised IE and if the Serving HS-DSCH Radio Link is in the Node B, then:

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE for every HS-DSCH MAC-d flow being modified for which  the establishment of one or several new Priority Queues was requested, if the Node B allows the CRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the Node B has allocated capacity on user plane as described in TS 25.435 [24]. If Node B Communication Context is configured to use the "Flexible MAC-d PDU Size", then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer for the Priority Queue of Node B Communication Context.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To ModifyUnsynchronised IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To ModifyUnsynchronised IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To ModifyUnsynchronised IE, then the Node B shall use the indicated ACK Power Offset, the NACK Power Offset or the CQI Power Offset  in the new configuration.]
-
[FDD - If the CQI Feedback Cycle2 k IE or the CQI Cycle Switch Timer IE  is included in HS-DSCH Information To Modify  IE , then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in the new configuration.]
-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To ModifyUnsynchronised IE, the Node B may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

------------------------------------------
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 [FDD - E-DCH MAC-d Flow Addition/Deletion:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]
------------------------------------------
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-------------------------------------------
-
[FDD - If the Primary CPICH Usage For Channel Estimation IE, the Secondary CPICH Information, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE and/or the E-HICH Power Offset IE are present in the Multicell E-DCH RL Specific Information IE in the Additional E-DCH RL Specific Information To Setup IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.]

-
[FDD - If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE, the E-DCH Minimum Set E-TFCI IE , the E-DCH Processing Overload Level IE and the DTX Information2 IE are present in the Additional E-DCH FDD Information IE, the Node B shall use the information same way as in the information is used on Primary uplink frequency.] 

· [FDD - If activation of power balancing for the Additional E-DCH RL by the RADIO LINK RECONFIGURATION REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Reconf IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
------------------------------------------
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[FDD – Additional E-DCH Modification:]

[FDD - If the Additional E-DCH FDD Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then:]

-
[FDD - If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE and/or the E-DCH Minimum Set E-TFCI IE is included, the Node B shall use this information for the related resource allocation operation.] 

-
[FDD - If the E-DCH Maximum Bitrate IE is included, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[FDD - If the E-DCH Processing Overload Level IE is included, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the Additional E-DCH serving RL is in this Node B, the Node B may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled transmission. In this case the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE in the Additional Modified E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the DTX Information2 IE is included, the Node B shall use this information for the related resource allocation operation.] 
------------------------------------------
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8.3.19
Radio Link Parameter Update 

8.3.19.1
General

The Radio Link Parameter Update procedure is excuted by the Node B when the update of HS-DSCH [FDD - or E-DCH or UL CLTD] related radio link parameter values are needed on the Node B side. With this procedure, Node B can suggest some HS-DSCH [FDD - or E-DCH or UL CLTD] related Radio Link Parameter values to RNC.
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.19.2
Successful Operation
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Figure 48: Radio Link Parameter Update Indication, Successful Operartion

The Node B initiates the Radio Link Parameter Update procedure by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the CRNC. The message contains suggested value(s) of the HS-DSCH [FDD - or E-DCH] related parameter(s) that should be reconfigured on the radio link(s).
If the Node B needs to update HS-DSCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including [FDD - HS-DSCH FDD Update Information IE] [TDD - HS-DSCH TDD Update Information IE].

If the Node B needs to allocate new HS-SCCH Codes, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-SCCH Code Change Indicator IE.
[FDD - If the Node B needs to allocate new HS-PDSCH Codes, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-PDSCH Code Change Indicator IE.]
[FDD - If the Node B needs to update the CQI Feedback Cycle k, CQI Feedback Cycle2 k, CQI Cycle Switch Timer, CQI Repetition Factor, ACK-NACK Repetition Factor, CQI Power Offset, ACK Power Offset and/or NACK Power Offset, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CQI Feedback Cycle k IE, CQI Repetition Factor IE, ACK-NACK Repetition Factor IE, CQI Power Offset IE, ACK Power Offset IE and/or NACK Power Offset IE.]

[FDD - If the Node B needs to update the Precoder weight set restriction, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Precoder weight set restriction IE.]
------------------------------------------
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9.2.1.31H
HS-DSCH Information To Modify

The HS-DSCH Information To Modify IE is used for modification of HS-DSCH information in a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxNrOfMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxNrOfPriorityQueues>
	
	
	–
	

	>CHOICE Priority Queue
	M
	
	
	
	–
	

	>>Add Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	
	–
	

	>>>Associated HS-DSCH MAC-d Flow
	M
	
	HS-DSCH MAC-d Flow ID

9.2.1.31I
	Shall only refer to an HS-DSCH MAC-d flow already existing in the old configuration.

Multiple Priority Queues can be associated with the same HS-DSCH MAC-d Flow ID.
	–
	

	>>>Scheduling Priority Indicator
	M
	
	9.2.1.53H
	
	–
	

	>>>T1
	M
	
	9.2.1.56a
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>>>MAC-hs Window Size
	M
	
	9.2.1.38B
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	1..<maxNrOfMACdPDUIndexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.53I
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.38A
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>RLC Mode
	M
	
	9.2.1.52B
	
	–
	

	>>>Maximum MAC-d PDU Size Extended
	O
	
	MAC PDU Size Extended

9.2.1.38C
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.122
	
	Yes
	ignore

	>>Modify Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	>>>Scheduling Priority Indicator
	O
	
	9.2.1.53H
	
	–
	

	>>>T1
	O
	
	9.2.1.56a
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>>>MAC-hs Window Size
	O
	
	9.2.1.38B
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	0..<maxNrOfMACdPDUIndexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.53I
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.38A
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>Maximum MAC-d PDU Size Extended
	O
	
	MAC PDU Size Extended

9.2.1.38C
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.122
	
	Yes
	ignore

	>>Delete Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	O
	
	9.2.1.38Ab
	
	–
	

	CQI Feedback Cycle k
	O
	
	9.2.2.21B
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.4Cb
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.4Ca
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.23a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	For FDD only
	–
	

	Measurement Power Offset
	O
	
	9.2.2.21C
	For FDD only
	–
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.31L
	
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.18F
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	For FDD only
	YES
	ignore

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	UE Capabilities Information
	
	0..1
	
	
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	–
	

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Twocarrier Discontiguous, One-Two carrier Contiguous, Two-Two carrier Contiguous)
	Applicable to 1.28Mcps TDD only

This IE indicates the number of carrier(s) the UE can support at the same time, where ”x-y carrier” means x for the uplink, and y for the downlink.

One-Two carrier Discontiguous and Two-Two carrier Discontiguous mean that the UE is capable of supporting two non-adjacent carriers.

One-Two carrier Contiguous and Two-Two carrier Contiguous mean that the UE is only capable of supporting two adjacent carriers.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	HS-DSCH Physical Layer Category 9.2.1.31Ia
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	Enumerated (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.125
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	HS-SICH TPC step size
	O
	
	TDD TPC UL Step Size 9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-PDSCH Code Change Grant
	O
	
	9.2.1.31N
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.1.120
	For FDD and 1.28Mcps TDD only
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.31ID
	
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	For FDD only
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.117
	 
	YES
	ignore

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.124
	For FDD only
	YES
	reject

	Puncturing Handling in First Rate Matching Stage
	O
	
	9.2.2.149
	For FDD only
	YES
	ignore

	MIMO with four transmit antennas Mode Indicator
	O
	
	9.2.2.166
	For FDD only
	YES
	reject

	Dual Stream MIMO with four transmit antennas Mode Indicator
	O
	
	9.2.2.168
	For FDD only
	YES
	reject

	Multiflow Reconfiguration
	O
	
	9.2.2.169
	For FDD only
	YES
	reject

	CQI Feedback Cycle2 k
	O
	
	CQI Feedback Cycle k2

9.2.2.XX
	For FDD only
	YES
	ignore

	CQI Cycle Switch Timer
	O
	
	ENUMERATED (4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	For FDD only. 
	YES
	ignore


	Condition
	Explanation

	NofSupportedCarriers
	This IE shall be present if the Number of Supported Carriers IE is equal to "One-Two carrier Discontiguous" or "Two-Two carrier Discontiguous" and the concerned cell and the UE support more than one RF band.


	Range Bound
	Explanation

	maxNrOfMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxNrOfPriorityQueues
	Maximum number of Priority Queues

	maxNrOfMACdPDUIndexes
	Maximum number of different MAC-d PDU SIDs


------------------------------------------
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9.2.2.18D
HS-DSCH FDD Information

The HS-DSCH FDD Information IE is used for initial addition of HS-DSCH information to a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.31IA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	–
	

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Not to be used. 
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Two carrier Discontiguous, One-Two carrier Contiguous, Two-Two carrier Contiguous)
	Not to be used.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	Not to be used.
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.125
	Not to be used.
	YES
	ignore

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.38Ab
	
	–
	

	CQI Feedback Cycle k
	M
	
	9.2.2.21B
	
	–
	

	CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.4Cb
	
	–
	

	ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	CQI Power Offset 
	M
	
	9.2.2.4Ca
	
	–
	

	ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	M
	
	9.2.2.23a
	
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	–
	

	Measurement Power Offset
	O
	
	9.2.2.21C
	
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	
	YES
	ignore

	MIMO Activation Indicator
	O
	
	9.2.1.119
	
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.31ID
	If not present, "Indexed MAC-d PDU Size" shall be used.
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	YES
	ignore

	UE with enhanced HS-SCCH support indicator
	O
	
	NULL
	UE supports enhanced HS-SCCH functionality:

- UE supports different HS-SCCH in consecutive TTIs and

- in HS-SCCH-less operation mode the UE supports HS-SCCH orders
	YES
	ignore

	CQI Feedback Cycle2 k
	O
	
	CQI Feedback Cycle k2

9.2.2.XX
	For FDD only
	YES
	ignore

	CQI Cycle Switch Timer
	O
	
	ENUMERATED (4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	For FDD only. 
	YES
	ignore


------------------------------------------
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9.2.2.18Ea
HS-DSCH FDD Update Information
The HS-DSCH FDD Update Information IE provides information for HS-DSCH to be updated. At least one IE shall be present.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Code Change Indicator
	O
	
	9.2.1.31K
	
	–
	

	CQI Feedback Cycle k
	O
	
	9.2.2.21B
	
	–
	

	CQI Repetition Factor 
	O
	
	9.2.2.4Cb
	
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	
	–
	

	CQI Power Offset
	O
	
	9.2.2.4Ca
	
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	O
	
	9.2.2.23a
	
	–
	

	HS-PDSCH Code Change Indicator
	O
	
	9.2.1.31M
	
	YES
	ignore

	Precoder weight set restriction
	O
	
	9.2.2.192
	
	YES
	ignore

	CQI Feedback Cycle2 k
	O
	
	CQI Feedback Cycle k2

9.2.2.XX
	For FDD only
	YES
	ignore

	CQI Cycle Switch Timer
	O
	
	ENUMERATED (4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	For FDD only
	YES
	ignore


------------------------------------------
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9.2.2.66
Continuous Packet Connectivity DTX-DRX Information 

The Continuous Packet Connectivity DTX-DRX Information IE defines the parameters used for Continuous Packet Connectivity DTX-DRX operation (see ref. TS 25.214 [10]).

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UE DTX DRX Offset
	M
	
	INTEGER (0..159)
	Units of subframes. Offset of the UE DTX and DRX cycles at the given TTI
	–
	

	Enabling Delay
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128)
	Units of radio frames
	–
	

	DTX Information
	
	1
	
	
	
	

	>CHOICE E-DCH TTI Length
	M
	
	
	
	–
	

	>>2ms
	
	
	
	
	–
	

	>>>UE DTX Cycle 1
	M
	
	ENUMERATED (1, 4, 5, 8, 10, 16, 20)
	Units of subframes
	–
	

	>>>UE DTX Cycle 2
	M
	
	ENUMERATED (4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160)
	Units of subframes
	–
	

	>>>MAC DTX Cycle
	M
	
	ENUMERATED (1, 4, 5, 8, 10, 16, 20)
	Units of subframes
	–
	

	>>10ms
	
	
	
	
	–
	

	>>>UE DTX Cycle 1
	M
	
	ENUMERATED (1, 5, 10, 20)
	Units of subframes
	–
	

	>>>UE DTX Cycle 2
	M
	
	ENUMERATED (5, 10, 20, 40, 80, 160)
	Units of subframes
	–
	

	>>>MAC DTX Cycle
	M
	
	ENUMERATED (5, 10, 20)
	Units of subframes
	–
	

	>Inactivity Threshold for UE DTX Cycle 2
	M
	
	ENUMERATED (1, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs
	–
	

	>UE DTX Long Preamble 
	M
	
	ENUMERATED (2,4,15)
	Units of slots
	–
	

	>MAC Inactivity Threshold
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of E-DCH TTIs
	–
	

	>CQI DTX Timer
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of subframes
	–
	

	>UE DPCCH burst1
	M
	
	ENUMERATED (1, 2, 5)
	Units of subframes
	–
	

	>UE DPCCH burst2
	M
	
	ENUMERATED (1, 2, 5)
	Units of subframes
	–
	

	DRX Information
	
	0..1
	
	
	
	

	>UE DRX Cycle
	M
	
	ENUMERATED (4, 5, 8, 10, 16, 20)
	Units of subframes
	–
	

	>Inactivity Threshold for UE DRX Cycle
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512)
	Units of subframes
	–
	

	>Inactivity Threshold for UE Grant Monitoring
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs
	–
	

	>UE DRX Grant Monitoring
	M
	
	BOOLEAN
	True: DRX Grant Monitoring shall be applied.

False: DRX Grant Monitoring shall not be applied.
	–
	

	>UE DRX Cycle 2
	O
	
	ENUMERATED (4, 5, 8, 10, 16, 20)
	Units of subframes
	YES
	ignore

	>Inactivity Threshold for UE DRX Cycle 2
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512)
	Units of subframes
	YES
	ignore


9.2.2.67
Continuous Packet Connectivity DTX-DRX Information To Modify

The Continuous Packet Connectivity DTX-DRX Information To Modify IE is used for modification of Continuous Packet Connectivity DTX-DRX information in a Node B Communication Context. The Continuous Packet Connectivity DTX-DRX Information To Modify IE shall include at least one of the following IE.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UE DTX DRX Offset
	O
	
	INTEGER (0..159)
	Units of subframes. Offset of the UE DTX and DRX cycles at the given TTI
	–
	

	Enabling Delay
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128)
	Units of radio frames
	–
	

	CHOICE DTX Information To Modify
	O
	
	
	
	
	

	>Modify
	
	
	
	
	–
	

	>>CHOICE E-DCH TTI Length
	O
	
	
	
	–
	

	>>>2ms
	
	
	
	
	
	

	>>>>UE DTX Cycle 1
	M
	
	ENUMERATED (1, 4, 5,  8, 10, 16, 20)
	Units of subframes
	–
	

	>>>>UE DTX Cycle 2
	M
	
	ENUMERATED (4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160)
	Units of subframes
	–
	

	>>>>MAC DTX Cycle
	M
	
	ENUMERATED (1, 4, 5, 8, 10, 16, 20)
	Units of subframes
	–
	

	>>>10ms
	
	
	
	
	
	

	>>>>UE DTX Cycle 1
	M
	
	ENUMERATED (1, 5, 10, 20)
	Units of subframes
	–
	

	>>>>UE DTX Cycle 2
	M
	
	ENUMERATED (5, 10, 20, 40, 80, 160)
	Units of subframes
	–
	

	>>>>MAC DTX Cycle
	M
	
	ENUMERATED (5, 10, 20)
	Units of subframes
	–
	

	>>Inactivity Threshold for UE DTX Cycle 2
	O
	
	ENUMERATED (1, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs
	–
	

	>>UE DTX Long Preamble 
	O
	
	ENUMERATED (2,4,15)
	Units of slots
	–
	

	>>MAC Inactivity Threshold
	O
	
	ENUMERATED ( 1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of E-DCH TTIs
	–
	

	>>CQI DTX Timer
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of Subframes
	–
	

	>>UE DPCCH burst1
	O
	
	ENUMERATED (1, 2, 5)
	Units of Subframes
	–
	

	>>UE DPCCH burst2
	O
	
	ENUMERATED (1, 2, 5)
	Units of Subframes
	–
	

	>Deactivate
	
	
	NULL
	
	–
	

	CHOICE DRX Information To Modify 
	O
	
	
	
	
	

	>Modify
	
	
	
	
	–
	

	>>UE DRX Cycle
	O
	
	ENUMERATED ( 4, 5, 8, 10, 16, 20)
	Units of subframes
	–
	

	>>Inactivity Threshold for UE DRX Cycle
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512)
	Units of subframes
	–
	

	>>Inactivity Threshold for UE Grant Monitoring
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs
	–
	

	>>UE DRX Grant Monitoring
	O
	
	BOOLEAN
	True: DRX Grant Monitoring shall be applied.

False: DRX Grant Monitoring shall not be applied.
	–
	

	>>UE DRX Cycle 2
	O
	
	ENUMERATED ( 4, 5, 8, 10, 16, 20)
	Units of subframes
	YES
	ignore

	>>Inactivity Threshold for UE DRX Cycle 2
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512)
	Units of subframes
	YES
	ignore

	>Deactivate
	
	
	NULL
	
	
	


------------------------------------------

Skip to next change

-------------------------------------------
9.2.2.95
Max UE DTX Cycle

The Max UE DTX Cycle IE defines the maximum UE DTX cycle supported by the Node B for Continuous Packet Connectivity DTX-DRX operation.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Max UE DTX Cycle
	M
	
	ENUMERATED (v5, v10, v20, v40, v64, v80, v128, v160,…, v256, v320, v512, v640, v1024, v1280)
	Units of subframes


------------------------------------------

Skip to next change

-------------------------------------------
9.2.2.137
Additional E-DCH FDD Information

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Additional E-DCH MAC-d Flows Specific Information
	
	0..<maxNrOfEDCHMACdFlows>
	
	
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.74
	
	–
	

	>Binding ID 
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP
	–
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	
	–
	

	E-DCH Maximum Bitrate 
	O
	
	9.2.2.13T
	
	–
	

	E-DCH Processing Overload Level
	O
	
	9.2.1.79
	
	–
	

	E-DCH Minimum Set E-TFCI
	O
	
	INTEGER (0..127)
	For the concept of "E-DCH Minimum Set of TFCs" see TS 25.321 [32] and TS 25.331 [18]
	–
	

	DTX Information2
	
	0..1
	
	
	
	

	> UE DTX Cycle 1
	M
	
	ENUMERATED (1, 4, 5, 8, 10, 16, 20,…)
	Units of subframes
	YES
	ignore

	> UE DTX Cycle 2
	M
	
	ENUMERATED (4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1024, 1280,…)
	Units of subframes
	YES
	ignore

	> Inactivity Threshold for UE DTX Cycle 2
	M
	
	ENUMERATED (1, 4, 8, 16, 32, 64, 128, 256,…)
	Units of E-DCH TTIs
	YES
	ignore


	Range bound
	Explanation

	maxNrOfEDCHMACdFlows
	Maximum number of MAC-d flows.


------------------------------------------

Skip to next change

-------------------------------------------
9.2.2.XX
CQI Feedback Cycle2 k

The CQI Feedback Cycle2 k IE provides the duration of the CQI feedback cycle.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CQI Feedback Cycle2 k
	
	
	ENUMERATED 

(0, 2, 4, 8, 10, 20, 40, 80, 160,…, 16, 32, 64)
	Unit ms 

The allowed values for this IE depend on the configured CQI Repetition Factor and the HS-DSCH configuration as defined in TS 25.214 [10].


------------------------------------------

Skip to next change

-------------------------------------------
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,

>>Unchanged text omitted

id-Common-EDH-Preamble-Control-Information-extension-Type1,


id-Common-EDH-Preamble-Control-Information-extension-Type2,


id-Common-EDH-Preamble-Control-Information-extension-Type3,


id-NodeB-Triggered-HSDPCCH-Transmission-Information,


id-Per-HARQ-Activiation-and-Deactiviation,


id-Coffset,


id-Common-E-DCH-MAC-d-flow-info-Concurrent-TTI,


id-Serving-Grant-Value-for-Concurrent-Deployment-of-2msand10ms-TTI,


id-Two-ms-Grant-E-DCH-RACH-Resources,


id-Two-ms-Overridden-E-DCH-RACH-Resources,


id-Two-ms-Denied-E-DCH-RACH-Resources,


id-FTPICH-Information,


id-UL-CLTD-Information,

id-CQI-Feedback-Cycle2,

id-CQI-Cycle-Switch-Timer,


id-UE-DRX-Cycle2,


id-Inactivity-Threshold-for-UE-DRX-Cycle2,

id-DTX-Information2
>>Unchanged text omitted
Additional-EDCH-FDD-Information
::=SEQUENCE{


additional-EDCH-MAC-d-Flows-Specific-Information
Additional-EDCH-MAC-d-Flows-Specific-Info-List
OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH



OPTIONAL,


e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate






OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level




OPTIONAL,


e-DCH-Min-Set-E-TFCI






E-TFCI
















OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Additional-EDCH-FDD-Information-ExtIEs} } OPTIONAL,


...

}
Additional-EDCH-FDD-Information-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-DTX-Information2

CRITICALITY ignore
EXTENSION
DTX-Information2
PRESENCE optional},

...
}

DTX-Information2 ::= SEQUENCE {

uE-DTX-Cycle1






UE-DTX-Cycle1-2ms,


uE-DTX-Cycle2






UE-DTX-Cycle2-ext-2ms,


inactivity-Threshold-for-UE-DTX-Cycle2
Inactivity-Threshold-for-UE-DTX-Cycle2,


iE-Extensions



ProtocolExtensionContainer { {DTX-Information2-ExtIEs} } OPTIONAL,


...

}

DTX-Information2-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
>>Unchanged text omitted
CQI-DTX-Timer ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128, v256, v512, infinity}


-- Unit subframe
CQI-Cycle-Switch-Timer ::= ENUMERATED {v4, v8, v16, v32, v64, v128, v256, v512, infinity}


-- Unit subframe

CQI-Feedback-Cycle ::= ENUMERATED {v0, v2, v4, v8, v10, v20, v40, v80, v160,..., v16, v32, v64}
CQI-Feedback-Cycle2 ::= ENUMERATED {v0, v2, v4, v8, v10, v20, v40, v80, v160,..., v16, v32, v64}

CQI-Power-Offset ::= INTEGER (0..8,..., 9..10)

-- According to mapping in ref. TS 25.213 [9] subclause 4.2.1
CQI-RepetitionFactor ::= INTEGER (1..4,...)

-- Step: 1

CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID



OPTIONAL,


triggeringMessage


TriggeringMessage


OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID



OPTIONAL,


iEsCriticalityDiagnostics
CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }

OPTIONAL,


...

}
>>Unchanged text omitted
DRX-Information ::= SEQUENCE {


uE-DRX-Cycle






UE-DRX-Cycle,


inactivity-Threshold-for-UE-DRX-Cycle






Inactivity-Threshold-for-UE-DRX-Cycle,


inactivity-Threshold-for-UE-Grant-Monitoring




Inactivity-Threshold-for-UE-Grant-Monitoring,


uE-DRX-Grant-Monitoring 



UE-DRX-Grant-Monitoring,


iE-Extensions






ProtocolExtensionContainer { {DRX-Information-ExtIEs} } OPTIONAL,


...

}

DRX-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-UE-DRX-Cycle2







CRITICALITY ignore
EXTENSION 
UE-DRX-Cycle
PRESENCE optional}|

{ ID id-Inactivity-Threshold-for-UE-DRX-Cycle2

CRITICALITY ignore
EXTENSION
Inactivity-Threshold-for-UE-DRX-Cycle
PRESENCE optional},

...

}
DRX-Information-to-Modify ::= CHOICE {


modify


DRX-Information-to-Modify-Items,


deactivate

NULL,


...

}

DRX-Information-to-Modify-Items ::= SEQUENCE {


uE-DRX-Cycle












UE-DRX-Cycle










OPTIONAL, 


inactivity-Threshold-for-UE-DRX-Cycle






Inactivity-Threshold-for-UE-DRX-Cycle



OPTIONAL, 


inactivity-Threshold-for-UE-Grant-Monitoring




Inactivity-Threshold-for-UE-Grant-Monitoring

OPTIONAL,


uE-DRX-Grant-Monitoring 









UE-DRX-Grant-Monitoring








OPTIONAL,


iE-Extensions







 ProtocolExtensionContainer { {DRX-Information-to-Modify-Items-ExtIEs} } OPTIONAL,


...

}

DRX-Information-to-Modify-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-UE-DRX-Cycle2







CRITICALITY ignore
EXTENSION 
UE-DRX-Cycle
PRESENCE optional}|

{ ID id-Inactivity-Threshold-for-UE-DRX-Cycle2

CRITICALITY ignore
EXTENSION
Inactivity-Threshold-for-UE-DRX-Cycle
PRESENCE optional},

...

}

>>Unchanged text omitted
HSDSCH-FDD-Information ::= SEQUENCE {


hSDSCH-MACdFlows-Information



HSDSCH-MACdFlows-Information,


ueCapability-Info






UE-Capability-Information,


mAChs-Reordering-Buffer-Size-for-RLC-UM

MAChsReorderingBufferSize-for-RLC-UM,


cqiFeedback-CycleK






CQI-Feedback-Cycle,


cqiRepetitionFactor






CQI-RepetitionFactor





OPTIONAL,


-- This IE shall be present if the CQI Feedback Cycle k is greater than 0


ackNackRepetitionFactor





AckNack-RepetitionFactor,


cqiPowerOffset







CQI-Power-Offset,


ackPowerOffset







Ack-Power-Offset,


nackPowerOffset







Nack-Power-Offset,


hsscch-PowerOffset






HSSCCH-PowerOffset






OPTIONAL,


measurement-Power-Offset




Measurement-Power-Offset




OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { HSDSCH-FDD-Information-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-FDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HARQ-Preamble-Mode 






CRITICALITY ignore
EXTENSION HARQ-Preamble-Mode






PRESENCE optional}|

{ ID id-MIMO-ActivationIndicator




CRITICALITY reject
EXTENSION MIMO-ActivationIndicator




PRESENCE optional}|


{ ID id-HSDSCH-MACdPDUSizeFormat 




CRITICALITY reject
EXTENSION HSDSCH-MACdPDUSizeFormat




PRESENCE optional}|

{ ID id-SixtyfourQAM-UsageAllowedIndicator


CRITICALITY ignore
EXTENSION SixtyfourQAM-UsageAllowedIndicator

PRESENCE optional}|


{ ID id-UE-with-enhanced-HS-SCCH-support-indicator
CRITICALITY ignore
EXTENSION NULL











PRESENCE optional}|


{ ID id-EnhancedHSServingCC-Abort




CRITICALITY reject
EXTENSION EnhancedHSServingCC-Abort




PRESENCE optional}|

{ ID id-UE-SupportIndicatorExtension



CRITICALITY ignore
EXTENSION UE-SupportIndicatorExtension



PRESENCE optional}|

{ ID id-Single-Stream-MIMO-ActivationIndicator

CRITICALITY reject
EXTENSION Single-Stream-MIMO-ActivationIndicator
PRESENCE optional}|


{ ID id-Puncturing-Handling-in-First-Rate-Matching-Stage
CRITICALITY ignore
EXTENSION Puncturing-Handling-in-First-Rate-Matching-Stage
PRESENCE optional}|


{ ID id-MIMO-withfourtransmitantennas-ActivationIndicator
CRITICALITY reject
EXTENSION MIMO-withfourtransmitantennas-ActivationIndicator


PRESENCE optional}|


{ ID id-DualStream-MIMO-withfourtransmitantennas-ActivationIndicator
CRITICALITY reject
EXTENSION DualStream-MIMO-withfourtransmitantennas-ActivationIndicator

PRESENCE optional}|


{ ID id-Multiflow-Information





CRITICALITY reject
EXTENSION Multiflow-Information





PRESENCE optional}|

{ ID id-CQI-Feedback-Cycle2



CRITICALITY ignore
EXTENSION CQI-Feedback-Cycle2
PRESENCE optional}|

{ ID id-CQI-Cycle-Switch-Timer


CRITICALITY ignore
EXTENSION CQI-Cycle-Switch-Timer
PRESENCE optional},

...

}

>>Unchanged text omitted
HSDSCH-Information-to-Modify ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-Info-to-Modify


HSDSCH-MACdFlow-Specific-InfoList-to-Modify

OPTIONAL,


priorityQueueInfotoModify





PriorityQueue-InfoList-to-Modify



OPTIONAL,


mAChs-Reordering-Buffer-Size-for-RLC-UM


MAChsReorderingBufferSize-for-RLC-UM


OPTIONAL,


cqiFeedback-CycleK







CQI-Feedback-Cycle







OPTIONAL,
-- For FDD only


cqiRepetitionFactor







CQI-RepetitionFactor






OPTIONAL,
-- For FDD only


ackNackRepetitionFactor






AckNack-RepetitionFactor





OPTIONAL,
-- For FDD only


cqiPowerOffset








CQI-Power-Offset







OPTIONAL,
-- For FDD only


ackPowerOffset








Ack-Power-Offset







OPTIONAL,
-- For FDD only


nackPowerOffset








Nack-Power-Offset







OPTIONAL,
-- For FDD only


hsscch-PowerOffset







HSSCCH-PowerOffset







OPTIONAL,
-- For FDD only


measurement-Power-Offset





Measurement-Power-Offset





OPTIONAL,
-- For FDD only


hSSCCHCodeChangeGrant






HSSCCH-Code-Change-Grant





OPTIONAL,


tDDAckNackPowerOffset






TDD-AckNack-Power-Offset





OPTIONAL,
-- For TDD only


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HARQ-Preamble-Mode





CRITICALITY ignore
EXTENSION HARQ-Preamble-Mode






PRESENCE optional}|


{ ID id-HSSICH-SIRTarget





CRITICALITY ignore
EXTENSION UL-SIR









PRESENCE optional}|

 -- Applicable to 1.28Mcps TDD only

{ ID id-ueCapability-Info





CRITICALITY ignore
EXTENSION UE-Capability-Information



PRESENCE optional}|


{ ID id-HSSICH-TPC-StepSize





CRITICALITY ignore
EXTENSION TDD-TPC-UplinkStepSize-LCR



PRESENCE optional}|

 -- Applicable to 1.28Mcps TDD only


{ ID id-HS-PDSCH-Code-Change-Grant



CRITICALITY ignore
EXTENSION HS-PDSCH-Code-Change-Grant



PRESENCE optional}|


 -- Applicable to FDD only

{ ID id-MIMO-Mode-Indicator





CRITICALITY reject
EXTENSION MIMO-Mode-Indicator





PRESENCE optional}|


{ ID id-HSDSCH-MACdPDUSizeFormat



CRITICALITY reject
EXTENSION HSDSCH-MACdPDUSizeFormat 



PRESENCE optional}|

{ ID id-SixtyfourQAM-UsageAllowedIndicator

CRITICALITY ignore
EXTENSION SixtyfourQAM-UsageAllowedIndicator
PRESENCE optional}|

{ ID id-EnhancedHSServingCC-Abort



CRITICALITY reject
EXTENSION EnhancedHSServingCC-Abort



PRESENCE optional}|

{ ID id-UE-SupportIndicatorExtension


CRITICALITY ignore
EXTENSION UE-SupportIndicatorExtension


PRESENCE optional}|

{ ID id-Single-Stream-MIMO-Mode-Indicator

CRITICALITY reject
EXTENSION Single-Stream-MIMO-Mode-Indicator

PRESENCE optional}|


{ ID id-Puncturing-Handling-in-First-Rate-Matching-Stage
CRITICALITY ignore
EXTENSION Puncturing-Handling-in-First-Rate-Matching-Stage
PRESENCE optional}|


{ ID id-MIMO-withfourtransmitantennas-Mode-Indicator
CRITICALITY reject
EXTENSION MIMO-withfourtransmitantennas-Mode-Indicator
PRESENCE optional}|


{ ID id-DualStream-MIMO-withfourtransmitantennas-Mode-Indicator

CRITICALITY reject
EXTENSION DualStream-MIMO-withfourtransmitantennas-Mode-Indicator
PRESENCE optional}|


{ ID id-Multiflow-Reconfiguration



CRITICALITY reject
EXTENSION Multiflow-Reconfiguration



PRESENCE optional}|

 -- Applicable to FDD only

{ ID id-CQI-Feedback-Cycle2



CRITICALITY ignore
EXTENSION CQI-Feedback-Cycle2
PRESENCE optional}|

{ ID id-CQI-Cycle-Switch-Timer



CRITICALITY ignore
EXTENSION CQI-Cycle-Switch-Timer
PRESENCE optional},

...

}

>>Unchanged text omitted
HSDSCH-FDD-Update-Information ::= SEQUENCE {

hsSCCHCodeChangeIndicator





HSSCCH-CodeChangeIndicator




OPTIONAL,

cqiFeedback-CycleK







CQI-Feedback-Cycle






OPTIONAL, 


cqiRepetitionFactor







CQI-RepetitionFactor





OPTIONAL,

ackNackRepetitionFactor






AckNack-RepetitionFactor




OPTIONAL,

cqiPowerOffset








CQI-Power-Offset 






OPTIONAL,

ackPowerOffset








Ack-Power-Offset






OPTIONAL,

nackPowerOffset








Nack-Power-Offset






OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Update-Information-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-FDD-Update-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ID id-HS-PDSCH-Code-Change-Indicator

CRITICALITY ignore
EXTENSION HS-PDSCH-Code-Change-Indicator

PRESENCE optional}|


{ID id-PrecoderWeightSetRestriction


CRITICALITY ignore
EXTENSION Precoder-Weight-Set-Restriction

PRESENCE optional}|

{ID id-CQI-Feedback-Cycle2



CRITICALITY ignore
EXTENSION CQI-Feedback-Cycle2
PRESENCE optional}|

{ID id-CQI-Cycle-Switch-Timer



CRITICALITY ignore
EXTENSION CQI-Cycle-Switch-Timer
PRESENCE optional},

...

}
>>Unchanged text omitted
Max-Set-E-DPDCHs ::= ENUMERATED {


vN256, vN128, vN64, vN32, vN16, vN8, vN4, v2xN4, v2xN2, v2xN2plus2xN4,


...,


v2xM2plus2xM4


}

-- Values related to TS 25.212 [8]

Max-UE-DTX-Cycle ::= ENUMERATED {


v5, v10, v20, v40, v64, v80, v128, v160,


...,v256, v320, v512, v640, v1024, v1280}

MBMS-Capability ::= ENUMERATED{
mbms-capable, 
mbms-non-capable
}

>>Unchanged text omitted
UE-DTX-Cycle1-2ms ::= ENUMERATED {v1, v4, v5, v8, v10, v16, v20}


-- Unit subframe
UE-DTX-Cycle1-10ms ::= ENUMERATED {v1, v5, v10, v20}


-- Unit subframe
UE-DTX-Cycle2-2ms ::= ENUMERATED {v4, v5, v8, v10, v16, v20, v32, v40, v64, v80, v128, v160}


-- Unit subframe
UE-DTX-Cycle2-ext-2ms ::= ENUMERATED {v4, v5, v8, v10, v16, v20, v32, v40, v64, v80, v128, v160, v256, v320, v512, v640, v1024, v1280}


-- Unit subframe
UE-DTX-Cycle2-10ms ::= ENUMERATED {v5, v10, v20, v40, v80, v160}


-- Unit subframe

>>Unchanged text omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2
>>Unchanged text omitted
id-Common-E-RGCH-Operation-Indicator







ProtocolIE-ID ::= 1253

id-Common-E-RGCH-InfoFDD










ProtocolIE-ID ::= 1254

id-PrecoderWeightSetRestriction









ProtocolIE-ID ::= 1255

id-Non-rectangular-resource-allocation-indicator




ProtocolIE-ID ::= 1256

id-Non-rectangular-resource-timeslot-set






ProtocolIE-ID ::= 1257

id-UE-Support-of-non-rectangular-resource-allocation



ProtocolIE-ID ::= 1258

id-DBDS-CorrectionsReq











ProtocolIE-ID ::= 1267

id-DBDS-Corrections












ProtocolIE-ID ::= 1268

id-BDS-IonosphericGridModelReq









ProtocolIE-ID ::= 1269

id-BDS-Ionospheric-Grid-Model









ProtocolIE-ID ::= 1270

id-GANSS-alm-keplerianBDSAlmanac








ProtocolIE-ID ::= 1271
id-CQI-Feedback-Cycle2











ProtocolIE-ID ::= XXX1

id-CQI-Cycle-Switch-Timer










ProtocolIE-ID ::= XXX2

id-UE-DRX-Cycle2












ProtocolIE-ID ::= XXX3

id-Inactivity-Threshold-for-UE-DRX-Cycle2






ProtocolIE-ID ::= XXX4

id-DTX-Information2












ProtocolIE-ID ::= XXX5
END
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