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8.2.2
Successful Operation
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Figure 8.2.2-1: MBMS Session Start procedure. Successful operation.

The MME initiates the procedure by sending an MBMS SESSION START REQUEST message to the MCE.

The MCE shall use the information in the MBMS E-RAB QoS parameters IE to determine whether the requested configuration can be accommodated within E-UTRAN.

If the “Time of MBMS Data Transfer” is included in the MBMS SESSION START REQUEST message, the MCE shall, if supported, take it into account for the synchronization of the corresponding MCCH Update instead of the “Minimum Time to MBMS Data Transfer”. The MCE shall ensure the eNB applies the MCCH update from the last modification period before this “Time of MBMS Data Transfer”.

If the MCE receives the MBMS SESSION START REQUEST message including the Re-establishment IE for a service which is already ongoing, it shall, if supported, accept this message and replace the MBMS context for that service (see TS 23.007 [14]).

The MCE shall report to the MME, in the MBMS SESSION START RESPONSE message the result of the requested MBMS E-RAB. 

The MCE shall establish or modify the resources according to the values of the Allocation and Retention Priority IE (priority level and pre-emption indicators) and the resource situation as follows:

-
The MCE shall consider the priority level of the requested session, when deciding on the resource allocation.

-
The priority levels and the pre-emption indicators may (individually or in combination) be used to determine whether the session has to be started unconditionally and immediately. If the requested session is marked as “may trigger pre-emption” and the resource situation requires so, the MCE may trigger the pre-emption procedure which may then cause the forced release of a lower priority session which is marked as “pre-emptable”. Whilst the process and the extent of the pre-emption procedure is operator-dependent, the pre-emption indicators shall be treated as follows:

1.
If the Pre-emption Capability IE is set to “may trigger pre-emption”, then this allocation request is allowed to trigger a pre-emption procedure.

2.
If the Pre-emption Capability IE is set to “shall not trigger pre-emption”, then this allocation request is not allowed to trigger a pre-emption procedure.

3.
If the Pre-emption Vulnerability IE is set to “pre-emptable”, then this session shall be included in the pre-emption process.

4.
If the Pre-emption Vulnerability IE is set to “not pre-emptable”, then this session shall not be included in the pre-emption process.

5.
If the Priority Level IE is set to “no priority” the given values for the Pre-emption Capability IE and Pre-emption Vulnerability IE shall not be considered. Instead the values “shall not trigger pre-emption” and “not pre-emptable” shall prevail.

-
The E-UTRAN pre-emption process shall keep the following rule: E-UTRAN shall only pre-empt sessions with lower priority, in ascending order of priority.

---------------------------------------------Next Change-------------------------------------------------

8.5.2.2
Reset Procedure Initiated from the E-UTRAN
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Figure 8.5.2.2-1: Reset procedure initiated from the E-UTRAN. Successful operation.

In the event of a failure at the MCE, which has resulted in the loss of some or all transaction reference information, a RESET message shall be sent to the MME.

At reception of RESET message the MME shall release all allocated resources on M3 related to the MBMS service association(s) indicated explicitly or implicitly in the RESET message and remove the MBMS M3AP ID for the indicated MBMS service associations. 

After the MME has released all assigned M3 resources and the MBMS M3AP IDs for all indicated MBMS service associations which can be used for new MBMS-service-associated logical M3-connections over the M3 interface, the MME shall respond with the RESET ACKNOWLEDGE message. 

If the RESET message contains the MBMS-Service-associated logical M3-connection list IE, then:

-
The MME shall use the MME MBMS M3AP ID IE and/or the MCE MBMS M3AP ID IE to explicitly identify the MBMS service association(s) to be reset.
-
The MME shall in the RESET ACKNOWLEDGE message include, for each MBMS service association to be reset, the MBMS-Service-associated logical M3-connection Item IE in the MBMS-Service-associated logical M3-connection list IE. The MBMS-Service -associated logical M3-connection Item IEs shall be in the same order as received in the RESET message and shall include also unknown MBMS-Service-associated logical M3-connections. Empty MBMS-Service-associated logical M3-connection Item IEs, received in the RESET message, may be omitted in the RESET ACKNOWLEDGE message.

-
If the MME MBMS M3AP ID IE is included in the MBMS-Service-associated logical M3-connection Item IE for an MBMS service association, the MME shall include the MME MBMS M3AP ID IE in the corresponding MBMS-Service-associated logical M3-connection Item IE in the RESET ACKNOWLEDGE message.

-
If the MCE MBMS M3AP ID IE is included in an MBMS-Service-associated logical M3-connection Item IE for an MBMS service association, the MME shall include the MCE MBMS M3AP ID IE in the corresponding MBMS-Service-associated logical M3-connection Item IE in the RESET ACKNOWLEDGE message.

Interactions with other procedures:

If the RESET message is received, any other ongoing procedure (except another Reset procedure) on the same M3 interface related to an MBMS service association, indicated explicitly or implicitly in the RESET message, shall be aborted.


After completing the RESET procedure, if the MCE receives an  MBMS SESSION START REQUEST message corresponding to an existing MBMS context which was involved in the Reset, it shall use it to restore the corresponding MBMS service associated logical M3 connection over the M3 interface (see TS 23.007 [14]).
---------------------------------------------Next Change-------------------------------------------------

8.7.2
Successful Operation
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Figure 8.7.2-1: M3 Setup procedure- Successful operation.

The MCE initiates the procedure by sending a M3 SETUP REQUEST message including the appropriate data to the MME. The MME responds with a M3 SETUP RESPONSE.

The exchanged data shall be stored in respective node and used for the duration of the TNL association.

If the M3 SETUP REQUEST message contains the MCE Name IE the MME may use this IE as a human readable name of the MCE.



After completing the M3 Setup procedure, if the MCE receives an  MBMS SESSION START REQUEST message corresponding to an existing MBMS context which was involved in the Reset, it shall use it to restore the corresponding MBMS service associated logical M3 connection over the M3 interface (see TS 23.007 [14]). 
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