Page 1



3GPP TSG-RAN WG3 Meeting #84 
R3-141373
Seoul, Republic of Korea, May 19 – 23, 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.300
	CR
	CRNum
	rev
	1
	Current version:
	12.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction in the detection of Unnecessary HO to another RAT

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R3

	
	

	Work item code:
	TEI12
	
	Date:
	2014-05-18

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	Detection of unnecessary handover from LTE to another RAT, i.e. UTRAN or GERAN, has become available since Rel-10. During the inter-RAT handover preparation procedure, the source LTE cell provides measurement configuration contained in the Source to Target Transparent Container and the target UTRAN or GERAN cell indicates the UE to perform measurement based on the measurement configuration. The target UTRAN or GERAN cell may evaluate the received measurement reports with the coverage/quality condition received during the inter-RAT handover procedure and decide if an inter-RAT unnecessary HO report should be sent to the source LTE cell. The HO report should include the ECGI of the source LTE cell and in order to route the HO report to the source eNB, routing information, i.e. TAI and Global eNB ID of the source eNB is required. Different from the handover procedure from LTE to UTRAN, no information on the source LTE cell is provided to the GERAN cell during the handover procedure from LTE to GERAN. Thus, the detection of the unnecessary handover from LTE to GERAN in the LTE cell is incomplete in terms that there is an unclearness in the HO report population and HO report delivery.
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*** Start of change ***

22.4.2.3
Unnecessary HO to another RAT

One of the purposes of inter-RAT Mobility Robustness Optimisation is the detection of a non-optimal use of network resources. In particular, in case of inter-RAT operations and when E-UTRAN is considered, the case known as Unnecessary HO to another RAT is identified. The problem is defined as follows:

-
UE is handed over from E-UTRAN to other RAT (e.g. GERAN or UTRAN) even though quality of the E-UTRAN coverage was sufficient for the service used by the UE. The handover may therefore be considered as unnecessary HO to another RAT (too early IRAT HO without connection failure).

In inter-RAT HO, if the serving cell threshold (E-UTRAN) is set too high, and another RAT with good signal strength is available, a handover to another RAT (e.g. UTRAN or GERAN) may be triggered unnecessarily, resulting in an inefficient use of the networks. With a lower threshold the UE could have continued in the source RAT (E-UTRAN).

To be able to detect the Unnecessary HO to another RAT, an eNB may choose to put additional coverage and quality condition information, the routing information and the ECGI of the source cell into the HANDOVER REQUIRED message in the Handover Preparation procedure when an inter-RAT HO from E-UTRAN to another RAT occurs. The RAN node in the other RAT, upon receiving this additional coverage and quality information, may instruct the UE to continue measuring the source RAT (E-UTRAN) during a period of time, while being connected to another RAT (e.g. UTRAN or GERAN), and send periodic or single measurement reports to the other RAT (e.g. UTRAN or GERAN). When the period of time indicated by the source RAT (E-UTRAN) expires, the RAN node in the other RAT (e.g. UTRAN or GERAN), may evaluate the received measurement reports with the coverage/quality condition received during the inter-RAT HO procedure and decide if an inter-RAT unnecessary HO report should be sent to the RAN node in the source RAT (E-UTRAN). The inter-RAT unnecessary HO report should include the following information:

-
Handover type (LTE to UTRAN, LTE to GERAN);

-
Type of detected handover problem (Unnecessary HO to another RAT);

-
ECGI of the source cell in the handover;

-
Cell ID of the target cell;

-
A list of cells whose radio quality, as reported in the UE’s first measurement report following the handover, exceeds the threshold indicated in the additional coverage and quality information in the Handover Preparation procedure.

The inter-RAT unnecessary HO report shall only be sent in cases where, in all UE measurement reports collected during the measurement period, any source RAT cells exceed the radio coverage and/or quality threshold (the radio threshold RSRP or/and RSRQ and the measurement period are indicated in the additional coverage and quality information in the Handover Preparation procedure). If an inter-RAT handover towards LTE is executed from RNC within the indicated measurement period, the measurement period expires. In this case, the RNC may also send the HO Report. No HO Report shall be sent in case no E-UTRAN cell could be included, or if the indicated period of time is interrupted by an inter-RAT handover to a RAT different than LTE or by an intra-UMTS handover with SRNC relocation or inter-BSS handover.

The RAN node in the source RAT (E-UTRAN) upon receiving of the report, can decide if/how its parameters (e.g., threshold to trigger IRAT HO) should be adjusted.
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