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	Reason for change:
	Iurh Relocation was introduced in In RAN#53 in the interface between HNBs. After the relocation from source HNB to target HNB, target HNB sends a HNBAP: TNL UPDATE REQUEST message to the HNB-GW indicate the updating of the TNL information. In this HNBAP: TNL UPDATE REQUEST message, the Old Transport Info IE is presented as mandatory in the RAB List IE. 

However, there is no use case of such Old Transport Info for HNB-GW, and further, there is no such information available in target HNB therefore it is not possible for target HNB to set this Old Transport Info IE. 


	
	

	Summary of change:
	· In table 9.2.32 (RAB List), add in semantic description “This IE shall be ignored by the HNB-GW.” 
Impact Analysis
This CR has isolated impact towards the previous version of the specification (same release).
This CR has an impact under functional and protocol point of view.

The impact can be considered isolated since it only affects the Iurh Relocation between HNBs.


	
	

	Consequences if not approved:
	The HNB-GW may take the Old Transport Info IE as valid information.
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	Other comments:
	


BEGINNING OF CHANGES
9.2.32
RAB List

The RAB List IE indicates a list of old and new RAB transport information.

	IE/Group name
	Presence
	Range
	IE Type and reference
	Semantics description

	RAB List
	
	1 to <maxnoofRABs>
	
	

	>RAB ID
	M
	
	9.2.43
	

	>Old Transport Info
	M
	
	Transport Info

9.2.33
	This IE shall be ignored by the receiver.

	>New Transport Info
	M
	
	Transport Info

9.2.33
	

	>CN Domain Indicator
	M
	
	9.2.37
	


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


END OF CHANGES
