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Agreed to extend the existing SYSTEM INFORMATION UPDATE REQUEST
R3-14141432 (CR2031r1, TS 25.433, Rel-12, Cat. B) Agreed unseen.  
Work in RAN2 is not ready so we should consider agreeing the CR as BL CR.
Come backs
Minutes
	26. Enhanced Broadcast of System Information (RAN2-led) WI 

WID: RP-132077 (target: RAN#64) [TU: 1]

See Vice-Chairman report in  R3-140898 for agreements

	R3-141311
	RAN3 impact analysis on Enhanced Broadcast of System Information (Ericsson)
	Appr

Agreed to extend the existing SYSTEM INFORMATION UPDATE REQUEST 

	R3-141312
	Supporting Enhanced Broadcast of System Information (Ericsson)
	CR2031r-, TS 25.433, Rel-12, Cat. B 
Propose flag on message level 

 - Add IE IDs, 
revision in R3-14141432 agreed unseen.

	R3-141313
	Alternative: Introduce a new SYSTEM INFORMATION UPDATE REQUEST (Ericsson)
	CR2032r-, TS 25.433, Rel-12, Cat. B
Propose a new message
Noted

	R3-141023
	Introduction of Enhanced Broadcast of System Information (Alcatel-Lucent)
	CR2025r-, TS 25.433, Rel-12, Cat. B

Propose to duplicate the loop for the new MIB/SB/SIBInformation.

Noted

	R3-141061
	Considerations on Enhanced Broadcast of System Information (Huawei)
	Disc

Propose to add a new S-BCH indicator in the MIB/SB/SIBInformation. Allow repetition of the same SIB if update of both old and new. 

Commented that will affect the current abnormal condition handling in a legacy implementation.

Noted

	R3-141109
	Further considerations on the Iub signalling for the secondary BCH channel (NSN)
	Disc

Noted

	


