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1   Introduction
This text proposal to the stage 2 baseline CRs [1] is to reflect the proposals in the discussion paper [2]:

· Proposal 1: It is not allowed to change UL TEID in the E-RAB Modification Indication procedure.

· Proposal 4: The update of UE-AMBR should be allowed.

· Proposal 5: The change of Security Context {NH, NCC} is not needed

· Proposal 7: The failure message of the E-RAB Modification Indication procedure is not necessary. 
2   Discussion
The change is based on the baseline CR [1].
----------------------------------- Start of proposed modifications----------------------------------------------
19.2.2.4.x
E-RAB Modification Indication procedure




[image: image2.emf]eNB MME

S1-AP: E-RAB MODIFICATION INDICATION

S1-AP: E-RAB MODIFICATION CONFIRM


Figure 19.2.2.4.x-1: E-RAB Modification Indication procedure

The E-RAB Modification Indication procedure is initiated by the eNB to support the modification of already established E-RAB configurations. The current version of the specification supports the modification of the transport information and UE-AMBR only. The Serving GW TEID and AS Security Context are not allowed to be modified during the procedure. This procedure is used for dual connectivity if the SCG bearer option is applied. 
If the EPC is able to apply the requested modification, the MME responds with the E-RAB MODICAFITION CONFIRM.



----------------------------------- End of proposed modification ----------------------------------------------
3   Proposal
Proposal: Agree on the text proposal provided in section 2 of this paper.

4   Reference
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[2] R3-141610. Discussion on E-RAB Modification Indication procedure. Huawei
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