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1
Introduction

There are still open issues of UE-AMBR in dual connectivity operation and the outcome of offline discussion was provided in [1].

This contribution proposes to solve the open issues and TP to stage 2 and stage 3 (X2AP) running CRs [2][3] is provided considering the outcome of offline discussion.
2
Discussion

According to the outcome of offline discussion in [1], it seems like the handling of DL SeNB UE-AMBR for split bearer is key to solve UE-AMBR issue. There are mainly three way forwards.

Option 1) Introduce DL SeNB UE-AMBR and SeNB behaves the same as SCG bearer

From SeNB perspective, the behaviour is the same regardless of bearer splitting option. It is MeNB’s decision how high rate it indicates.
Option 2) Introduce DL SeNB UE-AMBR and SeNB ignores the parameter

SeNB ignores the DL SeNB UE-AMBR in case of split bearer. Clarified text needed for example, “For the split bearer option, the SeNB shall ignore the UE Aggregate Maximum Bit Rate Downlink in the SeNB UE Aggregate Maximum Bit Rate IE if received.”
Option 3) Don’t introduce DL SeNB UE-AMBR

MeNB shall not include DL SeNB UE-AMBR in case of split bearer. Need a new IE since UE-AMBR IE cannot be referred.
Considering the above analysis option 1) is easiest way for SeNB to handle SeNB UE-AMBR since it does not need to differentiate the bearer splitting option. In addition, MeNB has still full control of UE-AMBR by providing the same parameter as UE-AMBR in SeNB UE-AMBR if needed.

Proposal 1: Both UL and DL SeNB UE-AMBR for split bearer needs to be supported regardless of bearer splitting option.

Proposal 2: It is proposed to agree on TP to stage 2 and stage 3 (X2AP) running CRs.
3
Text Proposal to stage 2
Beginning of Text Proposal
11.4.x
UE-AMBR for Dual Connectivity

In Dual Connectivity, the MeNB ensures that the UE-AMBR is not exceeded by 

1) limiting the resources it allocates to the UE in MCG; and 

2) indicating to the SeNB a limit so that the SeNB can also in turn guarantee that this limit is not exceeded.


End of Text Proposal
4
Text Proposal to stage 3 (X2AP)

Beginning of Text Proposal
9.1.x
Messages for Dual Connectivity Procedures

9.1.x.1
SENB ADDITION REQUEST
This message is sent by the MeNB to the SeNB to request the preparation of resources for dual connectivity operation for a specific UE
Direction: MeNB ( SeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	UE Security Capabilities
	C-

ifSCGBearerOption
	
	9.2.29
	
	YES
	reject

	AS Security Information for DC
	C-

ifSCGBearerOption
	
	9.2.xx
	FFS
	YES
	reject

	SeNB UE Aggregate Maximum Bit Rate
	
M
	
	UE Aggregate Maximum Bit Rate 
9.2.12
	The UE Aggregate Maximum Bit Rate is split into MeNB UE Aggregate Maximum Bit Rate and SeNB UE Aggregate Maximum Bit Rate which are enforced by MeNB and SeNB respectively.
	YES
	reject

	E-RABs To Be Added List
	
	1
	
	
	–
	–

	>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	reject

	>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>SCG Bearer
	
	
	
	
	
	

	>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	–

	>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>Split Bearer
	
	
	
	
	
	

	>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>>MeNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	MeNB to SeNB Container
	M
	
	OCTET STRING
	Includes the necessary RRC Information as specified for DC operation in TS 36.331 [9]
	YES
	reject


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifSCGBearerOption
	This IE shall be present if the SCG bearer option is configured.


Next Text Proposal
9.1.x.5
SENB MODIFICATION REQUEST

This message is sent by the MeNB to the SeNB to request the preparation to modify SeNB resources for a specific UE.

Direction: MeNB ( SeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	UE Context Information
	
	1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.29
	
	–
	–

	>AS Security Information for DC
	O
	
	9.2.xx
	
	–
	–

	> SeNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.12
	
	–
	–

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	–

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>>>MeNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	O
	
	9.2.9
	Includes QoS parameters to be modified
	–
	–

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	O
	
	9.2.9
	Includes QoS parameters to be modified
	–
	–

	>>>>>MeNB GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	MeNB to SeNB Container
	O
	
	OCTET STRING
	Includes the necessary RRC Information as specified for DC operation in TS 36.331 [9]
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


Next Text Proposal
9.2.12
UE Aggregate Maximum Bit Rate

On Handover Aggregate Maximum Bitrate is transferred to the target eNB. In Dual Connectivity, UE Aggregate Maximum Bit Rate is split into MeNB UE Aggregate Maximum Bit Rate and SeNB UE Aggregate Maximum Bit Rate which are enforced by MeNB and SeNB respectively. The UE Aggregate Maximum Bitrate is applicable for all Non-GBR bearers per UE which is defined for the Downlink and the Uplink direction and provided by the MME to the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics 

description
	Criticality
	Assigned Criticality

	UE Aggregate Maximum Bit Rate Downlink
	M
	
	Bit Rate

9.2.11
	
	–
	–

	UE Aggregate Maximum Bit Rate Uplink
	M
	
	Bit Rate

9.2.11
	
	–
	–


End of Text Proposal
5
Conclusions
Proposal 1: Both UL and DL SeNB UE-AMBR for split bearer needs to be supported regardless of bearer splitting option.

Proposal 2: It is proposed to agree on TP to stage 2 and stage 3 (X2AP) running CRs.
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