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-----------------------------------------Change #1 Start-----------------------------------------------------------------------------------

8.11
Location Reporting Procedures

8.11.1
Location Reporting Control

8.11.1.1
General

The purpose of Location Reporting Control procedure is to allow the MME to request the eNB to report where the UE is currently located. The procedure uses UE-associated signalling.

8.11.1.2
Successful Operation
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Figure 8.11.1.2-1: Location Reporting Control procedure. Successful operation.
The MME initiates the procedure by sending a LOCATION REPORTING CONTROL message. On receipt of a LOCATION REPORTING CONTROL message the eNB shall perform the requested location reporting control action for the UE.
The Request Type IE indicates to the eNB whether:

-
to report directly;

-
to report upon change of serving cell, or

-
to stop reporting at change of serving cell.
If reporting upon change of serving cell is requested, the eNB shall report whenever the UE changes its serving cell to another cell belonging to the same eNB.

The Request Type IE also indicates what type of location information the eNB shall report. The location information is E-UTRAN CGI and TAI.

--------------------------------------- Change #1 End--------------------------------------------------------------------------------------
-----------------------------------------Change #2 Start-----------------------------------------------------------------------------------

8.11.3
Location Report

8.11.3.1
General

The purpose of Location Report procedure is to provide the UE’s current location to the MME. The procedure uses UE-associated signalling.

8.11.3.2
Successful Operation
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Figure 8.11.3.2-1: Location Report procedure. Successful operation.
The eNB initiates the procedure by generating a LOCATION REPORT message. The LOCATION REPORT message may be used as a response to a LOCATION REPORTING CONTROL message.

In case reporting at change of serving cell has been requested, the eNB shall send a LOCATION REPORT message whenever the location information given to the EPC is requested or has changed.
--------------------------------------- Change #2 End--------------------------------------------------------------------------------------
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