3GPP TSG-RAN WG3 #85bis
                           R3-142306                                                                   
Shanghai, P.R. China, October 6th –10th, 2014
Agenda Item:
 20.1.4. 
Souce:


   Samsung

Title:
 S-KeNB Change triggered by MeNB
Document for:

Discussion/Approval
1 Introduction

In the Last RAN3 meeting, RAN3 identified the scenarios regarding the S-KeNB change and agreed to use the SeNB Modification in case of the S-KeNB change, but need further check on the RRC container management. This document discusses the scenario that the MeNB initiates S-KeNB change.
2 Discussion

When the MeNB triggers the S-KeNB change, the MeNB needs to indicate to the concerned SeNB that it should release and add the SCG. RAN2 agreed on Uu, SCG change should result in a single RRCReconfiguration message, further discussion seems required regarding how the intra-SeNB SCG change is signaled across X2 AP. We have identified the following options:

1) 
Introduce a field in the SeNB Modification Request to indicate that the modification concerns an SCG change. When the SeNB receives the indicator, the SeNB configure the SCG-change and send the SCG-change to the UE.
2) Re-use the S-KeNB presence to indicate that the modification concerns an SCG change. When the SeNB receives the S-KeNB is included in the message, the SeNB configure the SCG-change and send the SCG-change to the UE.
3) Introduce a field in the RRC Container. 
In the first approach and the second approach, a X2AP information element is indicating a particular RRC container configuration in the SeNB. There is some cross level operation. For the second approach, if the SCG-change shall be configured along with the S-KeNB change, there is no other case can trigger the SCG-change, this approach would be preferred since it needn’t introduce new information element.  
Proposal 1
RAN3 is requested to discuss if how to notify the SeNB should release and add the SCG. 
3 Conclusion & recommendation
In this document, the S-KeNB change triggered by the MeNB is discussed and following proposal is proposed.
 Proposal 1
RAN3 is requested to discuss how to notify the SeNB should release and add the SCG. 
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